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1. Overall Description:
RAN2 has discussed the case when a RedCap UE in idle/inactive mode is configured with a separate initial BWP associated with no SSB (CD or NCD) for RACH regarding RSRP measurements before Msg1 or MsgA retransmission and agreed on the following."

· “From RAN2 perspective, if a RedCap UE in idle/inactive mode is configured with a separate initial BWP associated with no SSB (CD or NCD) for RACH, it is up to UE implementation to perform new RSRP measurement in a DL BWP associated with CD-SSB before Msg1/A retransmission.”

RAN2 respectfully asks RAN4 to take the agreement above into consideration and check if any update is required in their specifications.


2. Actions:
To RAN4
ACTION: 	RAN2 kindly asks RAN4 to take the agreement above into consideration and check if any update is required in their specifications. 	Comment by Huawei-Yulong: We suggest to change as “it as it is up to RAN4 if “.
Apparently, there is no clear common view even in RAN2 whether any RAN1/4 spec impact is needed. We should not give the impression to other WGs that RAN2 ask them to clarify something. The discussion should be purely based on their own views on our agreement.


3. Date of Next TSG-RAN WG2 Meetings:
TSG-RAN WG2 Meeting #117-e                       21st Feb - 3rd Mar 2022		e-Meeting
TSG-RAN WG2 Meeting #118-e                  	16th - 27th May 2022 		e-Meeting

