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1 Overall description
In response to RAN3 LS (R2-2206492/R3-223883), RAN2 would like to inform that RAN2 discussed the flexible gNB ID length issue and the gNB ID broadcast solution has been agreed with the following agreements. 
Include gNB ID length in PLMN-IdentityInfoList IE in SIB1.
As an optional UE feature, the network can configure the UE to include the gNB ID length in reportCGI measurement report.	Comment by Pinheiro, Melissa: Bell Mobility agrees with DT that should be mandatory UE feature	Comment by Deutsche Telekom (Efi Nikolitsa): DT would prefer that this is regarded as a mandatory UE feature. Is there a specific limitation that urges the optionality from UE perspective? 


Hence RAN3 can consider that RAN2 supports the broadcast and reporting of gNB ID length in NR and LTE in the relevant RAN2 specifications in Rel- 17.	Comment by Nokia (Jarkko): Maybe best to indicate that reporting is supported both from LTE and NR	Comment by Rapporteur_1: I think reporting “from” LTE is confusing as UE reports gNB ID length (NR cell) in LTE, so I suggest to change it to “in NR and LTE”
2	Actions
To RAN3:
ACTION: 	RAN2 asks RAN3 to take the above in to account.

3	Dates of next RAN2 meetings
The upcoming RAN2 meetings can be found in the RAN2 Meetings calendar 


