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[bookmark: _Toc502932909]<< Start of change >>
[bookmark: _Toc83580377][bookmark: _Toc84404886][bookmark: _Toc84413495][bookmark: OLE_LINK4]6.2.2	UE maximum output power reduction
UE is allowed to reduce the maximum output power due to higher order modulations and transmit bandwidth configurations. For UE power class 2 and 3 and UE power class 1 in Band n14, the allowed maximum power reduction (MPR) is defined in Table 6.2.2-2, Table 6.2.2-1 and Table 6.2.2-5, respectively for channel bandwidths  ≤ 100 MHz.  For UE power class 1.5, the allowed maximum power reduction (MPR) is defined in Table 6.2D.2-2 Table 6.2.2-4 and Table 6.2D.2-3 Table 6.2.2-4a in accordance with the indicated modifiedMPR-Behavior specified in Table L.1-1 for channel bandwidths ≤ 100 MHz.
If the relative channel bandwidth ≤ 4% for TDD bands or ≤ 3% for FDD band, the ∆MPR is set to zero.
If the relative channel bandwidth > 4% for TDD bands or > 3% for FDD bands, the ∆MPR is defined in Table 6.2.2-3.
Where relative channel bandwidth = 2*BWChannel / (FUL_low + FUL_high) 
The allowed MPR for SRS, PUCCH formats 0, 1, 3 and 4, and PRACH shall be as specified for QPSK modulated DFT-s-OFDM of equivalent RB allocation. The allowed MPR for PUCCH format 2 shall be as specified for QPSK modulated CP-OFDM of equivalent RB allocation.
Table 6.2.2-1 Maximum power reduction (MPR) for power class 3
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 3.51
	≤ 1.21
	≤ 0.21

	
	
	≤ 0.52
	≤ 0.52
	02

	
	Pi/2 BPSK w Pi/2 BPSK DMRS
	≤ 0.52
	≤ 02
	02

	
	QPSK
	≤ 1
	0

	
	16 QAM
	≤ 2
	≤ 1

	
	64 QAM
	≤ 2.5

	
	256 QAM
	≤ 4.5

	CP-OFDM
	QPSK
	≤ 3
	≤ 1.5

	
	16 QAM
	≤ 3
	≤ 2

	
	64 QAM
	≤ 3.5

	
	256 QAM
	≤ 6.5

	[bookmark: _Hlk525291220]NOTE 1:	Applicable for UE operating in TDD mode with Pi/2 BPSK modulation and UE indicates support for UE capability powerBoosting-pi2BPSK and if the IE powerBoostPi2BPSK is set to 1 and 40 % or less slots in radio frame are used for UL transmission for bands n40, n41, n77, n78 and n79. The reference power of 0 dB MPR is 26 dBm.
NOTE 2:	Applicable for UE operating in FDD mode, or in TDD mode in bands other than n40, n41, n77, n78 and n79 with Pi/2 BPSK modulation and if the IE powerBoostPi2BPSK is set to 0 and if more than 40 % of slots in radio frame are used for UL transmission for bands n40, n41, n77, n78 and n79. 



Table 6.2.2-2 Maximum power reduction (MPR) for power class 2
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 3.5
	≤ 0.5
	0

	
	QPSK
	≤ 3.5
	≤ 1
	0

	
	16 QAM
	≤ 3.5
	≤ 2
	≤ 1

	
	64 QAM
	≤ 3.5
	≤ 2.5

	
	256 QAM
	≤ 4.5

	CP-OFDM
	QPSK
	≤ 3.5
	≤ 3
	≤ 1.5

	
	16 QAM
	≤ 3.5
	≤ 3
	≤ 2

	
	64 QAM
	≤ 3.5

	
	256 QAM
	≤ 6.5



Table 6.2.2-3: ∆MPR
	NR Band
	Power class
	Channel bandwidth
	∆MPR (dB)

	n28 and n83
	Power class 3
	30 MHz
	0.5

	n40 and n97
	Power class 3 and power class 2
	100 MHz
	1



Table 6.2.2-4 Void Maximum power reduction (MPR) for power class 1.5 with  dual Tx
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 6
	≤ [2]
	≤ 0.5

	
	QPSK
	≤ 6.5
	≤ [2.5]
	≤ 0.5

	
	16 QAM
	≤ 6.5
	≤ [3.5]
	≤ 1.5

	
	64 QAM
	≤ 6.5
	≤ [4]
	≤ 3.5

	
	256 QAM
	≤ 6.5
	≤ 6.5
	≤ [6.5]

	CP-OFDM
	QPSK
	≤ 6.5
	≤ [4.5]
	≤ 2

	
	16 QAM
	≤ 6.5
	≤ [4.5]
	≤ 2.5

	
	64 QAM
	≤ 6.5
	≤ [5]
	≤ 4.5

	
	256 QAM
	≤ 8.5
	≤ 8.5
	≤ [8.5]



Table 6.2.2-4a Void Maximum power reduction (MPR) for power class 1.5 with dual Tx 
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 6
	≤ 1.5
	≤ 0

	
	QPSK
	≤ 6.5
	≤ 2
	≤ 0

	
	16 QAM
	≤ 6.5
	≤ 3
	≤ 1

	
	64 QAM
	≤ 6.5
	≤ 3.5
	≤ 3

	
	256 QAM
	≤ 6.5
	≤ 5.5
	≤ 5.5

	CP-OFDM
	QPSK
	≤ 6.5
	≤ 4
	≤ 1.5

	
	16 QAM
	≤ 6.5
	≤ 4
	≤ 2

	
	64 QAM
	≤ 6.5
	≤ 4.5
	≤ 4

	
	256 QAM
	≤ 7.5
	≤ 7.5
	≤ 7.5

	NOTE 1:	This table is targeted to large FWA form factor with 20 dB or above antenna isolation.



Table 6.2.2-5 Maximum power reduction (MPR) for power class 1 for Band n14
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 0.5
	≤ 0.5
	0

	
	Pi/2 BPSK w Pi/2 BPSK DMRS
	≤ 0.5
	≤ 0
	0

	
	QPSK
	≤ 1
	0

	
	16 QAM
	≤ 2
	≤ 1

	
	64 QAM
	≤ 2.5

	
	256 QAM
	≤ 4.5

	CP-OFDM
	QPSK
	≤ 3
	≤ 1.5

	
	16 QAM
	≤ 3
	≤ 2

	
	64 QAM
	≤ 3.5

	
	256 QAM
	≤ 6.5



Where the following parameters are defined to specify valid RB allocation ranges for Outer and Inner RB allocations:
NRB is the maximum number of RBs for a given Channel bandwidth and sub-carrier spacing defined in Table 5.3.2-1. RBStart,Low = max(1, floor(LCRB/2))
where max() indicates the largest value of all arguments and floor(x) is the greatest integer less than or equal to x.
RBStart,High = NRB – RBStart,Low – LCRB
The RB allocation is an Inner RB allocation if the following conditions are met
RBStart,Low  ≤  RBStart  ≤  RBStart,High, and
LCRB  ≤  ceil(NRB/2)
where ceil(x) is the smallest integer greater than or equal to x.
An Edge RB allocation is the one for which the RB(s) is (are) allocated at the lowermost or uppermost edge of the channel with LCRB ≤ 4 RBs for power class 1.5 and LCRB ≤ 2 RBs for other power classes.
The RB allocation is an Outer RB allocation for all other allocations which are not an Inner RB allocation or Edge RB allocation.
If CP-OFDM allocation satisfies following conditions, it is considered as almost contiguous allocation
NRB_gap / (NRB_alloc + NRB_gap ) ≤ 0.25
and NRB_alloc + NRB_gap is larger than 106, 51 or 24 RBs for 15 kHz, 30 kHz or 60 kHz SCS respectively where NRB_gap is the total number of unallocated RBs between allocated RBs and NRB_alloc is the total number of allocated RBs. The size and location of allocated and unallocated RBs are restricted by RBG parameters specified in clause 6.1.2.2 of TS 38.214 [10]. For these almost contiguous signals in power class 2 and 3, the allowed maximum power reduction defined in Table 6.2.2-2 and Table 6.2.2-1 areis increased by
CEIL{ 10 log10(1 + NRB_gap / NRB_alloc), 0.5 } dB,
where CEIL{x,0.5} means x rounding upwards to closest 0.5dB. The parameters of RBStart,Low and RBStart,High to specify valid RB allocation ranges for Outer and Inner RB allocations are defined as following:
RBStart,Low = max(1, floor((NRB_alloc + NRB_gap)/2))
RBStart,High = NRB – RBStart,Low – NRB_alloc –NRB_gap
For the UE maximum output power modified by MPR, the power limits specified in clause 6.2.4 apply.
<< End change >>
<< Start of change >>
[bookmark: _Toc21344282][bookmark: _Toc29801768][bookmark: _Toc29802192][bookmark: _Toc29802817][bookmark: _Toc36107559][bookmark: _Toc37251325][bookmark: _Toc45888140][bookmark: _Toc45888739][bookmark: _Toc61367384][bookmark: _Toc61372767][bookmark: _Toc68230708][bookmark: _Toc69084121][bookmark: _Toc75467131][bookmark: _Toc76509153][bookmark: _Toc76718143][bookmark: _Toc83580453][bookmark: _Toc84404962][bookmark: _Toc84413571]6.2D.1	UE maximum output power for UL MIMO
For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the maximum output power for any transmission bandwidth within the channel bandwidth is specified in Table 6.2D.1-1. The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1-2. For UE supporting UL MIMO, the maximum output power is defined as the sum of the maximum output power from both UE antenna connectors. The period of measurement shall be at least one sub frame (1 ms).
The requirements shall be met with the UL MIMO configurations of using 2-layer UL MIMO transmission with codebook of[image: ]. DCI Format for UE configured in PUSCH transmission mode for uplink single-user MIMO shall be used.
Table 6.2D.1-1: UE Power Class for UL MIMO in closed loop spatial multiplexing scheme
	[bookmark: OLE_LINK9]NR band
	Class 1.5 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	n1
	
	
	
	
	23
	+2/-3
	
	

	n2
	
	
	
	
	23
	+2/-31
	
	

	n3
	
	
	
	
	23
	+2/-31
	
	

	n7
	
	
	
	
	23
	+2/-31
	
	

	n25
	
	
	
	
	23
	+2/-31
	
	

	n30
	
	
	
	
	23
	+2/-3
	
	

	n34
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n38
	
	
	
	
	23
	+2/-3
	
	

	n39
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n40
	
	
	
	
	23
	+2/-3
	
	

	n41
	29
	+2/-31
	26
	+2/-31
	23
	+2/-31
	
	

	n48
	
	
	
	
	23
	+2/-3
	
	

	n66
	
	
	
	
	23
	+2/-3
	
	

	n70
	
	
	
	
	23
	+2/-3
	
	

	n71
	
	
	
	
	23
	+2/-3
	
	

	n77
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n78
	
	
	26
	+2/-3
	23
	+2/-3
	
	

	n79
	29
	+2/-3
	26
	+2/-3
	23
	+2/-3
	
	

	n80
	
	
	
	
	23
	+2/-31
	
	

	n84
	
	
	
	
	23
	+2/-3
	
	

	n95
	
	
	
	
	23
	+2/-3
	
	

	n97
	
	
	
	
	23
	+2/-3
	
	

	n98
	
	
	
	
	23
	+2/-3
	
	

	NOTE 1:	The transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 2:	Power class 3 is the default power class unless otherwise stated



Table 6.2D.1-2: UL MIMO configuration in closed-loop spatial multiplexing scheme
	Transmission scheme
	DCI format 
	Number of layers
	TPMI index

	Codebook based uplink
	DCI format 0_1
	2
	0

	NOTE 1:	The UE is configured with one SRS resource with the parameter nrofSRS-Ports set to 2.



For UE support uplink full power transmission (ULFPTx) for UL MIMO, the maximum output power requirements specified in Table 6.2D.1-1 shall be met with the PUSCH configurations specified in Table 6.2D.1-3, based upon UE’s support of uplink full power transmission mode. 
Table 6.2D.1-3: PUSCH Configuration for uplink full power transmission (ULFPTx)
	ULFPTx Mode
	Transmission scheme
	DCI format 
	Modulation
	Number of layers
	Number of Tx Port
	TPMI index

	Mode-1
	Codebook based uplink
	DCI format 0_1
	DFT-s-OFDM, CP-OFDM NOTE3
	1
	2
	2

	Mode-2
	Codebook based uplink
	DCI format 0_1
	DFT-s-OFDM, CP-OFDM
	1
	2
	0 or 1NOTE2

	Mode-full power
	Codebook based uplink
	DCI format 0_1
	DFT-s-OFDM, CP-OFDM
	1
	2
	0,1

	NOTE 1:	The UE is configured with one SRS resource with the parameter nrofSRS-Ports set to 2.
NOTE 2:	TPMI index selected shall be based upon the full power TPMI reported by the UE [8, TS 38.213].
NOTE 3:	For PUSCH configured with ULFPTxModes set to Mode-1, all the transmitter requirement for CP-OFDM based modulation is not needed to be verified if the requirement for UL MIMO has been validated.



[bookmark: _Toc21344283][bookmark: _Toc29801769][bookmark: _Toc29802193][bookmark: _Toc29802818][bookmark: _Toc36107560][bookmark: _Toc37251326][bookmark: _Toc45888141][bookmark: _Toc45888740][bookmark: _Toc61367385][bookmark: _Toc61372768][bookmark: _Toc68230709][bookmark: _Toc69084122][bookmark: _Toc75467132][bookmark: _Toc76509154][bookmark: _Toc76718144]If UE not indicating Tx diversity [xx15, TS 38.306] is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.2.1 apply for the power class as indicated by the ue-PowerClass field in capability signalling. 
[bookmark: _Toc83580454][bookmark: _Toc84404963][bookmark: _Toc84413572]6.2D.2	UE maximum output power reduction for UL MIMO
[bookmark: _GoBack]For UE with two transmit antenna connectors in closed-loop spatial multiplexing scheme, the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2D.1-1 is specified in Table 6.2.2-1 for PC3, Table 6.2D.2-1 for 2Tx PC2, Table 6.2D.2-2 and Table 6.2D.2-3 for PC1.5 respectively. For UE power class 1.5, the allowed maximum power reduction (MPR) defined in Table 6.2D.2-3 is in accordance with the indicated modifiedMPR-Behavior specified in Table L.1-1 for channel bandwidths ≤ 100 MHz. The requirements shall be met with UL MIMO configurations defined in Table 6.2D.1-2. For UE supporting UL MIMO, the maximum output power is defined as the sum of the maximum output power from both UE antenna connectors.
For UE support uplink full power transmission (ULFPTx) for UL MIMO, the allowed MPR for the maximum output power in Table 6.2D.1-1 is specified in Table 6.2.2-1 for PC3, Table 6.2D.2-1 when TxD is indicated and Table 6.2.2-2  when TxD is not indicated for PC2 , Table 6.2D.2-2 and Table 6.2D.2-3 for PC1.5 respectively, and the requirements shall be met with the PUSCH configurations specified in Table 6.2D.1-3, based upon UE’s support of uplink full power transmission mode.
The same MPR requirements shall be applicable to UE with 1-layer UL MIMO transmission (either with or without ULPFTx) as with the UL MIMO configurations of using 2-layer UL MIMO transmission with codebook of[image: ].
For the UE maximum output power modified by MPR, the power limits specified in clause 6.2D.4 apply.
If UE is scheduled for single antenna-port PUSCH transmission by DCI format 0_0 or by DCI format 0_1 for single antenna port codebook based transmission, the requirements in clause 6.2.2 apply for the power class as indicated by the ue-PowerClass field in capability signalling.
Table 6.2D.2-1 Maximum power reduction (MPR) for power class 2 with dual Tx
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM 
	Pi/2 BPSK
	≤ 3.5
	≤ 1
	0

	
	QPSK
	≤ 3.5
	≤ 2
	≤ 0.5

	
	16 QAM
	≤ 3.5
	≤ 2.5
	≤ 1.5

	
	64 QAM
	≤ 3.5
	≤ 3

	
	256 QAM
	≤ 5.5

	CP-OFDM 
	QPSK
	≤ 4.0
	≤ 3.5
	≤ 2

	
	16 QAM
	≤ 4.0
	≤ 3.5
	≤ 2.5

	
	64 QAM
	≤ 4.5

	
	256 QAM
	≤ 8.0



Table 6.2D.2-2 Maximum power reduction (MPR) for power class 1.5 with dual Tx
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 6
	≤ [2]
	≤ 0.5

	
	QPSK
	≤ 6.5
	≤ [2.5]
	≤ 0.5

	
	16 QAM
	≤ 6.5
	≤ [3.5]
	≤ 1.5

	
	64 QAM
	≤ 6.5
	≤ [4]
	≤ 3.5

	
	256 QAM
	≤ 6.5
	≤ 6.5
	≤ [6.5]

	CP-OFDM
	QPSK
	≤ 6.5
	≤ [4.5]
	≤ 2

	
	16 QAM
	≤ 6.5
	≤ [4.5]
	≤ 2.5

	
	64 QAM
	≤ 6.5
	≤ [5]
	≤ 4.5

	
	256 QAM
	≤ 8.5
	≤ 8.5
	≤ [8.5]



Table 6.2D.2-3 Maximum power reduction (MPR) for power class 1.5 with dual Tx 
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM
	Pi/2 BPSK
	≤ 6
	≤ 1.5
	0

	
	QPSK
	≤ 6.5
	≤ 2
	0

	
	16 QAM
	≤ 6.5
	≤ 3
	≤ 1

	
	64 QAM
	≤ 6.5
	≤ 3.5
	≤ 3

	
	256 QAM
	≤ 6.5
	≤ 5.5
	≤ 5.5

	CP-OFDM
	QPSK
	≤ 6.5
	≤ 4
	≤ 1.5

	
	16 QAM
	≤ 6.5
	≤ 4
	≤ 2

	
	64 QAM
	≤ 6.5
	≤ 4.5
	≤ 4

	
	256 QAM
	≤ 7.5
	≤ 7.5
	≤ 7.5

	NOTE 1:	This table is targeted to large FWA form factor with 20 dB or above antenna isolation.



Inner, outer and edge allocations are as defined in section 6.2.2 except for 	PC1.5 edge allocations which is for LCRB ≤ 4 RBs instead of LCRB ≤ 2 RBs for other power classes.
<< End change >>
<< Start of change >>
[bookmark: _Toc83580493][bookmark: _Toc84405002][bookmark: _Toc84413611]6.2G.2	UE maximum output power reduction for Tx Diversity
For UE supporting Tx diversity, the allowed MPR for the maximum output power in Table 6.2.1-1 is specified in Table 6.2.2-1, Table 6.2G2D.2-1 and Table 6.2D.2-2 and Table 6.2D.2-3 Table 6.2G.2-2 for UE power class 3, 2 and 1.5 respectively. For UE power class 1.5, the allowed maximum power reduction (MPR) defined in Table 6.2D.2-3 is in accordance with the indicated modifiedMPR-Behavior specified in Table L.1-1 for channel bandwidths ≤ 100 MHz. The maximum output power is defined as the sum of the maximum output power at each UE antenna connector.
Table 6.2G.2-1 Maximum power reduction (MPR) for power class 2 with dual Tx
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM 
	Pi/2 BPSK
	[≤ 3.5]
	[≤ 1]
	[0]

	
	QPSK
	[≤ 3.5]
	[≤ 2]
	[0.5]

	
	16 QAM
	[≤ 3.5]
	[≤ 2.5]
	[≤ 1.5]

	
	64 QAM
	[≤ 3.5]
	[≤ 3]

	
	256 QAM
	[≤ 5.5]

	CP-OFDM 
	QPSK
	[≤ 3.5]
	[≤ 3.5]
	[≤ 2]

	
	16 QAM
	[≤ 3.5]
	[≤ 3.5]
	[≤ 2.5]

	
	64 QAM
	[≤ 4.5]

	
	256 QAM
	[≤ 8.5]



Table 6.2G.2-2 Maximum power reduction (MPR) for power class 1.5 with dual Tx
<< End change >>
<< Start of change >>
[bookmark: _Toc21345705][bookmark: _Toc29806554][bookmark: _Toc61367932][bookmark: _Toc61373315][bookmark: _Toc68231265][bookmark: _Toc69084678][bookmark: _Toc75467691][bookmark: _Toc76509713][bookmark: _Toc76718703][bookmark: _Toc83581051][bookmark: _Toc84405560][bookmark: _Toc84414169]L.1	Indication of modified MPR behavior
This annex contains the definitions of the bits in the field modifiedMPR-Behavior indicated per supported NR band in the IE RF-Parameters [7] by a UE supporting an MPR or A-MPR modified in a given version of this specification. A modified MPR or A-MPR behaviour can apply to a supported NR band in stand-alone operation (including CA and NN-DC operation) or in non-standalone operation with the said NR band as part of an EN-DC or NE-DC band combination.
NOTE 1:	In the present release, the modifiedMPR-Behavior is indicated [7] by an 8-bit bitmap per supported NR band.
Table L.1-1: Definitions of the bits in the field modifiedMPR-Behavior
	NR Band
	Index of field
(bit number)
	Definition
(description of the supported functionality if indicator set to one)
	Notes

	n41
	0 (leftmost bit)
	- EN-DC contiguous intraband MPR as defined in clause 6.2B.2.1 of 38.101-3 v15.5.0
	- This bit shall be set to 1 by a UE supporting DC_(n)41AA UE EN-DC 

	
	1
	- EN-DC non-contiguous intraband MPR as defined in clause 6.2B.2.2 of 38.101-3 v15.5.0
	- This bit shall be set to 1 by a UE supporting DC_41A_n41A EN-DC 

	
	2
	- EN-DC contiguous and non-contiguous intraband MPR and A-MPR as defined in 38.101-3 v16.4.0. If this bit is not set the UE uses Rel-15 MPR or A-MPR for EN-DC contiguous and non-contiguous intraband MPR and A-MPR 
	-This bit may be set to 1 by a UE supporting DC_(n)41AA or DC_41A_n41A EN-DC 

	
	3
	PC 1.5 MPR as defined in Table 6.2D.2-4a 3 of 38.101-1 v17.3.0
	This bit may be set to 1 by a UE supporting power class 1.5. This bit is intended to be set by larger form factor FWA devices. If the bit is not set, MPR in Table 6.2D.2-4 2 applies.

	n71
	0 (leftmost bit)
	- EN-DC contiguous intraband MPR as defined in clause 6.2B.2.1 of 38.101-3 v15.5.0
	- This bit shall be set to 1 by a UE supporting DC_(n)71AA UE EN-DC 

	n77
	0 (leftmost bit)
	PC 1.5 MPR as defined in Table 6.22.2-4a 3 of 38.101-1 v17.3.0
	This bit may be set to 1 by a UE supporting power class 1.5. This bit is intended to be set by larger form factor FWA devices. If the bit is not set, MPR in Table 6.2D.2-42 applies.

	n78
	0 (leftmost bit)
	PC 1.5 MPR as defined in Table 6.2D.2-4a 3 of 38.101-1 v17.3.0
	This bit may be set to 1 by a UE supporting power class 1.5. This bit is intended to be set by larger form factor FWA devices. If the bit is not set, MPR in Table 6.2D.2-4 2 applies.

	n79
	0 (leftmost bit)
	PC 1.5 MPR as defined in Table 6.2D.2-4a 3 of 38.101-1 v17.3.0
	This bit may be set to 1 by a UE supporting power class 1.5. This bit is intended to be set by larger form factor FWA devices. If the bit is not set, MPR in Table 6.2D.2-4 2 applies.


<< End change >>
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