

	
3GPP TSG-RAN WG4 Meeting # 104-e	R4-2212087
Electronic Meeting, 15 - 26 August 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.104
	CR
	<CR#>
	rev
	<Rev#>
	Current version:
	16.12.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Draft CR to TS 38.104 on clarifications of ACLR/CACLR requirements for band n46 and n96 

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	R4

	
	

	Work item code:
	NR_unlic-Core
	
	Date:
	2022-08-10

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	It is not clear that the ACLR/CACLR limits specified for other bands are not applicable to band n46 and n96.
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	Clarify that the ACLR/CACLR limits specified for other bands are not applicable to band n46 and n96.
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	Ambiguities remain and would lead to different interpretations.
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[bookmark: _Toc21127488][bookmark: _Toc29811697][bookmark: _Toc36817249][bookmark: _Toc37260165][bookmark: _Toc37267553][bookmark: _Toc44712155][bookmark: _Toc45893468][bookmark: _Toc53178195][bookmark: _Toc53178646][bookmark: _Toc61177885][bookmark: _Toc61178357][bookmark: _Toc67916424][bookmark: _Toc74669861][bookmark: _Toc76543509][bookmark: _Toc82624169][bookmark: _Toc90416908][bookmark: _Toc106771253]6.6.3.1	General
Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.
[bookmark: _Hlk508123095]The requirements shall apply outside the Base Station RF Bandwidth or Radio Bandwidth whatever the type of transmitter considered (single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer’s specification.
The requirements shall also apply if the BS supports NB-IoT operation in NR in-band.
[bookmark: _Hlk508123083]For a BS operating in non-contiguous spectrum, the ACLR requirement in clause 6.6.3.2 shall apply in sub-block gaps for the frequency ranges defined in table 6.6.3.2-2a, while the CACLR requirement in clause 6.6.3.2 shall apply in sub-block gaps for the frequency ranges defined in table 6.6.3.2-3.
For a multi-band connector, the ACLR requirement in clause 6.6.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.2-2a, while the CACLR requirement in clause 6.6.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.2-3.
The requirement shall apply during the transmitter ON period.
<End of change>

