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Annex F:
Status of all 3GPP CRs after TSG SA #63 Meeting (including GERAN #61)

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	WI
	WG
Resp

	SP-140065
	22.011
	0198
	5
	12.0.0
	Rel-12
	Prioritization of MMTEL for ACB
	approved
	B
	12.1.0
	TEI12
	S1

	SP-140064
	22.011
	0200
	-
	12.0.0
	Rel-12
	Requirement for SSAC in CONNECTED
	approved
	C
	12.1.0
	TEI12
	S1

	SP-140065
	22.011
	0202
	-
	12.0.0
	Rel-12
	Prioritization of MO-SMS for ACB
	approved
	B
	12.1.0
	TEI12
	S1

	SP-140066
	22.101
	0471
	1
	13.1.0
	Rel-13
	RSE load balancing under EPC congestion situations
	approved
	C
	13.2.0
	RSE
	S1

	SP-140064
	22.173
	0092
	1
	12.4.0
	Rel-12
	ECT - Assured Transfer description in MMTel
	approved
	F
	12.5.0
	TEI12
	S1

	SP-140112
	23.002
	0271
	2
	12.3.0
	Rel-12
	Missing PSS Server information
	approved
	F
	12.4.0
	HTTP_SDS
	S2

	SP-140101
	23.002
	0272
	2
	12.3.0
	Rel-12
	Adding the IMS WebRTC architecture
	approved
	B
	12.4.0
	IMS_WebRTC
	S2

	CP-140028
	23.003
	0371
	2
	12.1.0
	Rel-12
	OAM sub-domain
	approved
	F
	12.2.0
	TEI12
	C4

	CP-140030
	23.003
	0372
	1
	12.1.0
	Rel-12
	TWAN Operator Name
	approved
	B
	12.2.0
	NETLOC_TWAN-CT
	C4

	CP-140016
	23.003
	0375
	-
	8.19.0
	Rel-8
	Updating IMEI URN draft reference
	approved
	F
	8.20.0
	TEI8
	C4

	CP-140016
	23.003
	0376
	-
	9.13.0
	Rel-9
	Updating IMEI URN draft reference
	approved
	A
	9.14.0
	TEI8
	C4

	CP-140016
	23.003
	0377
	-
	10.8.0
	Rel-10
	Updating IMEI URN draft reference
	approved
	A
	10.9.0
	TEI8
	C4

	CP-140016
	23.003
	0378
	-
	11.7.0
	Rel-11
	Updating IMEI URN draft reference
	approved
	A
	11.8.0
	TEI8
	C4

	CP-140016
	23.003
	0379
	-
	12.1.0
	Rel-12
	Updating IMEI URN draft reference
	approved
	A
	12.2.0
	TEI8
	C4

	CP-140019
	23.007
	0262
	7
	11.7.0
	Rel-11
	SGW behaviour upon GTP Error indication
	approved
	F
	11.8.0
	eNR_EPC
	C4

	CP-140019
	23.007
	0263
	6
	12.3.0
	Rel-12
	SGW behaviour upon GTP Error indication
	approved
	A
	12.4.0
	eNR_EPC
	C4

	CP-140020
	23.007
	0272
	1
	11.7.0
	Rel-11
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	approved
	F
	11.8.0
	TEI11
	C4

	CP-140020
	23.007
	0273
	1
	12.3.0
	Rel-12
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	approved
	A
	12.4.0
	TEI11
	C4

	CP-140026
	23.007
	0275
	1
	12.3.0
	Rel-12
	PWS Restart Indication parameters
	reissued
	B
	
	REP_WMD
	C4

	CP-140154
	23.007
	0275
	1
	12.3.0
	Rel-12
	PWS Restart Indication parameters
	approved
	B
	12.4.0
	REP_WMD
	C4

	CP-140019
	23.007
	0276
	1
	11.7.0
	Rel-11
	Correct the PCRF procedure during the SGW restoration
	approved
	F
	11.8.0
	eNR_EPC
	C4

	CP-140019
	23.007
	0277
	1
	12.3.0
	Rel-12
	Correct the PCRF procedure during the SGW restoration
	approved
	A
	12.4.0
	eNR_EPC
	C4

	CP-140029
	23.007
	0282
	2
	12.3.0
	Rel-12
	"Handling of ""GTP Resources Unavailable"" cause in S4-SGSN"
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140036
	23.008
	0407
	2
	12.1.0
	Rel-12
	Storage of RAN assistant data in MME
	reissued
	B
	
	MTCe-SDDTE-CT
	C4

	CP-140180
	23.008
	0407
	2
	12.1.0
	Rel-12
	Storage of RAN assistance data in MME
	approved
	B
	12.2.0
	MTCe-SDDTE-CT
	C4

	CP-140140
	23.041
	0135
	5
	12.4.0
	Rel-12
	Restart Indication
	approved
	B
	12.5.0
	REP_WMD
	C1

	CP-140144
	23.041
	0141
	1
	12.4.0
	Rel-12
	Capacity Indication Request not implemented
	approved
	C
	12.5.0
	TEI12
	C1

	SP-140108
	23.060
	1829
	3
	12.3.0
	Rel-12
	Addition of a note addressing the behavior of network side during inter-RAT 3GPP PS Handover
	approved
	F
	12.4.0
	WORM
	S2

	SP-140100
	23.060
	1831
	1
	11.8.0
	Rel-11
	Corrections to TFT packet filter related descriptions
	approved
	F
	11.9.0
	TEI11, SAES
	S2

	SP-140100
	23.060
	1832
	1
	12.3.0
	Rel-12
	Corrections to TFT packet filter related descriptions
	approved
	A
	12.4.0
	TEI11, SAES
	S2

	SP-140106
	23.060
	1833
	1
	12.3.0
	Rel-12
	Corrections for presence reporting area based location reporting
	approved
	F
	12.4.0
	CNO_ULI
	S2

	SP-140106
	23.060
	1834
	2
	12.3.0
	Rel-12
	Presence Reporting Area provided by OCS
	approved
	B
	12.4.0
	CNO_ULI
	S2

	SP-140104
	23.060
	1835
	3
	12.3.0
	Rel-12
	Power Saving Mode applicability
	approved
	F
	12.4.0
	MTCe-UEPCOP
	S2

	SP-140111
	23.060
	1837
	1
	12.3.0
	Rel-12
	Clarify the APN selection when the user locates in HPLMN
	approved
	F
	12.4.0
	TEI12
	S2

	SP-140104
	23.060
	1840
	1
	12.3.0
	Rel-12
	Clarification on PSM
	approved
	F
	12.4.0
	MTCe-UEPCOP
	S2

	CP-140024
	23.088
	0007
	1
	11.2.0
	Rel-11
	Call barring services with the SMS in MME option
	approved
	F
	11.3.0
	SIMTC-PS_Only
	C4

	CP-140144
	23.122
	0250
	2
	12.3.0
	Rel-12
	Incorrect combination of stored duplicate of RPLMN and current PLMN selection mode due to multiple CSG selections
	approved
	F
	12.4.0
	TEI12
	C1

	CP-140144
	23.122
	0251
	1
	12.3.0
	Rel-12
	No CSG cell and re-enable E-UTRA
	approved
	F
	12.4.0
	TEI12
	C1

	SP-140097
	23.167
	0257
	1
	9.12.0
	Rel-9
	Non UE detected emergency call correction when the retry attempt is made in CS domain
	approved
	F
	9.13.0
	IMS_EMER_GPRS_EPS
	S2

	SP-140097
	23.167
	0258
	1
	10.9.0
	Rel-10
	Non UE detected emergency call correction when the retry attempt is made in CS domain
	approved
	A
	10.10.0
	IMS_EMER_GPRS_EPS
	S2

	SP-140097
	23.167
	0259
	1
	11.9.0
	Rel-11
	Non UE detected emergency call correction when the retry attempt is made in CS domain
	approved
	A
	11.10.0
	IMS_EMER_GPRS_EPS
	S2

	SP-140098
	23.167
	0260
	-
	10.9.0
	Rel-10
	Clarification when using a private network for emergency calls
	approved
	F
	10.10.0
	TEI10
	S2

	SP-140098
	23.167
	0261
	-
	11.9.0
	Rel-11
	Clarification when using a private network for emergency calls
	approved
	A
	11.10.0
	TEI10
	S2

	SP-140106
	23.203
	0864
	2
	12.3.0
	Rel-12
	Corrections for TDF functionality and for event triggers and re-authorization triggers definitions
	approved
	F
	12.4.0
	CNO_ULI
	S2

	SP-140103
	23.203
	0865
	1
	12.3.0
	Rel-12
	Editorial corrections and clarifications
	approved
	F
	12.4.0
	P4C-F
	S2

	SP-140110
	23.203
	0866
	1
	12.3.0
	Rel-12
	Additional parameters transfer from PCEF to TDF via PCRF for charging report purpose
	approved
	F
	12.4.0
	ABC
	S2

	SP-140099
	23.203
	0867
	2
	11.12.0
	Rel-11
	Corrections to handling of PCC rules with application identifier
	approved
	F
	11.13.0
	SAPP
	S2

	SP-140099
	23.203
	0868
	1
	12.3.0
	Rel-12
	Corrections to handling of PCC rules with application identifier
	approved
	A
	12.4.0
	SAPP
	S2

	SP-140110
	23.203
	0869
	2
	12.3.0
	Rel-12
	Architecture figure update for ABC
	approved
	F
	12.4.0
	ABC
	S2

	SP-140106
	23.203
	0875
	2
	12.3.0
	Rel-12
	Corrections of PRA information at initial interactions with PCRF and OCS
	approved
	F
	12.4.0
	CNO_ULI
	S2

	SP-140101
	23.228
	1058
	6
	12.3.0
	Rel-12
	IMS_WebRTC architecture and procedures
	approved
	B
	12.4.0
	IMS_WebRTC
	S2

	SP-140111
	23.228
	1062
	1
	12.3.0
	Rel-12
	Sh interface supports retrieving of private user identities using the public user identity
	approved
	B
	12.4.0
	TEI12
	S2

	SP-140109
	23.228
	1064
	-
	12.3.0
	Rel-12
	Geographical Identifier for TWAN access
	approved
	B
	12.4.0
	NetLoc_TWAN
	S2

	SP-140111
	23.237
	0469
	-
	12.5.0
	Rel-12
	Voice + video media fallback to voice media in case of SRVCC in pre-alerting state or alerting phase
	approved
	F
	12.6.0
	TEI12
	S2

	SP-140102
	23.246
	0277
	1
	12.0.0
	Rel-12
	MBMS bearer Priority update
	approved
	B
	12.1.0
	GCSE_LTE
	S2

	SP-140098
	23.272
	0916
	2
	10.13.0
	Rel-10
	Supporting priority services in 1xCSFB
	approved
	F
	10.14.0
	TEI10
	S2

	SP-140098
	23.272
	0917
	2
	11.7.0
	Rel-11
	Supporting priority services in 1xCSFB
	approved
	A
	11.8.0
	TEI10
	S2

	SP-140098
	23.272
	0918
	2
	12.1.0
	Rel-12
	Supporting priority services in 1xCSFB
	approved
	A
	12.2.0
	TEI10
	S2

	SP-140111
	23.272
	0919
	-
	12.1.0
	Rel-12
	Correction of MT procedures in active mode
	approved
	F
	12.2.0
	TEI12
	S2

	SP-140100
	23.292
	0202
	2
	11.6.0
	Rel-11
	ICS Indicator to support MSC not enhanced for ICS
	approved
	F
	11.7.0
	TEI11, ICSRA
	S2

	SP-140100
	23.292
	0203
	2
	12.2.0
	Rel-12
	ICS Indicator to support MSC not enhanced for ICS
	approved
	A
	12.3.0
	TEI11, ICSRA
	S2

	SP-140100
	23.292
	0204
	1
	11.6.0
	Rel-11
	IMS registration via I2 upon Combined Attach via SGs
	approved
	F
	11.7.0
	TEI11, ICSRA
	S2

	SP-140100
	23.292
	0205
	1
	12.2.0
	Rel-12
	IMS registration via I2 upon Combined Attach via SGs
	approved
	A
	12.3.0
	TEI11, ICSRA
	S2

	CP-140025
	23.334
	0040
	-
	12.2.0
	Rel-12
	Alignment of IE name for CVO
	approved
	F
	12.3.0
	CVO-CT
	C4

	CP-140020
	23.380
	0048
	1
	11.2.0
	Rel-11
	Update the reference of Update Notifications for Proxy Mobile IPv6 to RFC 7077
	approved
	F
	11.3.0
	TEI11
	C4

	CP-140017
	23.380
	0049
	1
	9.5.0
	Rel-9
	Update the reference of IETF sipcore-keep to RFC 6223
	approved
	F
	9.6.0
	TEI8
	C4

	CP-140017
	23.380
	0050
	1
	10.2.0
	Rel-10
	Update the reference of IETF draft sipcore-keep to RFC 6223
	approved
	A
	10.3.0
	TEI8
	C4

	CP-140017
	23.380
	0051
	1
	11.2.0
	Rel-11
	Update the reference of IETF sipcore-keep to RFC 6223
	approved
	A
	11.3.0
	TEI8
	C4

	SP-140111
	23.401
	2634
	2
	12.3.0
	Rel-12
	Corrections for the PGW pause of charging functionality
	approved
	F
	12.4.0
	TEI12
	S2

	SP-140106
	23.401
	2635
	2
	12.3.0
	Rel-12
	Corrections for presence reporting area based location reporting
	approved
	F
	12.4.0
	CNO_ULI
	S2

	SP-140108
	23.401
	2636
	2
	12.3.0
	Rel-12
	Delayed release of UE IP address during inter-RAT 3GPP PS Handover
	approved
	F
	12.4.0
	WORM
	S2

	SP-140106
	23.401
	2637
	2
	12.3.0
	Rel-12
	Presence Reporting Area provided by OCS
	approved
	B
	12.4.0
	CNO_ULI
	S2

	SP-140104
	23.401
	2638
	3
	12.3.0
	Rel-12
	Power Saving Mode applicability
	approved
	F
	12.4.0
	MTCe-UEPCOP
	S2

	SP-140111
	23.401
	2641
	2
	12.3.0
	Rel-12
	Fix downlink message delivery failure due to crash with mobility event
	approved
	F
	12.4.0
	TEI12, SAES
	S2

	SP-140098
	23.401
	2642
	-
	10.10.0
	Rel-10
	Correction of IETF reference on prefix delegation
	approved
	F
	10.11.0
	TEI10
	S2

	SP-140098
	23.401
	2643
	-
	11.8.0
	Rel-11
	Correction of IETF reference on prefix delegation
	approved
	A
	11.9.0
	TEI10
	S2

	SP-140098
	23.401
	2644
	-
	12.3.0
	Rel-12
	Correction of IETF reference on prefix delegation
	approved
	A
	12.4.0
	TEI10
	S2

	SP-140109
	23.402
	1223
	3
	12.3.0
	Rel-12
	Consistency of §16 with 23.203 / 33.107 / 29.274
	approved
	F
	12.4.0
	Netloc_TWAN
	S2

	SP-140105
	23.402
	1224
	2
	12.3.0
	Rel-12
	Corrections for ISMP restricted rule
	approved
	F
	12.4.0
	WLAN_NS
	S2

	SP-140107
	23.402
	1226
	2
	12.3.0
	Rel-12
	Corrections for Initial attach and handover attach call flows for single-connection
	revised
	F
	
	eSaMOG
	S2

	SP-140058
	23.402
	1226
	3
	12.3.0
	Rel-12
	Corrections for Initial attach and handover attach call flows for single-connection
	reissued
	F
	
	eSaMOG
	S2

	SP-140155
	23.402
	1226
	4
	12.3.0
	Rel-12
	Corrections for Initial attach and handover attach call flows for single-connection
	approved
	F
	12.4.0
	eSaMOG
	S2

	SP-140155
	23.402
	1227
	-
	12.3.0
	Rel-12
	Corrections to SaMOG functionality
	approved
	F
	12.4.0
	eSaMOG
	S2

	SP-140107
	23.402
	1227
	-
	12.3.0
	Rel-12
	Corrections to SaMOG functionality
	reissued
	F
	
	eSaMOG
	S2

	SP-140105
	23.402
	1228
	1
	12.3.0
	Rel-12
	ANDSF related corrections
	approved
	F
	12.4.0
	WLAN_NS, OPIIS
	S2

	SP-140111
	23.402
	1230
	3
	12.3.0
	Rel-12
	Removing Source IP address/port from ISRP and IARP
	approved
	F
	12.4.0
	TEI12
	S2

	SP-140155
	23.402
	1231
	2
	12.3.0
	Rel-12
	Link model related eSaMOG corrections
	approved
	F
	12.4.0
	eSaMOG
	S2

	SP-140107
	23.402
	1231
	2
	12.3.0
	Rel-12
	Link model related eSaMOG corrections
	reissued
	F
	
	eSaMOG
	S2

	SP-140105
	23.402
	1236
	2
	12.3.0
	Rel-12
	Adding a condition for selecting 3GPP RPLMN as the most preferred service provider over WLAN access
	approved
	F
	12.4.0
	WLAN_NS
	S2

	SP-140107
	23.402
	1237
	5
	12.3.0
	Rel-12
	WLCP over UDP
	revised
	B
	
	eSaMOG
	S2

	SP-140155
	23.402
	1237
	6
	12.3.0
	Rel-12
	WLCP over UDP
	approved
	B
	12.4.0
	eSaMOG
	S2

	SP-140105
	23.402
	1238
	2
	12.3.0
	Rel-12
	Clarification on WLAN Selection based on WLANSP
	approved
	F
	12.4.0
	WLAN_NS
	S2

	SP-140155
	23.402
	1239
	1
	12.3.0
	Rel-12
	Clarifications on aspect on multi-access PDN Connectivity
	approved
	F
	12.4.0
	eSaMOG
	S2

	SP-140107
	23.402
	1239
	1
	12.3.0
	Rel-12
	Clarifications on aspect on multi-access PDN Connectivity
	reissued
	F
	
	eSaMOG
	S2

	SP-140107
	23.402
	1241
	2
	12.3.0
	Rel-12
	Corrections of eSaMOG Initial Attach
	revised
	F
	
	eSaMOG
	S2

	SP-140155
	23.402
	1241
	3
	12.3.0
	Rel-12
	Corrections of eSaMOG Initial Attach
	approved
	F
	12.4.0
	eSaMOG
	S2

	SP-140109
	23.402
	1242
	2
	12.3.0
	Rel-12
	Access Network information reporting in case of a TWAN Access
	approved
	B
	12.4.0
	NetLoc_TWAN
	S2

	SP-140104
	23.682
	0079
	3
	12.0.0
	Rel-12
	Power Saving Mode applicability
	approved
	F
	12.1.0
	MTCe-UEPCOP
	S2

	SP-140053
	23.682
	0083
	1
	12.0.0
	Rel-12
	Deleting SA WG3 specific texts from TS 23.682
	approved
	D
	12.1.0
	MTCe
	S2

	SP-140053
	23.682
	0083
	1
	12.0.0
	Rel-12
	Deleting SA WG3 specific text
	approved
	D
	12.1.0
	MTCe
	S2

	CP-140127
	24.008
	2460
	7
	10.12.0
	Rel-10
	Selective RAU when ISR is activated
	approved
	F
	10.13.0
	TEI10
	C1

	CP-140127
	24.008
	2461
	7
	11.9.0
	Rel-11
	Selective RAU when ISR is activated
	approved
	A
	11.10.0
	TEI10
	C1

	CP-140127
	24.008
	2462
	7
	12.4.0
	Rel-12
	Selective RAU when ISR is activated
	approved
	A
	12.5.0
	TEI10
	C1

	CP-140124
	24.008
	2464
	3
	10.12.0
	Rel-10
	Cause Code #17 as triggers for redirection for MOCN
	approved
	F
	10.13.0
	MOCN-GERAN
	C1

	CP-140134
	24.008
	2483
	5
	11.9.0
	Rel-11
	TMSI handling during routing area update procedures
	approved
	F
	11.10.0
	TEI11
	C1

	CP-140134
	24.008
	2484
	5
	12.4.0
	Rel-12
	TMSI handling during routing area update procedures
	approved
	A
	12.5.0
	TEI11
	C1

	CP-140142
	24.008
	2488
	3
	12.4.0
	Rel-12
	Handling Service Request failure due to timeout
	approved
	C
	12.5.0
	SINE
	C1

	CP-140144
	24.008
	2496
	3
	12.4.0
	Rel-12
	Conditions to ignore paging for non-GPRS services
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140134
	24.008
	2504
	3
	11.9.0
	Rel-11
	TFT filter settings
	postponed
	F
	
	TEI11
	C1

	CP-140134
	24.008
	2505
	3
	12.4.0
	Rel-12
	TFT filter settings
	revised
	A
	
	TEI11
	C1

	CP-140174
	24.008
	2505
	4
	12.4.0
	Rel-12
	TFT filter settings
	postponed
	A
	
	TEI11
	C1

	CP-140134
	24.008
	2507
	1
	11.9.0
	Rel-11
	Cases of #17 to trigger redirection
	approved
	F
	11.10.0
	TEI11
	C1

	CP-140134
	24.008
	2508
	1
	12.4.0
	Rel-12
	Cases of #17 to trigger redirection
	approved
	A
	12.5.0
	TEI11
	C1

	CP-140144
	24.008
	2510
	3
	12.4.0
	Rel-12
	Emergency Attach in the network not supporting IMS emergency call for limited service state
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140134
	24.008
	2514
	2
	11.9.0
	Rel-11
	Disabling the request for E-UTRAN inter RAT handover information
	approved
	F
	11.10.0
	TEI11
	C1

	CP-140134
	24.008
	2515
	2
	12.4.0
	Rel-12
	Disabling the request for E-UTRAN inter RAT handover information
	approved
	A
	12.5.0
	TEI11
	C1

	CP-140134
	24.008
	2516
	-
	11.9.0
	Rel-11
	Minimum UE capability requirements for an MS to support CS to PS SRVCC from GERAN to E-UTRAN
	approved
	F
	11.10.0
	TEI11
	C1

	CP-140134
	24.008
	2517
	-
	12.4.0
	Rel-12
	Minimum UE capability requirements for an MS to support CS to PS SRVCC from GERAN to E-UTRAN
	approved
	A
	12.5.0
	TEI11
	C1

	CP-140144
	24.008
	2520
	2
	12.4.0
	Rel-12
	Missing condition for cause of start of T3302
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140144
	24.008
	2523
	1
	12.4.0
	Rel-12
	Clarification on T3396 stopping conditions
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140135
	24.008
	2524
	1
	12.4.0
	Rel-12
	Removing redundant SIPTO@LN procedures
	approved
	D
	12.5.0
	LIMONET-SIPTO
	C1

	CP-140135
	24.008
	2525
	1
	12.4.0
	Rel-12
	Aligning SIPTO@LN IE name with IE name used in TS 25.413
	approved
	F
	12.5.0
	LIMONET-SIPTO
	C1

	CP-140136
	24.008
	2527
	3
	12.4.0
	Rel-12
	Introduction of UE power saving mode
	approved
	B
	12.5.0
	MTCe-UEPCOP-CT
	C1

	CP-140141
	24.008
	2531
	1
	12.4.0
	Rel-12
	Correction of term 'GMM-CONNECTED mode' to 'PMM-CONNECTED' mode'
	approved
	D
	12.5.0
	SAES3
	C1

	CP-140144
	24.008
	2535
	-
	12.4.0
	Rel-12
	Handling of T3246 and T3346 when the MS is switched off
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140144
	24.008
	2538
	1
	12.4.0
	Rel-12
	RRC Establishment Cause for RAU procedure
	revised
	F
	
	TEI12
	C1

	CP-140200
	24.008
	2538
	2
	12.4.0
	Rel-12
	RRC Establishment Cause for RAU procedure
	approved
	F
	12.5.0
	TEI12
	C1

	CP-140132
	24.109
	0063
	1
	11.3.0
	Rel-11
	Base64 encoding of NAF specific key material
	approved
	F
	11.4.0
	GBA-ext-St3
	C1

	CP-140132
	24.109
	0064
	1
	12.2.0
	Rel-12
	Base64 encoding of NAF specific key material
	approved
	A
	12.3.0
	GBA-ext-St3
	C1

	CP-140122
	24.183
	0043
	1
	9.8.0
	Rel-9
	Reference update: draft-ietf-salud-alert-info-urns
	approved
	F
	9.9.0
	CRS
	C1

	CP-140122
	24.183
	0044
	1
	10.5.0
	Rel-10
	Reference update: draft-ietf-salud-alert-info-urns
	approved
	A
	10.6.0
	CRS
	C1

	CP-140122
	24.183
	0045
	1
	11.3.0
	Rel-11
	Reference update: draft-ietf-salud-alert-info-urns
	approved
	A
	11.4.0
	CRS
	C1

	CP-140153
	24.229
	4748
	5
	12.3.0
	Rel-12
	Usage of b=AS
	approved
	F
	12.4.0
	IMSProtoc6
	C1

	CP-140126
	24.229
	4783
	2
	10.14.0
	Rel-10
	Clarify that SDP for sessions with voice media can be updated in a TA indicating voice over PS is not supported
	approved
	F
	10.15.0
	TEI10
	C1

	CP-140126
	24.229
	4784
	2
	11.10.0
	Rel-11
	Clarify that SDP for sessions with voice media can be updated in a TA indicating voice over PS is not supported
	approved
	A
	11.11.0
	TEI10
	C1

	CP-140126
	24.229
	4785
	2
	12.3.0
	Rel-12
	Clarify that SDP for sessions with voice media can be updated in a TA indicating voice over PS is not supported
	approved
	A
	12.4.0
	TEI10
	C1

	CP-140150
	24.229
	4786
	1
	12.3.0
	Rel-12
	Reference update of draft-ietf-mmusic-udptl-dtls
	approved
	F
	12.4.0
	eMEDIASEC-CT
	C1

	CP-140146
	24.229
	4787
	-
	12.3.0
	Rel-12
	Solution for tunnelling of IMS services over restrictive non-3GPP access networks - keep-alive using RFC 6223 in Annex D
	approved
	F
	12.4.0
	TURAN-CT
	C1

	CP-140133
	24.229
	4788
	-
	11.10.0
	Rel-11
	Re-adding 3gpp body xml schema to archive
	approved
	F
	11.11.0
	IMSProtoc5
	C1

	CP-140133
	24.229
	4789
	-
	12.3.0
	Rel-12
	Re-adding 3gpp body xml schema to archive
	approved
	A
	12.4.0
	IMSProtoc5
	C1

	CP-140128
	24.229
	4790
	2
	11.10.0
	Rel-11
	Correction on syntax of values of feature capability indicators
	approved
	F
	11.11.0
	RAVEL-CT, MRB
	C1

	CP-140128
	24.229
	4791
	2
	12.3.0
	Rel-12
	Correction on syntax of values of feature capability indicators
	approved
	A
	12.4.0
	RAVEL-CT, MRB
	C1

	CP-140115
	24.229
	4792
	-
	8.26.0
	Rel-8
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	F
	8.27.0
	IMS_Corp
	C1

	CP-140115
	24.229
	4793
	-
	9.18.0
	Rel-9
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	9.19.0
	IMS_Corp
	C1

	CP-140115
	24.229
	4794
	-
	10.14.0
	Rel-10
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	10.15.0
	IMS_Corp
	C1

	CP-140115
	24.229
	4795
	-
	11.10.0
	Rel-11
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	11.11.0
	IMS_Corp
	C1

	CP-140115
	24.229
	4796
	-
	12.3.0
	Rel-12
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	12.4.0
	IMS_Corp
	C1

	CP-140153
	24.229
	4797
	1
	12.3.0
	Rel-12
	Collection of transit-ioi example
	approved
	D
	12.4.0
	IMSProtoc6
	C1

	CP-140115
	24.229
	4798
	1
	8.26.0
	Rel-8
	Correcting P-Private-Network-Indication descriptions in response
	approved
	F
	8.27.0
	IMS_Corp
	C1

	CP-140115
	24.229
	4799
	1
	9.18.0
	Rel-9
	Correcting P-Private-Network-Indication descriptions in response
	approved
	A
	9.19.0
	IMS_Corp
	C1

	CP-140115
	24.229
	4800
	1
	10.14.0
	Rel-10
	Correcting P-Private-Network-Indication descriptions in response
	approved
	A
	10.15.0
	IMS_Corp
	C1

	CP-140115
	24.229
	4801
	1
	11.10.0
	Rel-11
	Correcting P-Private-Network-Indication descriptions in response
	approved
	A
	11.11.0
	IMS_Corp
	C1

	CP-140115
	24.229
	4802
	1
	12.3.0
	Rel-12
	Correcting P-Private-Network-Indication descriptions in response
	approved
	A
	12.4.0
	IMS_Corp
	C1

	CP-140153
	24.229
	4804
	1
	12.3.0
	Rel-12
	Alignment between Annex I and the core specification
	approved
	F
	12.4.0
	IMSProtoc6
	C1

	CP-140149
	24.229
	4805
	-
	12.3.0
	Rel-12
	Correction of P-CSCF procedures for Business Trunking
	approved
	F
	12.4.0
	BusTI-CT
	C1

	CP-140121
	24.229
	4806
	3
	9.18.0
	Rel-9
	Non UE detected emergency call correction for retry in CS domain
	approved
	F
	9.19.0
	TEI9
	C1

	CP-140121
	24.229
	4807
	3
	10.14.0
	Rel-10
	Non UE detected emergency call correction for retry in CS domain
	approved
	A
	10.15.0
	TEI9
	C1

	CP-140121
	24.229
	4808
	3
	11.10.0
	Rel-11
	Non UE detected emergency call correction for retry in CS domain
	approved
	A
	11.11.0
	TEI9
	C1

	CP-140121
	24.229
	4809
	3
	12.3.0
	Rel-12
	Non UE detected emergency call correction for retry in CS domain
	approved
	A
	12.4.0
	TEI9
	C1

	CP-140117
	24.229
	4810
	-
	8.26.0
	Rel-8
	Removing of the left IMS debug feature parts
	approved
	F
	8.27.0
	OAM8-Trace
	C1

	CP-140134
	24.229
	4811
	1
	11.10.0
	Rel-11
	Removing of the left IMS debug feature parts
	approved
	F
	11.11.0
	TEI11, OAM8-Trace
	C1

	CP-140119
	24.229
	4812
	1
	9.18.0
	Rel-9
	Lost procedures for handling Retry-After in failure response to REGISTER request
	approved
	F
	9.19.0
	IMSProtoc3
	C1

	CP-140119
	24.229
	4813
	1
	10.14.0
	Rel-10
	Lost procedures for handling Retry-After in failure response to REGISTER request
	approved
	A
	10.15.0
	IMSProtoc3
	C1

	CP-140119
	24.229
	4814
	1
	11.10.0
	Rel-11
	Lost procedures for handling Retry-After in failure response to REGISTER request
	approved
	A
	11.11.0
	IMSProtoc3
	C1

	CP-140119
	24.229
	4815
	1
	12.3.0
	Rel-12
	Lost procedures for handling Retry-After in failure response to REGISTER request
	approved
	A
	12.4.0
	IMSProtoc3
	C1

	CP-140149
	24.229
	4816
	1
	12.3.0
	Rel-12
	Business trunking in IBCF
	approved
	B
	12.4.0
	BusTI-CT
	C1

	CP-140128
	24.229
	4817
	-
	11.10.0
	Rel-11
	Correcting g.3gpp.home visited feature-capability indicator name
	approved
	F
	11.11.0
	RAVEL-CT
	C1

	CP-140128
	24.229
	4818
	-
	12.3.0
	Rel-12
	Correcting g.3gpp.home visited feature-capability indicator name
	approved
	A
	12.4.0
	RAVEL-CT
	C1

	CP-140114
	24.229
	4819
	1
	8.26.0
	Rel-8
	Updating IMEI URN draft reference
	approved
	F
	8.27.0
	ICSRA
	C1

	CP-140114
	24.229
	4820
	1
	9.18.0
	Rel-9
	Updating IMEI URN draft reference
	approved
	A
	9.19.0
	ICSRA
	C1

	CP-140114
	24.229
	4821
	1
	10.14.0
	Rel-10
	Updating IMEI URN draft reference
	approved
	A
	10.15.0
	ICSRA
	C1

	CP-140114
	24.229
	4822
	1
	11.10.0
	Rel-11
	Updating IMEI URN draft reference
	approved
	A
	11.11.0
	ICSRA
	C1

	CP-140114
	24.229
	4823
	1
	12.3.0
	Rel-12
	Updating IMEI URN draft reference
	approved
	A
	12.4.0
	ICSRA
	C1

	CP-140113
	24.229
	4825
	2
	7.31.0
	Rel-7
	Allocating a GRUU when the explictly registered IMPU is barred
	approved
	F
	7.32.0
	GRUU
	C1

	CP-140113
	24.229
	4826
	2
	8.26.0
	Rel-8
	Allocating a GRUU when the explictly registered IMPU is barred
	approved
	A
	8.27.0
	GRUU
	C1

	CP-140113
	24.229
	4827
	2
	9.18.0
	Rel-9
	Allocating a GRUU when the explictly registered IMPU is barred
	approved
	A
	9.19.0
	GRUU
	C1

	CP-140113
	24.229
	4828
	2
	10.14.0
	Rel-10
	Allocating a GRUU when the explictly registered IMPU is barred
	approved
	A
	10.15.0
	GRUU
	C1

	CP-140113
	24.229
	4829
	2
	11.10.0
	Rel-11
	Allocating a GRUU when the explictly registered IMPU is barred
	approved
	A
	11.11.0
	GRUU
	C1

	CP-140113
	24.229
	4830
	2
	12.3.0
	Rel-12
	Allocating a GRUU when the explictly registered IMPU is barred
	approved
	A
	12.4.0
	GRUU
	C1

	CP-140153
	24.229
	4842
	2
	12.3.0
	Rel-12
	daylight-saving-time definition clarifications
	approved
	F
	12.4.0
	IMSProtoc6
	C1

	CP-140153
	24.229
	4843
	1
	12.3.0
	Rel-12
	"Use of ""daylight-saving-time"" parameter"
	approved
	B
	12.4.0
	IMSProtoc6
	C1

	CP-140113
	24.229
	4845
	2
	12.3.0
	Rel-12
	Generation of Public GRUU
	approved
	A
	12.4.0
	GRUU
	C1

	CP-140153
	24.229
	4846
	1
	12.3.0
	Rel-12
	P-CSCF and GRUU
	approved
	F
	12.4.0
	IMSProtoc6
	C1

	CP-140113
	24.229
	4847
	1
	7.31.0
	Rel-7
	Generation of Public GRUU
	approved
	F
	7.32.0
	GRUU
	C1

	CP-140113
	24.229
	4848
	1
	8.26.0
	Rel-8
	Generation of Public GRUU
	approved
	A
	8.27.0
	GRUU
	C1

	CP-140113
	24.229
	4849
	1
	9.18.0
	Rel-9
	Generation of Public GRUU
	approved
	A
	9.19.0
	GRUU
	C1

	CP-140113
	24.229
	4850
	1
	10.14.0
	Rel-10
	Generation of Public GRUU
	approved
	A
	10.15.0
	GRUU
	C1

	CP-140113
	24.229
	4851
	1
	11.10.0
	Rel-11
	Generation of Public GRUU
	approved
	A
	11.11.0
	GRUU
	C1

	CP-140126
	24.237
	0988
	2
	10.13.0
	Rel-10
	Allow terminating sessions with voice media in a TA indicating voice over PS is not supported, when there is a session with voice media.
	approved
	F
	10.14.0
	TEI10
	C1

	CP-140126
	24.237
	0989
	2
	11.9.0
	Rel-11
	Allow terminating sessions with voice media in a TA indicating voice over PS is not supported, when there is a session with voice media.
	approved
	A
	11.10.0
	TEI10
	C1

	CP-140126
	24.237
	0990
	2
	12.3.0
	Rel-12
	Allow terminating sessions with voice media in a TA indicating voice over PS is not supported, when there is a session with voice media.
	approved
	A
	12.4.0
	TEI10
	C1

	CP-140152
	24.237
	0991
	1
	12.3.0
	Rel-12
	Clarification of conditions for transfer of calls in an early phase
	approved
	F
	12.4.0
	bSRVCC
	C1

	CP-140143
	24.237
	0992
	1
	12.3.0
	Rel-12
	Removing overlapping procedures in SCC AS when MSC server cancels the PS to CS SRVCC procedure
	approved
	F
	12.4.0
	TEI12, aSRVCC
	C1

	CP-140143
	24.237
	0993
	-
	12.3.0
	Rel-12
	Explaining 1xx, 18x and 2xx status codes
	approved
	F
	12.4.0
	TEI12
	C1

	CP-140143
	24.237
	0994
	-
	12.3.0
	Rel-12
	Reference to clause 6A.4.3A
	approved
	F
	12.4.0
	TEI12
	C1

	CP-140152
	24.237
	0998
	1
	12.3.0
	Rel-12
	Conditions for applying PS to CS SRVCC access transfer for calls in originating pre-alerting phase added
	approved
	F
	12.4.0
	bSRVCC
	C1

	CP-140152
	24.237
	0999
	-
	12.3.0
	Rel-12
	Annex F and multiple early sessions
	approved
	B
	12.4.0
	bSRVCC
	C1

	CP-140143
	24.237
	1000
	-
	12.3.0
	Rel-12
	Improving the quality of TS 24.237
	approved
	D
	12.4.0
	TEI12
	C1

	CP-140143
	24.237
	1002
	1
	12.3.0
	Rel-12
	Supported capabilities for transfer scenarios with conference control
	approved
	F
	12.4.0
	TEI12
	C1

	CP-140143
	24.237
	1003
	1
	12.3.0
	Rel-12
	SRVCC Transfer scenarios with conference control
	approved
	C
	12.4.0
	TEI12
	C1

	CP-140123
	24.237
	1008
	-
	10.13.0
	Rel-10
	Correct request for PS to CS cancelled handling
	approved
	F
	10.14.0
	aSRVCC
	C1

	CP-140123
	24.237
	1009
	-
	11.9.0
	Rel-11
	Correct request for PS to CS cancelled handling
	approved
	A
	11.10.0
	aSRVCC
	C1

	CP-140123
	24.237
	1010
	-
	12.3.0
	Rel-12
	Correct request for PS to CS cancelled handling
	approved
	A
	12.4.0
	aSRVCC
	C1

	CP-140129
	24.237
	1011
	1
	11.9.0
	Rel-11
	Deletion of feature tag g.3gpp.mgmt-uri
	approved
	F
	11.10.0
	rSRVCC-CT
	C1

	CP-140129
	24.237
	1012
	1
	12.3.0
	Rel-12
	Deletion of feature tag g.3gpp.mgmt-uri
	approved
	A
	12.4.0
	rSRVCC-CT
	C1

	CP-140120
	24.259
	0048
	1
	9.9.0
	Rel-9
	Updating IMEI URN draft reference
	approved
	F
	9.10.0
	PAN_EPNM
	C1

	CP-140120
	24.259
	0049
	1
	10.6.0
	Rel-10
	Updating IMEI URN draft reference
	approved
	A
	10.7.0
	PAN_EPNM
	C1

	CP-140120
	24.259
	0050
	1
	11.3.0
	Rel-11
	Updating IMEI URN draft reference
	approved
	A
	11.4.0
	PAN_EPNM
	C1

	CP-140118
	24.279
	0069
	-
	8.2.0
	Rel-8
	Updating of UUS reference
	approved
	F
	8.3.0
	UUSIW
	C1

	CP-140118
	24.279
	0070
	-
	9.0.0
	Rel-9
	Updating of UUS references
	approved
	A
	9.1.0
	UUSIW
	C1

	CP-140118
	24.279
	0071
	-
	10.0.0
	Rel-10
	Updating of UUS references
	approved
	A
	10.1.0
	UUSIW
	C1

	CP-140118
	24.279
	0072
	-
	11.0.0
	Rel-11
	Updating of UUS references
	approved
	A
	11.1.0
	UUSIW
	C1

	CP-140143
	24.292
	0287
	2
	12.2.0
	Rel-12
	ICS feature-capability indicator when breaking out to CS
	approved
	B
	12.3.0
	TEI12
	C1

	CP-140126
	24.292
	0290
	4
	10.12.0
	Rel-10
	Allow terminating sessions with voice media in a TA indicating voice over PS is not supported, when there is a session with voice media.
	approved
	F
	10.13.0
	TEI10
	C1

	CP-140126
	24.292
	0291
	4
	11.6.0
	Rel-11
	Allow terminating sessions with voice media in a TA indicating voice over PS is not supported, when there is a session with voice media.
	approved
	A
	11.7.0
	TEI10
	C1

	CP-140126
	24.292
	0292
	4
	12.2.0
	Rel-12
	Allow terminating sessions with voice media in a TA indicating voice over PS is not supported, when there is a session with voice media.
	approved
	A
	12.3.0
	TEI10
	C1

	CP-140143
	24.292
	0293
	1
	12.2.0
	Rel-12
	P-Visited-Network-ID clarifications
	approved
	F
	12.3.0
	TEI12
	C1

	CP-140143
	24.292
	0294
	-
	12.2.0
	Rel-12
	MSC server enhanced for ICS to insert daylight-saving-time
	approved
	B
	12.3.0
	TEI12
	C1

	CP-140134
	24.301
	1847
	5
	11.9.0
	Rel-11
	TMSI handling during tracking area update procedures
	approved
	F
	11.10.0
	TEI11, SAES2-CSFB
	C1

	CP-140134
	24.301
	1848
	5
	12.3.0
	Rel-12
	TMSI handling during tracking area update procedures
	approved
	A
	12.4.0
	TEI11, SAES2-CSFB
	C1

	CP-140142
	24.301
	1864
	3
	12.3.0
	Rel-12
	Handling Service Request failure due to timeout
	approved
	C
	12.4.0
	SINE
	C1

	CP-140126
	24.301
	1883
	4
	10.12.0
	Rel-10
	Keeping ongoing realtime and multimedia services if IMS VoPS change for a CS/PS mode 1 UE registered for EPS services only
	approved
	F
	10.13.0
	TEI10
	C1

	CP-140126
	24.301
	1884
	4
	11.9.0
	Rel-11
	Keeping ongoing realtime and multimedia services if IMS VoPS change for a CS/PS mode 1 UE registered for EPS services only
	approved
	A
	11.10.0
	TEI10
	C1

	CP-140126
	24.301
	1885
	4
	12.3.0
	Rel-12
	Keeping ongoing realtime and multimedia services if IMS VoPS change for a CS/PS mode 1 UE registered for EPS services only
	approved
	A
	12.4.0
	TEI10
	C1

	CP-140134
	24.301
	1886
	3
	11.9.0
	Rel-11
	TFT filter settings
	postponed
	F
	
	TEI11
	C1

	CP-140134
	24.301
	1887
	3
	12.3.0
	Rel-12
	TFT filter settings
	postponed
	A
	
	TEI11
	C1

	CP-140144
	24.301
	1890
	3
	12.3.0
	Rel-12
	Emergency Attach in the network not supporting IMS emergency call for limited service state
	approved
	F
	12.4.0
	TEI12
	C1

	CP-140144
	24.301
	1893
	1
	12.3.0
	Rel-12
	RRC Establishment Cause for TAU procedure
	approved
	F
	12.4.0
	TEI12
	C1

	CP-140141
	24.301
	1894
	3
	12.3.0
	Rel-12
	Implicitly detached cause
	approved
	F
	12.4.0
	SAES3
	C1

	CP-140141
	24.301
	1895
	1
	12.3.0
	Rel-12
	Combined TAU trigger for U2 NOT UPDATED
	approved
	F
	12.4.0
	SAES3-CSFB
	C1

	CP-140144
	24.301
	1898
	2
	12.3.0
	Rel-12
	Missing condition for cause of start of T3402
	approved
	F
	12.4.0
	TEI12
	C1

	CP-140141
	24.301
	1901
	1
	12.3.0
	Rel-12
	RRC establishment cause used for extended service request
	approved
	F
	12.4.0
	SAES3-CSFB
	C1

	CP-140125
	24.301
	1902
	1
	10.12.0
	Rel-10
	Delay tolerant setting and back-off timer start for Service Request with low priority
	approved
	F
	10.13.0
	NIMTC
	C1

	CP-140125
	24.301
	1903
	1
	11.9.0
	Rel-11
	Delay tolerant setting and back-off timer start for Service Request with low priority
	approved
	A
	11.10.0
	NIMTC
	C1

	CP-140125
	24.301
	1904
	1
	12.3.0
	Rel-12
	Delay tolerant setting and back-off timer start for Service Request with low priority
	approved
	A
	12.4.0
	NIMTC
	C1

	CP-140131
	24.301
	1905
	1
	11.9.0
	Rel-11
	RRC establishment cause setting for dual priority UEs
	approved
	F
	11.10.0
	SIMTC-Reach
	C1

	CP-140131
	24.301
	1906
	1
	12.3.0
	Rel-12
	RRC establishment cause setting for dual priority UEs
	approved
	A
	12.4.0
	SIMTC-Reach
	C1

	CP-140142
	24.301
	1907
	2
	12.3.0
	Rel-12
	"UE behavior for ESM #54 ""PDN connection does not exist"""
	approved
	F
	12.4.0
	SINE
	C1

	CP-140136
	24.301
	1909
	3
	12.3.0
	Rel-12
	Introduction of UE power saving mode
	approved
	B
	12.4.0
	MTCe-UEPCOP-CT
	C1

	CP-140139
	24.302
	0258
	2
	12.3.0
	Rel-12
	UE unaware whether the network uses the fixed access broadband access interworking or the fixed broadband access convergence
	approved
	F
	12.4.0
	P4C-F-CT3
	C1

	CP-140151
	24.302
	0259
	5
	12.3.0
	Rel-12
	Editor's note on UE support of SCM and MCM
	approved
	F
	12.4.0
	eSaMOG-St3
	C1

	CP-140151
	24.302
	0260
	-
	12.3.0
	Rel-12
	Editor's note on cause for 'None of the requested connectivity type(s) is authorized'
	approved
	F
	12.4.0
	eSaMOG-St3
	C1

	CP-140151
	24.302
	0261
	-
	12.3.0
	Rel-12
	Editor's note on usage of SCM and MCM being subject to UE subscription
	approved
	F
	12.4.0
	eSaMOG-St3
	C1

	CP-140151
	24.302
	0262
	2
	12.3.0
	Rel-12
	Providing IPv4 address and IPv6 interface identifier
	approved
	C
	12.4.0
	eSaMOG-St3
	C1

	CP-140151
	24.302
	0263
	3
	12.3.0
	Rel-12
	Network capability not supporting UE request for MCM/SCM
	approved
	C
	12.4.0
	eSaMOG-St3
	C1

	CP-140151
	24.302
	0264
	2
	12.3.0
	Rel-12
	Causes defined for WLCP which are also applicable to SCM
	approved
	C
	12.4.0
	eSaMOG-St3
	C1

	CP-140141
	24.302
	0266
	-
	12.3.0
	Rel-12
	Correction to misleading requirement on provision of ISMP
	approved
	F
	12.4.0
	SAES3-non3GPP
	C1

	CP-140151
	24.302
	0267
	1
	12.3.0
	Rel-12
	Providing TWAG control plane address
	approved
	C
	12.4.0
	eSaMOG-St3
	C1

	CP-140137
	24.302
	0270
	1
	12.3.0
	Rel-12
	Access Network reselection procedures
	approved
	B
	12.4.0
	WLAN_NS-CT
	C1

	CP-140137
	24.302
	0271
	4
	12.3.0
	Rel-12
	Remove 24.234 from WLAN selection procedures
	approved
	B
	12.4.0
	WLAN_NS-CT
	C1

	CP-140141
	24.302
	0274
	1
	12.3.0
	Rel-12
	Deleting the repeated description about UE capability
	approved
	F
	12.4.0
	SAES3-non3GPP
	C1

	CP-140151
	24.302
	0276
	2
	12.3.0
	Rel-12
	Clarify handling of Protocol Configuration Options
	approved
	B
	12.4.0
	eSaMOG-St3
	C1

	CP-140141
	24.302
	0277
	2
	12.3.0
	Rel-12
	Clarification for UE requirements about ANDSF rule evaluation
	approved
	C
	12.4.0
	SAES3-non3GPP
	C1

	CP-140141
	24.312
	0167
	1
	12.3.0
	Rel-12
	Correction of Application-ID nodes
	revised
	F
	
	SAES3-non3GPP
	C1

	CP-140177
	24.312
	0167
	2
	12.3.0
	Rel-12
	Correction of Application-ID nodes
	revised
	F
	
	SAES3-non3GPP
	C1

	CP-140182
	24.312
	0167
	3
	12.3.0
	Rel-12
	Correction of Application-ID nodes
	approved
	D
	12.4.0
	SAES3-non3GPP
	C1

	CP-140148
	24.312
	0168
	3
	12.3.0
	Rel-12
	Definition of List of VPLMNs with preferred WLAN Selection Rules to ANDSF MO
	revised
	B
	
	WLAN_NS-CT
	C1

	CP-140156
	24.312
	0168
	4
	12.3.0
	Rel-12
	Definition of List of VPLMNs with preferred WLAN Selection Rules to ANDSF MO
	approved
	B
	12.4.0
	WLAN_NS-CT
	C1

	CP-140148
	24.312
	0169
	2
	12.3.0
	Rel-12
	Definition of S2a connectivity preference in ANDSF MO
	revised
	B
	
	WLAN_NS-CT
	C1

	CP-140155
	24.312
	0169
	3
	12.3.0
	Rel-12
	Definition of S2a connectivity preference in ANDSF MO
	approved
	B
	12.4.0
	WLAN_NS-CT
	C1

	CP-140137
	24.312
	0170
	3
	12.3.0
	Rel-12
	Modify evaluation of WLANSP node defined in Hotspot 2.0 (Release 2) Technical Specification
	approved
	F
	12.4.0
	WLAN_NS-CT
	C1

	CP-140137
	24.312
	0171
	3
	12.3.0
	Rel-12
	DDF in support of WLANSP for ANDSF MO
	approved
	B
	12.4.0
	WLAN_NS-CT
	C1

	CP-140137
	24.312
	0172
	2
	12.3.0
	Rel-12
	The relationship between the priority of the SelectionCriteria and the priority of PreferredRoamingPartnerList
	approved
	F
	12.4.0
	WLAN_NS-CT
	C1

	CP-140141
	24.312
	0174
	2
	12.3.0
	Rel-12
	ANDSF rule re-evaluation trigger clarification
	approved
	F
	12.4.0
	SAES3-non3GPP
	C1

	CP-140138
	24.312
	0175
	2
	12.3.0
	Rel-12
	Correcting placement of IARP
	approved
	F
	12.4.0
	OPIIS-CT
	C1

	CP-140147
	24.337
	1013
	2
	11.6.0
	Rel-12
	Updating TS 24.337 to RFC 6665
	approved
	C
	12.0.0
	UP6665
	C1

	CP-140116
	24.407
	0006
	1
	8.2.0
	Rel-8
	Inclusion of definition for private information
	approved
	F
	8.3.0
	MAINT_R2
	C1

	CP-140113
	24.503
	0111
	1
	8.15.0
	Rel-8
	Generation of Public GRUU
	approved
	F
	8.16.0
	GRUU
	C1

	CP-140143
	24.605
	0018
	1
	12.2.0
	Rel-12
	Release of held sessions after conference establishment using URI list
	postponed
	F
	
	TEI12
	C1

	CP-140116
	24.607
	0029
	3
	11.2.0
	Rel-11
	Inclusion of definition for private information
	approved
	A
	11.3.0
	MAINT_R2
	C1

	CP-140116
	24.607
	0030
	1
	8.4.0
	Rel-8
	Inclusion of definition for private information
	approved
	F
	8.5.0
	MAINT_R2
	C1

	CP-140116
	24.607
	0031
	1
	9.1.0
	Rel-9
	Inclusion of definition for private information
	approved
	A
	9.2.0
	MAINT_R2
	C1

	CP-140116
	24.607
	0032
	1
	10.0.0
	Rel-10
	Inclusion of definition for private information
	approved
	A
	10.1.0
	MAINT_R2
	C1

	CP-140143
	24.607
	0033
	1
	11.2.0
	Rel-12
	Correction of Notes regarding P-Asserted-Identity header removal for OIP / OIR
	approved
	F
	12.0.0
	TEI12
	C1

	CP-140143
	24.610
	0032
	-
	12.2.0
	Rel-12
	Correction the direction attribute of media stream(s) in the Communication Hold supplementary service
	approved
	F
	12.3.0
	TEI12
	C1

	CP-140143
	24.611
	0037
	1
	12.2.0
	Rel-12
	Correction of history related header field name
	approved
	F
	12.3.0
	TEI12
	C1

	CP-140143
	24.615
	0052
	1
	11.3.0
	Rel-12
	Clarification of network based and terminal based CW
	approved
	F
	12.0.0
	TEI12
	C1

	CP-140143
	24.615
	0053
	1
	11.3.0
	Rel-12
	Correction of CW AS procedure
	approved
	F
	12.0.0
	TEI12
	C1

	CP-140143
	24.616
	0024
	-
	11.1.0
	Rel-12
	Correct nomenclature for several SIP header fields
	approved
	F
	12.0.0
	TEI12
	C1

	CP-140143
	24.628
	0046
	1
	12.2.0
	Rel-12
	Media direction in generated SDP offer when receiving a re INVITE without SDP
	approved
	F
	12.3.0
	TEI12
	C1

	CP-140147
	24.629
	0031
	4
	12.2.0
	Rel-12
	Update of 3GPP TS 24.629
	approved
	C
	12.3.0
	UP6665
	C1

	CP-140143
	24.629
	0032
	-
	12.2.0
	Rel-12
	ECT clarification - Transfer attempt signification
	approved
	F
	12.3.0
	TEI12
	C1

	RP-140369
	25.101
	1017
	-
	11.8.0
	Rel-11
	Removing [] in 25.101 in the context of Four transmit antennas for HSDPA
	approved
	F
	11.9.0
	4Tx_HSDPA-Perf
	R4

	RP-140369
	25.101
	1018
	-
	12.2.0
	Rel-12
	Removing [] in 25.101 in the context of Four transmit antennas for HSDPA
	approved
	A
	12.3.0
	4Tx_HSDPA-Perf
	R4

	RP-140368
	25.101
	1026
	-
	10.11.0
	Rel-10
	Editorial corrections to UE RF core requirements in TS 25.101
	approved
	F
	10.12.0
	TEI10
	R4

	RP-140375
	25.101
	1027
	-
	11.8.0
	Rel-11
	Editorial corrections to UE RF core requirements in TS 25.101
	approved
	F
	11.9.0
	TEI11
	R4

	RP-140375
	25.101
	1028
	-
	12.2.0
	Rel-12
	Editorial corrections to UE RF core requirements in TS 25.101
	approved
	A
	12.3.0
	TEI11
	R4

	RP-140368
	25.123
	0558
	-
	10.8.0
	Rel-10
	Redundant parameters in Test case A.5.3, UTRA TDD to E-UTRA handover: unknown target cell
	approved
	F
	10.9.0
	TEI10
	R4

	RP-140368
	25.123
	0559
	-
	11.3.0
	Rel-11
	Redundant parameters in Test case A.5.3, UTRA TDD to E-UTRA handover: unknown target cell
	approved
	A
	11.4.0
	TEI10
	R4

	RP-140368
	25.123
	0560
	-
	12.0.0
	Rel-12
	Redundant parameters in Test case A.5.3, UTRA TDD to E-UTRA handover: unknown target cell
	approved
	A
	12.1.0
	TEI10
	R4

	RP-140369
	25.133
	1332
	-
	11.7.0
	Rel-11
	Correction to E-UTRA cell FACH reselection requirement
	approved
	F
	11.8.0
	Cell_FACH_enh-Core
	R4

	RP-140369
	25.133
	1333
	2
	12.2.0
	Rel-12
	Corrections to CELL FACH test cases release 12
	approved
	F
	12.3.0
	Cell_FACH_enh-Perf
	R4

	RP-140375
	25.133
	1334
	1
	11.7.0
	Rel-11
	Test case on inter-frequency measurements and packet loss rate requirements
	approved
	F
	11.8.0
	TEI11
	R4

	RP-140375
	25.133
	1335
	-
	12.2.0
	Rel-12
	Test case on inter-frequency measurements and packet loss rate requirements
	approved
	A
	12.3.0
	TEI11
	R4

	RP-140375
	25.133
	1336
	-
	11.7.0
	Rel-11
	Correction in Annex B.3.X of TS 25.133
	approved
	F
	11.8.0
	TEI11
	R4

	RP-140375
	25.133
	1337
	-
	12.2.0
	Rel-12
	Correction in Annex B.3.X of TS 25.133
	approved
	A
	12.3.0
	TEI11
	R4

	RP-140389
	25.133
	1338
	-
	12.2.0
	Rel-12
	Modification of tables in clause 9
	approved
	F
	12.3.0
	TEI12
	R4

	RP-140369
	25.133
	1339
	2
	11.7.0
	Rel-11
	Corrections to CELL FACH test cases release 11
	approved
	F
	11.8.0
	Cell_FACH_enh-Perf
	R4

	RP-140369
	25.133
	1340
	-
	12.2.0
	Rel-12
	Correction to E-UTRA cell FACH reselection requirement
	approved
	A
	12.3.0
	Cell_FACH_enh-Core
	R4

	RP-140368
	25.141
	0673
	1
	10.9.0
	Rel-10
	Correction on tested frequency range
	approved
	F
	10.10.0
	TEI10
	R4

	RP-140368
	25.141
	0674
	-
	11.7.0
	Rel-11
	Correction on tested frequency range
	approved
	A
	11.8.0
	TEI10
	R4

	RP-140368
	25.141
	0675
	-
	12.2.0
	Rel-12
	Correction on tested frequency range
	approved
	A
	12.3.0
	TEI10
	R4

	RP-140285
	25.212
	0322
	-
	7.11.0
	Rel-7
	Correction to HS-SCCH special information mapping for HS-SCCH less HSDPA
	approved
	F
	7.12.0
	RANimp-CPC
	R1

	RP-140285
	25.212
	0323
	-
	8.7.0
	Rel-8
	Correction to HS-SCCH special information mapping for HS-SCCH less HSDPA
	approved
	A
	8.8.0
	RANimp-CPC
	R1

	RP-140285
	25.212
	0324
	-
	9.5.0
	Rel-9
	Correction to HS-SCCH special information mapping for HS-SCCH less HSDPA
	approved
	A
	9.6.0
	RANimp-CPC
	R1

	RP-140285
	25.212
	0325
	-
	10.4.0
	Rel-10
	Correction to HS-SCCH special information mapping for HS-SCCH less HSDPA
	approved
	A
	10.5.0
	RANimp-CPC
	R1

	RP-140285
	25.212
	0326
	-
	11.6.0
	Rel-11
	Correction to HS-SCCH special information mapping for HS-SCCH less HSDPA
	approved
	A
	11.7.0
	RANimp-CPC
	R1

	RP-140409
	25.214
	0711
	1
	10.7.0
	Rel-10
	Clarification on (de-)activation status of secondary carriers when higher layer indicates a change of HS-DSCH cells
	approved
	F
	10.8.0
	4C_HSDPA-Core
	R1

	RP-140409
	25.214
	0712
	1
	11.7.0
	Rel-11
	Clarification on (de-)activation status of secondary carriers when higher layer indicates a change of HS-DSCH cells
	approved
	A
	11.8.0
	4C_HSDPA-Core
	R1

	RP-140347
	25.304
	0365
	-
	12.0.0
	Rel-12
	Introduction of Cell_FACH with Second DRX to 3G Logged MDT
	approved
	B
	12.1.0
	TEI12, Cell_FACH_enh-Core, MDT_UMTSLTE-Core
	R2

	RP-140347
	25.306
	0446
	-
	12.0.0
	Rel-12
	Introduction of Cell_FACH with Second DRX to 3G Logged MDT
	approved
	B
	12.1.0
	TEI12, Cell_FACH_enh-Core, MDT_UMTSLTE-Core
	R2

	RP-140336
	25.307
	0200
	-
	4.21.0
	Rel-4
	Introducing 'General' clause with note referring to notes in clause 4.4 in TS 25.101 and TS 25.102, editorial modifications to Scope clause
	approved
	F
	4.22.0
	TEI4
	R2

	RP-140336
	25.307
	0201
	1
	5.20.0
	Rel-5
	Introducing 'General' clause with note referring to notes in clause 4.4 in TS 25.101 and TS 25.102, editorial modifications to Scope clause
	approved
	F
	5.21.0
	TEI5
	R2

	RP-140336
	25.307
	0202
	1
	6.17.0
	Rel-6
	Introducing 'General' clause with note referring to notes in clause 4.4 in TS 25.101 and TS 25.102, editorial modifications to Scope clause
	approved
	F
	6.18.0
	TEI6
	R2

	RP-140336
	25.307
	0203
	1
	7.13.0
	Rel-7
	Introducing 'General' clause with note referring to notes in clause 4.4 in TS 25.101 and TS 25.102, editorial modifications to Scope clause
	approved
	A
	7.14.0
	TEI6
	R2

	RP-140336
	25.307
	0204
	1
	8.11.0
	Rel-8
	Introducing 'General' clause with note referring to notes in clause 4.4 in TS 25.101 and TS 25.102, editorial modifications to Scope clause
	approved
	A
	8.12.0
	TEI6
	R2

	RP-140336
	25.307
	0205
	1
	9.7.0
	Rel-9
	Introducing 'General' clause with note referring to notes in clause 4.4 in TS 25.101 and TS 25.102, editorial modifications to Scope clause
	approved
	A
	9.8.0
	TEI6
	R2

	RP-140336
	25.307
	0206
	1
	10.4.0
	Rel-10
	Introducing 'General' clause with note referring to notes in clause 4.4 in TS 25.101 and TS 25.102, editorial modifications to Scope clause
	approved
	A
	10.5.0
	TEI6
	R2

	RP-140336
	25.307
	0207
	1
	11.1.0
	Rel-11
	Introducing 'General' clause with note referring to notes in clause 4.4 in TS 25.101 and TS 25.102, editorial modifications to Scope clause
	approved
	A
	11.2.0
	TEI6
	R2

	RP-140337
	25.308
	0156
	-
	11.7.0
	Rel-11
	Correction of HS-SCCH Order for CPC DTXDRX (De)activation in Multiflow Mode
	approved
	C
	11.8.0
	RANimp-CPC, HSDPA_MFTX-Core
	R2

	RP-140348
	25.308
	0158
	1
	11.7.0
	Rel-11
	Clarification on TSN field extension for Four Branch MIMO
	approved
	F
	11.8.0
	4Tx_HSDPA-Core
	R2

	RP-140347
	25.331
	5514
	-
	12.0.0
	Rel-12
	Introduction of Cell_FACH with Second DRX to 3G Logged MDT
	approved
	B
	12.1.0
	TEI12, Cell_FACH_enh-Core, MDT_UMTSLTE-Core
	R2

	RP-140348
	25.331
	5528
	1
	11.8.0
	Rel-11
	Clarification on TSN field extension for Four Branch MIMO
	approved
	F
	11.9.0
	4Tx_HSDPA-Core
	R2

	RP-140348
	25.331
	5529
	1
	12.0.0
	Rel-12
	Clarification on TSN field extension for Four Branch MIMO
	approved
	A
	12.1.0
	4Tx_HSDPA-Core
	R2

	RP-140341
	25.331
	5537
	-
	10.14.0
	Rel-10
	Renumbering and storage of IEs for secondary DL serving cells
	approved
	F
	10.15.0
	4C_HSDPA-Core, TEI10, RANimp-DC_HSUPA
	R2

	RP-140341
	25.331
	5538
	-
	11.8.0
	Rel-11
	Renumbering and storage of IEs for secondary DL serving cells
	approved
	A
	11.9.0
	4C_HSDPA-Core, TEI10, RANimp-DC_HSUPA
	R2

	RP-140341
	25.331
	5539
	-
	12.0.0
	Rel-12
	Renumbering and storage of IEs for secondary DL serving cells
	approved
	A
	12.1.0
	4C_HSDPA-Core, TEI10, RANimp-DC_HSUPA
	R2

	RP-140345
	25.331
	5540
	-
	10.14.0
	Rel-10
	Activation status for newly added secondary serving HS-DSCH cells
	approved
	F
	10.15.0
	4C_HSDPA-Core
	R2

	RP-140345
	25.331
	5541
	-
	11.8.0
	Rel-11
	Activation status for newly added secondary serving HS-DSCH cells
	approved
	A
	11.9.0
	4C_HSDPA-Core
	R2

	RP-140345
	25.331
	5542
	-
	12.0.0
	Rel-12
	Activation status for newly added secondary serving HS-DSCH cells
	approved
	A
	12.1.0
	4C_HSDPA-Core
	R2

	RP-140339
	25.331
	5547
	1
	12.0.0
	Rel-12
	Clarification to GANSS Day
	approved
	F
	12.1.0
	RANimp-ANSS, TEI12
	R2

	RP-140357
	25.331
	5550
	-
	11.8.0
	Rel-11
	Correction to CELL UPDATE message contents to set
	approved
	F
	11.9.0
	TEI11
	R2

	RP-140357
	25.331
	5551
	-
	12.0.0
	Rel-12
	Correction to CELL UPDATE message contents to set
	approved
	A
	12.1.0
	TEI11
	R2

	RP-140352
	25.331
	5558
	-
	12.0.0
	Rel-12
	Correction of Connection Establishement Failure Report
	approved
	F
	12.1.0
	eMDT_UMTSLTE-Core, TEI12
	R2

	RP-140350
	25.331
	5559
	-
	11.8.0
	Rel-11
	Radio Bearer mapping for R99 Fallback
	approved
	F
	11.9.0
	Cell_FACH_enh-Core
	R2

	RP-140350
	25.331
	5560
	-
	12.0.0
	Rel-12
	Radio Bearer mapping for R99 Fallback
	approved
	A
	12.1.0
	Cell_FACH_enh-Core
	R2

	RP-140362
	25.331
	5563
	-
	12.0.0
	Rel-12
	Correction to missing SatID interpretation for Galileo
	approved
	F
	12.1.0
	TEI12
	R2

	RP-140338
	25.331
	5564
	-
	12.0.0
	Rel-12
	Correction to integer code phase field description in UE positioning GANSS reference measurement information
	approved
	F
	12.1.0
	TEI12, LCS3-GNSS-UTRAN
	R2

	RP-140358
	25.331
	5566
	-
	12.0.0
	Rel-12
	Correction to BDS ASN.1
	approved
	F
	12.1.0
	LCS_BDS-UTRA-Core
	R2

	RP-140363
	25.346
	0054
	-
	11.0.0
	Rel-12
	Introduction of MBMS Restoration
	approved
	B
	12.0.0
	eMBMS_Rest, TEI12
	R2

	RP-140297
	25.413
	1253
	4
	12.0.0
	Rel-12
	Restoration of MBMS Bearer Services and Connections in RNC
	approved
	B
	12.1.0
	eMBMS_Rest, TEI12
	R3

	RP-140294
	25.413
	1261
	1
	11.5.0
	Rel-11
	Introduction of Last E-UTRAN PLMN Identity for CSFB
	approved
	F
	11.6.0
	TEI11
	R3

	RP-140294
	25.413
	1262
	1
	12.0.0
	Rel-12
	Introduction of Last E-UTRAN PLMN Identity for CSFB
	approved
	A
	12.1.0
	TEI11
	R3

	RP-140297
	25.467
	0217
	2
	12.0.0
	Rel-12
	Clarification on Inbound mobility to an UTRAN CSG cell
	approved
	F
	12.1.0
	TEI12
	R3

	RP-140292
	25.701
	0007
	-
	12.0.0
	Rel-12
	Inclusion of Scalable Bandwidth UMTS by filtering and by chip-zeroing
	approved
	B
	12.1.0
	FS_UTRA_SCAL_FILT
	R1

	RP-140383
	25.914
	0026
	1
	11.3.0
	Rel-12
	TP for tablet testing TR 25.914
	approved
	B
	12.0.0
	LTE_UTRA_TRP_TRS-Core
	R4

	SP-140008
	26.114
	0273
	-
	12.4.0
	Rel-12
	IANA Registration Information for RTP Header Extensions
	approved
	F
	12.5.0
	CVO
	S4

	SP-140014
	26.114
	0275
	1
	12.4.0
	Rel-12
	Fixed-mobile interworking
	approved
	D
	12.5.0
	E2EMTSI-S4
	S4

	SP-140009
	26.114
	0276
	1
	12.4.0
	Rel-12
	HEVC support
	approved
	B
	12.5.0
	HEVC
	S4

	SP-140009
	26.140
	0018
	-
	11.1.0
	Rel-12
	HEVC support
	approved
	B
	12.0.0
	HEVC
	S4

	SP-140015
	26.141
	0007
	1
	12.0.0
	Rel-12
	Video Coding Enhancements in IMS Messaging and Presence
	approved
	C
	12.1.0
	VCEIMP
	S4

	SP-140006
	26.233
	0011
	-
	10.2.0
	Rel-10
	Missing reference to TS 26.247 in Foreword Section
	approved
	F
	10.3.0
	HTTP_SDS
	S4

	SP-140006
	26.233
	0012
	-
	11.1.0
	Rel-11
	Missing reference to TS 26.247 in Foreword Section
	approved
	A
	11.2.0
	HTTP_SDS
	S4

	SP-140009
	26.234
	0218
	1
	12.2.0
	Rel-12
	HEVC support
	approved
	B
	12.3.0
	HEVC
	S4

	SP-140009
	26.244
	0052
	2
	12.2.0
	Rel-12
	HEVC support
	approved
	B
	12.3.0
	HEVC
	S4

	SP-140006
	26.247
	0051
	1
	10.6.0
	Rel-10
	Corrections to 3GP-DASH
	approved
	F
	10.7.0
	HTTP_SDS
	S4

	SP-140006
	26.247
	0052
	1
	11.5.0
	Rel-11
	Corrections to 3GP-DASH
	approved
	A
	11.6.0
	HTTP_SDS
	S4

	SP-140006
	26.247
	0053
	1
	12.1.0
	Rel-12
	Corrections to 3GP-DASH
	approved
	A
	12.2.0
	HTTP_SDS
	S4

	SP-140013
	26.247
	0054
	1
	12.1.0
	Rel-12
	Missing media decoders specification for 3GP-DASH in MBMS
	approved
	F
	12.2.0
	MI-EMO
	S4

	SP-140009
	26.247
	0055
	1
	12.1.0
	Rel-12
	HEVC Support
	approved
	B
	12.2.0
	HEVC
	S4

	SP-140013
	26.346
	0336
	6
	12.0.0
	Rel-12
	Datacasting Support
	approved
	B
	12.1.0
	MI-EMO
	S4

	SP-140013
	26.346
	0346
	5
	12.0.0
	Rel-12
	Keep Updated Service
	approved
	C
	12.1.0
	MI-EMO
	S4

	SP-140005
	26.346
	0353
	1
	10.10.0
	Rel-10
	Correction to MBMS Protocol Stack
	approved
	F
	10.11.0
	MBS_Enh
	S4

	SP-140005
	26.346
	0354
	2
	11.7.0
	Rel-11
	Correction to MBMS Protocol Stack
	approved
	A
	11.8.0
	MBS_Enh
	S4

	SP-140013
	26.346
	0355
	1
	12.0.0
	Rel-12
	Correction to MBMS Protocol Stack
	approved
	F
	12.1.0
	MI-EMO
	S4

	SP-140004
	26.346
	0356
	2
	9.13.0
	Rel-9
	Correction for fdtGroupId
	approved
	F
	9.14.0
	PMA-MBS_Ext
	S4

	SP-140004
	26.346
	0357
	2
	10.10.0
	Rel-10
	Correction for fdtGroupId
	approved
	A
	10.11.0
	PMA-MBS_Ext
	S4

	SP-140004
	26.346
	0358
	2
	11.7.0
	Rel-11
	Correction for fdtGroupId
	approved
	A
	11.8.0
	PMA-MBS_Ext
	S4

	SP-140004
	26.346
	0359
	2
	12.0.0
	Rel-12
	Correction for fdtGroupId
	approved
	A
	12.1.0
	PMA-MBS_Ext
	S4

	SP-140013
	26.346
	0360
	-
	12.0.0
	Rel-12
	USD Examples bug fix
	approved
	F
	12.1.0
	MI-EMO
	S4

	SP-140013
	26.346
	0361
	1
	12.0.0
	Rel-12
	Missing media decoders specification for 3GP-DASH
	approved
	F
	12.1.0
	MI-EMO
	S4

	SP-140013
	26.346
	0362
	1
	12.0.0
	Rel-12
	DASH signaling over USD - backward-forward compatibility
	approved
	F
	12.1.0
	MI-EMO
	S4

	SP-140016
	26.346
	0363
	1
	12.0.0
	Rel-12
	Absolute Domain Name instead of FQDN
	approved
	F
	12.1.0
	TEI12
	S4

	SP-140016
	26.346
	0364
	1
	12.0.0
	Rel-12
	PSS Client instead of MBMS Client
	approved
	F
	12.1.0
	TEI12
	S4

	SP-140009
	26.346
	0365
	1
	12.0.0
	Rel-12
	HEVC support
	approved
	B
	12.1.0
	HEVC
	S4

	CP-140145
	27.007
	0423
	-
	12.3.0
	Rel-12
	+CCFCU time conditions
	revised
	F
	
	TEI12, ATURI
	C1

	CP-140059
	27.007
	0423
	1
	12.3.0
	Rel-12
	+CCFCU time conditions
	approved
	F
	12.4.0
	TEI12, ATURI
	C1

	CP-140144
	27.007
	0425
	2
	12.3.0
	Rel-12
	+CGDCONT - missing parameters for NAS signalling low priority indications and EAB
	approved
	F
	12.4.0
	TEI12, SIMTC-RAN_OC
	C1

	CP-140144
	27.007
	0426
	1
	12.3.0
	Rel-12
	Update of AT commands accepted when MT is pending SIM PIN, SIM PUK, or PH-SIM
	approved
	F
	12.4.0
	TEI12
	C1

	CP-140144
	27.007
	0427
	-
	12.3.0
	Rel-12
	+CCFCU clarification
	postponed
	F
	
	TEI12, ATURI
	C1

	SP-140031
	28.702
	0002
	1
	11.0.0
	Rel-11
	Correction of reference and attribute properties
	approved
	F
	11.1.0
	OAM11
	S5

	SP-140031
	28.703
	0001
	1
	11.0.0
	Rel-11
	Correction of proceduralStatus attribute mapping and datatype
	approved
	F
	11.1.0
	OAM11
	S5

	CP-140034
	29.002
	1174
	1
	12.3.0
	Rel-12
	Addition of SGSN CAMEL Capability to SupportedFeatures
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140020
	29.010
	0136
	2
	11.0.0
	Rel-11
	"Error mapping for ""Data Missing"""
	approved
	F
	11.1.0
	TEI11
	C4

	CP-140144
	29.018
	0132
	3
	12.3.0
	Rel-12
	Collision of routing area update and the SGSN initiated IMSI detach procedures
	approved
	F
	12.4.0
	TEI12
	C1

	CP-140029
	29.060
	0975
	2
	12.3.0
	Rel-12
	CSG Membership Indication values
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140018
	29.060
	0976
	1
	10.9.0
	Rel-10
	RFSP Index encoding during inter SGSN mobility procedure
	approved
	F
	10.10.0
	TEI10
	C4

	CP-140018
	29.060
	0977
	1
	11.8.0
	Rel-11
	RFSP Index encoding during inter SGSN mobility procedure
	approved
	A
	11.9.0
	TEI10
	C4

	CP-140018
	29.060
	0978
	1
	12.3.0
	Rel-12
	RFSP Index encoding during inter SGSN mobility procedure
	approved
	A
	12.4.0
	TEI10
	C4

	CP-140029
	29.060
	0979
	2
	12.3.0
	Rel-12
	PLMN ID communicated to the HPLMN in network sharing
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140029
	29.060
	0980
	-
	12.3.0
	Rel-12
	MS Info Change Notification
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140022
	29.060
	0981
	1
	11.8.0
	Rel-11
	Update the ULI Timestamp IE format
	approved
	F
	11.9.0
	NWK-PL2IMS-CT
	C4

	CP-140022
	29.060
	0982
	1
	12.3.0
	Rel-12
	Update the ULI Timestamp IE format
	approved
	A
	12.4.0
	NWK-PL2IMS-CT
	C4

	CP-140073
	29.061
	0425
	2
	11.5.0
	Rel-11
	User location information timestamp reporting
	approved
	B
	11.6.0
	NWK-PL2IMS_CT
	C3

	CP-140073
	29.061
	0426
	1
	12.4.0
	Rel-12
	User location information timestamp reporting
	approved
	A
	12.5.0
	NWK-PL2IMS
	C3

	CP-140015
	29.109
	0093
	1
	8.7.0
	Rel-8
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	approved
	F
	8.8.0
	TEI8
	C4

	CP-140015
	29.109
	0094
	1
	9.5.0
	Rel-9
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	approved
	A
	9.6.0
	TEI8
	C4

	CP-140015
	29.109
	0095
	1
	10.3.0
	Rel-10
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	approved
	A
	10.4.0
	TEI8
	C4

	CP-140015
	29.109
	0096
	1
	11.4.0
	Rel-11
	userIdType and uiccOrMe in requestGbaPushInfoRequest
	approved
	A
	11.5.0
	TEI8
	C4

	CP-140144
	29.118
	0314
	3
	12.3.0
	Rel-12
	Collision of tracking area update and the MME initiated IMSI detach procedures
	approved
	F
	12.4.0
	TEI12, SAES3-CSFB
	C1

	CP-140141
	29.118
	0320
	-
	12.3.0
	Rel-12
	Clarification on Ts14 minimum value
	approved
	F
	12.4.0
	SAES3-CSFB
	C1

	CP-140130
	29.118
	0325
	1
	11.9.0
	Rel-11
	Response to SGs paging
	approved
	F
	11.10.0
	SAES2-CSFB
	C1

	CP-140130
	29.118
	0326
	1
	12.3.0
	Rel-12
	Response to SGs paging
	approved
	A
	12.4.0
	SAES2-CSFB
	C1

	CP-140082
	29.162
	0129
	1
	12.2.0
	Rel-12
	Alignment of IE name for CVO
	approved
	F
	12.3.0
	CVO-CT
	C3

	CP-140090
	29.162
	0130
	3
	12.2.0
	Rel-12
	Adjustment of SDP bandwidth modifier during IP version
	approved
	F
	12.3.0
	TEI12
	C3

	CP-140089
	29.163
	0791
	4
	12.2.0
	Rel-12
	Support for both-way early media for UID
	approved
	B
	12.3.0
	TEI12
	C3

	CP-140089
	29.163
	0802
	2
	12.2.0
	Rel-12
	Support of terminating ICS calls
	approved
	B
	12.3.0
	TEI12
	C3

	CP-140067
	29.163
	0806
	-
	11.9.0
	Rel-11
	Updating IMEI URN draft reference
	approved
	A
	11.10.0
	IMS_EMER_GPRS_EPS-SRVCC
	C3

	CP-140067
	29.163
	0807
	-
	12.2.0
	Rel-12
	Updating IMEI URN draft reference
	approved
	A
	12.3.0
	IMS_EMER_GPRS_EPS-SRVCC
	C3

	CP-140067
	29.163
	0810
	1
	9.16.0
	Rel-9
	Updating IMEI URN draft reference
	approved
	F
	9.17.0
	IMS_EMER_GPRS_EPS-SRVCC
	C3

	CP-140067
	29.163
	0811
	1
	10.12.0
	Rel-10
	Updating IMEI URN draft reference
	approved
	A
	10.13.0
	IMS_EMER_GPRS_EPS-SRVCC
	C3

	CP-140064
	29.165
	0619
	1
	9.16.0
	Rel-9
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	F
	9.17.0
	II-NNI
	C3

	CP-140064
	29.165
	0620
	1
	10.14.0
	Rel-10
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	10.15.0
	II-NNI
	C3

	CP-140064
	29.165
	0621
	1
	11.9.0
	Rel-11
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	11.10.0
	II-NNI
	C3

	CP-140064
	29.165
	0622
	1
	12.2.0
	Rel-12
	Reference update of draft-vanelburg-dispatch-private-network-ind
	approved
	A
	12.3.0
	II-NNI
	C3

	CP-140068
	29.165
	0623
	1
	10.14.0
	Rel-10
	Notation codes for the dynamic view table
	approved
	F
	10.15.0
	NNI_DV
	C3

	CP-140068
	29.165
	0624
	1
	12.2.0
	Rel-12
	Notation codes for the dynamic view table
	approved
	A
	12.3.0
	NNI_DV
	C3

	CP-140091
	29.165
	0625
	2
	12.2.0
	Rel-12
	Addition of figure showing two types of II-NNI
	approved
	F
	12.3.0
	RAVEL-CT, TEI12
	C3

	CP-140079
	29.165
	0626
	1
	12.2.0
	Rel-12
	Explaining 1xx, 18x and 2xx-6xx responses
	approved
	F
	12.3.0
	IMSProtoc6
	C3

	CP-140026
	29.168
	0042
	7
	12.4.0
	Rel-12
	eNB Restart Indication
	reissued
	B
	
	REP_WMD
	C4

	CP-140154
	29.168
	0042
	7
	12.4.0
	Rel-12
	PWS Restart Indication
	approved
	B
	12.5.0
	REP_WMD
	C4

	CP-140032
	29.172
	0025
	2
	12.3.0
	Rel-12
	E-SMLC provided Cell info and Cell Portion
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140095
	29.199-03
	0031
	-
	8.4.0
	Rel-8
	Add correct WSDL file structure
	approved
	F
	8.5.0
	OSA8
	CP

	CP-140096
	29.199-03
	0032
	-
	9.2.0
	Rel-9
	Add correct WSDL file structure
	approved
	A
	9.3.0
	OSA8
	CP

	CP-140076
	29.212
	1104
	3
	12.3.0
	Rel-12
	Addition of charging characteristics transfer to the TDF
	approved
	F
	12.4.0
	SAES-St3-PCC
	C3

	CP-140076
	29.212
	1105
	2
	12.3.0
	Rel-12
	Correction on subscribing to credit management session failure
	approved
	F
	12.4.0
	ABC-CT3
	C3

	CP-140083
	29.212
	1106
	2
	12.3.0
	Rel-12
	Alignment correction on reference architecture and function entities
	approved
	F
	12.4.0
	P4C-F-CT3
	C3

	CP-140083
	29.212
	1107
	1
	12.3.0
	Rel-12
	Alignment correction on general part in PCC procedures
	approved
	F
	12.4.0
	P4C-F-CT3
	C3

	CP-140088
	29.212
	1108
	1
	12.3.0
	Rel-12
	Introduction of ULI reporting only when the UE is in 'CONNECTED' state
	approved
	B
	12.4.0
	TEI12
	C3

	CP-140086
	29.212
	1110
	3
	12.3.0
	Rel-12
	Access network information reporting in case of a TWAN access
	approved
	B
	12.4.0
	NETLOC_TWAN-CT
	C3

	CP-140088
	29.212
	1111
	1
	12.3.0
	Rel-12
	Clarification for application detection function of PCEF and TDF(R12 29.212)
	approved
	F
	12.4.0
	TEI12
	C3

	CP-140062
	29.212
	1112
	1
	8.21.0
	Rel-8
	Clarifications to the values of IP-CAN-Type in case of 3GPP2 access (29212 R8)
	approved
	F
	8.22.0
	SAES-St3-PCC
	C3

	CP-140062
	29.212
	1113
	1
	9.16.0
	Rel-9
	Clarifications to the values of IP-CAN-Type in case of 3GPP2 access (29212 R9)
	approved
	A
	9.17.0
	SAES-St3-PCC
	C3

	CP-140062
	29.212
	1114
	1
	10.13.0
	Rel-10
	Clarifications to the values of IP-CAN-Type in case of 3GPP2 access (29212 R10)
	approved
	A
	10.14.0
	SAES-St3-PCC
	C3

	CP-140062
	29.212
	1115
	1
	11.11.0
	Rel-11
	Clarifications to the values of IP-CAN-Type in case of 3GPP2 access (29212 R11)
	approved
	A
	11.12.0
	SAES-St3-PCC
	C3

	CP-140062
	29.212
	1116
	1
	12.3.0
	Rel-12
	Clarifications to the values of IP-CAN-Type in case of 3GPP2 access (29212 R12)
	approved
	A
	12.4.0
	SAES-St3-PCC
	C3

	CP-140070
	29.212
	1117
	1
	11.11.0
	Rel-11
	Correction to the Event Report Indication over Sd interface(29212 R11)
	approved
	F
	11.12.0
	SAPP-CT3
	C3

	CP-140070
	29.212
	1118
	1
	12.3.0
	Rel-12
	Correction to the Event Report Indication over Sd interface(29212 R12)
	approved
	A
	12.4.0
	SAPP-CT3
	C3

	CP-140071
	29.212
	1121
	1
	11.11.0
	Rel-11
	Even trigger of local IP address and UDP port number change
	approved
	F
	11.12.0
	BBAI_BBI-CT
	C3

	CP-140071
	29.212
	1122
	2
	12.3.0
	Rel-12
	Even trigger of local IP address and UDP port number change
	approved
	A
	12.4.0
	BBAI_BBI-CT
	C3

	CP-140071
	29.212
	1123
	1
	11.11.0
	Rel-11
	Event-Report-Indication usage for EPC-routed scenario
	approved
	F
	11.12.0
	BBAI_BBI-CT
	C3

	CP-140071
	29.212
	1124
	1
	12.3.0
	Rel-12
	Event-Report-Indication usage for EPC-routed scenario
	approved
	A
	12.4.0
	BBAI_BBI-CT
	C3

	CP-140074
	29.212
	1126
	1
	12.3.0
	Rel-12
	Incorrect AVP name for ULI age
	approved
	F
	12.4.0
	NWK-PL2IMS_CT
	C3

	CP-140069
	29.212
	1127
	3
	11.11.0
	Rel-11
	Inclusion of uplink service data flow filter in PCC/QoS rules
	approved
	F
	11.12.0
	SAES-St3-PCC, PCC
	C3

	CP-140069
	29.212
	1128
	3
	12.3.0
	Rel-12
	Inclusion of uplink service data flow filter in PCC/QoS rules
	approved
	A
	12.4.0
	SAES-St3-PCC, PCC
	C3

	CP-140083
	29.212
	1129
	1
	12.3.0
	Rel-12
	Default QoS handling for Fixed Broadband Access Convergence
	approved
	B
	12.4.0
	P4C-F-CT3
	C3

	CP-140083
	29.212
	1130
	2
	12.3.0
	Rel-12
	Event Trigger applicability for Fixed Broadband Access
	approved
	B
	12.4.0
	P4C-F-CT3
	C3

	CP-140083
	29.212
	1131
	1
	12.3.0
	Rel-12
	Completion of IP-CAN session procedures for Fixed Broadband Access Convergence
	approved
	B
	12.4.0
	P4C-F-CT3
	C3

	CP-140075
	29.212
	1132
	1
	11.11.0
	Rel-11
	PCC Rule Removal error handling
	approved
	F
	11.12.0
	eNR_EPC
	C3

	CP-140075
	29.212
	1133
	1
	12.3.0
	Rel-12
	PCC Rule Removal error handling
	approved
	A
	12.4.0
	eNR_EPC
	C3

	CP-140061
	29.212
	1134
	2
	8.21.0
	Rel-8
	Applicability of event triggers within the IP-CAN session
	approved
	F
	8.22.0
	PCC
	C3

	CP-140061
	29.212
	1135
	2
	9.16.0
	Rel-9
	Applicability of event triggers within the IP-CAN session
	approved
	A
	9.17.0
	PCC
	C3

	CP-140061
	29.212
	1136
	2
	10.13.0
	Rel-10
	Applicability of event triggers within the IP-CAN session
	approved
	A
	10.14.0
	PCC
	C3

	CP-140061
	29.212
	1137
	2
	11.11.0
	Rel-11
	Applicability of event triggers within the IP-CAN session
	approved
	A
	11.12.0
	PCC
	C3

	CP-140061
	29.212
	1138
	2
	12.3.0
	Rel-12
	Applicability of event triggers within the IP-CAN session
	approved
	A
	12.4.0
	PCC
	C3

	CP-140088
	29.212
	1139
	4
	12.3.0
	Rel-12
	APN policy info with condition
	approved
	B
	12.4.0
	TEI12
	C3

	CP-140098
	29.212
	1141
	3
	12.3.0
	Rel-12
	Additional parameters' transfer to TDF for the purpose of charging reports
	revised
	-
	
	ABC-CT3
	C3

	CP-140202
	29.212
	1141
	4
	12.3.0
	Rel-12
	Additional parametersÆ transfer to TDF for the purpose of charging reports
	revised
	F
	
	ABC-CT3
	C3

	CP-140204
	29.212
	1141
	5
	12.3.0
	Rel-12
	Additional parametersÆ transfer to TDF for the purpose of charging reports
	approved
	F
	12.4.0
	ABC-CT3
	C3

	CP-140077
	29.213
	0526
	3
	12.2.0
	Rel-12
	Addition of charging characteristics transfer to the TDF
	approved
	F
	12.3.0
	SAES-St3-PCC
	C3

	CP-140094
	29.213
	0527
	2
	12.2.0
	Rel-12
	Introduction of ULI reporting at presence reporting area
	approved
	B
	12.3.0
	CNO_ULI
	C3

	CP-140084
	29.213
	0528
	1
	12.2.0
	Rel-12
	Alignment correction on binding mechanism
	approved
	F
	12.3.0
	P4C-F-CT3
	C3

	CP-140084
	29.213
	0529
	2
	12.2.0
	Rel-12
	Alignment correction on PCC procedures
	approved
	F
	12.3.0
	P4C-F-CT3
	C3

	CP-140084
	29.213
	0530
	1
	12.2.0
	Rel-12
	Alignment correction on PCRF addressing
	approved
	F
	12.3.0
	P4C-F-CT3
	C3

	CP-140065
	29.213
	0531
	2
	9.12.0
	Rel-9
	Correction of IMS emergency procedures for SIP Registration
	approved
	F
	9.13.0
	IMS_EMER_GPRS_EPS
	C3

	CP-140065
	29.213
	0532
	2
	10.10.0
	Rel-10
	Correction of IMS emergency procedures for SIP Registration
	approved
	A
	10.11.0
	IMS_EMER_GPRS_EPS
	C3

	CP-140065
	29.213
	0533
	2
	11.9.0
	Rel-11
	Correction of IMS emergency procedures for SIP Registration
	approved
	A
	11.10.0
	IMS_EMER_GPRS_EPS
	C3

	CP-140065
	29.213
	0534
	2
	12.2.0
	Rel-12
	Correction of IMS emergency procedures for SIP Registration
	approved
	A
	12.3.0
	IMS_EMER_GPRS_EPS
	C3

	CP-140077
	29.213
	0535
	2
	12.2.0
	Rel-12
	Additional parameters' transfer to TDF for the purpose of charging reports
	revised
	-
	
	ABC-CT3
	C3

	CP-140201
	29.213
	0535
	3
	12.2.0
	Rel-12
	Additional parametersÆ transfer to TDF for the purpose of charging reports
	revised
	F
	
	ABC-CT3
	C3

	CP-140203
	29.213
	0535
	4
	12.2.0
	Rel-12
	Additional parametersÆ transfer to TDF for the purpose of charging reports
	approved
	F
	12.3.0
	ABC-CT3
	C3

	CP-140087
	29.214
	0318
	4
	12.2.0
	Rel-12
	Access network information reporting in case of a TWAN access
	approved
	B
	12.3.0
	NETLOC_TWAN-CT
	C3

	CP-140066
	29.214
	0319
	1
	9.15.0
	Rel-9
	Correction of IMS emergency procedures for SIP Registration
	approved
	F
	9.16.0
	IMS_EMER_GPRS_EPS
	C3

	CP-140066
	29.214
	0320
	1
	10.12.0
	Rel-10
	Correction of IMS emergency procedures for SIP Registration
	approved
	A
	10.13.0
	IMS_EMER_GPRS_EPS
	C3

	CP-140066
	29.214
	0321
	1
	11.11.0
	Rel-11
	Correction of IMS emergency procedures for SIP Registration
	approved
	A
	11.12.0
	IMS_EMER_GPRS_EPS
	C3

	CP-140066
	29.214
	0322
	1
	12.2.0
	Rel-12
	Correction of IMS emergency procedures for SIP Registration
	approved
	A
	12.3.0
	IMS_EMER_GPRS_EPS
	C3

	CP-140085
	29.215
	0327
	1
	12.2.0
	Rel-12
	Alignment correction on reference architecture and function entities
	approved
	F
	12.3.0
	P4C-F-CT3
	C3

	CP-140085
	29.215
	0328
	1
	12.2.0
	Rel-12
	Alignment correction on S9 session procedures
	approved
	F
	12.3.0
	P4C-F-CT3
	C3

	CP-140063
	29.215
	0330
	1
	8.14.0
	Rel-8
	APN-AMBR validation correction
	approved
	F
	8.15.0
	SAES-St3-PCC
	C3

	CP-140063
	29.215
	0331
	1
	9.11.0
	Rel-9
	APN-AMBR validation correction
	approved
	A
	9.12.0
	SAES-St3-PCC
	C3

	CP-140063
	29.215
	0332
	1
	10.6.0
	Rel-10
	APN-AMBR validation correction
	approved
	A
	10.7.0
	SAES-St3-PCC
	C3

	CP-140063
	29.215
	0333
	1
	11.11.0
	Rel-11
	APN-AMBR validation correction
	approved
	A
	11.12.0
	SAES-St3-PCC
	C3

	CP-140063
	29.215
	0334
	1
	12.2.0
	Rel-12
	APN-AMBR validation correction
	approved
	A
	12.3.0
	SAES-St3-PCC
	C3

	CP-140063
	29.215
	0335
	1
	8.14.0
	Rel-8
	Event-Report-Indication is not applicable to the S9 interface
	approved
	F
	8.15.0
	SAES-St3-PCC
	C3

	CP-140063
	29.215
	0336
	1
	9.11.0
	Rel-9
	Event-Report-Indication is not applicable to the S9 interface
	approved
	A
	9.12.0
	SAES-St3-PCC
	C3

	CP-140063
	29.215
	0337
	2
	10.6.0
	Rel-10
	Event-Report-Indication is not applicable to the S9 interface
	approved
	A
	10.7.0
	SAES-St3-PCC
	C3

	CP-140072
	29.215
	0338
	1
	11.11.0
	Rel-11
	Event-Report-Indication usage for EPC-routed scenario over S9a
	approved
	F
	11.12.0
	BBAI_BBI-CT
	C3

	CP-140072
	29.215
	0339
	1
	12.2.0
	Rel-12
	Event-Report-Indication usage for EPC-routed scenario over S9a
	approved
	A
	12.3.0
	BBAI_BBI-CT
	C3

	CP-140097
	29.215
	0340
	1
	12.2.0
	Rel-12
	Architecture figure update for ABC
	approved
	F
	12.3.0
	ABC-CT3
	C3

	CP-140078
	29.215
	0341
	1
	12.2.0
	Rel-12
	Including Credit-Management-Status in the Subsession-Enforcement-Info AVP over S9 interface
	approved
	F
	12.3.0
	ABC-CT3
	C3

	CP-140180
	29.230
	0381
	2
	12.3.0
	Rel-12
	Protocol enhancements for the support of device replace procedure
	approved
	B
	12.4.0
	MTCe-SDDTE-CT
	C4

	CP-140036
	29.230
	0381
	2
	12.3.0
	Rel-12
	Protocol enhancements for the support of device replace procedure
	reissued
	B
	
	MTCe-SDDTE-CT
	C4

	CP-140023
	29.230
	0382
	1
	11.9.0
	Rel-11
	Definition of WLAN-related AVPs
	approved
	F
	11.10.0
	SaMOG_WLAN-CN
	C4

	CP-140023
	29.230
	0383
	1
	12.3.0
	Rel-12
	Definition of WLAN-related AVPs
	approved
	A
	12.4.0
	SaMOG_WLAN-CN
	C4

	CP-140035
	29.230
	0384
	-
	12.3.0
	Rel-12
	New AVP for the support of combined MME/SGSN
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140025
	29.238
	0050
	1
	12.0.0
	Rel-12
	Clarification on CVO handling
	approved
	F
	12.1.0
	CVO-CT
	C4

	CP-140037
	29.238
	0051
	1
	12.0.0
	Rel-12
	Clarification on SIS handling
	approved
	F
	12.1.0
	SIS_CT
	C4

	CP-140035
	29.272
	0534
	2
	12.3.0
	Rel-12
	Clarification on Current-Location-Retrieved and Age-of-Location-Information
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140035
	29.272
	0536
	3
	12.3.0
	Rel-12
	Mechanism to determine if the UE is served by the MME and SGSN parts of the same combined MME/SGSN
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140035
	29.272
	0537
	-
	12.3.0
	Rel-12
	Call-Barring-Info AVP
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140035
	29.272
	0538
	-
	12.3.0
	Rel-12
	Missing SGs-MME-Identity AVP in the ULR
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140033
	29.273
	0361
	-
	12.2.0
	Rel-12
	Incorrect Diameter commands
	approved
	F
	12.3.0
	TEI12
	C4

	CP-140033
	29.273
	0363
	1
	12.2.0
	Rel-12
	Condition for sending APN Information
	approved
	F
	12.3.0
	TEI12
	C4

	CP-140030
	29.273
	0364
	1
	12.2.0
	Rel-12
	Retrieval of Network Provided Location Information via HSS
	approved
	B
	12.3.0
	NETLOC_WLAN_CT
	C4

	CP-140023
	29.273
	0365
	1
	11.8.0
	Rel-11
	Replacement of IETF WLAN AVPs
	approved
	F
	11.9.0
	SaMOG_WLAN-CN
	C4

	CP-140023
	29.273
	0366
	1
	12.2.0
	Rel-12
	Replacement of IETF WLAN AVPs
	approved
	A
	12.3.0
	SaMOG_WLAN-CN
	C4

	CP-140033
	29.273
	0367
	-
	12.2.0
	Rel-12
	RAT Type correction
	approved
	F
	12.3.0
	TEI12
	C4

	CP-140029
	29.274
	1409
	1
	12.3.0
	Rel-12
	F-TEID Interface Type 8
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140029
	29.274
	1410
	2
	12.3.0
	Rel-12
	S12, S4-U, S1-U F-TEID values
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140029
	29.274
	1411
	2
	12.3.0
	Rel-12
	Triggered messages
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140029
	29.274
	1413
	2
	12.3.0
	Rel-12
	F-Container definition correction
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140029
	29.274
	1418
	1
	12.3.0
	Rel-12
	Dummy IMSI in Resume Notification
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140029
	29.274
	1419
	2
	12.3.0
	Rel-12
	Sender F-TEID in Delete Session Request message
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140030
	29.274
	1421
	1
	12.3.0
	Rel-12
	TWAN-ID reporting extensions for NPLI for TWAN access
	approved
	B
	12.4.0
	NETLOC_TWAN-CT
	C4

	CP-140030
	29.274
	1422
	1
	12.3.0
	Rel-12
	TWAN-ID contents extensions for NPLI for TWAN access
	approved
	B
	12.4.0
	NETLOC_TWAN-CT
	C4

	CP-140029
	29.274
	1423
	1
	12.3.0
	Rel-12
	PLMN ID communicated to the HPLMN in network sharing
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140031
	29.274
	1429
	3
	12.3.0
	Rel-12
	Trusted WLAN mode indication
	approved
	B
	12.4.0
	eSaMOG_St3
	C4

	CP-140022
	29.274
	1430
	1
	11.9.0
	Rel-11
	Update the ULI Timestamp IE format
	approved
	F
	11.10.0
	NWK-PL2IMS-CT
	C4

	CP-140022
	29.274
	1431
	1
	12.3.0
	Rel-12
	Update the ULI Timestamp IE format
	approved
	A
	12.4.0
	NWK-PL2IMS-CT
	C4

	CP-140021
	29.274
	1432
	1
	11.9.0
	Rel-11
	Temporarily rejected due to mobility procedure in progress
	approved
	F
	11.10.0
	TEI11
	C4

	CP-140021
	29.274
	1433
	1
	12.3.0
	Rel-12
	Temporarily rejected due to mobility procedure in progress
	approved
	A
	12.4.0
	TEI11
	C4

	CP-140022
	29.274
	1434
	2
	11.9.0
	Rel-11
	Bearer context in Update Bearer Response when DTF is set
	approved
	F
	11.10.0
	NWK-PL2IMS-CT
	C4

	CP-140022
	29.274
	1435
	2
	12.3.0
	Rel-12
	Bearer context in Update Bearer Response when DTF is set
	approved
	A
	12.4.0
	NWK-PL2IMS-CT
	C4

	CP-140030
	29.274
	1436
	-
	12.3.0
	Rel-12
	TWAN-ID location Retrieval in Update Bearer Request
	approved
	B
	12.4.0
	NETLOC_TWAN-CT
	C4

	CP-140020
	29.275
	0288
	1
	11.8.0
	Rel-11
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	approved
	F
	11.9.0
	TEI11
	C4

	CP-140020
	29.275
	0289
	1
	12.1.0
	Rel-12
	Update the reference of IETF draft Update Notifications for Proxy Mobile IPv6 to RFC 7077
	approved
	A
	12.2.0
	TEI11
	C4

	CP-140031
	29.275
	0290
	1
	12.1.0
	Rel-12
	Clarification on usage of APCO on the S2a PMIP interface
	approved
	B
	12.2.0
	eSaMOG_St3
	C4

	CP-140030
	29.275
	0291
	1
	12.1.0
	Rel-12
	Extension of ANI to convey other types of location information
	approved
	B
	12.2.0
	NETLOC_WLAN_CT
	C4

	CP-140030
	29.275
	0292
	1
	12.1.0
	Rel-12
	Providing the NAI in MAG Initiated PDN Connection Deletion procedure
	approved
	B
	12.2.0
	NETLOC_WLAN_CT
	C4

	CP-140031
	29.275
	0293
	4
	12.1.0
	Rel-12
	Trusted WLAN mode indication
	approved
	B
	12.2.0
	eSaMOG_St3
	C4

	CP-140023
	29.275
	0294
	1
	11.8.0
	Rel-11
	Reflecting back Access Network Identifier options in Proxy Binding Acknowledgement message for TWAN access
	approved
	F
	11.9.0
	SaMOG_WLAN-CN
	C4

	CP-140023
	29.275
	0295
	1
	12.1.0
	Rel-12
	Reflecting back Access Network Identifier options in Proxy Binding Acknowledgement message for TWAN access
	approved
	A
	12.2.0
	SaMOG_WLAN-CN
	C4

	CP-140030
	29.275
	0296
	1
	12.1.0
	Rel-12
	Access Network Identifier clarification
	approved
	F
	12.2.0
	eSaMOG_St3
	C4

	CP-140029
	29.275
	0297
	-
	12.1.0
	Rel-12
	"Implementation error of ""Apply Serving Network on S2a for eHRPD access"" C4-131878."
	approved
	F
	12.2.0
	TEI12
	C4

	CP-140031
	29.282
	0028
	1
	12.0.0
	Rel-12
	Add Trusted WLAN Mode Indication IE
	approved
	F
	12.1.0
	TEI12
	C4

	CP-140027
	29.328
	0483
	-
	12.3.0
	Rel-12
	Notification of UE SRVCC Capability Update
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140027
	29.328
	0484
	1
	12.3.0
	Rel-12
	Clarification on Current Location Retrieved
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140027
	29.328
	0485
	1
	12.3.0
	Rel-12
	Clarification to Notif-Eff
	approved
	F
	12.4.0
	TEI12
	C4

	CP-140027
	29.328
	0486
	2
	12.3.0
	Rel-12
	Suppression of Announcement Indication over Sh
	approved
	B
	12.4.0
	TEI12
	C4

	CP-140027
	29.329
	0214
	1
	12.1.0
	Rel-12
	Multiple notifications due to the Update-Eff feature
	approved
	F
	12.2.0
	TEI12
	C4

	CP-140180
	29.337
	0008
	3
	12.0.0
	Rel-12
	Protocol enhancements for the support of device recall and replace procedure
	approved
	B
	12.1.0
	MTCe-SDDTE-CT
	C4

	CP-140092
	29.368
	0010
	3
	11.4.0
	Rel-12
	Protocol enhancements for the support of device recall and replace procedure
	approved
	B
	12.0.0
	MTCe-SDDTE
	C3

	CP-140092
	29.368
	0011
	2
	11.4.0
	Rel-12
	Introduction of device trigger recall/replace functions
	approved
	B
	12.0.0
	MTCe-SDDTE
	C3

	CP-140162
	31.102
	0569
	1
	12.2.0
	Rel-12
	URI support for USIM Phonebook
	approved
	B
	12.3.0
	IMS_UApAs
	C6

	CP-140161
	31.102
	0571
	4
	12.2.0
	Rel-12
	Presence detection due to active PDP context
	approved
	B
	12.3.0
	MTCe-UEPCOP-CT
	C6

	CP-140161
	31.102
	0572
	1
	12.2.0
	Rel-12
	Addition of POLL INTERVAL ENVELOPE command
	approved
	B
	12.3.0
	MTCe-UEPCOP-CT
	C6

	CP-140163
	31.103
	0089
	-
	8.5.0
	Rel-8
	Correction of SMS storage procedures for ISIM
	approved
	F
	8.6.0
	TEI8
	C6

	CP-140163
	31.103
	0090
	-
	9.3.0
	Rel-9
	Correction of SMS storage procedures for ISIM
	approved
	A
	9.4.0
	TEI8
	C6

	CP-140163
	31.103
	0091
	-
	10.2.0
	Rel-10
	Correction of SMS storage procedures for ISIM
	approved
	A
	10.3.0
	TEI8
	C6

	CP-140163
	31.103
	0092
	-
	11.1.0
	Rel-11
	Correction of SMS storage procedures for ISIM
	approved
	A
	11.2.0
	TEI8
	C6

	CP-140163
	31.103
	0093
	-
	12.0.0
	Rel-12
	Correction of SMS storage procedures for ISIM
	approved
	A
	12.1.0
	TEI8
	C6

	CP-140166
	31.111
	0386
	1
	10.11.0
	Rel-10
	Essential correction to default routing for USAT over AT interface references
	approved
	F
	10.12.0
	USAT_AT
	C6

	CP-140166
	31.111
	0387
	1
	11.7.0
	Rel-11
	Essential correction to default routing for USAT over AT interface references
	approved
	A
	11.8.0
	USAT_AT
	C6

	CP-140166
	31.111
	0388
	1
	12.2.0
	Rel-12
	Essential correction to default routing for USAT over AT interface references
	approved
	A
	12.3.0
	USAT_AT
	C6

	CP-140164
	31.111
	0389
	-
	10.11.0
	Rel-10
	Correction of location information in case of call control for IMS
	approved
	F
	10.12.0
	CC_IMS_USIM
	C6

	CP-140164
	31.111
	0390
	-
	11.7.0
	Rel-11
	Correction of location information in case of call control for IMS
	approved
	A
	11.8.0
	CC_IMS_USIM
	C6

	CP-140164
	31.111
	0391
	-
	12.2.0
	Rel-12
	Correction of location information in case of call control for IMS
	approved
	A
	12.3.0
	CC_IMS_USIM
	C6

	CP-140168
	31.111
	0392
	1
	12.2.0
	Rel-12
	Addition of POLL INTERVAL ENVELOPE command
	approved
	B
	12.3.0
	MTCe-UEPCOP-CT
	C6

	CP-140167
	31.111
	0393
	1
	10.11.0
	Rel-10
	Essential correction in communication control for IMS by USIM
	approved
	F
	10.12.0
	TEI10
	C6

	CP-140167
	31.111
	0394
	1
	11.7.0
	Rel-11
	Essential correction in communication control for IMS by USIM
	approved
	A
	11.8.0
	TEI10
	C6

	CP-140167
	31.111
	0395
	1
	12.2.0
	Rel-12
	Essential correction in communication control for IMS by USIM
	approved
	A
	12.3.0
	TEI10
	C6

	CP-140169
	31.111
	0397
	2
	11.7.0
	Rel-11
	Change PROVIDE LOCAL INFORMATION procedure for HPSIM
	approved
	F
	11.8.0
	TEI11
	C6

	CP-140165
	31.111
	0398
	-
	12.2.0
	Rel-12
	Correction of editorial errors in TS 31.111
	approved
	D
	12.3.0
	TEI12
	C6

	CP-140169
	31.111
	0399
	-
	12.2.0
	Rel-12
	Change PROVIDE LOCAL INFORMATION procedure for HPSIM
	approved
	A
	12.3.0
	TEI11
	C6

	CP-140170
	31.121
	0182
	-
	11.3.0
	Rel-11
	Clarification of call types to be used inside test case 8.4.
	approved
	D
	11.4.0
	TEI11
	C6

	CP-140171
	31.121
	0183
	1
	11.3.0
	Rel-11
	Corrections to test case 10.1.2, 10.1.4 and 10.1.5
	approved
	F
	11.4.0
	TEI8
	C6

	CP-140172
	31.121
	0184
	1
	11.3.0
	Rel-11
	Corrections to test case 10.1.8 and 10.2.2
	approved
	F
	11.4.0
	TEI9
	C6

	CP-140172
	31.121
	0185
	1
	11.3.0
	Rel-11
	Corrections to test case 10.2.1, 10.2.2 and 10.2.3
	approved
	F
	11.4.0
	TEI9
	C6

	CP-140171
	31.121
	0186
	1
	11.3.0
	Rel-11
	Corrections to the applicabilities of CSG test cases
	approved
	F
	11.4.0
	TEI8
	C6

	CP-140173
	31.124
	0310
	1
	11.5.0
	Rel-11
	Usage of URL in test cases for LAUNCH BROWSER command
	approved
	F
	11.6.0
	TEI11
	C6

	SP-140037
	32.250
	0038
	2
	11.1.0
	Rel-12
	Charging management for IMS Centralized Services (ICS)
	approved
	C
	12.0.0
	CHICS
	S5

	SP-140036
	32.251
	0340
	1
	12.4.0
	Rel-12
	Requirements and parameters alignment for application based charging
	approved
	B
	12.5.0
	ABC
	S5

	SP-140154
	32.251
	0341
	1
	12.4.0
	Rel-12
	Introduction of TDF/ABC description and alignment within the the normative Annex for fixed broadband access
	approved
	B
	12.5.0
	P4C-F-CH_T, P4C-F-CH_P
	S5

	SP-140039
	32.251
	0341
	1
	12.4.0
	Rel-12
	Introduction of TDF/ABC description and alignment within the the normative Annex for fixed broadband access
	revised
	B
	
	P4C-F-CH_T, P4C-F-CH_P
	S5

	SP-140034
	32.251
	0342
	1
	11.8.0
	Rel-11
	Application based charging in case of PCEF enhanced with ADC - alignment with TS 23.203
	approved
	F
	11.9.0
	CH11
	S5

	SP-140034
	32.251
	0343
	1
	12.4.0
	Rel-12
	Application based charging in case of PCEF enhanced with ADC - alignment with TS 23.203
	approved
	A
	12.5.0
	CH11
	S5

	SP-140044
	32.251
	0345
	1
	9.10.0
	Rel-9
	Correction for Partial Record Closure Reason in MBMS-EPS Charging
	approved
	F
	9.11.0
	MBMS_EPS
	S5

	SP-140044
	32.251
	0346
	1
	10.12.0
	Rel-10
	Correction for Partial Record Closure Reason in MBMS-EPS Charging
	approved
	A
	10.13.0
	MBMS_EPS
	S5

	SP-140044
	32.251
	0347
	1
	11.8.0
	Rel-11
	Correction for Partial Record Closure Reason in MBMS-EPS Charging
	approved
	A
	11.9.0
	MBMS_EPS
	S5

	SP-140044
	32.251
	0348
	1
	12.4.0
	Rel-12
	Correction for Partial Record Closure Reason in MBMS-EPS Charging
	approved
	A
	12.5.0
	MBMS_EPS
	S5

	SP-140038
	32.251
	0351
	1
	12.4.0
	Rel-12
	Correction on use of rating group for CHIPS
	approved
	F
	12.5.0
	CHIPS
	S5

	SP-140042
	32.251
	0352
	-
	11.8.0
	Rel-11
	Correction of CDR generated for SMS in the MME
	approved
	F
	11.9.0
	SIMTC-CH
	S5

	SP-140042
	32.251
	0353
	-
	12.4.0
	Rel-12
	Correction of CDR generated for SMS in the MME
	approved
	A
	12.5.0
	SIMTC-CH
	S5

	SP-140040
	32.251
	0354
	1
	12.4.0
	Rel-12
	Use of Bp Reference Point for CDR files transfer
	approved
	B
	12.5.0
	P4C-F-CH_P
	S5

	SP-140040
	32.251
	0355
	1
	12.4.0
	Rel-12
	Add requirements and clarify miscellaneous charging information
	approved
	B
	12.5.0
	P4C-F-CH_P
	S5

	SP-140040
	32.251
	0356
	1
	12.4.0
	Rel-12
	Introduce IPE-CDR description and PS Charging information
	approved
	B
	12.5.0
	P4C-F-CH_P, P4C-F-CH_T
	S5

	SP-140036
	32.251
	0359
	-
	12.4.0
	Rel-12
	Add support for TDF into Failure Situations
	approved
	B
	12.5.0
	ABC
	S5

	SP-140036
	32.251
	0360
	-
	12.4.0
	Rel-12
	Requirements and parameters alignment for application based charging for online scenarios
	approved
	B
	12.5.0
	ABC
	S5

	SP-140041
	32.260
	0242
	-
	11.10.0
	Rel-11
	Correction for SIP Route header transmitted in TF CDR
	approved
	F
	11.11.0
	RAVEL-CH
	S5

	SP-140035
	32.260
	0243
	1
	12.2.0
	Rel-12
	Correction for SIP Route header transmitted in S-CSCF CDR
	approved
	F
	12.3.0
	CH12
	S5

	SP-140045
	32.274
	0024
	1
	12.2.0
	Rel-12
	Introduction of information for SMS offline Charging
	approved
	B
	12.3.0
	SMS-SC-CH
	S5

	SP-140045
	32.274
	0027
	-
	12.2.0
	Rel-12
	SCS Identity identified as Originator for Device Triggering
	approved
	B
	12.3.0
	SMS-SC-CH
	S5

	SP-140045
	32.274
	0028
	1
	12.2.0
	Rel-12
	Introduction of new SC-SMO and SC-SMT CDRs description
	approved
	B
	12.3.0
	SMS-SC-CH
	S5

	SP-140045
	32.297
	0014
	-
	11.0.0
	Rel-12
	Introduction of CDRs File transfert for SMS offline Charging
	approved
	B
	12.0.0
	SMS-SC-CH
	S5

	SP-140034
	32.298
	0427
	1
	11.8.0
	Rel-11
	Correction for User Location Info Time
	approved
	F
	11.9.0
	CH11
	S5

	SP-140034
	32.298
	0428
	1
	12.2.0
	Rel-12
	Correction for User Location Info Time
	approved
	A
	12.3.0
	CH11
	S5

	SP-140045
	32.298
	0429
	-
	12.2.0
	Rel-12
	Introduction of new SC-SMO and SC-SMT CDRs description
	approved
	B
	12.3.0
	SMS-SC-CH
	S5

	SP-140033
	32.298
	0430
	-
	8.18.0
	Rel-8
	Correction on Serving Node PLMN Identifier ASN.1 value in SGSN record
	approved
	F
	8.19.0
	CH8
	S5

	SP-140033
	32.298
	0436
	1
	8.18.0
	Rel-8
	Correction for S-GW change cause for record closing
	approved
	F
	8.19.0
	CH8
	S5

	SP-140033
	32.298
	0437
	1
	9.16.0
	Rel-9
	Correction for S-GW change cause for record closing
	approved
	A
	9.17.0
	CH8
	S5

	SP-140033
	32.298
	0438
	1
	10.13.0
	Rel-10
	Correction for S-GW change cause for record closing
	approved
	A
	10.14.0
	CH8
	S5

	SP-140033
	32.298
	0439
	1
	11.8.0
	Rel-11
	Correction for S-GW change cause for record closing
	approved
	A
	11.9.0
	CH8
	S5

	SP-140033
	32.298
	0440
	1
	12.2.0
	Rel-12
	Correction for S-GW change cause for record closing
	approved
	A
	12.3.0
	CH8
	S5

	SP-140037
	32.298
	0442
	1
	12.2.0
	Rel-12
	Charging management for IMS Centralized Services (ICS)
	approved
	C
	12.3.0
	CHICS
	S5

	SP-140039
	32.299
	0569
	1
	12.3.0
	Rel-12
	Addition of Fixed User Subscription Identifier
	reissued
	B
	
	P4C-F-CH_T, P4C-F-CH_P
	S5

	SP-140154
	32.299
	0569
	1
	12.3.0
	Rel-12
	Addition of Fixed User Subscription Identifier
	approved
	B
	12.4.0
	P4C-F-CH_T, P4C-F-CH_P
	S5

	SP-140033
	32.299
	0571
	1
	8.21.0
	Rel-8
	Correction of data type for Time-Usage and applicability of Service-Specific-Info and AF-Charging-Identifier
	approved
	F
	8.22.0
	CH8
	S5

	SP-140033
	32.299
	0572
	1
	9.16.0
	Rel-9
	Correction of data type for Time-Usage and applicability of Service-Specific-Info and AF-Charging-Identifier
	approved
	A
	9.17.0
	CH8
	S5

	SP-140033
	32.299
	0573
	-
	10.11.0
	Rel-10
	Correction of data type for Time-Usage and applicability of Service-Specific-Info and AF-Charging-Identifier
	approved
	A
	10.12.0
	CH8
	S5

	SP-140033
	32.299
	0574
	1
	11.10.0
	Rel-11
	Correction of data type for Time-Usage and applicability of Service-Specific-Info and AF-Charging-Identifier
	approved
	A
	11.11.0
	CH8
	S5

	SP-140033
	32.299
	0575
	1
	12.3.0
	Rel-12
	Correction of data type for Time-Usage and applicability of Service-Specific-Info and AF-Charging-Identifier
	approved
	A
	12.4.0
	CH8
	S5

	SP-140045
	32.299
	0576
	1
	12.3.0
	Rel-12
	Introduction of information for SMS offline Charging
	approved
	B
	12.4.0
	SMS-SC-CH
	S5

	SP-140033
	32.299
	0577
	-
	8.21.0
	Rel-8
	Correction for S-GW change in Change-Condition AVP
	approved
	F
	8.22.0
	CH8
	S5

	SP-140033
	32.299
	0578
	-
	9.16.0
	Rel-9
	Correction for S-GW change in Change-Condition AVP
	approved
	A
	9.17.0
	CH8
	S5

	SP-140033
	32.299
	0579
	-
	10.11.0
	Rel-10
	Correction for S-GW change in Change-Condition AVP
	approved
	A
	10.12.0
	CH8
	S5

	SP-140033
	32.299
	0580
	-
	11.10.0
	Rel-11
	Correction for S-GW change in Change-Condition AVP
	approved
	A
	11.11.0
	CH8
	S5

	SP-140033
	32.299
	0581
	-
	12.3.0
	Rel-12
	Correction for S-GW change in Change-Condition AVP
	approved
	A
	12.4.0
	CH8
	S5

	SP-140032
	32.300
	0016
	2
	11.2.0
	Rel-12
	Removal of DN max length for 28 series (Converged Management)
	approved
	-
	12.0.0
	OAM12
	S5

	SP-140031
	32.422
	0261
	1
	11.8.1
	Rel-11
	Add missing figure for RCEF reporting example scenario
	approved
	F
	11.9.0
	OAM11
	S5

	SP-140031
	32.422
	0262
	1
	12.0.0
	Rel-12
	Add missing figure for RCEF reporting example scenario
	approved
	A
	12.1.0
	OAM11
	S5

	SP-140029
	32.423
	0077
	1
	9.6.0
	Rel-9
	Corrections of Trace Session identifier
	approved
	F
	9.7.0
	OAM9
	S5

	SP-140029
	32.423
	0078
	1
	10.7.0
	Rel-10
	Corrections of Trace Session identifier
	approved
	A
	10.8.0
	OAM9
	S5

	SP-140029
	32.423
	0079
	1
	11.6.0
	Rel-11
	Corrections of Trace Session identifier
	approved
	A
	11.7.0
	OAM9
	S5

	SP-140031
	32.423
	0082
	1
	11.6.0
	Rel-11
	Correction of Trace Record Session Reference
	approved
	F
	11.7.0
	OAM11
	S5

	SP-140030
	32.762
	0101
	-
	10.7.0
	Rel-10
	Add new member in blacklist
	approved
	F
	10.8.0
	OAM10
	S5

	SP-140031
	32.762
	0102
	2
	11.6.0
	Rel-11
	Addition of not implemented parts of 32.762CR#100 (SP-130612,S5-131772) Add new member in blacklist
	approved
	F
	11.7.0
	OAM11
	S5

	SP-140030
	32.766
	0060
	1
	10.7.0
	Rel-10
	Add missing XML elements for SONControl and SONTargets
	approved
	F
	10.8.0
	OAM10
	S5

	SP-140030
	32.766
	0061
	-
	10.7.0
	Rel-10
	Add new member in blacklist
	approved
	F
	10.8.0
	OAM10
	S5

	SP-140031
	32.766
	0062
	1
	11.7.0
	Rel-11
	Correction of link to stage 2 TS due to stage 2 CR 32.762CR#102: Addition of not implemented parts of 32.762CR100 (SP-130612, S5-131772) Add new member in blacklist
	approved
	F
	11.8.0
	OAM11
	S5

	SP-140043
	32.851
	0003
	1
	12.1.1
	Rel-12
	Remove hanging paragraph
	approved
	D
	12.2.0
	FS_OAM_SHARE
	S5

	SP-140130
	33.102
	0258
	1
	9.4.0
	Rel-9
	Kc128 derivation at UTRAN to GERAN mobility (Rel‑9)
	approved
	F
	9.5.0
	A5/4-GEA4
	S3

	SP-140021
	33.102
	0258
	1
	9.4.0
	Rel-9
	Kc128 derivation at UTRAN to GERAN mobility
	reissued
	F
	
	A5/4-GEA4
	S3

	SP-140021
	33.102
	0259
	1
	10.0.0
	Rel-10
	Kc128 derivation at UTRAN to GERAN mobility
	reissued
	A
	
	A5/4-GEA4
	S3

	SP-140130
	33.102
	0259
	1
	10.0.0
	Rel-10
	Kc128 derivation at UTRAN to GERAN mobility (Rel‑10)
	approved
	A
	10.1.0
	A5/4-GEA4
	S3

	SP-140021
	33.102
	0260
	1
	11.5.1
	Rel-11
	Kc128 derivation at UTRAN to GERAN mobility
	reissued
	A
	
	A5/4-GEA4
	S3

	SP-140130
	33.102
	0260
	1
	11.5.1
	Rel-11
	Kc128 derivation at UTRAN to GERAN mobility (Rel‑11)
	approved
	A
	11.6.0
	A5/4-GEA4
	S3

	SP-140130
	33.102
	0261
	1
	11.5.1
	Rel-12
	Kc128 derivation at UTRAN to GERAN mobility (Rel‑12)
	approved
	A
	12.0.0
	A5/4-GEA4
	S3

	SP-140021
	33.102
	0261
	1
	11.5.1
	Rel-12
	Kc128 derivation at UTRAN to GERAN mobility
	reissued
	A
	
	A5/4-GEA4
	S3

	SP-140020
	33.106
	0132
	-
	12.2.0
	Rel-12
	Civic Address usages as a new location information
	approved
	B
	12.3.0
	LI12
	S3

	SP-140020
	33.107
	0138
	-
	12.5.0
	Rel-12
	Handling of unsuccessful LI procedures in getting encryption keys from the KMS
	approved
	C
	12.6.0
	LI12
	S3

	SP-140020
	33.107
	0139
	-
	12.5.0
	Rel-12
	Basic architecture to deliver location information based Civic Addresses
	approved
	B
	12.6.0
	LI12
	S3

	SP-140020
	33.107
	0140
	-
	12.5.0
	Rel-12
	Clarification to EPS Interception for Trusted Non-3GPP IP Access
	approved
	F
	12.6.0
	LI12
	S3

	SP-140020
	33.107
	0141
	-
	12.5.0
	Rel-12
	Addition of VoIP LI Functions
	approved
	B
	12.6.0
	LI12
	S3

	SP-140020
	33.108
	0222
	-
	12.3.0
	Rel-12
	Handling of unsuccessful LI procedures in getting encryption keys from the KMS.
	approved
	C
	12.4.0
	LI12
	S3

	SP-140022
	33.203
	0205
	2
	12.4.0
	Rel-12
	The mechanism for the IMS client to determine when TURN over TCP/TLS can be used
	approved
	F
	12.5.0
	TURAN
	S3

	SP-140023
	33.328
	0058
	1
	12.5.0
	Rel-12
	Correction of an erroneous implementation of agreed CR in clause 7.2.1
	approved
	D
	12.6.0
	eMEDIASEC
	S3

	SP-140024
	33.402
	0117
	1
	12.2.0
	Rel-12
	Correction of reference
	approved
	F
	12.3.0
	SAES, TEI12
	S3

	RP-140303
	34.108
	0941
	-
	11.8.0
	Rel-11
	Correction of Midamble Configuration for LCR TDD
	approved
	F
	11.9.0
	TEI4_Test
	R5

	RP-140324
	34.108
	0942
	-
	11.8.0
	Rel-11
	Addition of test procedure to configure UL CLTD with E-DCH
	approved
	F
	11.9.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140324
	34.108
	0943
	-
	11.8.0
	Rel-11
	Addition of test procedure for RF to configure UL OLTD with E-DCH
	approved
	F
	11.9.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140308
	34.108
	0944
	-
	11.8.0
	Rel-11
	Correction to Default Radio Bearer Setup message
	approved
	F
	11.9.0
	TEI9_Test
	R5

	RP-140319
	34.108
	0945
	-
	11.8.0
	Rel-11
	Minor correction of 4C-HSDPA RADIO BEARER SETUP
	approved
	F
	11.9.0
	TEI10_Test
	R5

	RP-140306
	34.108
	0946
	-
	11.8.0
	Rel-11
	Correction to default RADIO BEARER SETUP message (DC-HSDPA, DB-DC-HSDPA and 4C)
	approved
	F
	11.9.0
	TEI8_Test
	R5

	RP-140306
	34.108
	0947
	-
	11.8.0
	Rel-11
	Introduction of generic HOLD and MPTY set up procedures
	approved
	F
	11.9.0
	TEI8_Test
	R5

	RP-140306
	34.108
	0948
	-
	11.8.0
	Rel-11
	Adding default messages for supplementary service testing
	approved
	F
	11.9.0
	TEI8_Test
	R5

	RP-140330
	34.108
	0949
	-
	11.8.0
	Rel-11
	Update Radio Bearer Setup message for Multiflow HSDPA tests
	approved
	F
	11.9.0
	HSDPA_MFTX-UEConTest
	R5

	RP-140344
	34.109
	0054
	-
	9.2.0
	Rel-9
	Update to UE radio bearer test mode for CSG proximity testing
	approved
	C
	9.3.0
	TEI9_Test
	R2

	RP-140344
	34.109
	0055
	-
	10.2.0
	Rel-10
	Update to UE radio bearer test mode for CSG proximity testing
	approved
	A
	10.3.0
	TEI9_Test
	R2

	RP-140344
	34.109
	0056
	-
	11.1.0
	Rel-11
	Update to UE radio bearer test mode for CSG proximity testing
	approved
	A
	11.2.0
	TEI9_Test
	R2

	RP-140324
	34.121-1
	1546
	-
	11.2.0
	Rel-11
	Adding test cases 5.4.3C and 5.4.3D into Annex F
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140319
	34.121-1
	1547
	-
	11.2.0
	Rel-11
	Update of statistical parameter in Annex F.6.1
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-140308
	34.121-1
	1548
	-
	11.2.0
	Rel-11
	Addition of Band 27 in FDD RSRP/RSRQ test
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140324
	34.121-1
	1549
	-
	11.2.0
	Rel-11
	Adding chapter 5 ACLR test case 5.10AA for UL OLTD
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140324
	34.121-1
	1550
	-
	11.2.0
	Rel-11
	Adding chapter 5 ACLR test case 5.10BA for UL OLTD
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140324
	34.121-1
	1551
	-
	11.2.0
	Rel-11
	Adding chapter 5 spectrum emission mask and HS-DPCCH power control cases for UL OLTD
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140324
	34.121-1
	1552
	-
	11.2.0
	Rel-11
	Adding chapter 5 spectrum emission mask cases for UL OLTD
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140324
	34.121-1
	1553
	-
	11.2.0
	Rel-11
	Annex updates for UL OLTD test cases
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140324
	34.121-1
	1554
	-
	11.2.0
	Rel-11
	Modifications to test cases 5.4.3C and 5.4.3D
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140324
	34.121-1
	1555
	-
	11.2.0
	Rel-11
	Addition of Spectrum emission mask and HS-DPCCH power control cases for UL CLTD
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140324
	34.121-1
	1556
	-
	11.2.0
	Rel-11
	Annexure update to test tolerance and addition of UL RMC for UL CLTD
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140324
	34.121-1
	1557
	-
	11.2.0
	Rel-11
	Update to chapter 5 UL CLTD test cases.
	approved
	F
	11.3.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140328
	34.121-1
	1558
	-
	11.2.0
	Rel-11
	Updates to RRM test cases 8.3.5.5.1 and 8.3.5.5.4 - Reselection to E-UTRA FDD and TDD when HS-DSCH DRX is configured (E-UTRA has higher priority)
	approved
	F
	11.3.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140328
	34.121-1
	1559
	-
	11.2.0
	Rel-11
	Update of enh CELL_FACH test case 8.3.5.2a and 8.3.5.2b to TS 34.121-1
	approved
	F
	11.3.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140328
	34.121-1
	1560
	-
	11.2.0
	Rel-11
	Update of enh CELL_FACH test case 8.3.5.1a to TS 34.121-1
	approved
	F
	11.3.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140306
	34.121-1
	1561
	-
	11.2.0
	Rel-11
	Correction to the test procedures for cell re-selection tests
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140324
	34.121-2
	0145
	-
	11.1.0
	Rel-11
	Adding test cases 5.4.3C and 5.4.3D into TS 34.121-2
	approved
	F
	11.2.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140324
	34.121-2
	0146
	-
	11.1.0
	Rel-11
	Addition of applicability for new UL OLTD test cases
	approved
	F
	11.2.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140328
	34.121-2
	0147
	-
	11.1.0
	Rel-11
	Introduction of enh CELL_FACH test cases to TS 34.121-2
	approved
	F
	11.2.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140324
	34.121-2
	0148
	-
	11.1.0
	Rel-11
	Correction to applicability of UL CLTD test cases
	approved
	F
	11.2.0
	HSPA_UL_TxDiv-UEConTest
	R5

	RP-140308
	34.122
	0432
	-
	11.7.0
	Rel-11
	TD-SCDMA RRM: Correction to the test procedures for TD-SCDMA to E-UTRA cell re-selection tests
	approved
	F
	11.8.0
	TEI9_Test
	R5

	RP-140319
	34.122
	0433
	-
	11.7.0
	Rel-11
	Correction to general test parameters in 8.3.3d
	approved
	F
	11.8.0
	TEI10_Test
	R5

	RP-140305
	34.123-1
	3440
	-
	11.1.0
	Rel-11
	Correction to UTRA Rel‑8 CSG testcase 12.2.2.7e
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3441
	-
	11.1.0
	Rel-11
	Correction to UTRA ETWS testcase 8.1.1.19
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140319
	34.123-1
	3442
	-
	11.1.0
	Rel-11
	Editorial correction of MDT test case 8.6.2.3
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-140319
	34.123-1
	3443
	-
	11.1.0
	Rel-11
	Editorial update of MDT test case 8.6.3.2
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-140331
	34.123-1
	3444
	-
	11.1.0
	Rel-11
	Correction of 8.1.5.7 and enhancement to Rel‑11
	approved
	F
	11.2.0
	TEI11_Test
	R5

	RP-140319
	34.123-1
	3445
	-
	11.1.0
	Rel-11
	Correction of 4C-HSDPA TC 8.2.2.79 and 8.2.2.80
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-140319
	34.123-1
	3446
	-
	11.1.0
	Rel-11
	Correction of 4C-HSDPA TC 8.2.2.83
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-140305
	34.123-1
	3447
	-
	11.1.0
	Rel-11
	Adding new test case 15.1.1 CLIP / Normal operation
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140319
	34.123-1
	3448
	-
	11.1.0
	Rel-11
	Correction of 4C-HSDPA TC 8.2.2.81 and 8.2.2.82
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-140308
	34.123-1
	3449
	-
	11.1.0
	Rel-11
	Correction to RRC test cases 8.2.2.68 and 8.2.2.68a
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-140308
	34.123-1
	3450
	-
	11.1.0
	Rel-11
	Correction to RRC test cases 8.2.2.69 and 8.2.2.69a
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-140308
	34.123-1
	3451
	-
	11.1.0
	Rel-11
	Correction to RRC test cases 8.2.2.74
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-140308
	34.123-1
	3452
	-
	11.1.0
	Rel-11
	Correction to UTRA Rel‑9 DC-HSUPA testcases 8.2.2.76, 8.2.2.77, 8.2.2.78
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-140308
	34.123-1
	3453
	-
	11.1.0
	Rel-11
	Update of CSG Test Case 8.3.12.14
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-140305
	34.123-1
	3454
	-
	11.1.0
	Rel-11
	Update of RRC test case 8.3.4.15
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140319
	34.123-1
	3455
	-
	11.1.0
	Rel-11
	Correction of UTRA NAS test case 9.4.3.3a
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-140308
	34.123-1
	3456
	-
	11.1.0
	Rel-11
	Editorial correction to test cases 8.2.2.68, 8.2.2.69, 8.2.2.74 and 8.2.2.75
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-140304
	34.123-1
	3457
	-
	11.1.0
	Rel-11
	Correction to applicability of testcase 8.2.2.60
	approved
	F
	11.2.0
	TEI7_Test
	R5

	RP-140305
	34.123-1
	3458
	-
	11.1.0
	Rel-11
	"Adding new supplementary service call restriction test case 15.8.2: Rejection after invoke of the operation ""register password"" with SS subscription violation"
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3459
	-
	11.1.0
	Rel-11
	Adding new supplementary service call restriction test case 15.8.3: Rejection after password check with negative result
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140436
	34.123-1
	3460
	-
	11.1.0
	Rel-11
	New SIMTC test case 11.1.1.3 Dual priority / T3396 override
	approved
	F
	11.2.0
	SIMTC-UEConTest
	R5

	RP-140329
	34.123-1
	3460
	-
	11.1.0
	Rel-11
	New SIMTC test case 11.1.1.3 Dual priority / T3396 override
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	34.123-1
	3461
	-
	11.1.0
	Rel-11
	New SIMTC test case 11.2.2.3 UE initiated PDP Context Modification / Dual priority / low priority override
	approved
	F
	11.2.0
	SIMTC-UEConTest
	R5

	RP-140329
	34.123-1
	3461
	-
	11.1.0
	Rel-11
	New SIMTC test case 11.2.2.3 UE initiated PDP Context Modification / Dual priority / low priority override
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	34.123-1
	3462
	-
	11.1.0
	Rel-11
	New SIMTC test case 12.2.2.3b Combined routing area updating / SMS only supported
	approved
	F
	11.2.0
	SIMTC-UEConTest
	R5

	RP-140329
	34.123-1
	3462
	-
	11.1.0
	Rel-11
	New SIMTC test case 12.2.2.3b Combined routing area updating / SMS only supported
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140319
	34.123-1
	3463
	-
	11.1.0
	Rel-11
	Corrections to UTRA NIMTC test cases 9.4.3.7, 9.4.5.4.7, 9.4.5.5, 11.1.3.4, 12.2.1.1a, 12.2.2.3a, 12.4.3.2a
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-140305
	34.123-1
	3464
	-
	11.1.0
	Rel-11
	Correction to test case 6.3.3.1
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140319
	34.123-1
	3465
	-
	11.1.0
	Rel-11
	Correction of 4C-HSDPA RAB TC 14.6.1j, 14.6.1k, 14.6.1l
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-140331
	34.123-1
	3466
	-
	11.1.0
	Rel-11
	Update of eMDT test cases 8.6.2.1a
	approved
	F
	11.2.0
	TEI11_Test
	R5

	RP-140308
	34.123-1
	3467
	-
	11.1.0
	Rel-11
	Correction to RRC test cases 8.2.2.75
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-140305
	34.123-1
	3468
	-
	11.1.0
	Rel-11
	Addition of CNAP test case 15.3.1: CNAP/Normal Operation - Name indication contained in Setup message
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3469
	-
	11.1.0
	Rel-11
	Addition of CNAP test case 15.3.2: CNAP/Normal Operation - Name indication contained in Facility message
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3470
	-
	11.1.0
	Rel-11
	Addition of CNAP test case 15.3.3: CNAP/Interrogation accepted
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3471
	-
	11.1.0
	Rel-11
	Addition of CNAP test case 15.3.4: CNAP/Interrogation rejected
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3472
	-
	11.1.0
	Rel-11
	Addition of Supplementary Services testcases 15.10.1
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3473
	-
	11.1.0
	Rel-11
	Addition of Supplementary Services testcases 15.10.2
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3474
	-
	11.1.0
	Rel-11
	Addition of Supplementary Services testcases 15.10.3
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3475
	-
	11.1.0
	Rel-11
	Addition of Supplementary Services testcases 15.10.4
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3476
	-
	11.1.0
	Rel-11
	Addition of Supplementary Services testcases 15.10.5
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3477
	-
	11.1.0
	Rel-11
	New Supplementary Services Test Case 15.6.1 Call completion supplementary services, Hold invocation
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3478
	-
	11.1.0
	Rel-11
	New Supplementary Services Test Case 15.6.2 Call completion supplementary services, Retrieve procedure
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3479
	-
	11.1.0
	Rel-11
	New Supplementary Services Test Case 15.6.3 Call completion supplementary services, Alternate from one call to the other
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3480
	-
	11.1.0
	Rel-11
	New Supplementary Services Test Case 15.7.1 Multi-party supplementary services, Beginning the MultiParty service, successful case
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3481
	-
	11.1.0
	Rel-11
	New Supplementary Services Test Case 15.7.2 Multi-party supplementary services, Beginning the MultiParty service, unsuccessful case
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3482
	-
	11.1.0
	Rel-11
	New Supplementary Services Test Case 15.7.3 Multi-party supplementary services, Beginning the MultiParty service, expiry of timer T(BuildMPTY)
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3483
	-
	11.1.0
	Rel-11
	New Supplementary Services Test Case 15.7.4 Multi-party, Managing an active MultiParty call, Put the MultiParty call on hold, successful case
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3484
	-
	11.1.0
	Rel-11
	New Supplementary Services Test Case 15.7.5 Multi-party, Managing an active MultiParty call, Put the MultiParty call on hold, unsuccessful case
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3485
	-
	11.1.0
	Rel-11
	New Supplementary Services Test Case 15.7.6 Multi-party, Managing an active MultiParty call, Put the MultiParty call on hold, expiry of timer T(HoldMPTY)
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3486
	-
	11.1.0
	Rel-11
	New Supplementary Services Test Case 15.7.13 Multi-party supplementary services, Retrieve the held MultiParty call, successful case
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3487
	-
	11.1.0
	Rel-11
	New Supplementary Services Test Case 15.7.14 Multi-party supplementary services, Retrieve the held MultiParty call, unsuccessful case
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3488
	-
	11.1.0
	Rel-11
	New Supplementary Services Test Case 15.7.15 Multi-party supplementary services, Retrieve the held MultiParty call, expiry of timer T(RetrieveMPTY)
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3489
	-
	11.1.0
	Rel-11
	New Supplementary Services Test Case : Addition of USSD Test Case 15.9.1
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3490
	-
	11.1.0
	Rel-11
	New Supplementary Services Test Case : Addition of USSD Test Case 15.9.3
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3491
	-
	11.1.0
	Rel-11
	New Supplementary Services Test Case : Addition of USSD Test Case 15.9.6
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3492
	-
	11.1.0
	Rel-11
	Adding new test case 15.2.2 CLIR / Normal operation - requesting restriction of CLI presentation
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3493
	-
	11.1.0
	Rel-11
	Adding new test case 15.2.1 CLIR / Normal operation - requesting presentation of CLI
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3494
	-
	11.1.0
	Rel-11
	New Supplementary Services Call Waiting test case 15.5.1
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3495
	-
	11.1.0
	Rel-11
	New Supplementary Services Call Waiting test case 15.5.2
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3496
	-
	11.1.0
	Rel-11
	New Supplementary Services Call Waiting test case 15.5.3
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3497
	-
	11.1.0
	Rel-11
	New Supplementary Services Call Waiting test case 15.5.4
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3498
	-
	11.1.0
	Rel-11
	Adding new NITZ test case 9.4.10: NITZ / MM/ Time zone, Time and DST Handling
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3499
	-
	11.1.0
	Rel-11
	Adding new NITZ test case 12.2.1.13: NITZ / GMM/ Time zone, Time and DST Handling
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3500
	-
	11.1.0
	Rel-11
	Adding new NITZ test case 12.2.1.14: NITZ/ GMM/ NITZ Parameters storage and deletion
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3501
	-
	11.1.0
	Rel-11
	Adding new NITZ test case 12.2.1.15: NITZ / GMM/ / MM and GMM Signalling
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3502
	-
	11.1.0
	Rel-11
	Addition of new SS and NITZ test case 15.7.7
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3503
	-
	11.1.0
	Rel-11
	Addition of new SS and NITZ test case 15.7.8
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3504
	-
	11.1.0
	Rel-11
	Addition of new SS and NITZ test case 15.7.9
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3505
	-
	11.1.0
	Rel-11
	Addition of new SS and NITZ test case 15.7.10
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3506
	-
	11.1.0
	Rel-11
	Addition of new SS and NITZ test case 15.7.11
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3507
	-
	11.1.0
	Rel-11
	Addition of new SS and NITZ test case 15.7.12
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3508
	-
	11.1.0
	Rel-11
	Addition of new SS and NITZ test case 15.7.16
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3509
	-
	11.1.0
	Rel-11
	Addition of new SS and NITZ test case 15.7.17
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3510
	-
	11.1.0
	Rel-11
	Addition of new SS and NITZ test case 15.7.18
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3511
	-
	11.1.0
	Rel-11
	Addition of new SS and NITZ test case 15.7.19
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3512
	-
	11.1.0
	Rel-11
	Addition of new SS and NITZ test case 15.7.20
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3513
	-
	11.1.0
	Rel-11
	Addition of new SS and NITZ test case 15.7.21
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3514
	-
	11.1.0
	Rel-11
	Adding new references in TS 34.123-1 for the supplementary service test cases
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3515
	-
	11.1.0
	Rel-11
	Adding new supplementary service test case 15.8.1: Registration accepted
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3516
	-
	11.1.0
	Rel-11
	Adding new supplementary service call restriction test case 15.8.4: Activation accepted
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3517
	-
	11.1.0
	Rel-11
	Adding new supplementary service call restriction test case 15.8.6: Deactivation accepted
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3518
	-
	11.1.0
	Rel-11
	Adding new supplementary service test case 15.8.9: Normal operation
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3519
	-
	11.1.0
	Rel-11
	Adding new test case 15.4.1 Call Forwarding, registration accepted
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3520
	-
	11.1.0
	Rel-11
	Adding new test case 15.4.3 Call Forwarding, Erasure accepted
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3521
	-
	11.1.0
	Rel-11
	Adding new test case 15.4.5 Call Forwarding, Activation
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3522
	-
	11.1.0
	Rel-11
	Adding new test case 15.4.6 Call Forwarding, Deactivation
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3523
	-
	11.1.0
	Rel-11
	Adding new test case 15.4.7 Call Forwarding, Interrogation accepted
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140308
	34.123-1
	3524
	-
	11.1.0
	Rel-11
	Correction of UTRA Rel‑9 DC-HSUPA RAB test case 14.7.3c
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-140436
	34.123-1
	3525
	-
	11.1.0
	Rel-11
	Addition of SIMTC test case 8.1.1.20
	approved
	F
	11.2.0
	SIMTC-UEConTest
	R5

	RP-140329
	34.123-1
	3525
	-
	11.1.0
	Rel-11
	Addition of SIMTC test case 8.1.1.20
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140329
	34.123-1
	3526
	-
	11.1.0
	Rel-11
	Addition of SIMTC test case 9.4.10
	revised
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	34.123-1
	3526
	1
	11.1.0
	Rel-11
	Addition of SIMTC test case 9.4.11
	approved
	F
	11.2.0
	SIMTC-UEConTest
	R5

	RP-140329
	34.123-1
	3527
	-
	11.1.0
	Rel-11
	Addition of SIMTC test case 12.2.1.13
	revised
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	34.123-1
	3527
	1
	11.1.0
	Rel-11
	Addition of SIMTC test case 12.2.1.16
	approved
	F
	11.2.0
	SIMTC-UEConTest
	R5

	RP-140329
	34.123-1
	3528
	-
	11.1.0
	Rel-11
	Addition of SIMTC test case 12.2.2.3c
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	34.123-1
	3528
	-
	11.1.0
	Rel-11
	Addition of SIMTC test case 12.2.2.3c
	approved
	F
	11.2.0
	SIMTC-UEConTest
	R5

	RP-140329
	34.123-1
	3529
	-
	11.1.0
	Rel-11
	Addition of SIMTC test case12.4.1.9
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	34.123-1
	3529
	-
	11.1.0
	Rel-11
	Addition of SIMTC test case 12.4.1.9
	approved
	F
	11.2.0
	SIMTC-UEConTest
	R5

	RP-140436
	34.123-1
	3530
	-
	11.1.0
	Rel-11
	Addition of SIMTC test case 12.4.2.3c
	approved
	F
	11.2.0
	SIMTC-UEConTest
	R5

	RP-140329
	34.123-1
	3530
	-
	11.1.0
	Rel-11
	Addition of SIMTC test case 12.4.2.3c
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	34.123-1
	3531
	-
	11.1.0
	Rel-11
	Addition of SIMTC Test Case 11.1.1.3.3
	approved
	F
	11.2.0
	SIMTC-UEConTest
	R5

	RP-140329
	34.123-1
	3531
	-
	11.1.0
	Rel-11
	Addition of SIMTC Test Case 11.1.1.3.3
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140329
	34.123-1
	3532
	-
	11.1.0
	Rel-11
	New SIMTC test case 12.4.1.1d Routing area updating / accepted / SMS via GPRS supported
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	34.123-1
	3532
	-
	11.1.0
	Rel-11
	New SIMTC test case 12.4.1.1d Routing area updating / accepted / SMS via GPRS supported
	approved
	F
	11.2.0
	SIMTC-UEConTest
	R5

	RP-140436
	34.123-1
	3533
	-
	11.1.0
	Rel-11
	New SIMTC test case 12.4.1.1e Routing area updating / accepted / low priority override
	approved
	F
	11.2.0
	SIMTC-UEConTest
	R5

	RP-140329
	34.123-1
	3533
	-
	11.1.0
	Rel-11
	New SIMTC test case 12.4.1.1e Routing area updating / accepted / low priority override
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140305
	34.123-1
	3534
	-
	11.1.0
	Rel-11
	Correction to 3G CSG Rel‑8 testcase 6.3.2.1
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3535
	-
	11.1.0
	Rel-11
	Correction to UTRA Rel‑8 CSG testcase 12.4.2.5e
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3536
	-
	11.1.0
	Rel-11
	Correction to UTRA Rel‑8 CSG testcase 12.4.1.4e
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3537
	-
	11.1.0
	Rel-11
	Correction to UTRA Rel‑8 CSG testcase 9.4.2.6
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140305
	34.123-1
	3538
	-
	11.1.0
	Rel-11
	Correction to RRC test case 8.3.4.11
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140304
	34.123-1
	3539
	-
	11.1.0
	Rel-11
	Update of RRC test case 8.3.1.40
	approved
	F
	11.2.0
	TEI7_Test
	R5

	RP-140304
	34.123-2
	0668
	-
	11.1.0
	Rel-11
	Correction to applicability of testcase 8.2.2.60
	approved
	F
	11.2.0
	TEI7_Test
	R5

	RP-140306
	34.123-2
	0669
	-
	11.1.0
	Rel-11
	Update to title for testcases 8.1.9d and 8.1.9e
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140319
	34.123-2
	0670
	-
	11.1.0
	Rel-11
	Addition of PICs indication support of extended timers
	approved
	F
	11.2.0
	TEI10_Test
	R5

	RP-140329
	34.123-2
	0671
	-
	11.1.0
	Rel-11
	Applicability of new UTRA test cases for SIMTC
	revised
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	34.123-2
	0671
	1
	11.1.0
	Rel-11
	Applicability of new UTRA test cases for SIMTC
	approved
	F
	11.2.0
	SIMTC-UEConTest
	R5

	RP-140436
	34.123-2
	0672
	-
	11.1.0
	Rel-11
	Addition of applicability statements for new SIMTC test cases
	approved
	F
	11.2.0
	SIMTC-UEConTest
	R5

	RP-140329
	34.123-2
	0672
	-
	11.1.0
	Rel-11
	Addition of applicability statements for new SIMTC test cases
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140308
	34.123-2
	0673
	-
	11.1.0
	Rel-11
	Correction to A.4.3.3.3 TDD Radio Bearer Capabilities (3.84 Mcps option)
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-140308
	34.123-2
	0674
	-
	11.1.0
	Rel-11
	Correction to Table 1a: Applicability of tests Conditions
	approved
	F
	11.2.0
	TEI9_Test
	R5

	RP-140302
	34.123-2
	0675
	-
	11.1.0
	Rel-11
	Update the applicability of LCR test case
	approved
	F
	11.2.0
	TEI_Test
	R5

	RP-140306
	34.123-2
	0676
	-
	11.1.0
	Rel-11
	Adding applicability for CLIP and CLIR Supplementary Services and NITZ test cases
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140306
	34.123-2
	0677
	-
	11.1.0
	Rel-11
	Adding new Supplementary service test case applicability for TCs 15.8.1, 15.8.2, 15.8.3, 15.8.4, 15.8.6, 15.8.9
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140306
	34.123-2
	0678
	-
	11.1.0
	Rel-11
	Applicability for Supplementary service test cases 15.10.x
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140306
	34.123-2
	0679
	-
	11.1.0
	Rel-11
	Addition of Applicability for new Call Hold test cases
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140306
	34.123-2
	0680
	-
	11.1.0
	Rel-11
	Addition of Applicability for new MultiParty test cases
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140306
	34.123-2
	0681
	-
	11.1.0
	Rel-11
	Applicability for Supplementary service test cases 15.9.1, 15.9.3, 15.9.6
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140306
	34.123-2
	0682
	-
	11.1.0
	Rel-11
	Addition of applicability statements for new Supplementary Services Call Waiting tests
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140306
	34.123-2
	0683
	-
	11.1.0
	Rel-11
	Removal of unused applicability conditions
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140306
	34.123-2
	0684
	-
	11.1.0
	Rel-11
	Addition of applicability statements for new Call Forwarding test cases
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140306
	34.123-2
	0685
	-
	11.1.0
	Rel-11
	Addition of applicability for Supplementary service CNAP test cases
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140306
	34.123-3
	3131
	-
	11.1.0
	Rel-11
	Routine maintenance and updates
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140303
	34.123-3
	3132
	-
	11.1.0
	Rel-11
	Routine maintenance and updates for LCR TDD
	approved
	F
	11.2.0
	TEI4_Test
	R5

	RP-140311
	34.123-3
	3133
	-
	11.1.0
	Rel-11
	Correction to Rel‑8 Mac-i/is testcase 7.1.7.2
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140311
	34.123-3
	3134
	-
	11.1.0
	Rel-11
	Correction to RAB test cases
	approved
	F
	11.2.0
	TEI_Test
	R5

	RP-140311
	34.123-3
	3135
	-
	11.1.0
	Rel-11
	Addition of WI-158 UTRA CSG test case 6.3.2.2 to HSPA8_ENH ATS
	approved
	B
	11.2.0
	TEI8_Test
	R5

	RP-140311
	34.123-3
	3136
	-
	11.1.0
	Rel-11
	Addition of Rel‑8 CSG test case 9.4.2.6 to HSPA8_ENH ATS
	approved
	B
	11.2.0
	TEI8_Test
	R5

	RP-140311
	34.123-3
	3137
	-
	11.1.0
	Rel-11
	Addition of Rel‑8 CSG test case 12.4.1.4e to HSPA8_ENH ATS
	approved
	B
	11.2.0
	TEI8_Test
	R5

	RP-140311
	34.123-3
	3138
	-
	11.1.0
	Rel-11
	Addition of Rel‑8 CSG test case 6.3.2.1 to HSPA8_ENH ATS
	approved
	B
	11.2.0
	TEI8_Test
	R5

	RP-140311
	34.123-3
	3139
	-
	11.1.0
	Rel-11
	Correction to test case 8.1.5.7
	approved
	F
	11.2.0
	TEI_Test
	R5

	RP-140311
	34.123-3
	3140
	-
	11.1.0
	Rel-11
	Correction in UTRA test case 8.2.6.37b
	approved
	F
	11.2.0
	TEI_Test
	R5

	RP-140311
	34.123-3
	3141
	-
	11.1.0
	Rel-11
	Correction to Rel‑8 CSG test cases based on 13wk48 delivery.
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140311
	34.123-3
	3142
	-
	11.1.0
	Rel-11
	Correction to HSU test case 7.1.6.3.2
	approved
	F
	11.2.0
	TEI6_Test
	R5

	RP-140311
	34.123-3
	3143
	-
	11.1.0
	Rel-11
	Correction to UTRAN test case 12.4.1.4d2
	approved
	F
	11.2.0
	TEI_Test
	R5

	RP-140311
	34.123-3
	3144
	-
	11.1.0
	Rel-11
	Correction to Rel‑8 Mac-i/is testcase 7.1.7.3
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140311
	34.123-3
	3145
	-
	11.1.0
	Rel-11
	Correction to Rel‑8 Mac-i/is testcase 7.1.7.2
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140311
	34.123-3
	3146
	-
	11.1.0
	Rel-11
	Addition of GCF WI-170 UTRA DB_DC_HSDPA test case 8.2.2.75 to HSPA9_ENH ATS
	approved
	B
	11.2.0
	TEI9_Test
	R5

	RP-140311
	34.123-3
	3147
	-
	11.1.0
	Rel-11
	Addition of WI-170 UTRA DB_DC_HSDPA test case 8.2.2.74 to HSPA9_ENH ATS
	approved
	B
	11.2.0
	TEI9_Test
	R5

	RP-140311
	34.123-3
	3148
	-
	11.1.0
	Rel-11
	Addition of WI-161 DC-HSU test case 8.2.2.76 to HSPA9_ENH ATS
	approved
	B
	11.2.0
	TEI9_Test
	R5

	RP-140311
	34.123-3
	3149
	-
	11.1.0
	Rel-11
	Addition of WI-161 DC-HSU test case 8.2.2.77 to HSPA9_ENH ATS
	approved
	B
	11.2.0
	TEI9_Test
	R5

	RP-140311
	34.123-3
	3150
	-
	11.1.0
	Rel-11
	Correction to UTRA test case 8.2.2.35
	approved
	F
	11.2.0
	TEI_Test
	R5

	RP-140311
	34.123-3
	3151
	-
	11.1.0
	Rel-11
	Correction to UTRAN test case 9.4.5.3 and 12.4.1.4a
	approved
	F
	11.2.0
	TEI_Test
	R5

	RP-140311
	34.123-3
	3152
	-
	11.1.0
	Rel-11
	Addition of Rel‑8 Fast Dormancy testcase 8.1.9f to HSPA8_ENH ATS
	approved
	B
	11.2.0
	TEI8_Test
	R5

	RP-140310
	34.123-3
	3153
	-
	11.1.0
	Rel-11
	CR to 34.123-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.123-3 (prose), Annex A
	approved
	F
	11.2.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0500
	-
	12.0.0
	Rel-12
	Fixes to A.2.8 BYE
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140319
	34.229-1
	0501
	-
	10.4.0
	Rel-10
	Removal of technical content in 34.229-1 v10.4.0 and substitution with pointer to the next Release
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-140331
	34.229-1
	0502
	-
	11.0.0
	Rel-11
	Removal of technical content in 34.229-1 v11.0.0 and substitution with pointer to the next Release
	approved
	F
	11.1.0
	TEI11_Test
	R5

	RP-140306
	34.229-1
	0503
	-
	12.0.0
	Rel-12
	Fixes to C.11
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0504
	-
	12.0.0
	Rel-12
	P-Access-Network-Info header (PANI)
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0505
	-
	12.0.0
	Rel-12
	Fixing prose related to TC 15.11
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0506
	-
	12.0.0
	Rel-12
	Minor corrections to TC 12.2
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0507
	-
	12.0.0
	Rel-12
	Unsuccessful SRVCC handover
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0508
	-
	12.0.0
	Rel-12
	Clarification for default message content for INVITE
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0509
	-
	12.0.0
	Rel-12
	Correction and addition of Generic Procedures in 34.229-1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0510
	-
	12.0.0
	Rel-12
	from tag and to tag
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0511
	-
	12.0.0
	Rel-12
	Remove test case 16.1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0512
	-
	12.0.0
	Rel-12
	Remove annex C.16
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0513
	-
	12.0.0
	Rel-12
	Clarify generic procedure C.21 for IR.92 7.0
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0514
	-
	12.0.0
	Rel-12
	Correct editorial errors in generic procedure C.21
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0515
	-
	12.0.0
	Rel-12
	Correction of GCF WI-103 MTSI Testcase 15.27
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0516
	-
	12.0.0
	Rel-12
	Correction to GCF WI-103 MTSI testcase 15.28
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140334
	34.229-1
	0517
	-
	12.0.0
	Rel-12
	Addition of new TC for SSAC in Connected mode to voice call
	approved
	F
	12.1.0
	TEI12_Test
	R5

	RP-140334
	34.229-1
	0518
	-
	12.0.0
	Rel-12
	Addition of new TC for SSAC in Connected mode changing to voice call
	approved
	F
	12.1.0
	TEI12_Test
	R5

	RP-140334
	34.229-1
	0519
	-
	12.0.0
	Rel-12
	Addition of new TC of SSAC in Connected mode to video call
	approved
	F
	12.1.0
	TEI12_Test
	R5

	RP-140334
	34.229-1
	0520
	-
	12.0.0
	Rel-12
	Addition of new TC of SSAC in Connected mode changing to video call
	approved
	F
	12.1.0
	TEI12_Test
	R5

	RP-140334
	34.229-1
	0521
	-
	12.0.0
	Rel-12
	Addition of new TC of SSAC in Connected mode to emergency call
	approved
	F
	12.1.0
	TEI12_Test
	R5

	RP-140306
	34.229-1
	0522
	-
	12.0.0
	Rel-12
	Fixing prose related to TC 15.12
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0523
	-
	12.0.0
	Rel-12
	Update test case 16.2 for IR.92
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0524
	-
	12.0.0
	Rel-12
	Update test case 16.4 for IR.92
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0525
	-
	12.0.0
	Rel-12
	Update test case 12.13 with SDP conformance requirement
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140308
	34.229-1
	0526
	-
	12.0.0
	Rel-12
	Update of test case 19.3.3
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140306
	34.229-1
	0527
	-
	12.0.0
	Rel-12
	Update generic procedure C.11 with SDP requirement
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0528
	-
	12.0.0
	Rel-12
	max-red
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-1
	0529
	-
	12.0.0
	Rel-12
	Corrections to default message content for ACK
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140306
	34.229-2
	0120
	-
	10.3.0
	Rel-12
	Remove applicability for test case 16.1
	approved
	F
	12.0.0
	TEI8_Test
	R5

	RP-140334
	34.229-2
	0121
	-
	10.3.0
	Rel-12
	Applicability of new test cases for SSAC in connected mode
	approved
	F
	12.0.0
	TEI12_Test
	R5

	RP-140333
	34.229-2
	0122
	-
	10.3.0
	Rel-12
	Addition of new condition for bSRVCC
	reissued
	F
	
	bSRVCC-UEConTest
	R5

	RP-140437
	34.229-2
	0122
	-
	10.3.0
	Rel-12
	Addition of new condition for bSRVCC
	approved
	F
	12.0.0
	bSRVCC-UEConTest
	R5

	RP-140319
	34.229-3
	0136
	-
	10.1.0
	Rel-10
	Routine maintenance and updates
	approved
	F
	10.2.0
	TEI10_Test
	R5

	RP-140313
	34.229-3
	0137
	-
	10.1.0
	Rel-10
	Addition of GCF WI-171 MTSI MO speech call / SSAC test case 12.18 (using TS 36.523-3 test model)
	approved
	B
	10.2.0
	TEI9_Test
	R5

	RP-140313
	34.229-3
	0138
	-
	10.1.0
	Rel-10
	Addition of GCF WI-171 IMS Emergency call / SSAC test case 12.20 (using TS 36.523-3 test model)
	approved
	B
	10.2.0
	TEI9_Test
	R5

	RP-140313
	34.229-3
	0139
	-
	10.1.0
	Rel-10
	Re-verification of MTSI MT speech call test case 12.13 (... using TS 36.523-3 test model)
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-140313
	34.229-3
	0140
	-
	10.1.0
	Rel-10
	Re-verification of IMS test case 16.1 over LTE with 34.229-3 test model
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-140313
	34.229-3
	0141
	-
	10.1.0
	Rel-10
	Re-verification of IMS test case 16.2 over LTE with 34.229-3 test model
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-140313
	34.229-3
	0142
	-
	10.1.0
	Rel-10
	Correction of IMS test case 12.2 over LTE with 34.229-3 test model
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-140313
	34.229-3
	0143
	-
	10.1.0
	Rel-10
	Correction of IMS test case 12.12 over LTE with 34.229-3 test model
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-140313
	34.229-3
	0144
	-
	10.1.0
	Rel-10
	Corrections for common IMS functions
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-140313
	34.229-3
	0145
	-
	10.1.0
	Rel-10
	Correction to GCF WI-103 IMS test case 11.2 with 36.523-3 Test Model
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-140313
	34.229-3
	0146
	-
	10.1.0
	Rel-10
	Correction to Postamble handling for IMS deregistration procedure
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-140313
	34.229-3
	0147
	-
	10.1.0
	Rel-11
	Correction to fl_EUTRA_IPCAN_ActivateDedicatedEpsBearer_SpeechCall
	approved
	F
	11.0.0
	TEI8_Test
	R5

	RP-140313
	34.229-3
	0148
	-
	10.1.0
	Rel-10
	Correction of IMS test case 8.10 over LTE with 34.229-3 test model
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-140313
	34.229-3
	0149
	-
	10.1.0
	Rel-10
	Addition of GCF WI-103 IMS MTSI test case 16.3 over 36.523-3 Test Model
	approved
	B
	10.2.0
	TEI8_Test
	R5

	RP-140313
	34.229-3
	0150
	-
	10.1.0
	Rel-10
	Addition of GCF WI-103 IMS MTSI test case 16.4 over 36.523-3 Test Model
	approved
	B
	10.2.0
	TEI8_Test
	R5

	RP-140313
	34.229-3
	0151
	-
	10.1.0
	Rel-10
	Correction to GCF WI-154 IMS Emergency Call over EPS test case 19.1.2
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-140313
	34.229-3
	0152
	-
	10.1.0
	Rel-10
	Correction to GCF WI-103 IMS MTSI test case 12.13
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-140313
	34.229-3
	0153
	-
	10.1.0
	Rel-10
	Addition of GCF WI-154 IMS Emergency Call over EPS test case 19.4.1
	approved
	B
	10.2.0
	TEI9_Test
	R5

	RP-140313
	34.229-3
	0154
	-
	10.1.0
	Rel-10
	Correction to GCF WI-103 IMS MTSI test case 9.2
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-140313
	34.229-3
	0155
	-
	10.1.0
	Rel-10
	Correction to GCF WI-103 IMS MTSI test case 11.2
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-140313
	34.229-3
	0156
	-
	10.1.0
	Rel-10
	Correction of common altsteps in IMS PTC for test case 11.2
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-140313
	34.229-3
	0157
	-
	10.1.0
	Rel-10
	Correction for IMS common function f_IMS_InviteRequest_MessageHeaderRX()
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-140313
	34.229-3
	0158
	-
	10.1.0
	Rel-10
	Re-verification of IMS test case 15.11 over LTE with 34.229-3 test model
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-140312
	34.229-3
	0159
	-
	10.1.0
	Rel-10
	CR to 34.229-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 34.229-3 (prose), Annex A
	approved
	F
	10.2.0
	TEI8_Test
	R5

	RP-140378
	36.101
	2069
	-
	12.2.0
	Rel-12
	CA_3C is adding 100RB+75RB uplink configuration for reference sensitivity
	approved
	F
	12.3.0
	LTE_CA_C_B3-Core
	R4

	RP-140388
	36.101
	2070
	-
	12.2.0
	Rel-12
	CR for TS 36.101 on CA_C_B39
	approved
	B
	12.3.0
	LTE_CA_C_B39-Core
	R4

	RP-140387
	36.101
	2071
	1
	12.2.0
	Rel-12
	Introduction of TDD inter-band CA_B39_B41 into 36.101
	approved
	B
	12.3.0
	LTE_CA_B39_B41-Core
	R4

	RP-140386
	36.101
	2072
	-
	12.2.0
	Rel-12
	Introduction of CA band B3+B27 to TS 36.101
	approved
	B
	12.3.0
	LTE_CA_B3_B27-Core
	R4

	RP-140374
	36.101
	2073
	1
	11.7.0
	Rel-11
	CR of EPDCCH localzied test with TM10 QCL Type-B configuration (Rel‑11)
	approved
	F
	11.8.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140374
	36.101
	2074
	-
	12.2.0
	Rel-12
	CR of EPDCCH localzied test with TM10 QCL Type-B configuration (Rel‑12)
	approved
	A
	12.3.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140375
	36.101
	2080
	1
	12.2.0
	Rel-12
	CR on TM3 demodulation and soft buffer management test
	approved
	F
	12.3.0
	TEI11
	R4

	RP-140371
	36.101
	2085
	-
	11.7.0
	Rel-11
	CR on reference measurement channel for TM10 PDSCH demodulation test
	approved
	F
	11.8.0
	COMP_LTE_DL-Perf
	R4

	RP-140371
	36.101
	2086
	-
	12.2.0
	Rel-12
	CR on reference measurement channel for TM10 PDSCH demodulation test
	approved
	A
	12.3.0
	COMP_LTE_DL-Perf
	R4

	RP-140368
	36.101
	2087
	1
	10.13.0
	Rel-10
	CR for introduction of15MHz based SDR tests and test point table in Rel‑10
	approved
	F
	10.14.0
	LTE_CA-Perf
	R4

	RP-140375
	36.101
	2088
	-
	11.7.0
	Rel-11
	CR for introduction of 15MHz based SDR tests in Rel‑11
	approved
	F
	11.8.0
	TEI11
	R4

	RP-140375
	36.101
	2089
	-
	12.2.0
	Rel-12
	CR for introduction of 15MHz based single carrier and CA SDR tests in Rel‑12
	approved
	F
	12.3.0
	TEI11
	R4

	RP-140368
	36.101
	2090
	-
	10.13.0
	Rel-10
	CR for structure change of CA soft buffer tests in Rel‑10
	approved
	F
	10.14.0
	LTE_CA-Perf
	R4

	RP-140368
	36.101
	2091
	1
	11.7.0
	Rel-11
	CR for maintanence of CA soft buffer tests in Rel‑11
	approved
	F
	11.8.0
	LTE_CA-Perf
	R4

	RP-140374
	36.101
	2096
	1
	11.7.0
	Rel-11
	CR on TM9 localized ePDCCH test
	approved
	F
	11.8.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140374
	36.101
	2097
	-
	12.2.0
	Rel-12
	CR on TM9 localized ePDCCH test
	approved
	A
	12.3.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140374
	36.101
	2100
	1
	11.7.0
	Rel-11
	CR on reference measurement channel for ePDCCH test
	approved
	F
	11.8.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140374
	36.101
	2101
	-
	12.2.0
	Rel-12
	CR on reference measurement channel for ePDCCH test
	approved
	A
	12.3.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140371
	36.101
	2105
	-
	11.7.0
	Rel-11
	Cleanup of the specification for FeICIC (Rel‑11)
	approved
	F
	11.8.0
	eICIC_enh_LTE-Perf
	R4

	RP-140371
	36.101
	2106
	-
	12.2.0
	Rel-12
	Cleanup of the specification for FeICIC (Rel‑12)
	approved
	A
	12.3.0
	eICIC_enh_LTE-Perf
	R4

	RP-140371
	36.101
	2107
	1
	11.7.0
	Rel-11
	UL-DL configuration and other parameters for FeICIC TDD CQI fading test (Rel‑11)
	approved
	F
	11.8.0
	eICIC_enh_LTE-Perf
	R4

	RP-140371
	36.101
	2108
	-
	12.2.0
	Rel-12
	UL-DL configuration and other parameters for FeICIC TDD CQI fading test (Rel‑12)
	approved
	A
	12.3.0
	eICIC_enh_LTE-Perf
	R4

	RP-140371
	36.101
	2109
	1
	11.7.0
	Rel-11
	CR for TS 36.101 COMP demodulation requirements
	approved
	F
	11.8.0
	COMP_LTE_DL-Perf
	R4

	RP-140371
	36.101
	2110
	-
	12.2.0
	Rel-12
	CR for TS 36.101 COMP demodulation requirements
	approved
	A
	12.3.0
	COMP_LTE_DL-Perf
	R4

	RP-140371
	36.101
	2111
	1
	11.7.0
	Rel-11
	CR for Combinations of channel model parameters
	approved
	F
	11.8.0
	COMP_LTE_DL-Perf
	R4

	RP-140374
	36.101
	2112
	-
	11.7.0
	Rel-11
	CR for EPDCCH power allocation (Rel‑11)
	approved
	F
	11.8.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140371
	36.101
	2113
	-
	12.2.0
	Rel-12
	CR for Combinations of channel model parameters
	approved
	A
	12.3.0
	COMP_LTE_DL-Perf
	R4

	RP-140374
	36.101
	2114
	-
	12.2.0
	Rel-12
	CR for EPDCCH power allocation (Rel‑12)
	approved
	A
	12.3.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140377
	36.101
	2115
	-
	12.2.0
	Rel-12
	Editorial Correction for TS 36.101 Rel‑12
	approved
	D
	12.3.0
	LTE_CA_B3_B26-Core
	R4

	RP-140375
	36.101
	2118
	-
	11.7.0
	Rel-11
	Introduction of requirements for SNR test for TM9
	approved
	F
	11.8.0
	TEI11
	R4

	RP-140375
	36.101
	2119
	-
	12.2.0
	Rel-12
	Introduction of requirements for SNR test for TM9
	approved
	A
	12.3.0
	TEI11
	R4

	RP-140368
	36.101
	2120
	-
	10.13.0
	Rel-10
	CR for 36.101. Editorial correction on OCNG pattern
	approved
	F
	10.14.0
	TEI10
	R4

	RP-140368
	36.101
	2121
	-
	11.7.0
	Rel-11
	CR for 36.101. Editorial correction on OCNG pattern
	approved
	A
	11.8.0
	TEI10
	R4

	RP-140368
	36.101
	2122
	-
	12.2.0
	Rel-12
	CR for 36.101. Editorial correction on OCNG pattern
	approved
	A
	12.3.0
	TEI10
	R4

	RP-140374
	36.101
	2124
	1
	11.7.0
	Rel-11
	CR on correction of downlink SDR tests with EPDCCH scheduling
	approved
	F
	11.8.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140374
	36.101
	2125
	-
	12.2.0
	Rel-12
	CR on correction of downlink SDR tests with EPDCCH scheduling
	approved
	A
	12.3.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140371
	36.101
	2126
	2
	11.7.0
	Rel-11
	Correction on DL CoMP static CQI tests (Rel‑11)
	approved
	F
	11.8.0
	COMP_LTE_DL-Perf
	R4

	RP-140371
	36.101
	2127
	-
	12.2.0
	Rel-12
	Correction on DL CoMP static CQI tests (Rel‑12)
	approved
	A
	12.3.0
	COMP_LTE_DL-Perf
	R4

	RP-140371
	36.101
	2128
	1
	11.7.0
	Rel-11
	CR to finalize fading CQI test for CoMP
	approved
	F
	11.8.0
	COMP_LTE_DL-Perf
	R4

	RP-140371
	36.101
	2129
	1
	12.2.0
	Rel-12
	CR to finalize fading CQI test for CoMP
	approved
	A
	12.3.0
	COMP_LTE_DL-Perf
	R4

	RP-140371
	36.101
	2130
	1
	11.7.0
	Rel-11
	CR to finalize RI test for CoMP
	approved
	F
	11.8.0
	COMP_LTE_DL-Perf
	R4

	RP-140371
	36.101
	2131
	1
	12.2.0
	Rel-12
	CR to finalize RI test for CoMP
	approved
	A
	12.3.0
	COMP_LTE_DL-Perf
	R4

	RP-140368
	36.101
	2135
	-
	10.13.0
	Rel-10
	Configured transmitted power for CA
	approved
	F
	10.14.0
	LTE_CA-Core
	R4

	RP-140368
	36.101
	2136
	-
	11.7.0
	Rel-11
	Configured transmitted power for CA
	approved
	A
	11.8.0
	LTE_CA-Core
	R4

	RP-140368
	36.101
	2137
	-
	12.2.0
	Rel-12
	Configured transmitted power for CA
	approved
	A
	12.3.0
	LTE_CA-Core
	R4

	RP-140371
	36.101
	2141
	-
	11.7.0
	Rel-11
	Clarification of contiguous and non-contiguous intra-band UE capabilities in the same band
	approved
	F
	11.8.0
	LTE_CA_enh-Core
	R4

	RP-140371
	36.101
	2142
	-
	12.2.0
	Rel-12
	Clarification of contiguous and non-contiguous intra-band UE capabilities in the same band
	approved
	A
	12.3.0
	LTE_CA_enh-Core
	R4

	RP-140371
	36.101
	2143
	1
	11.7.0
	Rel-11
	Channel spacing for non-contiguous intra-band carrier aggregation
	approved
	F
	11.8.0
	LTE_CA_enh-Core
	R4

	RP-140371
	36.101
	2144
	-
	12.2.0
	Rel-12
	Channel spacing for non-contiguous intra-band carrier aggregation
	approved
	F
	12.3.0
	LTE_CA_enh-Core
	R4

	RP-140368
	36.101
	2145
	-
	10.13.0
	Rel-10
	Correction of coding rate for 18RBs in UL RMC table
	approved
	F
	10.14.0
	LTE-RF
	R4

	RP-140368
	36.101
	2146
	-
	11.7.0
	Rel-11
	Correction of coding rate for 18RBs in UL RMC table
	approved
	A
	11.8.0
	LTE-RF
	R4

	RP-140368
	36.101
	2147
	-
	12.2.0
	Rel-12
	Correction of coding rate for 18RBs in UL RMC table
	approved
	A
	12.3.0
	LTE-RF
	R4

	RP-140368
	36.101
	2158
	-
	11.7.0
	Rel-11
	Correction of a table note for Pcmax
	approved
	F
	11.8.0
	LTE_CA-Core
	R4

	RP-140370
	36.101
	2159
	1
	11.7.0
	Rel-11
	Correction of table notes for NS_12-NS_15 spurious emissions requirements
	approved
	F
	11.8.0
	e850_UB-Core
	R4

	RP-140370
	36.101
	2160
	-
	12.2.0
	Rel-12
	Correction of table notes for NS_12-NS_15 spurious emissions requirements
	approved
	A
	12.3.0
	e850_UB-Core
	R4

	RP-140385
	36.101
	2161
	-
	12.2.0
	Rel-12
	Inrtroduction of additional bandwidth combination set for CA_2A-4A
	approved
	B
	12.3.0
	LTE_CA_B2_B4_BWset
	R4

	RP-140374
	36.101
	2162
	1
	11.7.0
	Rel-11
	Distributed EPDCCH Demodulation Test
	approved
	F
	11.8.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140374
	36.101
	2163
	-
	12.2.0
	Rel-12
	Distributed EPDCCH Demodulation Test
	approved
	B
	12.3.0
	LTE_enh_dl_ctrl-Perf
	R4

	RP-140164
	36.101
	2173
	-
	12.2.0
	Rel-12
	Addition of bandwidth combination set for CA_2A-29A and CA_4A-29A
	revised
	B
	
	LTE_DL_FDD700_B29_BWset-Core
	R4

	RP-140417
	36.101
	2173
	1
	12.2.0
	Rel-12
	Addition of bandwidth combination set for CA_2A-29A and CA_4A-29A
	approved
	B
	12.3.0
	LTE_DL_FDD700_B29_BWset-Core
	R4

	RP-140241
	36.101
	2174
	-
	12.2.0
	Rel-12
	Introduction of 3MHz in Band 8 for CA_8_20 RF requirements into TS 36.101
	approved
	B
	12.3.0
	LTE_CA_B8_B20_BW
	R4

	RP-140387
	36.104
	0436
	1
	12.2.0
	Rel-12
	Introduction of CA band combination Band 39+Band 41 into BS specification
	approved
	B
	12.3.0
	LTE_CA_B39_B41-Core
	R4

	RP-140388
	36.104
	0451
	1
	12.2.0
	Rel-12
	TS36.104 changes for B39 CA
	approved
	B
	12.3.0
	LTE_CA_C_B39-Core
	R4

	RP-140386
	36.104
	0453
	-
	12.2.0
	Rel-12
	Introduction of CA band combination Band 3 and Band 27 to TS 36.104
	approved
	B
	12.3.0
	LTE_CA_B3_B27-Core
	R4

	RP-140375
	36.104
	0462
	-
	11.7.0
	Rel-11
	Correction of abbreviations for negative acknowledgement
	approved
	F
	11.8.0
	TEI11
	R4

	RP-140375
	36.104
	0463
	-
	12.2.0
	Rel-12
	Correction of abbreviations for negative acknowledgement
	approved
	A
	12.3.0
	TEI11
	R4

	RP-140373
	36.111
	0003
	2
	11.1.0
	Rel-11
	Modification of UL RTOA Measurement Accuracy Requirements in TS 36.111
	approved
	C
	11.2.0
	LCS_LTE-NBPS-Perf
	R4

	RP-140381
	36.133
	2169
	-
	12.2.0
	Rel-12
	Updates on test case A.9.1.17 FDD-FDD Inter frequency case for 5MHz Bandwidth for R12
	approved
	F
	12.3.0
	LTE450_Brazil-Perf
	R4

	RP-140389
	36.133
	2170
	-
	12.2.0
	Rel-12
	Correction on the SNR values of in-sync RLM test for 5MHz
	approved
	F
	12.3.0
	LTE-RF
	R4

	RP-140368
	36.133
	2179
	-
	10.13.0
	Rel-10
	Correction on PDSCH allocation in PRS subframe r10
	approved
	F
	10.14.0
	LTE-RF
	R4

	RP-140368
	36.133
	2180
	-
	11.7.0
	Rel-11
	Correction on PDSCH allocation in PRS subframe r11
	approved
	A
	11.8.0
	LTE-RF
	R4

	RP-140368
	36.133
	2181
	-
	12.2.0
	Rel-12
	Correction on PDSCH allocation in PRS subframe r12
	approved
	A
	12.3.0
	LTE-RF
	R4

	RP-140389
	36.133
	2182
	-
	12.2.0
	Rel-12
	Clarification on FDD reference measurement channels for 5 MHz tests
	approved
	F
	12.3.0
	LTE-RF
	R4

	RP-140367
	36.133
	2190
	-
	10.13.0
	Rel-10
	PRS_RA corrections
	approved
	F
	10.14.0
	LCS_LTE
	R4

	RP-140367
	36.133
	2191
	-
	11.7.0
	Rel-11
	PRS_RA corrections
	approved
	A
	11.8.0
	LCS_LTE
	R4

	RP-140367
	36.133
	2192
	-
	12.2.0
	Rel-12
	PRS_RA corrections
	approved
	A
	12.3.0
	LCS_LTE
	R4

	RP-140371
	36.133
	2199
	1
	11.7.0
	Rel-11
	Clarification of BW applicability in Rx-Tx Time Difference measurement R11
	approved
	F
	11.8.0
	eICIC_enh_LTE-Perf
	R4

	RP-140371
	36.133
	2200
	1
	12.2.0
	Rel-12
	Clarification of BW applicability in Rx-Tx Time Difference measurement R12
	approved
	A
	12.3.0
	eICIC_enh_LTE-Perf
	R4

	RP-140367
	36.133
	2220
	-
	10.13.0
	Rel-10
	Correction of Proximity Indication Test Case
	approved
	F
	10.14.0
	EHNB-RAN2
	R4

	RP-140368
	36.133
	2222
	1
	10.13.0
	Rel-10
	CSI Reporting in SCell Activation Requirements
	approved
	F
	10.14.0
	LTE_CA-core
	R4

	RP-140368
	36.133
	2223
	-
	11.7.0
	Rel-11
	CSI Reporting in SCell Activation Requirements
	approved
	A
	11.8.0
	LTE_CA-core
	R4

	RP-140368
	36.133
	2224
	-
	12.2.0
	Rel-12
	CSI Reporting in SCell Activation Requirements
	approved
	A
	12.3.0
	LTE_CA-core
	R4

	RP-140367
	36.133
	2230
	-
	9.18.0
	Rel-9
	Missing condition in CGI identification requirements
	approved
	F
	9.19.0
	TEI9
	R4

	RP-140368
	36.133
	2231
	-
	10.13.0
	Rel-10
	Missing condition in CGI identification requirements
	approved
	F
	10.14.0
	TEI10
	R4

	RP-140368
	36.133
	2233
	-
	11.7.0
	Rel-11
	Missing condition in CGI identification requirements
	approved
	A
	11.8.0
	TEI10
	R4

	RP-140368
	36.133
	2234
	-
	12.2.0
	Rel-12
	Missing condition in CGI identification requirements
	approved
	A
	12.3.0
	TEI10
	R4

	RP-140375
	36.133
	2235
	-
	11.7.0
	Rel-11
	Band simplification clean up
	approved
	F
	11.8.0
	TEI11
	R4

	RP-140389
	36.133
	2236
	-
	12.2.0
	Rel-12
	Band simplification clean up
	approved
	F
	12.3.0
	TEI12
	R4

	RP-140375
	36.133
	2241
	-
	11.7.0
	Rel-11
	TDD UL/DL subframe configurations in requirements
	approved
	F
	11.8.0
	TEI11
	R4

	RP-140375
	36.133
	2252
	-
	11.7.0
	Rel-11
	Editorial corrections RRM from Rel‑11
	approved
	F
	11.8.0
	TEI11
	R4

	RP-140368
	36.133
	2256
	-
	10.13.0
	Rel-10
	Alignment between interruption requirements for RSTD and mobillity measurements for SCell
	approved
	F
	10.14.0
	LTE_CA-Perf
	R4

	RP-140368
	36.133
	2257
	-
	11.7.0
	Rel-11
	Alignment between interruption requirements for RSTD and mobillity measurements for SCell
	approved
	F
	11.8.0
	LTE_CA-Perf
	R4

	RP-140368
	36.133
	2258
	-
	12.2.0
	Rel-12
	Alignment between interruption requirements for RSTD and mobillity measurements for SCell
	approved
	A
	12.3.0
	LTE_CA-Perf
	R4

	RP-140380
	36.133
	2259
	-
	12.2.0
	Rel-12
	Addition of new OCNG pattern for E-UTRA TDD with 5MHz bandwidth
	approved
	F
	12.3.0
	LTE_CA_NC_B23-Core
	R4

	RP-140380
	36.133
	2260
	-
	12.2.0
	Rel-12
	Addition of new RMC for E-UTRA TDD with 5MHz bandwidth
	approved
	F
	12.3.0
	LTE_CA_NC_B23-Core
	R4

	RP-140380
	36.133
	2261
	-
	12.2.0
	Rel-12
	Addition of OCNG pattern for E-UTRA FDD with 5MHz bandwidth without MBSFN
	approved
	F
	12.3.0
	LTE_CA_NC_B23-Core
	R4

	RP-140367
	36.133
	2262
	-
	11.7.0
	Rel-11
	Correction of Proximity Indication Test Case
	approved
	A
	11.8.0
	EHNB-RAN2
	R4

	RP-140367
	36.133
	2263
	-
	12.2.0
	Rel-12
	Correction of Proximity Indication Test Case
	approved
	A
	12.3.0
	EHNB-RAN2
	R4

	RP-140387
	36.141
	0490
	1
	12.2.0
	Rel-12
	Introduction of CA band combination Band 39+Band 41 into BS specification
	approved
	B
	12.3.0
	LTE_CA_B39_B41-Core
	R4

	RP-140388
	36.141
	0506
	1
	12.2.0
	Rel-12
	TS36.141 change for B39 CA
	approved
	B
	12.3.0
	LTE_CA_C_B39-Perf
	R4

	RP-140386
	36.141
	0510
	-
	12.2.0
	Rel-12
	Introduction of CA band combination Band 3 and Band 27 to TS 36.141
	approved
	B
	12.3.0
	LTE_CA_B3_B27-Perf
	R4

	RP-140375
	36.141
	0512
	1
	11.7.0
	Rel-11
	Corrections in TS 36.141
	approved
	F
	11.8.0
	TEI11
	R4

	RP-140389
	36.141
	0513
	1
	12.2.0
	Rel-12
	Corrections in TS 36.141
	approved
	A
	12.3.0
	TEI12
	R4

	RP-140372
	36.141
	0517
	1
	11.7.0
	Rel-11
	Introduction of multi-band BS testing to TS 36.141 (Clauses 1 - 5)
	approved
	B
	11.8.0
	MB_MSR_RF-Perf
	R4

	RP-140372
	36.141
	0518
	-
	12.2.0
	Rel-12
	Introduction of multi-band BS testing to TS 36.141 (Clauses 1 - 5)
	approved
	A
	12.3.0
	MB_MSR_RF-Perf
	R4

	RP-140372
	36.141
	0519
	1
	11.7.0
	Rel-11
	Introduction of test requirements for multi-band operation with conformance test improvement for multi-carrier testing (36.141, clause 6 and 7)
	approved
	B
	11.8.0
	MB_MSR_RF-Perf
	R4

	RP-140372
	36.141
	0520
	-
	12.2.0
	Rel-12
	Introduction of test requirements for multi-band operation with conformance test improvement for multi-carrier testing (36.141, clause 6 and 7)
	approved
	A
	12.3.0
	MB_MSR_RF-Perf
	R4

	RP-140375
	36.141
	0522
	-
	11.7.0
	Rel-11
	Correction of abbreviations for negative acknowledgement
	approved
	F
	11.8.0
	TEI11
	R4

	RP-140375
	36.141
	0523
	-
	12.2.0
	Rel-12
	Correction of abbreviations for negative acknowledgement
	approved
	A
	12.3.0
	TEI11
	R4

	RP-140286
	36.211
	0187
	-
	12.0.0
	Rel-12
	On PMCH starting symbol in an MBSFN subframe
	approved
	C
	12.1.0
	LTE-Phys
	R1

	RP-140227
	36.211
	0188
	-
	12.0.0
	Rel-12
	Introduction of supplemental downlink for TD-LTE
	postponed
	B
	
	TEI12, LTE-Phys
	R1

	RP-140286
	36.213
	0447
	-
	12.0.0
	Rel-12
	Correction to CSI Reporting
	approved
	F
	12.1.0
	LTE-Phys
	R1

	RP-140291
	36.213
	0448
	-
	12.0.0
	Rel-12
	Clarification on PUCCH Mode 1-1 for 4Tx Dual Codebook
	approved
	F
	12.1.0
	LTE_eDL_MIMO_enh-Core
	R1

	RP-140287
	36.213
	0449
	1
	11.5.0
	Rel-11
	Common search space monitoring for MBMS
	approved
	F
	11.6.0
	MBMS_LTE
	R1

	RP-140287
	36.213
	0450
	1
	12.0.0
	Rel-12
	Common search space monitoring for MBMS
	approved
	A
	12.1.0
	MBMS_LTE
	R1

	RP-140290
	36.213
	0451
	-
	11.5.0
	Rel-11
	Introduction of new UE categories
	approved
	F
	11.6.0
	LTE_CA_enh-Core
	R1

	RP-140290
	36.213
	0452
	-
	12.0.0
	Rel-12
	Introduction of new UE categories
	approved
	A
	12.1.0
	LTE_CA_enh-Core
	R1

	RP-140288
	36.213
	0453
	1
	10.11.0
	Rel-10
	Modification to I_SRS = 0 for trigger type 1 SRS and TDD
	approved
	C
	10.12.0
	LTE_UL_MIMO-Core
	R1

	RP-140288
	36.213
	0454
	1
	11.5.0
	Rel-11
	Modification to I_SRS = 0 for trigger type 1 SRS and TDD
	approved
	A
	11.6.0
	LTE_UL_MIMO-Core
	R1

	RP-140288
	36.213
	0455
	1
	12.0.0
	Rel-12
	Modification to I_SRS = 0 for trigger type 1 SRS and TDD
	approved
	A
	12.1.0
	LTE_UL_MIMO-Core
	R1

	RP-140228
	36.213
	0456
	-
	12.0.0
	Rel-12
	Introduction of supplemental downlink for TD-LTE
	postponed
	B
	
	TEI12, LTE-Phys
	R1

	RP-140289
	36.213
	0457
	-
	11.5.0
	Rel-11
	Correction to CSI processing in TM10
	approved
	F
	11.6.0
	COMP_LTE_DL-Core
	R1

	RP-140289
	36.213
	0458
	-
	12.0.0
	Rel-12
	Correction to CSI processing in TM10
	approved
	A
	12.1.0
	COMP_LTE_DL-Core
	R1

	RP-140353
	36.300
	0609
	-
	11.8.0
	Rel-11
	Introduction of CS to PS SRVCC
	approved
	F
	11.9.0
	rSRVCC-GERAN, rSRVCC-RAN_UTRA-Core, LTE-L23
	R2

	RP-140353
	36.300
	0610
	-
	12.0.0
	Rel-12
	Introduction of CS to PS SRVCC
	approved
	A
	12.1.0
	rSRVCC-GERAN, rSRVCC-RAN_UTRA-Core, LTE-L23
	R2

	RP-140351
	36.300
	0615
	-
	12.0.0
	Rel-12
	Reporting of User Location Information at E-RAB release
	approved
	B
	12.1.0
	NWK-PL2IMS, TEI12
	R2

	RP-140360
	36.300
	0616
	-
	12.0.0
	Rel-12
	PWS Restart Indication
	approved
	B
	12.1.0
	REP_WMD-RFR_PWS-Core
	R2

	RP-140355
	36.302
	0049
	-
	11.4.0
	Rel-11
	MBMS reception on any configured or configurable SCell
	approved
	F
	11.5.0
	MBMS_LTE_SC-Core
	R2

	RP-140343
	36.304
	0231
	-
	10.7.0
	Rel-10
	Clarification on MBMS prioritisation for DL only carrier
	approved
	F
	10.8.0
	MBMS_LTE, LTE_CA-Core, TEI10
	R2

	RP-140359
	36.304
	0233
	-
	11.6.0
	Rel-12
	Introduction of UE mobility history reporting (option 2)
	approved
	B
	12.0.0
	HetNet_eMOB_LTE-Core
	R2

	RP-140364
	36.306
	0168
	1
	11.5.0
	Rel-11
	New UE categories for DL 450Mbps class
	approved
	C
	11.6.0
	TEI11, LTE_CA-Core
	R2

	RP-140349
	36.306
	0170
	-
	11.5.0
	Rel-11
	SS and common channel interference handling
	approved
	F
	11.6.0
	eICIC_enh_LTE-Core
	R2

	RP-140353
	36.306
	0173
	1
	11.5.0
	Rel-12
	Corrections to UE capability and feature descriptions
	approved
	F
	12.0.0
	TEI12, rSRVCC-GERAN
	R2

	RP-140354
	36.306
	0176
	1
	11.5.0
	Rel-11
	IoT indication for inter-band TDD CA with different UL/DL configuration
	approved
	F
	11.6.0
	LTE_CA_enh-Core
	R2

	RP-140361
	36.306
	0178
	1
	11.4.0
	Rel-12
	Support of the enhancement for TTI bundling for FDD
	postponed
	B
	
	Cov_Enh_LTE-Core
	R2

	RP-140415
	36.306
	0178
	2
	11.5.0
	Rel-12
	Support of the enhancement for TTI bundling for FDD
	postponed
	B
	
	Cov_Enh_LTE-Core
	R2

	RP-140155
	36.306
	0180
	-
	11.5.0
	Rel-11
	36.306 CR to decouple UL 64QAM from UE category (band independent)
	postponed
	C
	
	TEI11, LTE-L23
	R2

	RP-140387
	36.307
	0195
	1
	10.9.0
	Rel-10
	Introduction of CA_39A-41A to TS 36.307
	approved
	B
	10.10.0
	LTE_CA_B39_B41-Core
	R4

	RP-140387
	36.307
	0196
	1
	11.6.0
	Rel-11
	Introduction of CA_39A-41A to TS 36.307
	approved
	B
	11.7.0
	LTE_CA_B39_B41-Core
	R4

	RP-140387
	36.307
	0197
	1
	12.2.0
	Rel-12
	Introduction of CA_39A-41A to TS 36.307
	approved
	B
	12.3.0
	LTE_CA_B39_B41-Core
	R4

	RP-140388
	36.307
	0208
	2
	10.9.0
	Rel-10
	Introduction of CA_39C to TS 36.307
	approved
	B
	10.10.0
	LTE_CA_C_B39-Core
	R4

	RP-140388
	36.307
	0209
	2
	11.6.0
	Rel-11
	Introduction of CA_39C to TS 36.307
	approved
	B
	11.7.0
	LTE_CA_C_B39-Core
	R4

	RP-140388
	36.307
	0210
	1
	12.2.0
	Rel-12
	Introduction of CA_39C to TS 36.307
	approved
	B
	12.3.0
	LTE_CA_C_B39-Core
	R4

	RP-140386
	36.307
	0225
	1
	10.9.0
	Rel-10
	Introduction of CA band combination Band 3 and Band 27 to TS 36.307
	approved
	B
	10.10.0
	LTE_CA_B3_B27-Core
	R4

	RP-140386
	36.307
	0226
	2
	11.6.0
	Rel-11
	Introduction of CA band combination Band 3 and Band 27 to TS 36.307
	approved
	B
	11.7.0
	LTE_CA_B3_B27-Core
	R4

	RP-140386
	36.307
	0227
	-
	12.2.0
	Rel-12
	Introduction of CA band combination Band 3 and Band 27 to TS 36.307
	approved
	B
	12.3.0
	LTE_CA_B3_B27-Core
	R4

	RP-140366
	36.307
	0228
	1
	8.10.0
	Rel-8
	CR on UE performance requirements in release independent specification
	approved
	F
	8.11.0
	TEI8
	R4

	RP-140367
	36.307
	0229
	1
	9.10.0
	Rel-9
	CR on UE performance requirements in release independent specification
	approved
	F
	9.11.0
	TEI9
	R4

	RP-140368
	36.307
	0230
	1
	10.9.0
	Rel-10
	CR on UE performance requirements in release independent specification
	approved
	F
	10.10.0
	TEI10
	R4

	RP-140375
	36.307
	0231
	1
	11.6.0
	Rel-11
	CR on UE performance requirements in release independent specification
	approved
	F
	11.7.0
	TEI11
	R4

	RP-140371
	36.307
	0233
	-
	10.9.0
	Rel-10
	Release independence of Band 14 HPUE
	approved
	B
	10.10.0
	LTE_B14_PSBB_HPUE-Core
	R4

	RP-140371
	36.307
	0234
	-
	11.6.0
	Rel-11
	Release independence of Band 14 HPUE
	approved
	A
	11.7.0
	LTE_B14_PSBB_HPUE-Core
	R4

	RP-140371
	36.307
	0235
	-
	12.2.0
	Rel-12
	Release independence of Band 14 HPUE
	approved
	A
	12.3.0
	LTE_B14_PSBB_HPUE-Core
	R4

	RP-140366
	36.307
	0241
	1
	8.10.0
	Rel-8
	Correction to release independent specification
	approved
	F
	8.11.0
	TEI8
	R4

	RP-140367
	36.307
	0242
	1
	9.10.0
	Rel-9
	Correction to release independent specification
	approved
	F
	9.11.0
	TEI9
	R4

	RP-140368
	36.307
	0243
	1
	10.9.0
	Rel-10
	Correction to release independent specification
	approved
	F
	10.10.0
	TEI10
	R4

	RP-140375
	36.307
	0244
	1
	11.6.0
	Rel-11
	Correction to release independent specification
	approved
	F
	11.7.0
	TEI11
	R4

	RP-140389
	36.307
	0245
	1
	12.2.0
	Rel-12
	Correction to release independent specification
	approved
	F
	12.3.0
	TEI12
	R4

	RP-140187
	36.307
	0246
	-
	10.9.0
	Rel-10
	Addition of bandwidth combination set for CA_2A-29A and CA_4A-29A
	approved
	B
	10.10.0
	LTE_DL_FDD700_B29_BWset-Core
	R4

	RP-140188
	36.307
	0247
	-
	11.6.0
	Rel-11
	Addition of bandwidth combination set for CA_2A-29A and CA_4A-29A
	approved
	A
	11.7.0
	LTE_DL_FDD700_B29_BWset-Core
	R4

	RP-140362
	36.321
	0705
	1
	12.0.0
	Rel-12
	Long DRX Command MAC Control Element
	approved
	B
	12.1.0
	TEI12
	R2

	RP-140355
	36.321
	0706
	-
	11.4.0
	Rel-11
	BCCH reception for MBMS on any configured or configurable SCell
	approved
	F
	11.5.0
	MBMS_LTE_SC-Core
	R2

	RP-140355
	36.321
	0709
	-
	12.0.0
	Rel-12
	BCCH reception for MBMS on any configured or configurable SCell
	approved
	A
	12.1.0
	MBMS_LTE_SC-Core
	R2

	RP-140229
	36.321
	0710
	-
	12.0.0
	Rel-12
	Introduction of supplemental downlink for TD-LTE
	withdrawn
	B
	
	TEI12, LTE-L23
	R2

	RP-140364
	36.331
	1411
	1
	11.6.0
	Rel-11
	New UE categories for DL 450Mbps class
	approved
	C
	11.7.0
	TEI11, LTE_CA-Core
	R2

	RP-140361
	36.331
	1414
	1
	12.0.0
	Rel-12
	Support of the enhancement for TTI bundling for FDD
	postponed
	B
	
	Cov_Enh_LTE-Core
	R2

	RP-140359
	36.331
	1424
	1
	12.0.0
	Rel-12
	CR on introduction of Cell-specific time-to-trigger
	approved
	B
	12.1.0
	HetNet_eMOB_LTE-Core
	R2

	RP-140346
	36.331
	1435
	-
	12.0.0
	Rel-12
	UE autonomous modification of cellsTriggered upon serving cell addition/ release
	approved
	F
	12.1.0
	LTE_CA-Core, TEI12
	R2

	RP-140359
	36.331
	1436
	1
	12.0.0
	Rel-12
	Introduction of T312
	approved
	B
	12.1.0
	HetNet_eMOB_LTE-Core
	R2

	RP-140340
	36.331
	1437
	2
	11.6.0
	Rel-11
	Clarification regarding need codes, conditions and ASN.1 defaults for extension fields
	approved
	F
	11.7.0
	LTE-L23, TEI11
	R2

	RP-140362
	36.331
	1439
	1
	12.0.0
	Rel-12
	Introduction of UE-supported EARFCN list in handover preparation information for MFBI
	approved
	F
	12.1.0
	TEI12
	R2

	RP-140340
	36.331
	1440
	-
	11.6.0
	Rel-11
	ASN.1 issue with inter-node signalling (AS-Config)
	approved
	F
	11.7.0
	LTE-L23, TEI11
	R2

	RP-140352
	36.331
	1442
	-
	12.0.0
	Rel-12
	Correction of Connection Establishement Failure Report
	approved
	F
	12.1.0
	eMDT_UMTSLTE-Core, TEI12
	R2

	RP-140354
	36.331
	1448
	1
	11.6.0
	Rel-11
	IoT indication for inter-band TDD CA with different UL/DL configuration
	approved
	F
	11.7.0
	LTE_CA_enh-Core
	R2

	RP-140356
	36.331
	1449
	1
	11.6.0
	Rel-11
	Clarification on the presence of TDD special subframe
	approved
	F
	11.7.0
	LTE_TDD_add_subframe-Core
	R2

	RP-140356
	36.331
	1450
	1
	12.0.0
	Rel-12
	Clarification on the presence of TDD special subframe
	approved
	A
	12.1.0
	LTE_TDD_add_subframe-Core
	R2

	RP-140359
	36.331
	1453
	-
	12.0.0
	Rel-12
	Introduction of UE mobility history reporting (option 2)
	approved
	B
	12.1.0
	HetNet_eMOB_LTE-Core
	R2

	RP-140357
	36.331
	1454
	1
	11.6.0
	Rel-11
	Clarification for the SIB occurrence in a single SI message
	approved
	F
	11.7.0
	TEI11
	R2

	RP-140340
	36.331
	1455
	1
	12.0.0
	Rel-12
	Clarification regarding need codes, conditions and ASN.1 defaults for extension fields
	approved
	A
	12.1.0
	LTE-L23, TEI11
	R2

	RP-140340
	36.331
	1456
	-
	12.0.0
	Rel-12
	ASN.1 issue with inter-node signalling (AS-Config)
	approved
	A
	12.1.0
	LTE-L23, TEI11
	R2

	RP-140357
	36.331
	1457
	1
	12.0.0
	Rel-12
	Clarification for the SIB occurrence in a single SI message
	approved
	A
	12.1.0
	TEI11
	R2

	RP-140364
	36.331
	1462
	-
	12.0.0
	Rel-12
	New UE categories for DL 450Mbps class
	approved
	A
	12.1.0
	TEI11, LTE_CA-Core
	R2

	RP-140354
	36.331
	1463
	-
	12.0.0
	Rel-12
	IoT indication for inter-band TDD CA with different UL/DL configuration
	approved
	A
	12.1.0
	LTE_CA_enh-Core
	R2

	RP-140230
	36.331
	1464
	-
	12.0.0
	Rel-12
	Introduction of supplemental downlink for TD-LTE
	postponed
	B
	
	TEI12, LTE-L23
	R2

	RP-140226
	36.331
	1465
	-
	10.12.0
	Rel-10
	Mandating the settings of FGI bit 31 to TRUE
	withdrawn
	F
	
	TEI10
	R2

	RP-140391
	36.331
	1466
	-
	11.6.0
	Rel-11
	Mandating the settings of FGI bit 31 to TRUE
	withdrawn
	A
	
	TEI10
	R2

	RP-140392
	36.331
	1467
	-
	12.0.0
	Rel-12
	Mandating the settings of FGI bit 31 to TRUE
	withdrawn
	A
	
	TEI10
	R2

	RP-140154
	36.331
	1468
	-
	11.6.0
	Rel-11
	36.331 CR to decouple UL 64QAM from UE category (band independent)
	postponed
	C
	
	TEI11, LTE-L23
	R2

	RP-140342
	36.355
	0112
	1
	12.0.0
	Rel-12
	Clarification to gnss-DayNumber
	approved
	F
	12.1.0
	LCS_LTE, TEI12
	R2

	RP-140296
	36.413
	1151
	6
	12.0.0
	Rel-12
	Introduce support for load reporting between LTE and eHRPD
	approved
	B
	12.1.0
	LTE_HRPD_SON-Core
	R3

	RP-140297
	36.413
	1163
	3
	12.0.0
	Rel-12
	Reporting of User Location Information at E-RAB Release
	approved
	B
	12.1.0
	NWK-PL2IMS, TEI12
	R3

	RP-140300
	36.413
	1179
	1
	12.0.0
	Rel-12
	Provide IMEISV to eNB to identify UE characteristics
	postponed
	B
	
	TEI12
	R3

	RP-140297
	36.413
	1180
	1
	12.0.0
	Rel-12
	New CSFB high priority indication for eMPS and emergency call
	approved
	F
	12.1.0
	TEI12
	R3

	RP-140298
	36.413
	1181
	1
	12.0.0
	Rel-12
	Introduction of Restart Indication for PWS
	approved
	B
	12.1.0
	REP_WMD-RFR_PWS-Core
	R3

	RP-140295
	36.413
	1196
	2
	12.0.0
	Rel-12
	Correction of contradictions for kill-all functionality
	approved
	F
	12.1.0
	REP_WMD-RFR_PWS-Core
	R3

	RP-140299
	36.413
	1197
	2
	12.0.0
	Rel-12
	Introduction of the PWS Restart Indication function.
	rejected
	B
	
	REP_WMD-RFR_PWS-Core
	R3

	RP-140297
	36.414
	0011
	1
	11.0.0
	Rel-12
	The content of Transport Layer Address
	approved
	F
	12.0.0
	TEI12
	R3

	RP-140300
	36.423
	0630
	1
	12.0.0
	Rel-12
	Provide IMEISV to eNB to identify UE characteristics
	postponed
	B
	
	TEI12
	R3

	RP-140294
	36.423
	0633
	-
	11.7.0
	Rel-11
	Correction to tabular of Served Cell Information IE
	approved
	F
	11.8.0
	TEI11
	R3

	RP-140294
	36.423
	0634
	-
	12.0.0
	Rel-12
	Correction to tabular of Served Cell Information IE
	approved
	A
	12.1.0
	TEI11
	R3

	RP-140297
	36.424
	0011
	1
	11.0.0
	Rel-12
	The content of Transport Layer Address
	approved
	F
	12.0.0
	TEI12
	R3

	RP-140297
	36.444
	0057
	6
	11.6.0
	Rel-12
	Restoration of eMBMS Bearer Services and logical M3-connections in MCE
	approved
	B
	12.0.0
	eMBMS_Rest, TEI12
	R3

	RP-140329
	36.508
	0482
	-
	12.0.0
	Rel-12
	Adding default message content for SystemInformationBlockType14
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	36.508
	0482
	-
	12.0.0
	Rel-12
	Adding default message content for SystemInformationBlockType14
	approved
	F
	12.1.0
	SIMTC-UEConTest
	R5

	RP-140331
	36.508
	0483
	-
	11.3.0
	Rel-11
	Removal of technical content in 36.508 v11.3.0 and substitution with pointer to the next Release
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-140307
	36.508
	0484
	-
	12.0.0
	Rel-12
	Correction of UTRA cell carrier frequency in Table 6.3.1.3-2
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140319
	36.508
	0485
	-
	12.0.0
	Rel-12
	CA RF: Adding connection diagram for CA 4x2 MIMO with fading scenarios
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140319
	36.508
	0486
	-
	12.0.0
	Rel-12
	eDL-MIMO RF: Adding connection diagram for 8x2 MIMO scenarios
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140307
	36.508
	0487
	-
	12.0.0
	Rel-12
	Correction to Table 6.4.2.7A.1-1 for TAU Request
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140308
	36.508
	0488
	-
	12.0.0
	Rel-12
	Update of MBMS configurations
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140332
	36.508
	0489
	-
	12.0.0
	Rel-12
	Addtion of test frequencies for CA_1A-8A
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140319
	36.508
	0490
	-
	12.0.0
	Rel-12
	Correction to UL CA message exceptions
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140308
	36.508
	0492
	-
	12.0.0
	Rel-12
	Correction to Generic Test Procedure for IMS Emergency call establishment in EUTRA: Limited Service
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140319
	36.508
	0493
	-
	12.0.0
	Rel-12
	Update to QuantityConfig in MeasConfig DEFAULT
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140331
	36.508
	0494
	-
	12.0.0
	Rel-12
	Correction of CA band combinations CA_1A_18A and CA_11A_18A
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-140319
	36.508
	0495
	-
	12.0.0
	Rel-12
	Adding test frequencies for CA reverse inter band combination for bands 4 and 13
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140307
	36.508
	0496
	-
	12.0.0
	Rel-12
	Update to Generic test procedure in TS 36.508 Table 6.4.2.7A-2
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.508
	0497
	-
	12.0.0
	Rel-12
	Addition of procedure for EPS Bearer Deactivaton and deletion of procedure for MT release of IMS call
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140332
	36.508
	0498
	-
	12.0.0
	Rel-12
	Addition of Rel12 reverse band combination CA_2A-5A
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140325
	36.508
	0499
	-
	12.0.0
	Rel-12
	Addition of neighbour cell CRS and dedicated SIB-1 IE for fEICIC test cases
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140319
	36.508
	0500
	-
	12.0.0
	Rel-12
	Addition of transmissionMode-r10 for SCC
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140331
	36.508
	0501
	-
	12.0.0
	Rel-12
	Addition of Rel11 reverse band combinations CA_2A-29A, CA_4A-5A, CA_4A-29A, CA_5A-17A
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-140302
	36.508
	0502
	-
	12.0.0
	Rel-12
	Change of test frequencies for Band 28
	approved
	F
	12.1.0
	TEI_Test
	R5

	RP-140308
	36.509
	0028
	-
	10.1.0
	Rel-10
	Update to UE test mode procedure for CSG proximity testing
	approved
	F
	10.2.0
	TEI9_Test
	R5

	RP-140435
	36.521-1
	1246
	-
	12.0.0
	Rel-12
	Uncertainties for eICIC 9.x CSI Test cases.
	approved
	F
	12.1.0
	eICIC_LTE-UEConTest
	R5

	RP-140331
	36.521-1
	1263
	-
	11.3.0
	Rel-11
	Removal of technical content in 36.521-1 v11.3.0 and substitution with pointer to the next Release
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-140318
	36.521-1
	1264
	-
	12.0.0
	Rel-12
	Uncertainties for eICIC 9.x CSI Test Cases
	reissued
	F
	
	eICIC_LTE-UEConTest
	R5

	RP-140319
	36.521-1
	1265
	-
	12.0.0
	Rel-12
	eDL-MIMO RF: Corrections to 8x2 MIMO tests
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140319
	36.521-1
	1266
	-
	12.0.0
	Rel-12
	CA RF: Corrections to sustained data rate tests
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140307
	36.521-1
	1267
	-
	12.0.0
	Rel-12
	RF: Corrections to OCNG pattern for PMI tests
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140308
	36.521-1
	1268
	-
	12.0.0
	Rel-12
	RF: Corrections to cross references between tests
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140325
	36.521-1
	1269
	-
	12.0.0
	Rel-12
	feICIC RF: Corrections to some clause-titles
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140322
	36.521-1
	1270
	-
	12.0.0
	Rel-12
	CoMP RF: Introduction of CoMP clause in Annex I
	approved
	F
	12.1.0
	COMP_LTE-UEConTest
	R5

	RP-140318
	36.521-1
	1271
	-
	12.0.0
	Rel-12
	eICIC RF: Corrections to TDD PHICH test
	revised
	F
	
	eICIC_LTE-UEConTest
	R5

	RP-140435
	36.521-1
	1271
	1
	12.0.0
	Rel-12
	eICIC RF: Corrections to TDD PHICH test
	approved
	F
	12.1.0
	eICIC_LTE-UEConTest
	R5

	RP-140326
	36.521-1
	1272
	-
	12.0.0
	Rel-12
	LTE Type A performance requirements - Introduction of the new test case 9.3.5.1.2
	approved
	F
	12.1.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-140332
	36.521-1
	1273
	-
	12.0.0
	Rel-12
	Updates of 6.2.5 Delta TIB for CA_1A-26A
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140332
	36.521-1
	1274
	-
	12.0.0
	Rel-12
	Updates of 7.3 Delta RIB for CA_1A-26A
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140307
	36.521-1
	1275
	-
	12.0.0
	Rel-12
	Updates of 6.6.3.2 Spurious emission band UE co-existence for B41
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140318
	36.521-1
	1276
	-
	12.0.0
	Rel-12
	Update of eICIC Performance tests
	reissued
	F
	
	eICIC_LTE-UEConTest
	R5

	RP-140435
	36.521-1
	1276
	-
	12.0.0
	Rel-12
	Update of eICIC Performance tests
	approved
	F
	12.1.0
	eICIC_LTE-UEConTest
	R5

	RP-140307
	36.521-1
	1277
	-
	12.0.0
	Rel-12
	Correction to test configuration parameter in Tx
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140319
	36.521-1
	1278
	-
	12.0.0
	Rel-12
	pdate of CA FDD and TDD performance tests
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140319
	36.521-1
	1279
	-
	12.0.0
	Rel-12
	Addition of CQI configuration in CA closed loop performance tests
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140319
	36.521-1
	1280
	-
	12.0.0
	Rel-12
	Addition of SCC activation and CQI configuration in CA CQI Reporting tests
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140308
	36.521-1
	1281
	-
	12.0.0
	Rel-12
	Removal of [ ]s in Annex G.6
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140331
	36.521-1
	1282
	-
	12.0.0
	Rel-12
	Corrections to NS signaling for CA refsens
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-140319
	36.521-1
	1283
	-
	12.0.0
	Rel-12
	Correction to statistical testing for Inter-band CA Rx tests
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140331
	36.521-1
	1284
	-
	12.0.0
	Rel-12
	Additions to combinations of channel model parameters
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-140331
	36.521-1
	1285
	-
	12.0.0
	Rel-12
	Addition of a Fixed Reference Channel two antenna ports
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-140331
	36.521-1
	1286
	-
	12.0.0
	Rel-12
	Corrections to TDD eDL-MIMO test cases
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-140307
	36.521-1
	1287
	-
	12.0.0
	Rel-12
	Correction the category information of Table 8.2.1.1.2.3-2 and Table 8.2.1.1.2.5-1 in test case 8.2.1.1.2
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.521-1
	1288
	-
	12.0.0
	Rel-12
	Correction the category information in Table 8.2.1.2.1.3-2 and Table Table 8.2.1.2.1.3-2 for Test case 8.2.1.2.1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.521-1
	1289
	-
	12.0.0
	Rel-12
	Correction the test case applicability of test case 8.2.1.3.2
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140323
	36.521-1
	1290
	-
	12.0.0
	Rel-12
	Addition of A.3.9.4 TDD SDR Reference Channel for EPDCCH
	approved
	F
	12.1.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140323
	36.521-1
	1291
	-
	12.0.0
	Rel-12
	Addition of A.3.9.3 FDD SDR Reference Channel for EPDCCH
	approved
	F
	12.1.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140323
	36.521-1
	1292
	-
	12.0.0
	Rel-12
	Addition of OCNG Pattern for EPDCCH TDD performance requirements
	approved
	F
	12.1.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140323
	36.521-1
	1293
	-
	12.0.0
	Rel-12
	Addition of OCNG Pattern for EPDCCH FDD performance requirements
	approved
	F
	12.1.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140323
	36.521-1
	1294
	-
	12.0.0
	Rel-12
	Addition of Reference Measurement Channels for EPDCCH performance requirements
	approved
	F
	12.1.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140322
	36.521-1
	1295
	-
	12.0.0
	Rel-12
	Introduction of RMCs and power levels for CoMP in annex
	approved
	F
	12.1.0
	COMP_LTE-UEConTest
	R5

	RP-140332
	36.521-1
	1296
	-
	12.0.0
	Rel-12
	Addtion of CA_1A-8A to 36.521-1 Chapter 5
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140332
	36.521-1
	1297
	-
	12.0.0
	Rel-12
	Addtion of CA_1A-8A to 36.521-1 Chapter 6
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140332
	36.521-1
	1298
	-
	12.0.0
	Rel-12
	Addtion of CA_1A-8A to 36.521-1 Chapter 7
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140332
	36.521-1
	1300
	-
	12.0.0
	Rel-12
	Corrections to definition of 20 MHz and 5MHz for transmit intermodulation for CA in 6.7A
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140332
	36.521-1
	1301
	-
	12.0.0
	Rel-12
	Updates to TC 7.4A.1 for CA_3C
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140332
	36.521-1
	1302
	-
	12.0.0
	Rel-12
	Updates to TC 6.6.3.2A for CA_3C
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140332
	36.521-1
	1303
	-
	12.0.0
	Rel-12
	Corrections to definition of 20 MHz and 5MHz for occupied bandwidth for CA in 6.6.1A
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140332
	36.521-1
	1304
	-
	12.0.0
	Rel-12
	Updates to TC 7.3A.1 for CA_3C
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140332
	36.521-1
	1305
	-
	12.0.0
	Rel-12
	Updates to TC 7.3A.2 for CA_3C
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140325
	36.521-1
	1306
	-
	12.0.0
	Rel-12
	Additions to TC 8.2.2.2.3_E.1 TDD PDSCH Transmit diversity 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-1
	1307
	-
	12.0.0
	Rel-12
	Additions to TC 8.2.1.4.1_E.1 FDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-1
	1308
	-
	12.0.0
	Rel-12
	Additions to TC 8.2.2.4.1_E.1 TDD PDSCH Closed Loop Single Layer Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-1
	1309
	-
	12.0.0
	Rel-12
	Additions to TC 8.4.1.2.3_E.1 FDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-1
	1310
	-
	12.0.0
	Rel-12
	Additions to TC 8.4.2.2.3_E.1 TDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-1
	1311
	-
	12.0.0
	Rel-12
	Additions to TC 8.4.1.2.3_E.2 FDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (MBSFN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-1
	1312
	-
	12.0.0
	Rel-12
	Additions to TC 8.4.2.2.3_E.2 TDD PCFICH/PDCCH Transmit Diversity 2x2 for feICIC (MBSFN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-1
	1313
	-
	12.0.0
	Rel-12
	Additions to TC 9.2.1.5_E.1 FDD CQI Reporting under AWGN conditions - PUCCH 1-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-1
	1314
	-
	12.0.0
	Rel-12
	Additions to TC 9.2.1.6_E.1 TDD CQI Reporting under AWGN conditions - PUCCH 1-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-1
	1315
	-
	12.0.0
	Rel-12
	Additions to TC 9.3.1.3.1_E.1 FDD CQI Reporting under fading conditions - PUSCH 3-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-1
	1316
	-
	12.0.0
	Rel-12
	Additions to TC 9.3.1.3.2_E.1 TDD CQI Reporting under fading conditions - PUSCH 3-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-1
	1317
	-
	12.0.0
	Rel-12
	Additions to TC 9.5.4.1_E FDD RI Reporting - PUCCH 1-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-1
	1318
	-
	12.0.0
	Rel-12
	Additions to TC 9.5.4.2_E TDD RI Reporting - PUCCH 1-0 for feICIC (non-MBSFN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-1
	1319
	-
	12.0.0
	Rel-12
	Introduction of feICIC to Annex G
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-1
	1320
	-
	12.0.0
	Rel-12
	Addition to TC 8.2.2.3.3_E.1 TDD PDSCH Open Loop Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140331
	36.521-1
	1321
	-
	12.0.0
	Rel-12
	Corrections to test configutation notes of CA soft buffer
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-140325
	36.521-1
	1322
	-
	12.0.0
	Rel-12
	Additions to TC 8.2.1.2.3_E.1 FDD PDSCH Transmit diversity 2x2 for feICIC (non-MBFSN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140326
	36.521-1
	1323
	-
	12.0.0
	Rel-12
	Uncertainties and Test Tolerances for Interf_Rej Test case 8.2.1.2.4
	approved
	F
	12.1.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-140322
	36.521-1
	1324
	-
	12.0.0
	Rel-12
	Introduction of TC 9.5.5.1_F.1 FDD RI Reporting with Single CSI process
	approved
	F
	12.1.0
	COMP_LTE-UEConTest
	R5

	RP-140322
	36.521-1
	1325
	-
	12.0.0
	Rel-12
	Introduction of TC 9.5.5.2_F.1 TDD RI Reporting with Single CSI process
	approved
	F
	12.1.0
	COMP_LTE-UEConTest
	R5

	RP-140325
	36.521-1
	1326
	-
	12.0.0
	Rel-12
	Addition to TC 8.2.1.3.3_E.1 FDD FDD PDSCH Open Loop Spatial Multiplexing 2x2 for feICIC (non-MBSFN ABS)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140318
	36.521-1
	1327
	-
	12.0.0
	Rel-12
	Correction to eICIC CQI Reporting tests
	reissued
	F
	
	eICIC_LTE-UEConTest
	R5

	RP-140435
	36.521-1
	1327
	-
	12.0.0
	Rel-12
	Correction to eICIC CQI Reporting tests
	approved
	F
	12.1.0
	eICIC_LTE-UEConTest
	R5

	RP-140318
	36.521-1
	1328
	-
	12.0.0
	Rel-12
	eICIC RF: Corrections to requirements, procedure and UL-RMCs for CQI tests
	reissued
	F
	
	eICIC_LTE-UEConTest
	R5

	RP-140435
	36.521-1
	1328
	-
	12.0.0
	Rel-12
	eICIC RF: Corrections to requirements, procedure and UL-RMCs for CQI tests
	approved
	F
	12.1.0
	eICIC_LTE-UEConTest
	R5

	RP-140323
	36.521-1
	1329
	-
	12.0.0
	Rel-12
	Addition of TC 8.7.3.1 FDD sustained data rate performance for EPDCCH scheduling
	approved
	F
	12.1.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140323
	36.521-1
	1330
	-
	12.0.0
	Rel-12
	Addition of TC 8.8.1.1.1 FDD distributed EPDCCH performance
	approved
	F
	12.1.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140323
	36.521-1
	1331
	-
	12.0.0
	Rel-12
	Addition of TC 8.7.4.1 TDD sustained data rate performance for EPDCCH scheduling
	approved
	F
	12.1.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140323
	36.521-1
	1332
	-
	12.0.0
	Rel-12
	Addition of TC 8.8.1.2.1 TDD distributed EPDCCH performance
	approved
	F
	12.1.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140323
	36.521-1
	1333
	-
	12.0.0
	Rel-12
	Addition of TC 8.8.2.1.1 FDD localized EPDCCH performance
	approved
	F
	12.1.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140323
	36.521-1
	1334
	-
	12.0.0
	Rel-12
	Addition of TC 8.8.2.1.2 FDD EPDCCH localized transmission with TM10 quasi co-location Type-B
	approved
	F
	12.1.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140323
	36.521-1
	1335
	-
	12.0.0
	Rel-12
	Addition of TC 8.8.2.2.1 TDD localized EPDCCH performance
	approved
	F
	12.1.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140323
	36.521-1
	1336
	-
	12.0.0
	Rel-12
	Addition of TC 8.8.2.2.2 TDD EPDCCH localized transmission with TM10 quasi co-location Type-B
	approved
	F
	12.1.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140319
	36.521-1
	1337
	-
	12.0.0
	Rel-12
	Modify Applicability for LTE B14 public safety high power UE test cases
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140322
	36.521-1
	1338
	-
	12.0.0
	Rel-12
	Addition of FDD CQI Reporting under AWGN conditions - Single CSI Process TC 9.2.4.1
	approved
	F
	12.1.0
	COMP_LTE-UEConTest
	R5

	RP-140322
	36.521-1
	1339
	-
	12.0.0
	Rel-12
	Addition of TDD CQI Reporting under AWGN conditions - Single CSI Process TC 9.2.4.2
	approved
	F
	12.1.0
	COMP_LTE-UEConTest
	R5

	RP-140319
	36.521-1
	1340
	-
	12.0.0
	Rel-12
	Addition of TC 8.2.1.7 FDD Carrier Aggregation with power imbalance
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140332
	36.521-1
	1341
	-
	12.0.0
	Rel-12
	Updates to TC 7.4A.2 for CA_3C
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140322
	36.521-1
	1342
	-
	12.0.0
	Rel-12
	Addition of TC 9.3.6.1_F FDD CQI Reporting under fading conditions multiple CSI processes for CoMP
	approved
	F
	12.1.0
	COMP_LTE-UEConTest
	R5

	RP-140322
	36.521-1
	1343
	-
	12.0.0
	Rel-12
	Addition of TC 9.3.6.2_F TDD CQI Reporting under fading conditions multiple CSI processes for CoMP
	approved
	F
	12.1.0
	COMP_LTE-UEConTest
	R5

	RP-140332
	36.521-1
	1345
	-
	12.0.0
	Rel-12
	Corrections to definition of 20 MHz and 5MHz for minimum output power for CA in 6.3.2A
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140327
	36.521-1
	1346
	-
	12.0.0
	Rel-12
	Addition of Intra NC CA to chap. 5 and related symbol to chap. 3
	approved
	F
	12.1.0
	LTE_CA_enh-UEConTest
	R5

	RP-140319
	36.521-1
	1347
	-
	12.0.0
	Rel-12
	Correction and proposed resolution to TBDs UL CA TCs 6.2.4A and 6.6.3.3A
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140319
	36.521-1
	1348
	-
	12.0.0
	Rel-12
	Update for CA Rx TCs
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140319
	36.521-1
	1349
	-
	12.0.0
	Rel-12
	PCC/SCC switching in inter-band CA Rx test cases
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140322
	36.521-1
	1350
	-
	12.0.0
	Rel-12
	Introduction of new TC 8.3.1.3.2_F FDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Same Cell ID and multiple NZP CSI-RS resources for CoMP
	approved
	F
	12.1.0
	COMP_LTE-UEConTest
	R5

	RP-140322
	36.521-1
	1351
	-
	12.0.0
	Rel-12
	Introduction of TC 8.3.1.3.3_F FDD PDSCH Performance with DCI format 2D, non Quasi Co-located Antenna Ports, Different Cell ID, Colliding CRS and single NZP CSI-RS for CoMP
	approved
	F
	12.1.0
	COMP_LTE-UEConTest
	R5

	RP-140322
	36.521-1
	1352
	-
	12.0.0
	Rel-12
	Addition of new demod scenario for DL COMP - Same Cell ID and single NZP CSI-RS resource
	approved
	F
	12.1.0
	COMP_LTE-UEConTest
	R5

	RP-140331
	36.521-1
	1353
	-
	12.0.0
	Rel-12
	Corrections to TM9 test to verify correct SNR estimation
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-140319
	36.521-1
	1354
	-
	12.0.0
	Rel-12
	Correction to sustained downlink data rate tests
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140302
	36.521-1
	1355
	-
	12.0.0
	Rel-12
	Changes to test frequencies in Tx test cases for Band 28
	approved
	F
	12.1.0
	TEI_Test
	R5

	RP-140327
	36.521-1
	1356
	-
	12.0.0
	Rel-12
	Updates of Reference sensitivity for Intra-band non-contiguous CA
	approved
	F
	12.1.0
	LTE_CA_enh-UEConTest
	R5

	RP-140327
	36.521-1
	1357
	-
	12.0.0
	Rel-12
	Update TC of 7.4A.4 Maximum input level for CA (intra band non-contiguous DL CA without UL CA)
	approved
	F
	12.1.0
	LTE_CA_enh-UEConTest
	R5

	RP-140327
	36.521-1
	1358
	-
	12.0.0
	Rel-12
	Update TC of 7.5A.4 Adjacent Channel Selectivity (ACS) for CA (intra band non-contiguous DL CA without UL CA)
	approved
	F
	12.1.0
	LTE_CA_enh-UEConTest
	R5

	RP-140319
	36.521-1
	1359
	-
	12.0.0
	Rel-12
	Corrections to maximum output power for multiple transmissions in a subframe
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140319
	36.521-1
	1360
	-
	12.0.0
	Rel-12
	Correction to test configuration of Maximum input for CA
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140325
	36.521-1
	1361
	-
	12.0.0
	Rel-12
	Addition of PHICH demod requirements for fEICIC
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140331
	36.521-2
	0142
	-
	11.3.0
	Rel-11
	Removal of technical content in 36.521-2 v11.3.0 and substitution with pointer to the next Release
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-140326
	36.521-2
	0143
	-
	12.0.0
	Rel-12
	LTE Type A performance requirements - Adding a new test case 9.3.5.1.2
	approved
	F
	12.1.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-140327
	36.521-2
	0144
	-
	12.0.0
	Rel-12
	Updates to Intra-band non-contiguous CA applicability
	approved
	F
	12.1.0
	LTE_CA_enh-UEConTest
	R5

	RP-140326
	36.521-2
	0145
	-
	12.0.0
	Rel-12
	Addition of applicability for TC 8.2.2.2.4 and TC 8.2.2.4.3
	approved
	F
	12.1.0
	LTE_Interf_Rej-UEConTest
	R5

	RP-140307
	36.521-2
	0146
	-
	12.0.0
	Rel-12
	Correction the applicability for test case 8.2.1.3.2.
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140320
	36.521-2
	0147
	-
	12.0.0
	Rel-12
	Update applicability table for LTE B14 public safety high power UE test cases
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140322
	36.521-2
	0148
	-
	12.0.0
	Rel-12
	Applicability for new DL CoMP test cases
	approved
	F
	12.1.0
	COMP_LTE-UEConTest
	R5

	RP-140332
	36.521-2
	0149
	-
	12.0.0
	Rel-12
	Addition of CA_3A-19A and CA_19A-21A to Table 7.3.3-1A
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140320
	36.521-2
	0150
	-
	12.0.0
	Rel-12
	Corrections the applicability of test cases 8.16.3 and 8.16.4
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140308
	36.521-2
	0151
	-
	12.0.0
	Rel-12
	Correcting applicability in 8.2.2.1.1_1 and 8.2.2.2.1_1 for UE categories 1 and/or 2
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140323
	36.521-2
	0152
	-
	12.0.0
	Rel-12
	Addition of Applicability for EPDCCH New Test Cases
	approved
	F
	12.1.0
	LTE_enh_dl_ctrl-UEConTest
	R5

	RP-140320
	36.521-2
	0153
	-
	12.0.0
	Rel-12
	Introduction of UE CA Inter-band uplink capabilities
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140331
	36.521-2
	0154
	-
	12.0.0
	Rel-12
	Addition of test applicability of WB-RSRQ measurement
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-140327
	36.521-2
	0155
	-
	12.0.0
	Rel-12
	Applicability for new CA RRM TCs 7.1.3+7.1.4
	approved
	F
	12.1.0
	LTE_CA_enh-UEConTest
	R5

	RP-140320
	36.521-3
	0854
	-
	12.0.0
	Rel-12
	CA RRM: Uncertainties and test tolerances for TC 8.20.1 and 8.20.2
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140331
	36.521-3
	0855
	-
	12.0.0
	Rel-12
	Corrections to UE Transmit Timing minimum requirements
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-140331
	36.521-3
	0856
	-
	12.0.0
	Rel-12
	Corrections to measurements of the SCC with deactivated SCell
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-140320
	36.521-3
	0857
	-
	12.0.0
	Rel-12
	Corrections to TC 8.16.3 E-UTRAN FDD-FDD Event triggered reporting on deactivated SCell with PCell
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140331
	36.521-3
	0858
	-
	11.3.0
	Rel-11
	Removal of technical content in 36.521-3 v11.3.0 and substitution with pointer to the next Release
	approved
	F
	11.4.0
	TEI11_Test
	R5

	RP-140307
	36.521-3
	0859
	-
	12.0.0
	Rel-12
	Uncertainties and Test Tolerances for FDD Intra frequency relative RSRP for 5MHz Bandwidth Test case 9.1.16.2 and update 9.1.1.2, 9.1.2.2.
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.521-3
	0860
	-
	12.0.0
	Rel-12
	Uncertainties and Test Tolerances for FDD Inter Frequency Absolute RSRQ Accuracy for 5MHz Bandwidth 9.2.18.1, and update Test cases 9.2.3.1, 9.2.4.1.
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.521-3
	0861
	-
	12.0.0
	Rel-12
	Uncertainties and Test Tolerances for FDD Inter Frequency Relative RSRQ Accuracy for 5MHz Bandwidth 9.2.18.2, and update Test cases 9.2.3.2, 9.2.4.2.
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140320
	36.521-3
	0862
	-
	12.0.0
	Rel-12
	Uncertainties and Test Tolerances for E-UTRAN TDD to UTRAN TDD cell search under fading propagation conditions test case 8.20.4
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140307
	36.521-3
	0863
	-
	12.0.0
	Rel-12
	Noc uncertainty for Test Cases 8.5.1, 8.5.3, 8.5.7 and 8.6.1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140320
	36.521-3
	0864
	-
	12.0.0
	Rel-12
	CA RRM: Corrections to event triggered reporting under deactivated SCell in non-DRX tests
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140320
	36.521-3
	0865
	-
	12.0.0
	Rel-12
	CA RRM: Correction and clarificaton of messages exception on the maximum number of cells to be measured
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140307
	36.521-3
	0866
	-
	12.0.0
	Rel-12
	Updates Test cases about UE Transmit Timing Accuracy Tests
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.521-3
	0867
	-
	12.0.0
	Rel-12
	Uncertainties and Test Tolerances for RRM test case 7.3.24
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.521-3
	0868
	-
	12.0.0
	Rel-12
	Uncertainties and Test Tolerances for RRM test case 9.3.3
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.521-3
	0869
	-
	12.0.0
	Rel-12
	Uncertainties and Test Tolerances for RRM test case 9.4.3
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.521-3
	0870
	-
	12.0.0
	Rel-12
	Addition of cell configuration mapping for LTE 450 related test cases
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140334
	36.521-3
	0871
	-
	12.0.0
	Rel-12
	Introduction of operating band groups to TS 36.521-3, clause 3
	approved
	F
	12.1.0
	TEI12_Test
	R5

	RP-140334
	36.521-3
	0872
	-
	12.0.0
	Rel-12
	Introduction of operating band groups to TS 36.521-3, Annex I
	approved
	F
	12.1.0
	TEI12_Test
	R5

	RP-140320
	36.521-3
	0873
	-
	12.0.0
	Rel-12
	Correction to test applicability of measurement without gaps
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140307
	36.521-3
	0874
	-
	12.0.0
	Rel-12
	Completion and alignment of 5MHz Bandwidth Test cases 9.1.17.1, 9.2.17.1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140318
	36.521-3
	0875
	-
	12.0.0
	Rel-12
	Update of exceptions in eICIC RRM with Non-MBSFN
	reissued
	F
	
	eICIC_LTE-UEConTest
	R5

	RP-140435
	36.521-3
	0875
	-
	12.0.0
	Rel-12
	Update of exceptions in eICIC RRM with Non-MBSFN test
	approved
	F
	12.1.0
	eICIC_LTE-UEConTest
	R5

	RP-140435
	36.521-3
	0876
	-
	12.0.0
	Rel-12
	Update of eICIC RLM test cases
	approved
	F
	12.1.0
	eICIC_LTE-UEConTest
	R5

	RP-140318
	36.521-3
	0876
	-
	12.0.0
	Rel-12
	Update of eICIC RLM test cases
	reissued
	F
	
	eICIC_LTE-UEConTest
	R5

	RP-140308
	36.521-3
	0877
	-
	12.0.0
	Rel-12
	Correction of UTRA TDD Redirection tests
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140320
	36.521-3
	0878
	-
	12.0.0
	Rel-12
	Correction to CA RRM Inter frequency tests
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140308
	36.521-3
	0879
	-
	12.0.0
	Rel-12
	Correction to GSM RSSI absolute accuracy tests
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140308
	36.521-3
	0880
	-
	12.0.0
	Rel-12
	TC 9.3.1, 9.4.1 Corrections to test procedures in TS 36.521-3
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140308
	36.521-3
	0881
	-
	12.0.0
	Rel-12
	Correction of b2-threshold for EUTRA and GERAN cell
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140325
	36.521-3
	0883
	-
	12.0.0
	Rel-12
	Additions to TC 8.1.8 E-UTRAN FDD-FDD Intra-Frequency Event-Triggered Reporting (feICIC)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-3
	0884
	-
	12.0.0
	Rel-12
	Additions to TC 8.2.6 E-UTRAN TDD-TDD Intra-Frequency Event-Triggered Reporting (feICIC)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-3
	0885
	-
	12.0.0
	Rel-12
	Additions to TC 9.2.13 FDD RSRQ under Time Domain Measurement Resource Restriction (feICIC)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-3
	0886
	-
	12.0.0
	Rel-12
	Additions to TC 9.2.14 TDD RSRQ under Time Domain Measurement Resource Restriction (feICIC)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-3
	0887
	-
	12.0.0
	Rel-12
	Addition to TC 7.3.21 FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and MBSFN ABS (feICIC)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-3
	0888
	-
	12.0.0
	Rel-12
	Addition to TC 7.3.22 TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and MBSFN ABS (feICIC)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-3
	0889
	-
	12.0.0
	Rel-12
	Addition to TC 9.1.15.2 TDD Intra Frequency Relative RSRP Accuracy under TD Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140320
	36.521-3
	0890
	-
	12.0.0
	Rel-12
	Corrections to minimum requirements for time domain measurement
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140307
	36.521-3
	0891
	-
	12.0.0
	Rel-12
	Uncertainties and Test Tolerances for RRM test case 9.1.16.1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.521-3
	0892
	-
	12.0.0
	Rel-12
	Uncertainties and Test Tolerances for RRM test case 9.1.17.2
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140320
	36.521-3
	0893
	-
	12.0.0
	Rel-12
	Corrections to test cases 8.16.3 and 8.16.4
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140325
	36.521-3
	0895
	-
	12.0.0
	Rel-12
	Introduction of feICIC to Annex H
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-3
	0896
	-
	12.0.0
	Rel-12
	Addition to TC 7.3.19 FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and Non-MBSFN ABS (feICIC)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-3
	0897
	-
	12.0.0
	Rel-12
	Addition to TC 7.3.20 TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and Non-MBSFN ABS (feICIC)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-3
	0898
	-
	12.0.0
	Rel-12
	Addition to TC 9.1.14.1 FDD Intra Frequency Absolute RSRP Accuracy under TD Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-3
	0899
	-
	12.0.0
	Rel-12
	Addition to TC 9.1.14.2 FDD Intra Frequency Relative RSRP Accuracy under TD Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	36.521-3
	0900
	-
	12.0.0
	Rel-12
	Addition to TC 9.1.15.1 TDD Intra Frequency Absolute RSRP Accuracy under TD Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140334
	36.521-3
	0901
	-
	12.0.0
	Rel-12
	Introduction of operating band groups to TS 36.521-3, test cases
	approved
	F
	12.1.0
	TEI12_Test
	R5

	RP-140331
	36.521-3
	0902
	-
	12.0.0
	Rel-12
	Addition of WB-RSRQ measurement test cases
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-140320
	36.521-3
	0903
	-
	12.0.0
	Rel-12
	Update of intra-band CA cell mapping in Annex E
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140307
	36.521-3
	0904
	-
	12.0.0
	Rel-12
	Clarification on operating band configuration for inter-RAT RRM test cases
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140308
	36.521-3
	0905
	-
	12.0.0
	Rel-12
	update to TC 9.4.1 L2W CPICH Ec/No Absolute accuracy
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140327
	36.521-3
	0906
	-
	12.0.0
	Rel-12
	Addition of new CA RRM TC 7.1.3 E-UTRAN FDD - UE Transmit Timing Accuracy Tests for SCell
	approved
	F
	12.1.0
	LTE_CA_enh-UEConTest
	R5

	RP-140327
	36.521-3
	0907
	-
	12.0.0
	Rel-12
	Addition of new CA RRM TC 7.1.4 E-UTRAN TDD - UE Transmit Timing Accuracy Tests for SCell
	approved
	F
	12.1.0
	LTE_CA_enh-UEConTest
	R5

	RP-140307
	36.521-3
	0908
	-
	12.0.0
	Rel-12
	Correction to Test2 of UE Transmit Timing Accuracy test cases 7.1.1 and 7.1.2
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140329
	36.523-1
	2555
	-
	12.0.0
	Rel-12
	New SIMTC TC 9.2.3.2.4a Combined tracking area update - Successful for EPS services only - Congestion
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	36.523-1
	2555
	-
	12.0.0
	Rel-12
	New SIMTC TC 9.2.3.2.4a Combined tracking area update - Successful for EPS services only - Congestion
	approved
	F
	12.1.0
	SIMTC-UEConTest
	R5

	RP-140436
	36.523-1
	2556
	-
	12.0.0
	Rel-12
	Adding normative reference for 3GPP TS 24.368
	approved
	F
	12.1.0
	SIMTC-UEConTest
	R5

	RP-140329
	36.523-1
	2556
	-
	12.0.0
	Rel-12
	Adding normative reference for 3GPP TS 24.368
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140331
	36.523-1
	2557
	-
	11.5.0
	Rel-11
	Removal of technical content in 36.523-1 v11.5.0 and substitution with pointer to the next Release
	approved
	F
	11.6.0
	TEI11_Test
	R5

	RP-140307
	36.523-1
	2558
	-
	12.0.0
	Rel-12
	Correction to E-UTRA EMM test case 9.2.3.2.1b
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140333
	36.523-1
	2559
	-
	12.0.0
	Rel-12
	Addition of test case ' Inter-system mobility / E-UTRA PS voice to GSM CS voice / bSRVCC / MO call / SRVCC HO cancelled'
	reissued
	F
	
	bSRVCC-UEConTest
	R5

	RP-140437
	36.523-1
	2559
	-
	12.0.0
	Rel-12
	Addition of test case ôInter-system mobility / E-UTRA PS voice to GSM CS voice / bSRVCC / MO call / SRVCC HO cancelledö
	approved
	F
	12.1.0
	bSRVCC-UEConTest
	R5

	RP-140333
	36.523-1
	2560
	-
	12.0.0
	Rel-12
	Addition of test case ' Inter-system mobility / E-UTRA voice to GSM CS voice / bSRVCC / MO call / SRVCC HO failure'
	reissued
	F
	
	bSRVCC-UEConTest
	R5

	RP-140437
	36.523-1
	2560
	-
	12.0.0
	Rel-12
	Addition of test case ôInter-system mobility / E-UTRA voice to GSM CS voice / bSRVCC / MO call / SRVCC HO failure ö
	approved
	F
	12.1.0
	bSRVCC-UEConTest
	R5

	RP-140320
	36.523-1
	2561
	-
	12.0.0
	Rel-12
	Correction to GCF WI-162 LTE-A Carrier AggregationTest Case 8.3.1.22.1 and 8.3.1.22.2
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140307
	36.523-1
	2562
	-
	12.0.0
	Rel-12
	Correction to GCF U1 EMM TC 9.2.3.3.4
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140321
	36.523-1
	2563
	-
	12.0.0
	Rel-12
	New eMBMS service continuity inter-band test case 17.4.2a
	approved
	F
	12.1.0
	MBMS_LTE_SC-UEConTest
	R5

	RP-140321
	36.523-1
	2564
	-
	12.0.0
	Rel-12
	New eMBMS service continuity inter-band test case 17.4.3a
	approved
	F
	12.1.0
	MBMS_LTE_SC-UEConTest
	R5

	RP-140307
	36.523-1
	2565
	-
	12.0.0
	Rel-12
	Update to Test Case 9.2.2.1.10
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.523-1
	2566
	-
	12.0.0
	Rel-12
	Update to Test Case 6.2.3.31
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140309
	36.523-1
	2567
	-
	12.0.0
	Rel-12
	Update of 1xCS fallback Test Case 13.1.18
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140309
	36.523-1
	2568
	-
	12.0.0
	Rel-12
	Correction to eMBMS test case 17.2.2
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140309
	36.523-1
	2569
	-
	12.0.0
	Rel-12
	Update of CSG Test Case 8.3.4.5
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140309
	36.523-1
	2570
	-
	12.0.0
	Rel-12
	Correction to IMS Emergency Call over EPS test case 11.2.6
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140307
	36.523-1
	2571
	-
	12.0.0
	Rel-12
	Correction to EMM test case 9.2.3.1.9
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140309
	36.523-1
	2572
	-
	12.0.0
	Rel-12
	Correction to Home eNB Enhancements test case 6.4.2
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140328
	36.523-1
	2573
	-
	12.0.0
	Rel-12
	Addition of test case 6.2.4.4
	approved
	F
	12.1.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140328
	36.523-1
	2574
	-
	12.0.0
	Rel-12
	Addition of test case 6.2.4.6
	approved
	F
	12.1.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140307
	36.523-1
	2575
	-
	12.0.0
	Rel-12
	GCF Priority 1 - Update to EUTRA RRC test case 8.5.4.1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.523-1
	2576
	-
	12.0.0
	Rel-12
	Correction of the reference to the procedure for IMS call release
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.523-1
	2577
	-
	12.0.0
	Rel-12
	Correction to EUTRA Idle Mode Test case 6.2.3.31
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140309
	36.523-1
	2578
	-
	12.0.0
	Rel-12
	Correction to E-UTRA Inter-RAT test case 6.2.3.3a
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140307
	36.523-1
	2579
	-
	12.0.0
	Rel-12
	Correction to EUTRA Idle Mode Test case 6.1.1.1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.523-1
	2580
	-
	12.0.0
	Rel-12
	Update to test case 6.2.3.1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140320
	36.523-1
	2581
	-
	12.0.0
	Rel-12
	Correction to GCF WI-162 LTE-A Carrier Aggregation Test Case 8.2.4.18.1 and 8.2.4.18.2
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140309
	36.523-1
	2582
	-
	12.0.0
	Rel-12
	Correction to E-UTRA RRC Test Case 8.3.1.16a
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140309
	36.523-1
	2583
	-
	12.0.0
	Rel-12
	Update of RRC Test Case 8.3.1.13a
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140307
	36.523-1
	2584
	-
	12.0.0
	Rel-12
	Update to Test Case 9.2.3.3.1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.523-1
	2585
	-
	12.0.0
	Rel-12
	Correction to EMM test case 9.2.1.2.14
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.523-1
	2586
	-
	12.0.0
	Rel-12
	Correction to EMM test case 9.2.1.1.7b
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140320
	36.523-1
	2587
	-
	12.0.0
	Rel-12
	Update of test case 9.2.3.1.20a
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140309
	36.523-1
	2588
	-
	12.0.0
	Rel-12
	Correction to GCF WI-154 IMS Emergency Call testcase 11.2.5
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140309
	36.523-1
	2589
	-
	12.0.0
	Rel-12
	Update of IMS Emergency TC 11.2.4 to verify Permanently stored in the UE ENs requirements
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140309
	36.523-1
	2590
	-
	12.0.0
	Rel-12
	Update of IMS Emergency Call over EPS test case 11.2.2
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140309
	36.523-1
	2591
	-
	12.0.0
	Rel-12
	Update of IMS Emergency Call over EPS test case 11.2.4
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140309
	36.523-1
	2592
	-
	12.0.0
	Rel-12
	Corrections to MultiLayer SRVCC test case 13.4.3.4, 13.4.3.5 and 13.4.3.6
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140320
	36.523-1
	2593
	-
	12.0.0
	Rel-12
	Addition of test case ' Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MO call / Forked responses'
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140334
	36.523-1
	2594
	-
	12.0.0
	Rel-12
	Reconfirmation of voided section
	approved
	F
	12.1.0
	TEI12_Test
	R5

	RP-140320
	36.523-1
	2595
	-
	12.0.0
	Rel-12
	Correction to Multilayer aSRVCC test case 13.4.3.12
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140320
	36.523-1
	2596
	-
	12.0.0
	Rel-12
	Correction to Multilayer aSRVCC test case 13.4.3.13
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140331
	36.523-1
	2597
	-
	12.0.0
	Rel-12
	Optimise UTRA test frequency allocation in 8.6.5.1a
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-140320
	36.523-1
	2598
	-
	12.0.0
	Rel-12
	Correction to EUTRA MDT test case 8.6.6.3
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140320
	36.523-1
	2599
	-
	12.0.0
	Rel-12
	Correction to EUTRA MDT test case 8.6.2.8
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140320
	36.523-1
	2600
	-
	12.0.0
	Rel-12
	Correction to GCF WI-162 LTE-A Carrier Aggregation Test Case 8.2.4.19.1 and 8.2.4.19.2
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140320
	36.523-1
	2601
	-
	12.0.0
	Rel-12
	Correction to NIMTC test case 9.2.3.1.5a
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140307
	36.523-1
	2602
	-
	12.0.0
	Rel-12
	Update to Test Case 6.2.3.13
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.523-1
	2603
	-
	12.0.0
	Rel-12
	Update to Test Case 6.2.3.21
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.523-1
	2604
	-
	12.0.0
	Rel-12
	Correction to EMM TC 9.2.3.4.1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140331
	36.523-1
	2605
	-
	12.0.0
	Rel-12
	Correction of Rel‑11 MDT parameter
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-140435
	36.523-1
	2606
	-
	12.0.0
	Rel-12
	Correction of Test case 8.3.1.20
	approved
	F
	12.1.0
	eICIC_LTE-UEConTest
	R5

	RP-140318
	36.523-1
	2606
	-
	12.0.0
	Rel-12
	Correction of Test case 8.3.1.20
	reissued
	F
	
	eICIC_LTE-UEConTest
	R5

	RP-140435
	36.523-1
	2607
	-
	12.0.0
	Rel-12
	Correction of Test case 8.3.1.21
	approved
	F
	12.1.0
	eICIC_LTE-UEConTest
	R5

	RP-140318
	36.523-1
	2607
	-
	12.0.0
	Rel-12
	Correction of Test case 8.3.1.21
	reissued
	F
	
	eICIC_LTE-UEConTest
	R5

	RP-140435
	36.523-1
	2608
	-
	12.0.0
	Rel-12
	Correction of Test case 8.3.1.28
	approved
	F
	12.1.0
	eICIC_LTE-UEConTest
	R5

	RP-140318
	36.523-1
	2608
	-
	12.0.0
	Rel-12
	Correction of Test case 8.3.1.28
	reissued
	F
	
	eICIC_LTE-UEConTest
	R5

	RP-140321
	36.523-1
	2609
	-
	12.0.0
	Rel-12
	New eMBMS service continuity test case 17.4.9.1 and 17.4.9.2
	approved
	F
	12.1.0
	MBMS_LTE_SC-UEConTest
	R5

	RP-140321
	36.523-1
	2610
	-
	12.0.0
	Rel-12
	New eMBMS service continuity test case 17.4.10.1 and 17.4.10.2
	approved
	F
	12.1.0
	MBMS_LTE_SC-UEConTest
	R5

	RP-140321
	36.523-1
	2611
	-
	12.0.0
	Rel-12
	New eMBMS service continuity CA test cases 17.4.11.1 and 17.4.11.2
	approved
	F
	12.1.0
	MBMS_LTE_SC-UEConTest
	R5

	RP-140325
	36.523-1
	2612
	-
	12.0.0
	Rel-12
	Addition of test case 'eICIC/ RRC connection reconfiguration / SIB1 information / Success'
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140436
	36.523-1
	2613
	-
	12.0.0
	Rel-12
	New SIMTC TC 9.2.1.1.27a Attach procedure - EAB broadcast handling
	approved
	F
	12.1.0
	SIMTC-UEConTest
	R5

	RP-140329
	36.523-1
	2613
	-
	12.0.0
	Rel-12
	New SIMTC TC 9.2.1.1.27a Attach procedure - EAB broadcast handling
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	36.523-1
	2614
	-
	12.0.0
	Rel-12
	New SIMTC TC 9.2.3.1.8b TAU procedure - EAB broadcast handling
	approved
	F
	12.1.0
	SIMTC-UEConTest
	R5

	RP-140329
	36.523-1
	2614
	-
	12.0.0
	Rel-12
	New SIMTC TC 9.2.3.1.8b TAU procedure - EAB broadcast handling
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	36.523-1
	2615
	-
	12.0.0
	Rel-12
	New SIMTC TC 9.2.1.2.4a Successful combined attach procedure - EPS service only - Congestion
	approved
	F
	12.1.0
	SIMTC-UEConTest
	R5

	RP-140329
	36.523-1
	2615
	-
	12.0.0
	Rel-12
	New SIMTC TC 9.2.1.2.4a Successful combined attach procedure - EPS service only - Congestion
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140329
	36.523-1
	2616
	-
	12.0.0
	Rel-12
	Corrections to EUTRA SIMTC TC9.2.3.18a,TC8.5.1a and TC10.8.8
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	36.523-1
	2616
	-
	12.0.0
	Rel-12
	Corrections to EUTRA SIMTC TC9.2.3.1.8a, TC10.5.1a and TC10.8.8
	approved
	F
	12.1.0
	SIMTC-UEConTest
	R5

	RP-140329
	36.523-1
	2617
	-
	12.0.0
	Rel-12
	Corrections to EUTRA SIMTC TC8.1.1.7
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	36.523-1
	2617
	-
	12.0.0
	Rel-12
	Corrections to EUTRA SIMTC TC8.1.1.7
	approved
	F
	12.1.0
	SIMTC-UEConTest
	R5

	RP-140329
	36.523-1
	2618
	-
	12.0.0
	Rel-12
	Addition of SIMTC Test Case 10.5.1b
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	36.523-1
	2618
	-
	12.0.0
	Rel-12
	Addition of SIMTC Test Case 10.5.1b
	approved
	F
	12.1.0
	SIMTC-UEConTest
	R5

	RP-140333
	36.523-1
	2619
	-
	12.0.0
	Rel-12
	Addition of test case ' Inter-system mobility / E-UTRA PS voice to GSM CS voice / bSRVCC / MO call'
	reissued
	F
	
	bSRVCC-UEConTest
	R5

	RP-140437
	36.523-1
	2619
	-
	12.0.0
	Rel-12
	Addition of test case ô Inter-system mobility / E-UTRA PS voice to GSM CS voice / bSRVCC / MO callö
	approved
	F
	12.1.0
	bSRVCC-UEConTest
	R5

	RP-140307
	36.523-1
	2620
	-
	12.0.0
	Rel-12
	Update test case 8.5.1.1 Radio link failure / RRC connection re-establishment success
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.523-1
	2621
	-
	12.0.0
	Rel-12
	Correction to RRC Inter-RAT Measurements test case 8.3.2.2
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.523-1
	2622
	-
	12.0.0
	Rel-12
	Correction of TC 9.2.1.2.1c
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.523-1
	2623
	-
	12.0.0
	Rel-12
	Correction to GCF WI-086 EUTRA EMM Test Case 9.2.3.3.5a
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.523-1
	2624
	-
	12.0.0
	Rel-12
	Update to Test Case 9.2.3.1.6
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.523-1
	2625
	-
	12.0.0
	Rel-12
	GCF priority 2 Correction to EMM TCs 9.2.1.1.1a and 9.2.1.1.1b
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140320
	36.523-1
	2626
	-
	12.0.0
	Rel-12
	Addition of test case ' Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MT call / User answers in CS domain'
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140320
	36.523-1
	2627
	-
	12.0.0
	Rel-12
	Addition of test case ' Inter-system mobility / E-UTRA voice to GSM CS voice / aSRVCC / MT call / User answers in CS domain/ SRVCC HO cancelled'
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140320
	36.523-1
	2628
	-
	12.0.0
	Rel-12
	Correction to EMM test case 9.2.1.1.2a
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140309
	36.523-1
	2629
	-
	12.0.0
	Rel-12
	Correction to EUTRA RRC Measurements of CSG cells test case 8.3.4.1
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140307
	36.523-1
	2630
	-
	12.0.0
	Rel-12
	Update of PDCP test case 7.3.6.1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140331
	36.523-2
	0487
	-
	11.5.0
	Rel-11
	Removal of technical content in 36.523-2 v11.5.0 and substitution with pointer to the next Release
	approved
	F
	11.6.0
	TEI11_Test
	R5

	RP-140328
	36.523-2
	0488
	-
	12.0.0
	Rel-12
	Correct applicabilities for test cases 6.2.4.1 and 6.2.4.3
	approved
	F
	12.1.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140309
	36.523-2
	0489
	-
	12.0.0
	Rel-12
	Removal of pc_ETWS_message_security PICS
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140307
	36.523-2
	0490
	-
	12.0.0
	Rel-12
	Various updates to 36.523-2
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140331
	36.523-2
	0491
	-
	12.0.0
	Rel-12
	Addition of the applicability of eMDT test cases
	approved
	F
	12.1.0
	TEI11_Test
	R5

	RP-140307
	36.523-2
	0492
	-
	12.0.0
	Rel-12
	Update the applicability of EMM test case
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140309
	36.523-2
	0493
	-
	12.0.0
	Rel-12
	Update to applicability of inter-mode test cases
	approved
	F
	12.1.0
	TEI9_Test
	R5

	RP-140320
	36.523-2
	0494
	-
	12.0.0
	Rel-12
	Correction to pc_UL_MIMO PICS
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140332
	36.523-2
	0495
	-
	12.0.0
	Rel-12
	Addition of Intra-band contiguous CA for signaling test
	approved
	F
	12.1.0
	LTE_CA_Rel12-UEConTest
	R5

	RP-140321
	36.523-2
	0496
	-
	12.0.0
	Rel-12
	Applicability of new eMBMS SC test cases
	approved
	F
	12.1.0
	MBMS_LTE_SC-UEConTest
	R5

	RP-140325
	36.523-2
	0497
	-
	12.0.0
	Rel-12
	Applicability of new eICIC test case
	approved
	F
	12.1.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140328
	36.523-2
	0498
	-
	12.0.0
	Rel-12
	Addition of applicability for test cases 6.2.4.4 and 6.2.4.6
	approved
	F
	12.1.0
	Cell_FACH_enh-UEConTest
	R5

	RP-140329
	36.523-2
	0499
	-
	12.0.0
	Rel-12
	Addition and Update of applicabilities for SIMTC TCs
	reissued
	F
	
	SIMTC-UEConTest
	R5

	RP-140436
	36.523-2
	0499
	-
	12.0.0
	Rel-12
	Addition & update of applicabilities for SIMTC TCs
	approved
	F
	12.1.0
	SIMTC-UEConTest
	R5

	RP-140437
	36.523-2
	0500
	-
	12.0.0
	Rel-12
	Addition of applicability for bSRVCC test cases 13.4.3.21, 13.4.3.22 and 13.4.3.23
	approved
	F
	12.1.0
	bSRVCC-UEConTest
	R5

	RP-140333
	36.523-2
	0500
	-
	12.0.0
	Rel-12
	Addition of applicability for bSRVCC test cases 13.4.3.21, 13.4.3.22 and 13.4.3.23
	reissued
	F
	
	bSRVCC-UEConTest
	R5

	RP-140333
	36.523-2
	0501
	-
	12.0.0
	Rel-12
	Applicability of new test cases for bSRVCC
	revised
	F
	
	bSRVCC-UEConTest
	R5

	RP-140437
	36.523-2
	0501
	1
	12.0.0
	Rel-12
	Applicability of new test cases for bSRVCC
	approved
	F
	12.1.0
	bSRVCC-UEConTest
	R5

	RP-140320
	36.523-2
	0502
	-
	12.0.0
	Rel-12
	Title update for Multilayer aSRVCC test cases 13.4.3.12 and 13.4.3.13
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140320
	36.523-2
	0503
	-
	12.0.0
	Rel-12
	Addition of applicability for new aSRVCC test cases
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140320
	36.523-2
	0504
	-
	12.0.0
	Rel-12
	Introduction of UE CA Inter-band uplink capabilities
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140331
	36.523-3
	1894
	-
	11.2.0
	Rel-12
	Addition to test execution guidelines for EUTRA CA inter-band test cases for band combination with 29A
	approved
	F
	12.0.0
	TEI11_Test
	R5

	RP-140327
	36.523-3
	1895
	-
	11.2.0
	Rel-11
	CA Enhancements: Test Model
	approved
	F
	11.3.0
	LTE_CA_enh-UEConTest
	R5

	RP-140307
	36.523-3
	1896
	-
	11.2.0
	Rel-11
	Routine maintenance and updates
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1897
	-
	11.2.0
	Rel-11
	LTE_TDD : Addition of LTE-A CA RRC test case 8.3.1.18.1
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1898
	-
	11.2.0
	Rel-11
	Correction of GCF WI-087 Multilayer Testcases TC 13.1.8, 13.1.9
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1899
	-
	11.2.0
	Rel-11
	Correction to GCF WI-082 EUTRA ESM Testcase 10.6.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1900
	-
	11.2.0
	Rel-11
	Correction to LTE-GERAN test cases on SNDCP and IP config
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1901
	-
	11.2.0
	Rel-11
	LTE_TDD : Addition of GCF WI-082 EMM test case 9.2.3.1.15a
	approved
	B
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1902
	-
	11.2.0
	Rel-11
	LTE_TDD : Addition of GCF WI-082 EMM test case 9.2.3.1.18a
	approved
	B
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1903
	-
	11.2.0
	Rel-11
	Addition of RRC MDT test case 8.6.6.1
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1904
	-
	11.2.0
	Rel-11
	LTE_TDD: Addition of Rel‑9 EUTRA RRC Measurement test case 8.3.1.13
	approved
	B
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1905
	-
	11.2.0
	Rel-11
	Correction to Test Frequencies for CA Band Combinations CA_1A_18A and CA_11A_18A .
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1906
	-
	11.2.0
	Rel-11
	Correction to GCF WI-154 IMS Emergency Call over EPS test case 8.1.2.11
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1907
	-
	11.2.0
	Rel-11
	Correction of the setting of Location services indicators in all POS TCs
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1908
	-
	11.2.0
	Rel-11
	Correction to GCF WI-081 EUTRA RRC Test Case 8.2.1.5
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1909
	-
	11.2.0
	Rel-11
	Correction to GCF WI-081 Multilayer SRVCC Test Case 13.4.3.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1910
	-
	11.2.0
	Rel-11
	Correction to Idle Mode Testcase 6.2.3.15
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1911
	-
	11.2.0
	Rel-11
	13wk43 regression CRs related to IMS Emergency Call test cases
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1912
	-
	11.2.0
	Rel-11
	Addition of EUTRA Hybrid CSG Cell test case 6.4.2
	approved
	B
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1913
	-
	11.2.0
	Rel-11
	LTE_TDD: Addition of EUTRA Hybrid CSG Cell test case 6.4.2
	approved
	B
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1914
	-
	11.2.0
	Rel-11
	Addition of GCF WI-086 EUTRA <>UTRA CSG test case 6.3.3
	approved
	B
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1915
	-
	11.2.0
	Rel-11
	Correction to GCF WI-086 EUTRA Idle Mode Testcase 6.2.3.31
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1916
	-
	11.2.0
	Rel-11
	LTE_TDD : Addition of EUTRA Idle Mode test case 6.1.2.15b
	approved
	B
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1917
	-
	11.2.0
	Rel-11
	LTE_TDD : Addition of EUTRA Idle Mode MFBI test case 6.1.2.19
	approved
	B
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1918
	-
	11.2.0
	Rel-11
	LTE_TDD : Addition of EUTRA Idle Mode MFBI test case 6.1.2.20
	approved
	B
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1919
	-
	11.2.0
	Rel-11
	LTE_TDD : Addition of EUTRA RRC test case 8.3.1.9a
	approved
	B
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1920
	-
	11.2.0
	Rel-11
	LTE_TDD : Addition of EUTRA RRC test case 8.3.1.11a
	approved
	B
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1921
	-
	11.2.0
	Rel-11
	LTE_TDD : Addition of EUTRA Idle mode test case 6.2.3.1a
	approved
	B
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1922
	-
	11.2.0
	Rel-11
	LTE_TDD: Addition of GCF WI-162 LTE-A Carrier Aggregation RRC test case 8.2.4.17.1
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1923
	-
	11.2.0
	Rel-11
	Correction for GCF WI-081 EUTRA MAC test case 7.1.3.6
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1924
	-
	11.2.0
	Rel-11
	Correction to GCF WI-81 EUTRA RRC latency test cases 8.2.1.5 and 8.2.1.6
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1925
	-
	11.2.0
	Rel-11
	Correction to GCF WI-162 LTE-A CA test case 8.3.1.18.2
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1926
	-
	11.2.0
	Rel-11
	LTE_TDD : Addition of EUTRA RRC MFBI test case 8.2.4.22
	approved
	B
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1927
	-
	11.2.0
	Rel-11
	Corrections to LTE-A CA test case 8.2.4.19.2
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1928
	-
	11.2.0
	Rel-11
	Correction to QuantityConfig in Measurement Configuration of EUTRA Testcases
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1929
	-
	11.2.0
	Rel-11
	Addition of EUTRA RRC test case 8.1.3.12b
	approved
	B
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1930
	-
	11.2.0
	Rel-11
	Correction of Rel‑9 EUTRA Idle Mode MFBI test case 6.1.2.20
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1931
	-
	11.2.0
	Rel-11
	Correction to GCF WI-086 E-UTRA EMM testcase 9.2.1.2.8
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1932
	-
	11.2.0
	Rel-11
	Corrections for LTE-A week49 TTCN delivery
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1933
	-
	11.2.0
	Rel-11
	Addition of EUTRA RRC MDT test case 8.6.6.2
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1934
	-
	11.2.0
	Rel-11
	Correction to f_EUTRA_IdleUpdated_Step14_15 and test case 8.1.2.11
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1935
	-
	11.2.0
	Rel-11
	Addition of GCF WI-162 LTE-A Carrier Aggregation test case 8.4.2.7.2
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1936
	-
	11.2.0
	Rel-11
	Correction of test cases 8.2.4.14a, 8.3.1.15a and 8.3.1.16a
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1937
	-
	11.2.0
	Rel-11
	LTE_TDD: Correction of default UE_TXPWR_MAX_RACH
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1938
	-
	11.2.0
	Rel-11
	Correction of EUTRA Rel‑9 Home eNB Enh test case 6.4.2
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1939
	-
	11.2.0
	Rel-11
	Correction of GCF WI-154 EUTRA Emergency Call Test Case 11.2.1
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1940
	-
	11.2.0
	Rel-11
	Addition of GCF WI-154 IMS Emergency Call over EPS test case 11.2.2
	approved
	B
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1941
	-
	11.2.0
	Rel-11
	Addition of GCF WI-154 IMS Emergency Call over EPS test case 11.2.4
	approved
	B
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1942
	-
	11.2.0
	Rel-11
	Correction to CA test case 8.3.1.22
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1943
	-
	11.2.0
	Rel-11
	Addition of EMM testcase 9.2.1.1.7b
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1944
	-
	11.2.0
	Rel-11
	Correction to GERAN ASP G_CLLC_XID_REQ
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1945
	-
	11.2.0
	Rel-11
	LTE_TDD : Addition of EUTRA Idle mode test case 6.3.3
	approved
	B
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1946
	-
	11.2.0
	Rel-11
	LTE_TDD : Addition of EUTRA Idle Mode HeNB test case 6.4.5
	approved
	B
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1947
	-
	11.2.0
	Rel-11
	Addition of GCF WI-103 Rel‑8 test case 9.2.1.1.28
	approved
	B
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1948
	-
	11.2.0
	Rel-11
	Correction of GCF WI-151 EUTRA FDD-TDD Testcase 8.3.1.12a
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1949
	-
	11.2.0
	Rel-11
	Correction of GCF WI-082 EUTRA CSG Testcase 9.2.3.2.16
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1950
	-
	11.2.0
	Rel-11
	Correction to functions f_UTRAN_ConfigureCipheringBeforeHO and f_UTRAN_ConfigureCipheringBeforeHO_SRVCC
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1951
	-
	11.2.0
	Rel-11
	LTE_TDD: Addition of GCF WI-162 LTE-A Carrier Aggregation RRC test case 8.2.4.18.1
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1952
	-
	11.2.0
	Rel-11
	LTE_TDD: Addition of GCF WI-162 LTE-A Carrier Aggregation RRC test case 8.2.4.19.1
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1953
	-
	11.2.0
	Rel-11
	LTE_TDD: Addition of GCF WI-162 LTE-A Carrier Aggregation RRC test case 8.2.4.20.1
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1954
	-
	11.2.0
	Rel-11
	LTE_TDD: Addition of GCF WI-162 LTE-A Carrier Aggregation RRC test case 8.2.4.21.1
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1955
	-
	11.2.0
	Rel-11
	Addition of GCF WI-162 LTE-A Carrier Aggregation RRC test case 8.2.4.18.1
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1956
	-
	11.2.0
	Rel-11
	Addition of GCF WI-162 LTE-A Carrier Aggregation RRC test case 8.2.4.17.1
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1957
	-
	11.2.0
	Rel-11
	Addition of GCF WI-162 LTE-A Carrier Aggregation RRC test case 8.2.4.21.1
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1958
	-
	11.2.0
	Rel-11
	Addition of GCF WI-162 LTE-A Carrier Aggregation RRC test case 8.2.4.19.1
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1959
	-
	11.2.0
	Rel-11
	Correction to GCF WI-081 Multilayer SRVCC Test Case 13.4.3.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1960
	-
	11.2.0
	Rel-11
	Addition of LTE-A Minimization of Drive Tests (MDT) Testcase 8.6.2.8
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1961
	-
	11.2.0
	Rel-11
	Addition of LTE-A Minimization of Drive Tests (MDT) Testcase 8.6.6.3
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1962
	-
	11.2.0
	Rel-11
	Correction of GCF WI-162 CA test cases 8.3.1.22.1/2, 8.2.4.18.1/2 and 8.2.4.19.1/2
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1963
	-
	11.2.0
	Rel-11
	Corrections required for LTE-A Band 29.
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1964
	-
	11.2.0
	Rel-11
	Correction to EUTRA RRC Test Case 8.3.1.16a
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1965
	-
	11.2.0
	Rel-11
	Correction of test cases 13.1.7 and 13.1.9
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1966
	-
	11.2.0
	Rel-11
	LTE_TDD: Correction of Midamble Configuration
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1967
	-
	11.2.0
	Rel-11
	Correction to LTE-A Carrier-Aggregation RRC test case 8.3.1.18.x
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1968
	-
	11.2.0
	Rel-11
	Correction to LTE-A Carrier-Aggregation RRC test case 8.2.2.3.x
	approved
	F
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1969
	-
	11.2.0
	Rel-11
	Addition of LTE-A NIMTC test case 9.2.1.1.27
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1970
	-
	11.2.0
	Rel-11
	Addition of GCF WI-154 IMS Emergency Call over EPS test case 8.1.2.12
	approved
	B
	11.3.0
	TEI9_Test
	R5

	RP-140315
	36.523-3
	1971
	-
	11.2.0
	Rel-11
	Correction of GCF WI-86 EUTRA<>UTRA SRVCC test cases 13.4.3.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1972
	-
	11.2.0
	Rel-11
	Addition of LTE-A NIMTC test case 9.2.1.1.2a
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1973
	-
	11.2.0
	Rel-11
	Correction to GCF WI-087 EMM Test Case 9.2.3.4.1
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1974
	-
	11.2.0
	Rel-11
	Correction of test frequencies for UTRAN band VI in EUTRAN test cases
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1975
	-
	11.2.0
	Rel-11
	Correction to EUTRA EMM test cases 9.2.1.2.1b, 9.2.1.2.1c and 9.2.3.2.1b
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1976
	-
	11.2.0
	Rel-11
	Correction to common template cdr_ATTACH_REQUEST_SRVCC
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1977
	-
	11.2.0
	Rel-11
	Addition of LTE-A NIMTC test case 9.2.3.1.5a
	approved
	B
	11.3.0
	TEI10_Test
	R5

	RP-140315
	36.523-3
	1978
	-
	11.2.0
	Rel-11
	Correction to EUTRA RRC Inter-RAT Measurements test case 8.3.2.2
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140315
	36.523-3
	1979
	-
	11.2.0
	Rel-11
	Correction to GCF WI-154 IMS Emergency Call over EPS test case 11.2.4
	approved
	F
	11.3.0
	TEI9_Test
	R5

	RP-140314
	36.523-3
	1980
	-
	11.2.0
	Rel-11
	CR to 36.523-3: Add new verified and e-mail agreed TTCN test cases in the TC lists in 36.523-3 (prose), Annex A
	approved
	F
	11.3.0
	TEI8_Test
	R5

	RP-140379
	36.833-2-07
	0001
	-
	12.0.0
	Rel-12
	Editorial corrections on TR 36.833-2-07
	approved
	F
	12.1.0
	LTE_CA_NC_B7-Core
	R4

	RP-140320
	36.903
	0110
	-
	12.0.0
	Rel-12
	Add Test Tolerance analyses for TS 36.521-3 Test cases 8.20.1 and 8.20.2
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140320
	36.903
	0111
	-
	10.4.0
	Rel-10
	Removal of technical content in 36.903 v10.4.0 and substitution with pointer to the next Release
	approved
	F
	10.5.0
	TEI10_Test
	R5

	RP-140331
	36.903
	0112
	-
	11.0.0
	Rel-11
	Removal of technical content in 36.903 v11.0.0 and substitution with pointer to the next Release
	approved
	F
	11.1.0
	TEI11_Test
	R5

	RP-140307
	36.903
	0113
	-
	12.0.0
	Rel-12
	Add Test Tolerance analyses for TS 36.521-3 Test case 9.1.16.2 and update 9.1.1.2+9.1.2.2
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.903
	0114
	-
	12.0.0
	Rel-12
	Add Test Tolerance analyses for TS 36.521-3 Test case 9.1.18.1 and update 9.2.3.1+9.2.4.1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.903
	0115
	-
	12.0.0
	Rel-12
	Add Test Tolerance analyses for TS 36.521-3 Test case 9.1.18.2 and update 9.2.3.2+9.2.4.2
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140320
	36.903
	0116
	-
	12.0.0
	Rel-12
	Add Test Tolerance analysis for TS 36.521-3 Test case 8.20.4
	approved
	F
	12.1.0
	TEI10_Test
	R5

	RP-140307
	36.903
	0117
	-
	12.0.0
	Rel-12
	Addition of test tolerance analysis for TC 7.1.5
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.903
	0118
	-
	12.0.0
	Rel-12
	Addition of test tolerance analysis for TC 7.3.24
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.903
	0119
	-
	12.0.0
	Rel-12
	Addition of test tolerance analysis for TC 9.1.17.2
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.903
	0120
	-
	12.0.0
	Rel-12
	Addition of test tolerance analysis for TC 9.3.3
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.903
	0121
	-
	12.0.0
	Rel-12
	Addition of test tolerance analysis for TC 9.4.3
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140307
	36.903
	0122
	-
	12.0.0
	Rel-12
	Addition of test tolerance analysis for TC 9.1.16.1
	approved
	F
	12.1.0
	TEI8_Test
	R5

	RP-140368
	37.104
	0191
	1
	10.13.0
	Rel-10
	Clarification of interfering signals for receiver intermodulation requirement in MSR
	approved
	F
	10.14.0
	MSR_NC-Core
	R4

	RP-140368
	37.104
	0192
	-
	11.7.0
	Rel-11
	Clarification of interfering signals for receiver intermodulation requirement in MSR
	approved
	A
	11.8.0
	MSR_NC-Core
	R4

	RP-140370
	37.104
	0193
	-
	12.2.0
	Rel-12
	Clarification of interfering signals for receiver intermodulation requirement in MSR
	approved
	A
	12.3.0
	MB_MSR_RF-Core
	R4

	RP-140372
	37.141
	0258
	1
	11.7.0
	Rel-11
	Correction on manufacturer's declaration in TS 37.141
	approved
	F
	11.8.0
	MB_MSR_RF-Perf
	R4

	RP-140372
	37.141
	0259
	-
	12.2.0
	Rel-12
	Correction on manufacturer's declaration in TS 37.141
	approved
	A
	12.3.0
	MB_MSR_RF-Perf
	R4

	RP-140372
	37.141
	0260
	1
	11.7.0
	Rel-11
	Some corrections for MB-MSR in TS 37.141
	approved
	F
	11.8.0
	MB_MSR_RF-Perf
	R4

	RP-140372
	37.141
	0261
	-
	12.2.0
	Rel-12
	Some corrections for MB-MSR in TS 37.141
	approved
	A
	12.3.0
	MB_MSR_RF-Perf
	R4

	RP-140368
	37.141
	0263
	-
	10.12.0
	Rel-10
	Correction on RF channels
	approved
	F
	10.13.0
	MSR_NC-Perf
	R4

	RP-140368
	37.141
	0264
	-
	11.7.0
	Rel-11
	Correction on RF channels
	approved
	A
	11.8.0
	MSR_NC-Perf
	R4

	RP-140368
	37.141
	0265
	-
	12.2.0
	Rel-12
	Correction on RF channels
	approved
	A
	12.3.0
	MSR_NC-Perf
	R4

	RP-140367
	37.141
	0266
	1
	9.11.0
	Rel-9
	Test models for BC3 BS
	approved
	F
	9.12.0
	RInImp9-Rfmulti
	R4

	RP-140367
	37.141
	0267
	-
	10.12.0
	Rel-10
	Test models for BC3 BS
	approved
	A
	10.13.0
	RInImp9-Rfmulti
	R4

	RP-140367
	37.141
	0268
	-
	11.7.0
	Rel-11
	Test models for BC3 BS
	approved
	A
	11.8.0
	RInImp9-Rfmulti
	R4

	RP-140367
	37.141
	0269
	-
	12.2.0
	Rel-12
	Test models for BC3 BS
	approved
	A
	12.3.0
	RInImp9-Rfmulti
	R4

	RP-140367
	37.141
	0270
	1
	9.11.0
	Rel-9
	Differential accuracy of Primary CCPCH power
	approved
	F
	9.12.0
	RInImp9-Rfmulti
	R4

	RP-140367
	37.141
	0271
	-
	10.12.0
	Rel-10
	Differential accuracy of Primary CCPCH power
	approved
	A
	10.13.0
	RInImp9-Rfmulti
	R4

	RP-140367
	37.141
	0272
	-
	11.7.0
	Rel-11
	Differential accuracy of Primary CCPCH power
	approved
	A
	11.8.0
	RInImp9-Rfmulti
	R4

	RP-140367
	37.141
	0273
	-
	12.2.0
	Rel-12
	Differential accuracy of Primary CCPCH power
	approved
	A
	12.3.0
	RInImp9-Rfmulti
	R4

	RP-140368
	37.141
	0278
	1
	10.12.0
	Rel-10
	Clarification of interfering signals for receiver intermodulation requirement in MSR
	approved
	F
	10.13.0
	MSR_NC-Perf
	R4

	RP-140372
	37.141
	0279
	1
	11.7.0
	Rel-11
	Multi-band corrections in 37.141 chapter 6
	approved
	F
	11.8.0
	MB_MSR_RF-Perf
	R4

	RP-140368
	37.141
	0280
	-
	11.7.0
	Rel-11
	Clarification of interfering signals for receiver intermodulation requirement in MSR
	approved
	A
	11.8.0
	MSR_NC-Perf
	R4

	RP-140368
	37.141
	0281
	-
	12.2.0
	Rel-12
	Clarification of interfering signals for receiver intermodulation requirement in MSR
	approved
	A
	12.3.0
	MSR_NC-Perf
	R4

	RP-140372
	37.141
	0282
	-
	12.2.0
	Rel-12
	Multi-band corrections in 37.141 chapter 6
	approved
	A
	12.3.0
	MB_MSR_RF-Perf
	R4

	RP-140372
	37.141
	0283
	1
	11.7.0
	Rel-11
	Multi-band corrections in 37.141 chapter 7
	approved
	F
	11.8.0
	MB_MSR_RF-Perf
	R4

	RP-140372
	37.141
	0284
	-
	12.2.0
	Rel-12
	Multi-band corrections in 37.141 chapter 7
	approved
	A
	12.3.0
	MB_MSR_RF-Perf
	R4

	RP-140347
	37.320
	0061
	-
	11.3.0
	Rel-12
	Introduction of Cell_FACH with Second DRX to 3G Logged MDT
	approved
	B
	12.0.0
	TEI12, Cell_FACH_enh-Core, MDT_UMTSLTE-Core
	R2

	RP-140309
	37.571-1
	0054
	-
	10.6.0
	Rel-10
	Corrections to PRS_RA in RSTD tests
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-140320
	37.571-1
	0055
	-
	10.6.0
	Rel-10
	Addition of E-UTRA band groups
	approved
	F
	10.7.0
	TEI10_Test
	R5

	RP-140309
	37.571-1
	0056
	-
	10.6.0
	Rel-10
	LBS RF: Aperiodic CQI configuration for 1.4 MHz bandwidth subtests
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-140320
	37.571-1
	0057
	-
	10.6.0
	Rel-10
	RSTD test case updates
	approved
	F
	10.7.0
	TEI10_Test
	R5

	RP-140325
	37.571-1
	0058
	-
	10.6.0
	Rel-10
	Additions to TC 8.1.6 E-UTRAN TDD UE Rx-Tx time difference (feICIC)
	approved
	F
	10.7.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140325
	37.571-1
	0059
	-
	10.6.0
	Rel-10
	Additions to TC 8.1.5 E-UTRAN FDD UE Rx-Tx time difference (feICIC)
	approved
	F
	10.7.0
	eICIC_enh_LTE-UEConTest
	R5

	RP-140309
	37.571-2
	0035
	-
	10.5.0
	Rel-10
	Add Assistance Data delivery to test 7.3.5.1
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-140309
	37.571-2
	0036
	-
	10.5.0
	Rel-10
	Correction to LTE UE Positioning test case 7.2.1.2
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-140309
	37.571-2
	0037
	-
	10.5.0
	Rel-10
	Correction to LTE UE Positioning test case 7.2.1.3
	approved
	F
	10.6.0
	TEI9_Test
	R5

	RP-140320
	37.571-2
	0038
	-
	10.5.0
	Rel-10
	Correction to message content for inter-frequency RSTD measurement indication test case
	approved
	F
	10.6.0
	TEI10_Test
	R5

	RP-140307
	37.571-4
	0023
	-
	10.4.0
	Rel-10
	A-GNSS ASN.1 reference
	approved
	F
	10.5.0
	TEI8_Test
	R5

	RP-140317
	37.571-4
	0024
	-
	10.4.0
	Rel-10
	Correction to function fl_TC_7_3_5_1_GNSS_TestBody
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-140317
	37.571-4
	0025
	-
	10.4.0
	Rel-10
	Correction to svID values in AcquisitionAssist and AuxiliaryInformation
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-140317
	37.571-4
	0026
	-
	10.4.0
	Rel-10
	Addition of EUTRA UE Positioning test case 7.3.5.1_2s
	approved
	B
	10.5.0
	TEI9_Test
	R5

	RP-140317
	37.571-4
	0027
	-
	10.4.0
	Rel-10
	Addition of EUTRA UE Positioning test case 7.3.5.1_4s
	approved
	B
	10.5.0
	TEI9_Test
	R5

	RP-140316
	37.571-4
	0028
	-
	10.4.0
	Rel-10
	CR to 37.571-4: Add new verified and e-mail agreed TTCN test cases in the TC lists in 37.571-4 (prose), Annex A
	approved
	F
	10.5.0
	TEI9_Test
	R5

	RP-140309
	37.571-5
	0066
	-
	10.6.0
	Rel-10
	Adjustment of SV IDs of Satellites to be simulated
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-140309
	37.571-5
	0067
	-
	10.6.0
	Rel-10
	LBS Perf: Update of headers of some GNSS acquisition assistance data files
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-140309
	37.571-5
	0068
	-
	10.6.0
	Rel-10
	LBS Sig: Removal of redundant inappropriate files from GNSS_Data_Sig_V7.zip file
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-140309
	37.571-5
	0069
	-
	10.6.0
	Rel-10
	LBS Perf: Introducing Ephemeris files in Rinex format
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-140309
	37.571-5
	0070
	-
	10.6.0
	Rel-10
	LBS Sig: Introducing Ephemeris files in Rinex format
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-140309
	37.571-5
	0071
	-
	10.6.0
	Rel-10
	LBS Sig: Clarification on usage of acquisition assistance files
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-140309
	37.571-5
	0072
	-
	10.6.0
	Rel-10
	LBS Sig: Changing the name of Almanac files not in Yuma format
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-140309
	37.571-5
	0073
	-
	10.6.0
	Rel-10
	LBS Perf: Clarification on usage of acquisition assistance files
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-140309
	37.571-5
	0074
	-
	10.6.0
	Rel-10
	LBS Perf: Changing the name of Almanac files not in Yuma format
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-140309
	37.571-5
	0075
	-
	10.6.0
	Rel-10
	Corrections to GLONASS GANSS Day and gnss-DayNumber values
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-140309
	37.571-5
	0076
	-
	10.6.0
	Rel-10
	Corrections to GLONASS GANSS Day and gnss-DayNumber values
	approved
	F
	10.7.0
	TEI9_Test
	R5

	RP-140320
	37.571-5
	0077
	-
	10.6.0
	Rel-10
	RSTD value updates
	approved
	F
	10.7.0
	TEI10_Test
	R5

	RP-140372
	37.812
	0005
	-
	11.2.0
	Rel-11
	Update of TR37.812
	approved
	D
	11.3.0
	MB_MSR_RF-Perf
	R4

	RP-140331
	37.901
	0031
	-
	11.9.0
	Rel-11
	Update References and Definitions in TR 37.901
	approved
	F
	11.10.0
	TEI11_Test
	R5

	RP-140331
	37.901
	0032
	-
	11.9.0
	Rel-11
	Missing uplink reference channel for uplink tests
	approved
	F
	11.10.0
	TEI11_Test
	R5

	RP-140331
	37.901
	0033
	-
	11.9.0
	Rel-11
	Beamforming model and power allocation for DL performance tests with user specific reference symbols
	approved
	F
	11.10.0
	TEI11_Test
	R5

	RP-140331
	37.901
	0034
	-
	11.9.0
	Rel-11
	Correction to Mapping of UE reported CQI and MCS (LTE)
	approved
	F
	11.10.0
	TEI11_Test
	R5

	RP-140383
	37.902
	0003
	1
	11.1.0
	Rel-11
	CR to TR37.902 on improving tablets definition
	approved
	F
	11.2.0
	LTE_UTRA_TRP_TRS-Core
	R4

	RP-140376
	37.977
	0001
	1
	12.0.0
	Rel-12
	Clarifications to Single Cluster Channel Model in TR 37.977 Clause 6
	approved
	F
	12.1.0
	HSPA_LTE_measRP_MIMO-Perf
	R4

	RP-140376
	37.977
	0002
	-
	12.0.0
	Rel-12
	Significant Figures for AoAs and AoDs for UMa-based Channel Models in TR 37.977
	approved
	F
	12.1.0
	HSPA_LTE_measRP_MIMO-Perf
	R4

	RP-140376
	37.977
	0004
	-
	12.0.0
	Rel-12
	Clarifications to Channel Model Validation in TR 37.977 Clause 8
	approved
	F
	12.1.0
	HSPA_LTE_measRP_MIMO-Perf
	R4

	SP-140130
	43.020
	0031
	1
	12.0.0
	Rel-12
	Kc128 derivation at intra GERAN mobility (Rel‑12)
	approved
	A
	
	A5/4-GEA4
	S3

	SP-140021
	43.020
	0031
	1
	12.0.0
	Rel-12
	Kc128 derivation at intra GERAN mobility
	reissued
	A
	
	A5/4-GEA4
	S3

	SP-140130
	43.020
	0032
	1
	11.1.0
	Rel-11
	Kc128 derivation at intra GERAN mobility (Rel‑11)
	approved
	A
	
	A5/4-GEA4
	S3

	SP-140021
	43.020
	0032
	1
	11.1.0
	Rel-11
	Kc128 derivation at intra GERAN mobility
	reissued
	A
	
	A5/4-GEA4
	S3

	SP-140130
	43.020
	0033
	1
	10.1.0
	Rel-10
	Kc128 derivation at intra GERAN mobility (Rel‑10)
	approved
	A
	
	A5/4-GEA4
	S3

	SP-140021
	43.020
	0033
	1
	10.0.0
	Rel-10
	Kc128 derivation at intra GERAN mobility
	reissued
	A
	
	A5/4-GEA4
	S3

	SP-140130
	43.020
	0034
	1
	9.1.0
	Rel-9
	Kc128 derivation at intra GERAN mobility (Rel‑9)
	approved
	F
	
	A5/4-GEA4
	S3

	SP-140021
	43.020
	0034
	1
	9.1.0
	Rel-9
	Kc128 derivation at intra GERAN mobility
	reissued
	F
	
	A5/4-GEA4
	S3

	GP-140195
	43.059
	0078
	1
	11.0.0
	Rel-12
	Introduction of BDS in GERAN
	approved
	B
	12.0.0
	LCS_BDS_GERAN
	G1

	GP-140199
	43.868
	0001
	1
	12.0.0
	Rel-12
	Correction to Cross References
	approved
	F
	12.1.0
	FS_NIMTC_GERAN
	G1

	GP-140229
	44.018
	1008
	7
	11.6.0
	Rel-11
	Clarification on 3G Neighbour cell report in Network Sharing
	Approved
	F
	11.7.0
	TEI11
	G2

	GP-140205
	44.018
	1010
	3
	12.1.0
	Rel-12
	Clarification on 3G Neighbour cell report in Network Sharing
	Approved
	F
	12.2.0
	TEI12
	G2

	GP-140225
	44.018
	1011
	2
	12.1.0
	Rel-12
	Introduction of MFBI-support in GERAN
	Approved
	B
	12.2.0
	TEI12
	G2

	GP-140207
	44.031
	0213
	1
	11.0.0
	Rel-12
	Clarification to GANSS Day
	Approved
	F
	12.0.0
	TEI12
	G2

	GP-140164
	44.031
	0214
	-
	7.13.0
	Rel-7
	Correction to Galileo Assistance Data Elements
	Approved
	F
	7.14.0
	AGNSS-GP
	G2

	GP-140165
	44.031
	0215
	-
	8.6.1
	Rel-8
	Correction to Galileo Assistance Data Elements
	Approved
	A
	8.7.0
	AGNSS-GP
	G2

	GP-140166
	44.031
	0216
	-
	9.2.0
	Rel-9
	Correction to Galileo Assistance Data Elements
	Approved
	A
	9.3.0
	AGNSS-GP
	G2

	GP-140167
	44.031
	0217
	-
	10.0.0
	Rel-10
	Correction to Galileo Assistance Data Elements
	Approved
	A
	10.1.0
	AGNSS-GP
	G2

	GP-140168
	44.031
	0218
	-
	11.0.0
	Rel-11
	Correction to Galileo Assistance Data Elements
	Approved
	A
	11.1.0
	AGNSS-GP
	G2

	GP-140203
	44.031
	0219
	1
	11.0.0
	Rel-12
	Correction to Galileo Assistance Data Elements
	Approved
	F
	12.0.0
	TEI12
	G2

	GP-140218
	44.031
	0220
	2
	11.0.0
	Rel-12
	Correction to integer code phase field description in GANSS Reference Measurement Information
	Approved
	F
	12.0.0
	TEI12
	G2

	GP-140219
	44.031
	0221
	2
	11.0.0
	Rel-12
	Correction to code phase encoding in GANSS Reference Measurements
	Approved
	F
	12.0.0
	TEI12
	G2

	GP-140220
	44.031
	0222
	2
	11.0.0
	Rel-12
	Corrections to GNSS Acquisition Assistance Data
	Approved
	F
	12.0.0
	TEI12
	G2

	GP-140233
	44.060
	1594
	8
	11.7.0
	Rel-11
	Clarification on 3G Neighbour cell report in Network Sharing
	Approved
	F
	11.8.0
	TEI11
	G2

	GP-140226
	44.060
	1598
	2
	11.7.0
	Rel-12
	Introduction of MFBI-support in GERAN
	Approved
	B
	12.0.0
	TEI12
	G2

	GP-140064
	45.008
	0619
	-
	11.5.0
	Rel-11
	Clarification on 3G Neighbour cell report in Network Sharing
	approved
	F
	11.6.0
	FULL_MOCN-GERAN
	G1

	GP-140065
	45.008
	0620
	-
	12.2.0
	Rel-12
	Clarification on 3G Neighbour cell report in Network Sharing
	approved
	A
	12.3.0
	FULL_MOCN-GERAN
	G1

	GP-140180
	48.018
	0405
	-
	8.10.0
	Rel-8
	Correction to PS Handover Complete procedure
	Approved
	F
	8.11.0
	TEI8
	G2

	GP-140181
	48.018
	0406
	-
	9.9.0
	Rel-9
	Correction to PS Handover Complete procedure
	Approved
	A
	9.10.0
	TEI8
	G2

	GP-140182
	48.018
	0407
	-
	10.9.0
	Rel-10
	Correction to PS Handover Complete procedure
	Approved
	A
	10.10.0
	TEI8
	G2

	GP-140183
	48.018
	0408
	-
	11.5.0
	Rel-11
	Correction to PS Handover Complete procedure
	Approved
	A
	11.6.0
	TEI8
	G2

	GP-140184
	48.018
	0409
	-
	12.1.0
	Rel-12
	Correction to PS Handover Complete procedure
	Approved
	A
	12.2.0
	TEI8
	G2

	GP-140011
	51.010-1
	4910
	-
	11.3.0
	Rel-11
	CR 51.010-1-4910 TC 13.3 update for RACH power reduction
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140076
	51.010-1
	4911
	1
	11.3.0
	Rel-11
	CR 51.010-1-4911 TC 13.16.2 update for RACH power reduction
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140079
	51.010-1
	4913
	1
	11.3.0
	Rel-12
	CR 51.010-1-4913 ER-GSM updates sec00-s11
	approved
	F
	12.0.0
	RT_ERGSM
	G3new

	GP-140080
	51.010-1
	4914
	1
	11.3.0
	Rel-12
	CR 51.010-1-4914 ER-GSM updates sec12-s13
	approved
	F
	12.0.0
	RT_ERGSM
	G3new

	GP-140081
	51.010-1
	4915
	1
	11.3.0
	Rel-12
	CR 51.010-1-4915 ER-GSM updates sec14
	approved
	F
	12.0.0
	RT_ERGSM
	G3new

	GP-140082
	51.010-1
	4916
	1
	11.3.0
	Rel-12
	CR 51.010-1-4916 ER-GSM updates sec15-s20
	approved
	F
	12.0.0
	RT_ERGSM
	G3new

	GP-140020
	51.010-1
	4917
	-
	11.3.0
	Rel-12
	CR 51.010-1-4917 ER-GSM updates sec26_1
	approved
	F
	12.0.0
	RT_ERGSM
	G3new

	GP-140083
	51.010-1
	4918
	1
	11.3.0
	Rel-12
	CR 51.010-1-4918 ER-GSM updates sec26_2
	approved
	F
	12.0.0
	RT_ERGSM
	G3new

	GP-140084
	51.010-1
	4919
	1
	11.3.0
	Rel-12
	CR 51.010-1-4919 ER-GSM updates sec26_3
	approved
	F
	12.0.0
	RT_ERGSM
	G3new

	GP-140085
	51.010-1
	4920
	1
	11.3.0
	Rel-12
	CR 51.010-1-4920ER-GSM updates sec26_4
	approved
	F
	12.0.0
	RT_ERGSM
	G3new

	GP-140086
	51.010-1
	4921
	1
	11.3.0
	Rel-12
	CR 51.010-1-4921 ER-GSM updates sec52
	approved
	F
	12.0.0
	RT_ERGSM
	G3new

	GP-140026
	51.010-1
	4922
	-
	11.3.0
	Rel-11
	CR 51.010-1-4922 44.2.1.2.3a - Step correction, incorrect step sequence.
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140027
	51.010-1
	4923
	-
	11.3.0
	Rel-11
	CR 51.010-1-4923 44.2.1.1.1a - Correction, incorrect comments against step 16.
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140077
	51.010-1
	4925
	1
	11.3.0
	Rel-11
	CR 51.010-1-4925 Annex USIM for all 51.010 test cases
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140078
	51.010-1
	4926
	1
	11.3.0
	Rel-11
	CR 51.010-1-4926 Clause 4 and 5 USIM for all 51.010 test cases
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140033
	51.010-1
	4927
	-
	11.3.0
	Rel-11
	CR 51.010-1-4927 14.7.2 Adaptation of test procedure for test time reduction
	approved
	B
	11.4.0
	TEI_Test
	G3new

	GP-140090
	51.010-1
	4928
	1
	11.3.0
	Rel-12
	CR 51.010-1-4928 s14 Conformance Testing for VAMOS III MS
	approved
	B
	12.0.0
	MSRD_VAMOS-TEST
	G3new

	GP-140091
	51.010-1
	4929
	1
	11.3.0
	Rel-12
	CR 51.010-1-4929 s21-25 Conformance Testing for VAMOS III MS
	approved
	B
	12.0.0
	MSRD_VAMOS-TEST
	G3new

	GP-140092
	51.010-1
	4930
	1
	11.3.0
	Rel-12
	CR 51.010-1-4930 s26_16-26_xx Conformance Testing for VAMOS III MS
	approved
	B
	12.0.0
	MSRD_VAMOS-TEST
	G3new

	GP-140093
	51.010-1
	4931
	1
	11.3.0
	Rel-12
	CR 51.010-1-4931 sAnnexes_A Conformance Testing for VAMOS III MS
	approved
	B
	12.0.0
	MSRD_VAMOS-TEST
	G3new

	GP-140047
	51.010-1
	4932
	-
	11.3.0
	Rel-11
	CR 51.010-1-4932 Clause 11 Specific Pics mnemonics corrections
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140048
	51.010-1
	4933
	-
	11.3.0
	Rel-11
	CR 51.010-1-4933 Clause 13 Specific Pics mnemonics corrections
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140049
	51.010-1
	4934
	-
	11.3.0
	Rel-11
	CR 51.010-1-4934 Clause 22 and 25 Specific Pics mnemonics corrections
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140098
	51.010-1
	4935
	1
	11.3.0
	Rel-11
	CR 51.010-1-4935 Clause 26.6 Specific Pics mnemonics corrections
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140071
	51.010-1
	4936
	-
	11.3.0
	Rel-11
	CR 51.010-1-4936 Clause 26.7 Specific Pics mnemonics corrections
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140072
	51.010-1
	4937
	-
	11.3.0
	Rel-11
	CR 51.010-1-4937 Clause 26.14 Specific Pics mnemonics corrections
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140073
	51.010-1
	4938
	-
	11.3.0
	Rel-11
	CR 51.010-1-4938 Clause 26.22 Specific Pics mnemonics corrections
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140009
	51.010-2
	0830
	-
	11.3.0
	Rel-11
	CR 51.010-2-0830 TC 26.9.6.1.3 Correction part 2
	approved
	F
	11.4.0
	NIMTC_GERAN-MSTest
	G3new

	GP-140010
	51.010-2
	0831
	-
	11.3.0
	Rel-11
	CR 51.010-2-0831 Correction Item Table A.25/51 Immediate connect support reference updated
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140013
	51.010-2
	0832
	-
	11.3.0
	Rel-11
	CR 51.010-2-0832 Part 2 updates for RACH power reduction
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140025
	51.010-2
	0834
	-
	11.3.0
	Rel-12
	CR 51.010-2-0834 ER-GSM updates Part 2
	approved
	F
	12.0.0
	RT_ERGSM
	G3new

	GP-140030
	51.010-2
	0836
	-
	11.3.0
	Rel-11
	CR 51.010-2-0836 PICS proforma tables and applicability conditions corrections
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140094
	51.010-2
	0837
	1
	11.3.0
	Rel-12
	CR 51.010-2-0837 Conformance Testing for VAMOS III MS
	approved
	B
	12.0.0
	MSRD_VAMOS-TEST
	G3new

	GP-140089
	51.010-2
	0838
	-
	11.3.0
	Rel-11
	CR 51.010-2-0838 GPRS only updates for part-2
	approved
	F
	11.4.0
	TEI_Test
	G3new

	GP-140034
	51.010-5
	0130
	-
	10.7.0
	Rel-10
	CR 51.010-5-0130 Update for the latest version of TTCN
	approved
	F
	10.8.0
	TEI_Test
	G3new

	GP-140035
	51.010-5
	0131
	-
	10.7.0
	Rel-10
	CR 51.010-5-0131 Correction to IR_G test case 41.5.1.1.1.4
	approved
	F
	10.8.0
	TEI_Test
	G3new

	GP-140036
	51.010-5
	0132
	-
	10.7.0
	Rel-10
	CR 51.010-5-0132 Correction to IR_G TC 60.6
	approved
	F
	10.8.0
	TEI_Test
	G3new

	GP-140037
	51.010-7
	0015
	-
	10.1.0
	Rel-10
	CR 51.010-7-0015 Correction to GPS Navigation Model value
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-140038
	51.010-7
	0016
	-
	10.1.0
	Rel-10
	CR 51.010-7-0016 Correction to OmegaA0 values for scenario #1
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-140087
	51.010-7
	0017
	1
	10.1.0
	Rel-10
	CR 51.010-7-0017 Correction to GPS Almanac value
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-140088
	51.010-7
	0018
	1
	10.1.0
	Rel-12
	CR 51.010-7-0018 Corrections to GLONASS GANSS Day values
	approved
	F
	12.0.0
	TEI_Test
	G3new

	GP-140041
	51.010-7
	0019
	-
	10.1.0
	Rel-10
	CR 51.010-7-0019 Adjustment of SV IDs of Satellites to be simulated
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-140074
	51.010-7
	0020
	-
	10.1.0
	Rel-10
	CR 51.010-7-0020 Deletion of FN1
	approved
	F
	10.2.0
	TEI_Test
	G3new

	GP-140194
	51.021
	0271
	3
	11.4.0
	Rel-12
	TCRT: Introduction of ER-GSM band
	approved
	B
	12.0.0
	RT_ERGSM
	G1


1640 CRs (1546 approved)

TSG SA

3GPP

3GPP

TSG SA


