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	Reason for change:
	The handling when requested units isn’t included but the used unit container reports usage for online.

	
	

	Summary of change:
	Clarifying that if requested units isn’t included and there is used units reported for an online charged service, the report for the online part of the rating group is considered final.

	
	

	Consequences if not approved:
	The handling when no requested units and reporting online charged units will be undefined which can lead to interoperability issues.
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	First change


[bookmark: _Toc20233283][bookmark: _Toc28026863][bookmark: _Toc36116698][bookmark: _Toc44682882][bookmark: _Toc51926733][bookmark: _Toc59009644]
[bookmark: _Toc20227286][bookmark: _Toc27749517][bookmark: _Toc28709444][bookmark: _Toc44671063][bookmark: _Toc51918971][bookmark: _Toc122775365]6.1.6.2.1.5	Type MultipleUnitUsage
Table 6.1.6.2.1.5-1: Definition of type MultipleUnitUsage
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ratingGroup
	RatingGroup
	M
	1
	The identifier of a rating group.
	

	requestedUnit
	RequestedUnit
	OC
	0..1
	This field indicates, if included, that quota management is required, and. It may additionally contain the amount of requested service units for a particular category.(See TS 32.290 [58] clause 7)
	

	usedUnitContainer
	array(UsedUnitContainer)
	OC
	0..N
	This field contains the amount of used non-monetary service units measured.
	



	Second change



[bookmark: _Toc20227290][bookmark: _Toc27749521][bookmark: _Toc28709448][bookmark: _Toc44671067][bookmark: _Toc51918975][bookmark: _Toc122775369]6.1.6.2.1.9	Type RequestedUnit
Table 6.1.6.2.1.9-1: Definition of type RequestedUnit
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	time
	Uint32
	OC
	0..1
	This field holds the amount of requested time (seconds).
	

	totalVolume
	Uint64
	OC
	0..1
	This field holds the amount of requested volume (bytes) in both uplink and downlink directions.
	

	uplinkVolume
	Uint64
	OC
	0..1
	This field holds the amount of requested volume (bytes) in uplink direction.
	

	downlinkVolume
	Uint64
	OC
	0..1
	This field holds the amount of requested volume (bytes) in downlink direction.
	

	serviceSpecificUnits
	Uint64
	OC
	0..1
	This field holds the amount of requested service specific units.
	

	NOTE 1:	f If no attribute ne of them is included i.e., "RequestedUnit": {}, the category and amount is determined by CHF, for online charging with centralized unit determination and rating scenario.
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