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* * * First Change * * * *

17.3.2.X	Update notification channel request
Table 17.3.2.X-1 describes the information flow Update notification channel request from notification management client to the notification management server.
Table 17.3.2.X-1: Update notification channel request
	Information element
	Status
	Description

	Requestor identity
	M
	Identity of the requesting notification management client

	Channel ID
	M
	Identifies the notification channel to be updated

	Validity Duration
	O
	How long the notification channel will last (i.e. channel lifetime) as requested by the notification management client.



17.3.2.Y	Update notification channel response
Table 17.3.2.Y-1 describes the information flow Update notification channel request from notification management server to the notification management client.
Table 17.3.2.Y-1: Update notification channel response
	Information element
	Status
	Description

	Validity duration
	O
	How long the notification channel will last (i.e. channel lifetime) as granted by the notification management server.

	Result
	M
	Indicates if updating of the channel is success or failure



* * * Next change * * * *
[bookmark: _Toc131693492]17.3.X	Procedure for updating notification channel
Figure 17.3.X-1 below illustrates the procedure for updating the notification channel by the notification management client.
Pre-conditions:
1.	The notification management client has notification channel open with the notification management server.


Figure 17.3.X-1: Updating notification channel by the notification management client
1.	The notification management client detects the expiry timer of the active notification channel being approached and a need for updating the new expiry time on notification management server.
2.	To update notification channel, the notification management client sends an update notification channel request to the notification management server with the proposed new validity duration for the active channel.
3.	The notification management server authenticates the notification management client and authorizes its request.
4.	The notification management server checks whether the new proposed expiry timer is valid or not. The NMS may accept the proposed validity duration from the request or assign a different validity duration based on the local policy.
5.	The notification management server sends the notification management client the Update notification channel response with the valid duration for this active notification channel. The notification management client shall store the new valid duration of the notification management channel.
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