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	Reason for change:
(

	Essential correction

In their recent meeting SA approved the new AMR Configuration 1 for AMR Harmonisation (12.2 – 7.4 – 5.9 – 4.75). This new Configurations is especially recommended for TFO/TrFO between UMTS and GSM.
Annex F (Operator’s guide) in TS 28.062 should now also reflect this decision.

Further: in CR 28.062 042 a clear separation between UMTS_AMR and all other codec types was introduced to avoid problems in TFO-TrFO-TFO interworking scenarios. In that context it is recommended in CR 045 that UMTS_AMR should be used in single mode with mode 12,20. This change is incorporated here, because the same clauses are affected.
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	Change the Operator Guidelines to recommend UMTS_AMR with 12.20.
Change the Operator Guidelines to recommend the new Configuration 1.
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not approved:
	This new important Configuration 1 does not have the correct visibility. 
UMTS_AMR has no clearly recommended configuration.
Inter-Operator TFO/TrFO is then less likely to establish.
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F.2.1
Avoidance of Codec Mode Optimisation

Guideline 2:

If the operator wants to avoid Codec Mode Optimisation after TFO establishment with AMR, then he shall set the "Optimisation Mode" to "No_Change". 

Guideline 3:


All operators should configure all AMR Codec Types, except UMTS_AMR, in their networks with preferred configuration 1 (see Table 7.11.3.1.3-2, Config-NB-code 1). For UMTS_AMR the ACS should include only mode 12,20 kbps. By these configurations the chances for TFO/TrFO between systems (GSM-UMTS) and between different PLNMs are substantially enhanced. 

This configuration 1 fulfils automatically also Guidelines 2, 4 and 5.

Other ACSs for FR_AMR, UMTS_AMR, UMTS_AMR_2, OHR_AMR and HR_AMR are possible. They should include as many as possible common Codec Modes in the lower, contiguous subsets. Also for UMTS_AMR other ACSs are possible. In that case Inter-PLNM TFO is not as obvious and may need other inter-operator agreements.


Guideline 4:

The operator should configure AMR so that the ACSs are homogeneous within the whole PLMN (same ACS used in all BSS of a given PLMN for a given Codec Type: UMTS_AMR_2, FR_AMR, OHR_AMR, HR_AMR). The ACSs of different Codec Types of the AMR Family should contain as many as possible Codec Modes within the common, lower, contiguous subset. Also UMTS_AMR should be configured homogeneous within the whole PLMN, but since it is not compatible to the other AMR codec types, another configuration is possible (see Guideline 3).
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