

	
3GPP SA WG1 Meeting #97-e	S1-220109
Electronic meeting,  Feb 14-24, 2022
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	22.261
	CR
	0635
	rev
	-
	Current version:
	17.9.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Clarification of SoR requirements

	
	

	Source to WG:
	Qualcomm

	Source to TSG:
	

	
	

	Work item code:
	TEI17
	
	Date:
	2022/02/04

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	Alignment with stage-2/3, as per CT1 LS in C1-217163, which states the following:
-	The mechanism developed for CP-SOR is used for SNPN to allow the credential holder (HPLMN or subscribed SNPN) to send information to the UE. This information contains the credentials holder controlled prioritized list of preferred SNPNs and the credentials holder controlled prioritized list of preferred GINs associated with the selected entry of "list of subscriber data" or the selected PLMN subscription in the ME. The SNPN UE behaviour receiving this information is similar to SOR. 
-	In addition, Rel-17 requirements of defining the timing when the UE releases its connection to select a higher priority SNPN is made applicable for SNPN 

	
	

	Summary of change:
	Clarified existing requirement (via a Note), and added new one, to align with CT1 recent indications.

	
	

	Consequences if not approved:
	Misalignment with stage-2/3

	
	

	Clauses affected:
	6.30.1, 6.30.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc45387744][bookmark: _Toc52638789][bookmark: _Toc59116874][bookmark: _Toc61885696][bookmark: _Toc91258844]6.30	Steering of roaming
[bookmark: _Toc45387743][bookmark: _Toc52638788][bookmark: _Toc59116873][bookmark: _Toc61885695][bookmark: _Toc91258843]6.30.1	Description
Steering of roaming allows the HPLMN (or subscribed NPN) to steer a UE to a VPLMN or NPN on which the HPLMN (or subscribed NPN) wants the UE to register, when the UE registers on another VPLMN or NPN. This capability may be needed for reasons e.g. reselection to a higher priority PLMN, or NPNs, based on business arrangements.
6.30.2	Requirements
The following set of requirements complement the requirements listed in 3GPP TS 22.011 [3], clause 3.2.2.8.
The 5G system shall support a mechanism for the HPLMN to control the timing when a UE registered on a VPLMN, in automatic mode (see clause 3.1 of TS 23.122 [25]) and currently in CONNECTED mode, enters IDLE mode and initiates higher priority PLMN selection based on the type of ongoing communication.
NOTE 1:	Changes needed to support the above requirement are expected to have minimum impact on the 5G system. UE is expected to initiate the above-mentioned PLMN selection e.g. by locally releasing the established N1 NAS signalling connection.
NOTE 1a:  The requirement above applies also to the case of a UE registered to a non-subscribed (standalone) NPN, in order to select a higher priority PLMN or NPN.
The UE shall be able to delay conforming to steering of roaming control information from the HPLMN while it is engaged in priority service (e.g. emergency call, MPS session), or a service defined by HPLMN policy not to be interrupted (e.g. MMTEL voice/video call).
NOTE 2:	The HPLMN policy can take into account the user's preference for the service(s) not to be interrupted. User preferences can be communicated utilizing non-standard operator-specific mechanisms, e.g. web-based.
The mechanism mentioned above in this clause shall be available to the HPLMN even if the VPLMN the UE is registered on is compliant to an earlier release of the 5G system.
The 5G system shall support mechanisms to enable a credentials holder (e.g. HPLMN or subscribed standalone NPN) to send steering of roaming information to a UE for selecting standalone NPNs (e.g prioritized list of preferred NPNs).

