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	Rel-17 CR TS 32.422 Correct the value of Report Interval in NR for alignment
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	Reason for change:
	[bookmark: OLE_LINK4][bookmark: OLE_LINK5][bookmark: OLE_LINK27][bookmark: OLE_LINK28]“Report Interval” indicates the interval between the measurements to be taken when UE is in connected mode. The values of Report Interval in NR is referring to TS 38.331. In TS 38.331, interval “60 min” is not supported (see ReportInterval in clause 6.3.2). Meanwhile, interval “20480 ms” and “40960 ms” is missing in TS 32.422. So, it is supposed to update the interval value in TS 32.422 to align with the descriptions in TS 38.331.

	
	

	Summary of change:
	Remove the Report Interval value “60 min” and add value “20480 ms” and “40960 ms” in clause 5.10.5.

	
	

	Consequences if not approved:
	Misaligned configuration parameters cause confusion.
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	[bookmark: _Toc458429818][bookmark: _Toc462827461]Start of changes



[bookmark: _Toc516654941][bookmark: _Toc28278132][bookmark: _Toc36134407][bookmark: _Toc44686892][bookmark: _Toc51928662][bookmark: _Toc51929231][bookmark: _Toc90649462]5.10.5	Report Interval 
This parameter is mandatory if the Reporting trigger is configured for Periodic UE side measurements (M1 in LTE or NR and M1/M2 in UMTS) and the jobtype is configured for Immediate MDT or combined Immediate MDT and Trace. The parameter indicates the interval between the periodical measurements to be taken when UE is in connected mode. 
The parameter is enumerated type with the following values in milliseconds in case of UMTS (detailed definition is in 3GPP TS 25.331 [31]:
-	250 ms (0), 
-	500 ms (1), 
-	1000 ms (2), 
-	2000 ms (3), 
-	3000 ms (4),
-	4000 ms (5), 
-	6000 ms (6), 
-	8000 ms (7), 
-	12000 ms (8), 
-	16000 ms (9), 
-	20000 ms (10), 
-	24000 ms (11), 
-	28000 ms (12), 
-	32000 ms (13), 
-	64000 ms (14)
The parameter can have the following values in LTE (detailed definition is in 3GPP TS 36.331 [32]):
-	120 ms (0), 
-	240 ms (1), 
-	480 ms (2), 
-	640 ms (3), 
-	1024 ms (4), 
-	2048 ms (5), 
-	5120 ms (6), 
-	10240ms (7), 
-	1 min=60000 ms (8), 
-	6 min=360000 ms (9), 
-	12 min=720000 ms (10), 
-	30 min=1800000 ms (11), 
The parameter can have the following values in NR (detailed definition is in 3GPP TS 38.331 [43]):
-	120 ms (0), 
-	240 ms (1), 
-	480 ms (2), 
-	640 ms (3), 
-	1024 ms (4), 
-	2048 ms (5), 
-	5120 ms (6), 
-	10240 ms (7), 
-	20480 ms (8),
-	40960 ms (9),
-	1 min=60000 ms (810), 
-	6 min=360000 ms (911), 
-	12 min=720000 ms (1012), 
-	30 min=1800000 ms (1113), .
-	60 min=3600000 ms (12)
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