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15
Types of features of MSs

UMTS should support a wide variety of mobile stations, i.e. setting any limitations on terminals should be avoided as much as possible. For example mobile stations like hand-helds, personal digital assistants and laptop computers can clearly be seen as likely terminals for UMTS.

In order not to limit the possible types of mobile stations they are not standardised in UMTS. Anyhow some informative examples can be given to be the basis for mobile station discussions. The MS types could be categorised by their service capabilities rather than by their physical characteristics. Typical examples are speech only MS, narrowband data MS, wideband data MS, data and speech MS, etc.

In order to enhance functionality split and modularity inside the mobile station the interfaces of MS should be identified. Interfaces like UICC-interface, PCMCIA-interface and other PC-interfaces, including software interfaces, should be covered by references to the applicable interface standards.

MSs have to be capable of supporting a wide variety of teleservices and applications provided in UMTS environment. Limitations may exist on MSs capability to support all possible teleservices and information types (speech, narrowband data, wideband data, video, etc.) and therefore functionality to indicate capabilities of an MS shall be specified. MSs should be capable of supporting new supplementary services without any changes in MS.

The basic mandatory MS requirements are:

· Encrypted terminal-UICC interface 

· Support  for GSM phase 2 and 2+ SIM cards, phase 1 5V SIM cards shall not be supported

· Home environment and serving network registration and deregistration

· Location update

· Originating or receiving a connection oriented or a connectionless service;

· An unalterable equipment identification; IMEI, see GSM 02.16

· Basic identification of the terminal capabilities related to services such as; the support for software downloading, application execution environment/interface, MExE terminal class, supported  bearer services.

· Terminals capable for emergency calls shall support emergency call without a USIM.

· Support for the execution of algorithms required for encryption;

· Support for the method of handling automatic calling repeat attempt restrictions as specified in GSM 02.07.

· At least one capability type shall be standardised for mobile terminals supporting the GSM BSS and UTRAN radio interfaces.

· Under emergency situations, it may be desirable for the operator to prevent MS users from making access attempts (including emergency call attempts) or responding to pages in specified areas of a UMTS network, see GSM 02.11.

· Support for the “Fixed Number Dialling” service as specified in GSM 02.07. This service shall apply to all the bearer services/teleservices listed in [2].
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