3GPP TSG-SA WG1 Meeting #100 	S1-223251
Toulouse, France, 14 – 18 Nov. 2022	

Source:	Lenovo
pCR Title:	KPIs of sensing measurement data
Draft Spec:	3GPP TR 22.837
Agenda item:	7.1
Document for:	Approval
Contact:	Omid Taghizadeh (smotlagh@lenovo.com) 

Abstract: This contribution proposes set of KPIs for sensing measurement data provided by 5GS.
1	Proposal
It is proposed to agree the following changes to 3GPP TR 22.837.

FIRST CHANGE
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7.2	Potential KPIs of sensing measurement data
	Scenario
	Meas. Duration
[msec]
(note 1)
	Meas. Service Area
(note 2)
	Meas. Latency
[msec]
(note 3)
	Sensing Meas. Process 
Type
(note 4)
	Sensing Meas. Data Type
(note 5)

	
	
	
	
	
	

	
	
	
	
	
	

	Note 1: time duration for which the measurement data is collected 
Note 2: sensing location area/range for which the sensing measurement data is collected. 
Note 3: the time-different between the time of issued request for generation of sensing measurement data by the UE, and the time that sensing measurement data is obtained by the requesting entity
Note 4: the type of the desired sensing measurement process, including, e.g., the requesting UE transmits the sensing signal and 5GS collects sensing measurement data, the requesting UE transmits the sensing signal and collects sensing measurement data, 5GS transmits the sensing signal and the requesting UE collects sensing measurement data.
Note 5: the type of the desired sensing measurement data to be obtained, e.g., indicating a desired sensing measurement data quality/accuracy.




END OF CHANGE
