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Abstract: This paper proposes a new use case to be captured in TR 22.841 v.0.1.0.
[bookmark: _Hlk109148802]---------- [All new Text] ----------

5.x  Use case on intra-PLMN scenario for XRM service

[bookmark: _Toc113130517]5.x.1	Description
This use case covers a scenario of one PLMN network with multi- RAT (NR and LTE ) coverages in some hotspot areas.  

[image: A picture containing text

Description automatically generated]
Fig. 5.x-1 Stadium scenario
In certain location  areas, such as stadium or other event venue, the PLMN MNO-A offers the ability to use dual-RAT connection (LTE  and NR) to provide a better service experiences for their customers who have subscribed  for the higher grade services (e.g., those Golden users whose UEs also have dual RAT connection capability), for example by offloading some localized service traffic with  high data throughput,  low latency and high reliability requirements to LTE when the NR network is congested. 

[bookmark: _Toc113130518]5.x.2	Pre-conditions
Tom and Jacob are at the stadium, for a football game. Tom is a golden subscriber of MNO-A, Jacob is a “normal” MNO-A customer.
Both their UEs are camped and registered on MNO-A NW, in Idle.
Tom’s UE is dual radio capable (LTE and NR). Tom also brings his AR glasses to allow him to participate to an immersive service provided by MNO-A.  This service allows AR glasses to send real time video stream to the server which is hosted in MNO-A inside the stadium, then the server analyses video, renders  other information and sent information back to the AR glass, so the user can have fully immersive experience.  This AR glass is connected with Tom’s UE using Bluetooth.  
The specific traffic policy for Tom, part of MNO-A “golden user” agreement, includes the use of dual access (connecting to both LTE and NR) for certain XRM service traffic, e.g., for high-throughput, low latency, high reliability immersive service., otherwise MNO-A single access/link should be used. The specific traffic policy also includes the indication of  when and where the dual access connectivity will not be available, e.g., including time and/or location restrictions.  For this immersive game service, per MNO-A policy, Tom’s UE cannot connect to both LTE and RAN for dual access after the game is finished. 

[bookmark: _Toc113130519]5.x.3	Service Flows
1) Before the game starts, both Tom and Jacob make a voice call to their best friends, describing the atmosphere at the stadium. Both use single NR access connectivity via MNO-A.
2) After a while, when the game starts, Tom wears his AR and starts its immersive service. Tom’s UE registers to both LTE and NR and establishes a dual access connection across the 2 networks. Per the policy defined by MNO-A, Tom’s 80% of the immersive service traffic (most delay sensitive traffic) is going through NR while rest being steered to LTE.  Jacob’s UE continues to use single NR access via MNO-A to stream video to his friend.
3) During the game, because many MNO-A users are also sharing the video and pictures using NR RAN, the NR RAN is getting congested. In order to have good user experience, after detecting connection performance is deteriorating in NR network but LTE network is relatively less congested, Tom’s UE and MNO-A CN steer and switch more immersive traffic to LTE RAN to avoid service disruption.  After NR connection performance is getting better, Tom’s UE and MNO-A steer more immersive traffic back to NR network.
4) One hour after the game is finished, the immersive game service is terminated, Tom’s UE is not able to use dual connections to both LTE RAN and NG RAN, and it can only use single RAT access with MNO-A for its communication, 

[bookmark: _Toc113130520]5.x.4	Post-conditions
Tom is enjoying the game with that immersive service without service interruption or degradation.

[bookmark: _Toc113130521]5.x.5	Existing features partly or fully covering the use case functionality
[bookmark: _Hlk109491822]A) Stage-2&3 include a feature called ATSSS (Access Traffic Steering, Switching, Splitting), e.g., ref to TS 25.301 sec. 5.3.2, which supports functionalities similar to those described in this use case, but limited to 3GPP access plus non-3GPP dual access.

B) Existing service requirements, e.g., from TS 22.261 sec. 6.3, capture some general multi-RAT connectivity requirements, which do not fully cover or satisfy the specific target use case and functionalities. See some extracts (not exhaustive) listed below:
[bookmark: _Toc45387629][bookmark: _Toc52638674][bookmark: _Toc59116759][bookmark: _Toc61885578][bookmark: _Toc91258724]---------------------------
Based on operator policy, the 5G system shall be able to provide simultaneous data transmission via different access technologies (e.g., NR, E-UTRA, non-3GPP), to access one or more 3GPP services.
When a UE is using two or more access technologies simultaneously, the 5G system shall be able to optimally distribute user traffic between access technologies in use, taking into account e.g., service, traffic characteristics, radio characteristics, and UE's moving speed.
The 5G system shall be able to support data transmissions optimized for different access technologies (e.g., 3GPP, non-3GPP) for UEs that are simultaneously connected to the network via different accesses.
The 5G system shall support UEs with multiple radio and single radio capabilities.

[bookmark: _Toc113130522]5.x.6	Potential New Requirements needed to support the use case
[PR 5.X.6-001] The 5G system shall be able to support mechanisms to enable dynamically steering, split and switch of UE’s user data of one application across two 3GPP access networks (e.g., using NR and E-UTRA RATs) of the same PLMN operator, in order to meet the QoS requirement of the data application. 

NOTE : Data routing can be based on traffic policies under network operator control, e.g., depending on QoS requirements, or other conditions or restrictions, such as location, time, connectivity conditions of the access network.



image1.jpeg




