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	FS_5GSAT_Ph3: New SID on satellite access - Phase 3 [SP-220679]

	Work status prior to this meeting:
Rapporteur: Thierry Bérisot (Novamint), Xu Xia (China Telecom)
Latest version: TR22.865v0.1.0
Target completion date: SA#99 (03/2023)
Percentage completion: 35%

	Former Use Cases

	Cont
	S1-223034
	China Telecom
	Update of use case of store and forward operation with discontinuous feeder link for delay-tolerant IoT - Inter-satellite
	Revised to S1-223391
	

	Cont
	S1-223391
	China Telecom
	Update of use case of store and forward operation with discontinuous feeder link for delay-tolerant IoT - Inter-satellite
	Revised to S1-223411
	Revision of S1-223034.

	Cont
	S1-223531
	China Telecom
	Update of use case of store and forward operation with discontinuous feeder link for delay-tolerant IoT - Inter-satellite
	
	Revision of S1-223034.
Revision of S1-223391.

	Cont
	S1-223140
	Huawei 
	Pseudo-CR on updates to clause 5.4
	Revised to S1-223392
	

	Cont
	S1-223392
	Huawei 
	Pseudo-CR on updates to clause 5.4
	Agreed
	Revision of S1-223140.

	Cont
	S1-223141
	Huawei 
	Pseudo-CR on updates to clause 5.6
	Revised to S1-223393
	

	Cont
	S1-223393
	Huawei 
	Pseudo-CR on updates to clause 5.6
	Agreed
	Revision of S1-223141.

	Cont
	S1-223210
	China Telecom
	Pseudo-CR on updates to clause 5.7
	Revised to S1-223289
	

	Cont
	S1-223289
	China Telecom
	Pseudo-CR on updates to clause 5.7
	Revised to S1-223394
	Revision of S1-223210.

	Cont
	S1-223394
	China Telecom
	Pseudo-CR on updates to clause 5.7
	Revised to S1-223412
	Revision of S1-223210.
Revision of S1-223289.

	Cont
	S1-223532
	China Telecom
	Pseudo-CR on updates to clause 5.7
	
	Revision of S1-223210.
Revision of S1-223289.
Revision of S1-223394.

	New Use Cases

	Cont
	S1-223036
	China Telecom
	Use case of Amazon Rainforest Adventure with satellite access
	Revised to S1-223395
	

	Cont
	S1-223395
	China Telecom
	Use case of Amazon Rainforest Adventure with satellite access
	Revised to S1-223533
	Revision of S1-223036.

	Cont
	S1-223533
	China Telecom
	Use case of Amazon Rainforest Adventure with satellite access
	
	Revision of S1-223036.
Revision of S1-223395.

	Cont
	S1-223117
	CATT
	use case on vehicle fleet management in the desert
	Revised to S1-223396
	

	Cont
	S1-223396
	CATT
	use case on vehicle fleet management in the desert
	
	Revision of S1-223117.

	Cont
	S1-223118
	CATT
	Use case on service differentiation for UEs via satellite access
	Revised to S1-223397
	

	Cont
	S1-223397
	CATT
	Use case on service differentiation for UEs via satellite access
	Revised to S1-223534
	Revision of S1-223118.

	Cont
	S1-223534
	CATT
	Use case on service differentiation for UEs via satellite access
	
	Revision of S1-223118.
Revision of S1-223397.
Because there already was a 3397 tdoc uploaded

	Cont
	S1-223167
	IIT Bombay
	Usage of satellite connectivity for collection of information to aid terrestrial network planning
	Revised to S1-223393
	

	Cont
	S1-223293
	IIT Bombay
	Usage of satellite connectivity for collection of information to aid terrestrial network planning
	
	Revision of S1-223167.

	Cont
	S1-223220
	China Telecom
	New use case for enabling multiple services between UEs
	Revised to S1-223290
	

	Cont
	S1-223290
	China Telecom
	New use case for enabling multiple services between UEs
	Revised to S1-223394
	Revision of S1-223220.

	Cont
	S1-223398
	China Telecom
	New use case for enabling multiple services between UEs
	Revised to S1-223535
	Revision of S1-223220.
Revision of S1-223290.

	Cont
	S1-223535
	China Telecom
	New use case for enabling multiple services between UEs
	Agreed
	Revision of S1-223220.
Revision of S1-223290.
Revision of S1-223398.

	FS_DualSteer: Study on Upper layer traffic steering, switching and split over dual 3GPP access [SP-220445]

	Work status prior to this meeting:
Rapporteur: Francesco Pica (Qualcomm)
Latest version: TR22.841v0.1.0
Target completion date: SA#100 (06/2023)
Percentage completion: 20%

	General

	Cont
	S1-223211
	Qualcomm 
	TR scope
	Revised to S1-223395
	

	Cont
	S1-223399
	Qualcomm 
	TR scope
	Agreed
	Revision of S1-223211.

	New Use Cases

	Cont
	S1-223084
	Intel
	Use Case on UE with Multibeam and Multistream 3GPP Access
	Revised to S1-223396
	

	Cont
	S1-223400
	Intel
	Use Case on UE with Multibeam and Multistream 3GPP Access
	
	Revision of S1-223084.

	Cont
	S1-223096
	SKY Perfect JSAT Corporation
	NTN and TN Inter-PLMN Multi-access in a Maritime scenario
	Revised to S1-223397
	

	Cont
	S1-223401
	SKY Perfect JSAT Corporation
	NTN and TN Inter-PLMN Multi-access in a Maritime scenario
	Revised to S1-223404
	Revision of S1-223096.

	Cont
	S1-223404
	SKY Perfect JSAT Corporation
	NTN and TN Inter-PLMN Multi-access in a Maritime scenario
	
	Revision of S1-223096.
Revision of S1-223401.

	Cont
	S1-223156
	IIT Bombay
	Use case on Dual Steering through Satellite access and UAV
	Revised to S1-223294
	

	Cont
	S1-223294
	IIT Bombay
	Use case on Dual Steering through Satellite access and UAV
	Revised to S1-223403
	Revision of S1-223156.

	Cont
	S1-223403
	IIT Bombay
	Use case on Dual Steering through Satellite access and UAV
	
	Revision of S1-223156.
Revision of S1-223294.

	Cont
	S1-223203
	Futurewei 
	Use Case on inter PLMN or PLMN-SNPN scenario for URLLC service
	Revised to S1-223300
	

	Cont
	S1-223300
	Futurewei 
	Use Case on inter PLMN or PLMN-SNPN scenario for URLLC service
	Revised to S1-223405
	Revision of S1-223203.

	Cont
	S1-223405
	Futurewei 
	Use Case on inter PLMN or PLMN-SNPN scenario for URLLC service
	Agreed
	Revision of S1-223203.
Revision of S1-223300.

	Cont
	S1-223205
	Futurewei 
	Use Case on intra-PLMN for XRM service
	Revised to S1-223301
	

	Cont
	S1-223301
	Futurewei 
	Use Case on intra-PLMN for XRM service
	Revised to S1-223406
	Revision of S1-223205.

	Cont
	S1-223406
	Futurewei 
	Use Case on intra-PLMN for XRM service
	Agreed
	Revision of S1-223205.
Revision of S1-223301.

	Cont
	S1-223212
	Qualcomm 
	Use Case on intra-PLMN traffic duplication 
	Revised to S1-223407
	

	Cont
	S1-223407
	Qualcomm 
	Use Case on intra-PLMN traffic duplication 
	
	Revision of S1-223212.

	Cont
	S1-223214
	Qualcomm 
	Use Case on dual 3GPP access in VPLMN scenarios
	Revised to S1-223408
	

	Cont
	S1-223408
	Qualcomm 
	Use Case on dual 3GPP access in VPLMN scenarios
	
	Revision of S1-223214.

	Cont
	S1-223215
	Qualcomm 
	Use Case on interworking with non-3GPP access
	Revised to S1-223409
	

	Cont
	S1-223409
	Qualcomm 
	Use Case on interworking with non-3GPP access
	
	Revision of S1-223215.

	Cont
	S1-223243
	InterDigital
	New use case on Inter-PLMN scenario - TN and multiple NTN
	Revised to S1-223410
	

	Cont
	S1-223530
	InterDigital
	New use case on Inter-PLMN scenario - TN and multiple NTN
	
	Revision of S1-223243.
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