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1. Introduction

For at least the United States, the existing emergency service for television and radio broadcasters has a requirement for periodic monthly tests of the emergency broadcast system to prove the readiness of the emergency broadcast system. 

The PWS Technical Report needs to address the possibility that the PWS may also have to support periodic testing of the PWS on at least a regional regulatory basis.

This contribution proposes the inclusion of an editor note into section 5.15 to identify some of the considerations that must be addressed.

NOTE: The editor’s note proposed in this contribution is an enhanced version of the editor’s note that was originally proposed in contribution S1-060734 of the June 2006 SA1 meeting in Lisbon, Portugal. 

2. Proposed Text
*************************** START OF PROPOSED TEXT *********************

5.15

Periodic Testing Aspects

Editor’s note:  Specifically, this section should discuss:

· What are the requirements for periodic testing?  Are these requirements global or regional?
· Is the periodic testing end-to-end?

· Are the periodic test messages delivered to the user devices?  

· If a test alert message is sent to the user device, what is the behaviour of the UE and what is the user experience?  For example, can the user elect to turn off the notification of the test alert message?
· What is the delivery locality for the periodic test messages?  Specifically, does the test alert message indicate the target test alert area or is the test message sent to the entire coverage area of the wireless operator?
· If periodic test messages are end-to-end, are the test messages sent to every user in the alerting area for the periodic test message?

· For evaluation of network and air interface impacts, what are the frequency, duration, and re-transmission requirements for the periodic tests?

· How are periodic test messages and real alert messages handled if a real alert is issued during the time of a periodic test?
· Will the PWS have the capability to reject or cancel periodic testing under conditions of network congestion (subject to regional regulatory requirements)?
*************************** END OF PROPOSED TEXT *********************

