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Abstract:
It is proposed to cut and paste the text from ETWS TS into the new PWS TS relevant sections specific to ETWS. It is understood that all common based text will be inserted into the common requirements section when applicable.

Proposal
It is proposed to add the following text to the PWS TS in the chapter 5 as following:
----------- START OF PROPOSED TEXT -------------------------

5
Earthquake and Tsunami Warning System
5.3
 Duration of delivery time
Duration of the delivery time for PLMN operators is the time from the receipt of the Warning Notification by the PLMN operator, i.e. the edge of the 3GPP network, to the time that the Warning Notification is successfully delivered to the UEs.
Provisioning of delivery of Primary and Secondary Notification may be required.

-
Primary Notification shall be delivered within 4 seconds to the UE in the Notification Area where the Warning Notification is expected to be distributed even under congestion situation. 

-
Secondary Notification is delivered to the users in the Notification Area where the Warning Notification is expected to be distributed even under congestion situation.

Note: 
UEs that are out of coverage or switched off are not considered in the requirements. 

Note: 
Secondary Notification may not always be generated as it depends on the Warning Notification Provider’s policy. 
Note: 
Primary Notification may not always be generated (i.e. the warning may start with a Secondary Notification).

5.4
Granularity of the distribution
Requirements from the perspective of the granularity of the distribution are the following. 

-
Based on the geographical information indicated by the Warning Notification Provider, it shall be possible for the PLMN operators to select the Notification Areas based on their network configuration of the area coverage such as distribution of cells, Node Bs, RNCs, etc.

-
The geographical Area, e.g. prefecture, county, etc. shall be possible to be designated statically or dynamically by Warning Notification Provider. It is FFS how Warning Notification Provider and Network operators designates the geographical area. 

----------- END OF PROPOSED TEXT -------------------------

