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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

This clause is optional. If it exists, it is always the second unnumbered clause.

1
Scope

This Technical Report (TR) presents the results of the Study on LCS support for non-3GPP accesses. 

One main concept of EPC is to support a variety of different access systems (existing and future) ensuring mobility and service continuity between these access systems. In that perspective, the LCS support for non 3GPP accesses should be also taken into account. However, historically, TS 22.071 has been applicable only to 3GPP accesses and any new requirements for non 3GPP accesses have not been discussed yet. 
Therefore we need to consider how to support LCS in EPC for non 3GPP accesses, e.g. 3GPP2 and WiMAX. Supporting LCS in EPC for non 3GPP access does not necessarily mean that all positioning methods available in various kinds of non 3GPP accesses should be supported in EPC or inventing new positioning methods for other accesses. However, how to realize the presentation of location information in EPC when users are connected in non 3GPP accesses should be at least taken into account. In addition, the service scenarios should be discussed whether new service requirements are needed for the users camping on non 3GPP accesses through EPC.
This work will examine whether requirements in TS 22.071 would be applicable for non 3GPP accesses and specify new service requirements for the users connected to non 3GPP accesses through EPC. 
Consideration will be given, but not limited, to the following:

· High level requirements of LCS support for non 3GPP accesses;

· Location information provided to the LCS client for non 3GPP accesses;

· QoS requirements of LCS support for non 3GPP accesses.

· Priority between different LCS services for non 3GPP accesses.

· Privacy requirements of LCS support for non 3GPP accesses.
· Periodic location report of LCS services for non 3GPP accesses.
· Impact on the LCS client and the LCS server to support LCS services for non 3GPP accesses
2
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3
Definitions, symbols and abbreviations
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [x] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [x].
example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [x] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [x].
Abbreviation format

<ACRONYM>
<Explanation>

SUPL
Secure User Plane Location
4
Considerations
Editor’s note:  The following sections describe the considerations to realize LCS for non-3GPP accesses.
4.1 User plane solution

User plane solution has been developed in OMA based on IP to accommodate different radio accesses. Consequently, regardless of current attached access networks, as long as IP connection is available, then OMA solution works through direct communication between the location server and the UE. This protocol is called ‘Secure User Plane Location: SUPL’ and this seems to be well-suited to support LCS for non-3GPP accesses since naturally EPC is for All-IP. And this solution is also working for non-3GPP terminal for 3GPP2 and WiMAX and even WiMAX side already decided that SUPL would be used for location service. It is believed that there is no problem for 3GPP2 terminal to support SUPL. 

If this solution is adopted, then, it seems obvious that there is no impact at all on EPC, however, it needs to consider other aspects such as the interaction between location servers in HPLMN and VPLMN to support the positioning of the UE in the VPLMN. 

If the location server in VPLMN has a capability to calculate the position of the UE connected to non-3GPP access then the location server in the VPLMN may calculate the position of UE. But according to roaming agreement and operator policy, if the location server in the VPLMN cannot calculate the position of the UE connected to non-3GPP access, then VPLMN shall be possible to deliver assistance data to the location server in the HPLMN to calculate the position of the UE. The assistance data may consist of access specific information.

If the VPLMN does not have capabilities to calculate the position of UE connected to non-3GPP access then the location server in the VPLMN shall be possible to deliver the assistance data such as access specific parameters and so on to the location server in the HPLMN to calculate the position of UE. 

To achieve these cases, the interface between the location server in VPLMN and the location server in HPLMN shall support the deliver of these assistance data such as access specific parameters. Historically, this interface was specified in the OMA and the protocol has been specified in the RLP [3]. 
In turn, in this TR, requirement discussed above can be specified, then OMA can discuss further gap analysis to meet this requirement as done that for LCS support for GSM / WCDMA such as MLP [2] and RLP. MLP is stage 3 specification for the Le reference point [8] and RLP is stage 3 specification for the Lr reference point [8]. Additionally, RLP is an instantiation of a reference point between SUPL Providers with the purpose to transport information between SUPL Providers to enable positioning of roaming SUPL Enabled Terminals. Examples of such information are coarse position used when generating GPS assistance data or the actual GPS assistance data.
4.2 Control plane solution

A new work item has been started to specify control plane solutions for LCS in EPC, however, it does not include non-3GPP accesses yet. Moreover, the initial architecture option just started from SA2#67 meeting and several options were discussed. 

Control plane solution would be considered also to support LCS for non-3GPP accesses in EPC, however, it seems to be very complicated to realize this since a lot of network interfaces should be involved including non-3GPP access networks and terminals.
5
Requirements
Editor’s note:  The following listed clauses (non-exhaustive) are possible services. Considered requirements should be described.

To support non-3GPP UEs in EPC, following requirement shall be considered.

1. A requesting location server may include network specific parameters in the location request to position UEs in non-3GPP accesses through EPC. 3GPP2 and WiMAX shall be considered for non-3GPP accesses. 

2. It shall be possible to convey network specific parameters between the location servers to support UEs in non-3GPP accesses through EPC.

3. If the location server in VPLMN receives network specific parameters via an interface between the location servers, it may utilize those for the purpose of calculating a location estimate of UEs in non-3GPP accesses through EPC.

6
Conclusion
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