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Introduction

At SA1 #42 initial definitions for the SA1 Public Warning System Requirements (PWSR) specification (TS 22.268) were agreed. Some of these definitions were based on the definitions used in SA1 Earthquake and Tsunami Warning System (ETWS) specification (TS 22.168), while other definitions were new for PWS. This contribution proposes modifications and additions to the previously agreed definitions.
Discussion

Currently, the definitions for Commercial Mobile Alert System (CMAS) and Earthquake and Tsunami Waning system state they are subsystems of PWS. This definition could be misleading as CMAS and PWS provide additional capabilities beyond those specified for PWS. To address this concern are proposing to drop the term subsystem from the definition.

The definition for CMAS was discussed at SA1 #42 and some issues were noted. We would prefer to continue using the term CMAS as this term is used in the Standards Development Organization (SDO) reference [Ref 4] and the three US Federal Communications Commission (FCC) Report and Order rulemaking references [Ref 1, Ref 2, Ref, 3]. In addition, we are proposing to modify this definition.
We have noticed a potential inconsistency in the use of the definition for Notification Area. In one case this may refer to the geographical information provided by the Warning Notification Provider and in another case it may refer to the actual area where the Warning Notifications are broadcast that best approximates the geographical information provided by the Warning Notification Provider. We are proposing to clarify the definition of Notification Area so that it refers to the latter case.
The above proposed modifications and additions are shown below.

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [x] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [x].
Commercial Mobile Alert System:  is a Public Warning System that delivers Warning Notifications provided by Warning Notification Providers to 3GPP UEs. Three different classes of Warning Notifications are supported, 
Earthquake and Tsunami Warning System:   is a Public Warning System that delivers Warning Notifications specific to Earthquake and Tsunami provided by Warning Notification Providers to the UEs which have the capability of receiving Primary and Secondary Warning Notifications within Notification Areas through the 3GPP network.
Notification Area:   is an area where Warning Notifications are broadcast. This is an area that best approximates the geographical information provided by the Warning Notification Provider.
