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This contribution proposes 
· Requirements for service continuity between CSG cells;

· Some editorial changes in idle mode and active mode; and
· Moved to common section since requirements are common
*********** start of text proposal *****************

5.x
Home NodeB and Home eNodeB selection

5.x.1
PLMN selection

The standard automatic and manual network selection procedures will be used to register on a PLMN via a HNB/HeNB.

5.x.2
Idle-mode operation

5.x.2.1
UE moving in a CSG cell

-
When a UE in idle mode detects the presence of a CSG cell whose CSG identity is in the UE’s list of allowed CSG identities (white list), the UE shall select the CSG cell as specified for UTRAN in TS25.304 [6] and E-UTRAN in TS36.304 [7]. The reselection should balance battery power consumption against performance but shall have comparable performance to a cell reselection between two non-CSG cells where no neighbour cell information is provided by the network.

Note: 
the reselection procedure may not be assisted by the network.

Note: 
it is desirable that the reselection procedure does not result in a perceivable stand by time reduction for the user.

5.x.2.2
UE moving out of a CSG cell

-
A UE in idle mode in coverage of the CSG cell shall execute cell reselection process, according to which a non-CSG cell or another CSG cell will be selected when the cell reselection criteria indicates that it should be selected. The reselection shall have the same performance as a cell reselection between two non-CSG cells in the case where network assistance is available. In the case where network assistance is not available, the cell reselection performances shall be the same as the cell reselection to a CSG cell.

5.x.3
Connected mode operation

-    With the exception of GERAN to E-UTRAN handover, it shall be possible to support service continuity when UE moves from a non-CSG cell to a CSG cell.

-    It shall be possible to support service continuity when UE moves from a CSG cell to a non-CSG cell or another CSG cell. 

*********** start of next change *****************














