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At the NOVES SWG meeting at SA1#51 it was noted that some subcluses were different in structure. This document proposes to align the structure of subclause 4.8 with other use case subclauses.
4.8
Use case 8
 Automatic resend during NOVES
4.8.1
Short Description

Steve encounters an emergency situation where he becomes incapacitated or unable to interact with the device during the NOVES Call. Steve’s situation continues to change and develop  (Mobile or nature of emergency) Steves UE is enabled to automatically resend information at predetermined intervals e.g. audio, updated pictures and or updated location. 




4.8.2
Actors

Steve, NOVES user

Carol, PSAP call taker

4.8.3
Pre-Conditions

John has a UE which supports NOVES.  

The PSAP has NOVES capabilities.
Network supports NOVES
4.8.4
Post-Conditions

John's call was routed correctly to the PSAP, 

4.8.5
Normal Flow

1. Carol is a PSAP call taker and receives the initial NOVES message from Steve.
2. Carol determines that dispatching an emergency response team is warranted and dispatches the Emergency Response team to Steve’s location.
3. Carol receives further automatic NOVES messages from Steve updating her with the changing situation (Audio, Pictures, video etc). Carol has the option to stop automatic updates.

4. Carol forwards this information to the emergency response team
4.8.6
Alternative Flows
TBD
4.8.7
Exceptions

TBD
