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>>>>> 1st Change <<<<<<

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Road Side Unit: an entity supporting V2I Service that can transmit to, and receive from a UE using V2I application. RSU is implemented in an eNodeB or a stationary UE. 
V2I Service: a type of V2X Service, where one party is a UE and the other party is an RSU both using V2I application.
V2N Service: a type of V2X Service, where one party is a UE and the other party is a serving entity, both supporting V2N applications and communicating with each other via LTE network entities.
V2P Service: a type of V2X Service, where both parties of the communication are UEs using V2P application.
V2V Service: a type of V2X Service, where both parties of the communication are UEs using V2V application.  
V2X Service: a type of communication service that involves a transmitting or receiving UE using V2V application via 3GPP transport. Based on the other party involved in the communication, it can be further divided into V2V Service, V2I Service, V2P Service, and V2N Service. 

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

CACC 
Corporative Adaptive Cruise Control
HV
Host Vehicle

ITS
Intelligent Transport Systems

RV
Remote Vehicle
RSU
Road Side Unit
TTC
Time to Collision

V2I
Vehicle-to-Infrastructure

V2N
Vehicle-to-Network
V2P
Vehicle-to-Pedestrian
V2V
Vehicle-to-Vehicle

V2X
Vehicle-to-Everything
VRU
Vulnerable Road User
>>>>> End of 1st Change <<<<<<

