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1
Overall description
TS 22.101 has the following requirements:

10
Emergency Calls

10.1 
General requirements

[..]

The serving network may download emergency call numbers to the UE in order to ensure that local emergency call numbers are known to the UE.

[..]
Emergency calls over WLAN shall be supported as above with the following caveats:

· The UE issues an Emergency session over WLAN access to EPC only when 3GPP access for emergency call is not possible or available (e.g. no 3GPP coverage).
10.1.1 
Identification of emergency numbers
The ME shall identify an emergency number dialled by the end user as a valid emergency number and initiate emergency call establishment if it occurs under one or more of the following conditions. If it occurs outside of the following conditions, the ME should not initiate emergency call establishment but normal call establishment. Emergency number identification takes place before and takes precedence over any other (e.g. supplementary service related) number analysis.

a)
[..].
d)
Additional emergency call numbers that may have been downloaded by the serving network when the SIM/USIM is present.

TS 23.167 contains the following requirement:

Annex J (normative):
IMS emergency services using WLAN access to EPC

[..]

J.2
UE specific behaviour

For the specific case where the UE has selected to make an emergency call over WLAN access to EPC (hence the UE has detected that the target URI or dialled digits correspond to an emergency sessions), the UE shall use the following procedures:

-
Procedure for determining the list of emergency numbers:

-
[..]

-
The UE may also determine that the dialled digits/types correspond to an emergency call based on the list of Emergency Call Numbers retrieved via a previous query to a DNS in the same country or via Access Network Query Protocol (ANQP) procedures defined in IEEE Std 802.11‑2012 [47] from the associated WLAN AP.

CT1 have considered the following scenario:

· if a UE is attached to 3GPP access and associated with a WLAN AP, and a dialled number:

· does not match any emergency call number stored in UICC;

· does not match any emergency call number stored in ME; 

· does not match any emergency call number received via 3GPP access from the last registered PLMN via mobility management procedures; and

· matches an emergency number included in the ANQP or DNS (reached via IP network of WLAN) obtained local emergency call number/types;

should the UE attempt to make an emergency call over 3GPP access and indicate type(s) of emergency services derived for the dialled number in the ANQP or DNS (reached via IP network of WLAN) obtained local emergency call number/types?
CT1 discussed whether ANQP or DNS obtained local emergency call number/types can also apply when 3GPP access is selected for the emergency call.

2
Actions
To SA2 

ACTION: 
3GPP TSG CT WG1 asks SA2 to answer the above question.
To SA1 

ACTION: 
3GPP TSG CT WG1 asks SA1 to confirm whether it is acceptable from a service requirement point of view to make emergency numbers received via WLAN not applicable to 3GPP access.
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Dates of next TSG CT WG1 meetings
TSG CT WG1 Meeting 102
13-17 February 2017
Dubrovnik, Croatia

TSG CT WG1 Meeting 102
3- 7 April 2017

Spokane (WS), USA
