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Abstract: This document proposes Note for Use Cases because there is a chance to be misinterpreted the link between local service and its access mechanism
Background 
FS_PARLOS includes diverse use cases; the objective of including diverse use cases is to cover key aspects of the capability that illustrate the potential requirements. 
Since each service example in use cases is different and each of these services is linked to a specific access mechanism (e.g. VoLTE for temporary manual roaming, customer care for captive portal) in the use case, there will be a great chance to be misinterpreted that each service uses ONLY responding access mechanism addressed in each use case.
To avoid confusion, I would like to propose this change. 
[bookmark: _Toc466915124][bookmark: _Toc467058233]--- Beginning of change ---
[bookmark: _Toc466615457]4	Overview
[bookmark: _Toc408371048]Provision of restricted local operator services enables UEs to access operator provided restricted local operator services without being authenticated. This need is based on FCC regulations in the U.S. related to manual roaming as noted in the Code of Federal Regulations (CFR) Title 47 Chapter 1 Subchapter B Part 20 Section 20.3 and the Code of Federal Regulations (CFR) Title 47 Chapter 1 Subchapter B Part 20 Section 20.12 (Resale and Roaming) Subparagraph c [2].  
The capability to access restricted local operator services, as mandated by the FCC, can also be used to provide access to other operator specific restricted local operator services.  The services themselves are out of scope of 3GPP. Access to any local services is completely under the operator's control; the set of local services can be specified by the operator such that no other service is allowed for these UEs.  Three examples of restricted local operator services are provided below.
Restricted local operator services can support a number of use cases. The first example is the temporary manual roaming use case.  An end user travels to a region where their home operator does not have a roaming agreement with the local service provider.  The end user is able to contact the local service provider’s roaming care service and arrange for service in the region on a temporary basis. The end user cannot access any other service until this arrangement is established. 
Another example of a restricted local operator service is customer care for subscribers who have questions about their subscription. In this case, an end user can access the operator’s customer care center.  The customer care center service is able to answer questions for the end user.
A third example of a restricted local operator service is access to a local service by an unlocked UE that contacts a customer subscription center in order to initiate a subscription with the network operator. In this case, the UE is not able to be authenticated in any network until the subscription has been established with the local service provider. 
An operator can choose to offer access to a specific set of restricted local operator services.  The operator can choose to allow unauthenticated UEs to have access to these restricted local operator services. 
The ability to provide access to such restricted local operator services has been available to U.S. operators on a proprietary basis. However, the wide deployment of LTE and corresponding introduction of VoLTE creates demand for a standardized mechanism to allow a UE to access these restricted local operator services (e.g., dialing a particular digit string, accessing a captive portal) without being successfully authenticated for access. The leading provider of these services today processes over 23 million such local service attempts each month, indicating the widespread use of the capability.
NOTE:	In the use cases addressed below, local services are not specific to the access mechanism described. Different access mechanism can be applied to the local service.
5	Use Cases
[bookmark: _Toc408371049][bookmark: _Toc466615459]5.1	Access to restricted local operator service for customer care using captive portal
[bookmark: _Toc408371050][bookmark: _Toc466615460]5.1.1	Description
An operator has chosen to provide a set of restricted local operator services to their customers.  To ensure comprehensive support for their customers, these services are accessible by unauthenticated UEs. In this case, the operator provides a captive portal to which customer UEs that fail authentication can be redirected. To ensure the security of the network, access to this service is restricted to prevent any secondary call attempts. The call must be fully disconnected, ensuring any other service access attempt follows normal access procedures, including authentication.
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