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	Reason for change:
	CT1 has agreed CRs from Rel-10 onwards related to originating and terminating access domain selection for a voice centric UE when an IMS voice or emergency session exists, this UE performing or having performed registration in a tracking area where the IMS Voice Over PS Session Indicator is set to "not supported", in support of the following deployment scenario: UE and network support IMS voice calls and CS Fallback, the RAN is IMS voice capable and the MME uses EPS bearer contexts with the required QoS to support the voice call, but IMS voice is not homogenously supported in all tracking areas.

CT1 agreed CR 0290 on TS 24.292 specifies the UE behaviour for additional MT sessions with voice media in a TA indicating voice over PS is not supported when there is an existing IMS voice or emergency session.

CT1 agreed CR 0988 on TS 23.237 allows terminating sessions with voice media in a TA indicating voice over PS is not supported, when there is a session with voice media

TS 23.401 does  not take into account if there is an existing IMS voice call with the voice bearer in the PS domain through E-UTRAN in the routing of incoming IMS voice calls to the correct domain (PS or CS).
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* * * First Change * * * *

4.3.5.8
IMS voice over PS Session Supported Indication

The serving PLMN shall send an indication toward the UE during the Attach procedure and Tracking Area Update procedures if an IMS voice over PS session is supported. The serving PLMN uses this indicator to indicate to the UE whether it can expect a successful IMS voice over PS session. A UE with "IMS voice over PS" voice capability should take this indication into account when establishing voice over PS sessions (as specified in TS 23.221 [27]) as well as when determining whether to deactivate the special handling of ISR locally (as detailed in clause 4.3.5.6).

The serving PLMN provides this indication based e.g. on local policy, HPLMN, the SRVCC capability of the network and UE and/or extends of E-UTRAN/UTRAN coverage. The serving PLMN shall indicate to the UE that the UE can expect a successful IMS voice over PS session only if the MME is configured to know that the serving PLMN has a roaming agreement for IMS voice with the HPLMN of the UE. This indication is per TAI list.

On request by the HSS, the MME shall indicate the following:

-
whether or not an IMS voice over PS Session is supported in the TA(s) that are registered for the UE ("IMS voice over PS Session Supported Indication"), together with the time of the last radio contact with the UE; and

-
the current RAT type.

NOTE:
In order to support routing of incoming IMS voice calls to the correct domain (PS or CS), the network-based T-ADS (see TS 23.292 [60] and TS 23.221 [27]) requires that there is homogeneous support/non-support of IMS voice over PS session for all registered TAs of the UE, except if there is an existing IMS voice/emergency session with the voice/emergency bearer in the PS domain through E-UTRAN access.
* * * End of Changes * * * *

