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GSMA BARG Roaming Charging Principles Group (RCPG) took a deep dive into reviewing the Local Breakout scenario and use of IMS NNI for IMS (VoLTE/RCS) Services in Roaming Agreements, and associated charging principles.  The following questions specific to exchange of real time usage between HPMN and VPMN arose:

(1) Whether the defined solution for Gy when roaming will support the specific HPMN requirement of providing visibility to real-time data usage (e.g. for RCS services), and the ability to turn off data in the VPMN when a subscribed usage threshold is reached (still keeping VoLTE and SMS available); and

(2) Whether the solution for Gy when roaming is completely in place, i.e., 

a) Do current Gy specifications allow an interoperable inter-operator interface

b) How (in the use case of non VoLTE IMS services) would inter-operator co-ordination work with respect to the values of the Rating Groups / service-Identifiers available over Gy? Would this use case  require S9, an OCS proxy or some other means?

(3) If Gy is used without complete implementation of S9, are existing specifications adequate to support static provisioning of policies in the PCRF of the visited network for RCS services roaming between roaming partners (i.e. VoLTE, Video Telephony, other IMS-based services)?

ACTION:

GSMA BARG RCPG would like to kindly ask 3GPP SA2 and SA5 to provide answer to the questions above so the requirements for Local Breakout scenario and use of IMS NNI for IMS (VoLTE/RCS) in Roaming can be fulfilled. 

Next BARG RCPG Meetings:

RCPG #15 Wednesday 23rd April 2014 12h GMT Conference call
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