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S2-000001


SA2 chairman


draft Agenda
No

S2-000002


MCC


Minutes of SA#10
No

S2-000003
all

MCC


list of TS and TR handled by S2 and SMG12
No

S2-000004
23.002
004
MCC
F
R99
General improvements of the split between section 3 (Definitions and abbreviations) and section 4 (The entities of the mobile system).
No

S2-000005
23.002
005
MCC
D
R99
Re-ordering of section 4 (The entities of the mobile system).
No

S2-000006
23.002
006
MCC
D
R99
Re-ordering of section 5 (Configuration of a Public Land Mobile Network).
No

S2-000007
23.002
007
MCC
D
R99
Re-ordering of section 6 ("PLMN interfaces").
No

S2-000008
23.002
008
MCC
D
R99
Simplification of the figure 1 (configuration of a PLMN and interfaces)
No

S2-000009
23.002
009
MCC
B
R99
Introduction of CAMEL aspects.
No

S2-000010
23.002
010
MCC
D
R99
Move of GLR aspects.
No

S2-000011
23.002
011
Mannesmann
B
R99
Introduction of CBS aspects
No

S2-000012
23.060
052r1
Nokia
B
R99
QoS Related Updates
No

S2-000013
23.060
085
Motorola
B
R99
Storage of Aggregated BSS QoS Profile in the SGSN
No

S2-000014


Lucent


Clarifications for Service control for roaming subscribers in All IP

network
No

S2-000015
23.060

Editor


23.060 v.3.2.1 + cover page
No

S2-000016
03.60

editor


03.60 v.6.6.0
No

S2-000017
03.60

editor


03.60 v.7.3.0
No

S2-000018
23.107

editor


23.107 v.3.1.0
No

S2-000019
23.002

MCC


23.002 v.3.2.0
No

S2-000020
03.02

MCC


03.02 v.7.1.0
No

S2-000021
03.71

MCC


03.71 v.7.2.1
No

S2-000022
23.171

editor


23.171 v.1.1.0
No

S2-000023
23.121

editor


23.121 v.3.2.0
No

S2-000024
23.821

editor


23.821 v.0.0.0
No

S2-000025
23.110

editor


23.110 v.3.3.0
No

S2-000026
23.127

editor


23.127 v.1.1.0
No

S2-000027
21.101

MCC


21.101 v.2.2.0
No

S2-000028
23.060
086
Lucent
C
R99
Modification to selective routing area update procedure
No

S2-000029
23.821

Lucent


Proposed text for TR 23.821 on Service Capabilities
No

S2-000030
23.127

Lucent


Re-inclusion of call overload methods in OSA 23.127
No

S2-000031
23.060
087
Cisco
B
R99
QoS parameters to be propagated downlink for network initiated PDP Context Request
No

S2-000032
23.060
088
Ericsson
B
R99
QoS delay budget in CN and RAN.
No

S2-000033
23.060
089
Ericsson
C
R99
Release of RABs Without PDP Context Modification
No

S2-000034
23.060
090
Ericsson
?
R99
NSAPI as RAB identifier for packet domain.
No

S2-000035
23.060
091
Ericsson
F
R99
Correction to GPRS/CAMEL interworking.
No

S2-000036
23.060
092
Ericsson
B
R99
IP Multicast support in GPRS.
No

S2-000037
23.060
093
Ericsson
B
R99
Enhancements to GPRS subscriber data for multiple PDP contexts.
No

S2-000038
23.060
080r1
Siemens
F
R99
GPRS Interworking With CAMEL
No

S2-000039
23.821

Siemens


Domain definitions for TR 23.821
No

S2-000040
23.821

Siemens


Reference architecture for TR 23.821
No

S2-000041
23.821

Siemens


Transport independance and protocol stacks
No

S2-000042
R00

Lucent


Registration Procedure for Wireless Mobile H.323 Terminals
No

S2-000043
R00

Lucent


IP Address Allocation to Wireless Mobile H.323 Terminals
No

S2-000044
LS in

EP UMTS


LS on the use of IPv6 within UMTS
No

S2-000045
03.60
A182
France Telecom
F
R97
Removal of the description of the cell reselection algorithm
No

S2-000046
03.60
A183
France Telecom
F
R98
Removal of the description of the cell reselection algorithm
No

S2-000047
23.060
094
France Telecom
F
R99
Removal of the description of the cell reselection algorithm from 23.60
No

S2-000048
23.060
095
Siemens
F
R99
Change the title of 23.060
No

S2-000049


NTT DoCoMo


Working plan to complete OoBTC (Out-of-Band Transcoder Control) in R99
No

S2-000050


NTT DoCoMo


Working plan to complete Multicall in R99
No

S2-000051
23.107
012
NTT DoCoMo
D
R99
Editorial midification of the QoS attributes units
No

S2-000052
23.060

NTT DoCoMo


Proposed Maximun N-PDU length
No

S2-000053


NTT DoCoMo


Push service in 3G PS Domain
No

S2-000054
03.71
A005
T1P1.5
F
R98
Corrections for LCS Open Issues
No

S2-000055
23.002
012
T1P1.5
C
R99
Add LCS enhancements
No

S2-000056
LS in

S1


LS concerning message screening
No

S2-000057
LS in

CN OSA ad hoc


LS response on the interaction between MMS, SAT, MExE, non-MExE terminals and Camel/Open Service Architecture
No

S2-000058
LS in

T2


LS on VHE/OSA Service Capabilities Features and MMS
No

S2-000059
LS in

S1


LS on the Prioritisation of VHE Service Capability Features
No

S2-000060
LS in

S1


LS response on Open Issues on 3G to 2G Handover (packet Switched domain)
No

S2-000061
LS in

S1


LS concerning HSCSD specifications (see tdoc 106)
No

S2-000062
LS in

S1


LS to N3 (Cc S2) on 3G Services (see tdoc 86)
No

S2-000063
LS in

S1


LS on SoLSA support on UTRAN
No

S2-000064
LS in

S1


LS for clarification of necessity of registration Interworking profile for activation on PS domain
No

S2-000065
LS in

S1


LS concerning multicall
No

S2-000066
LS in

S1


LS to R2 (Cc S2) on CBS Reception in Connected Mode
No

S2-000067
LS in

S1


LS on Requirements for Network Selection
No

S2-000068
LS in

S1


LS on Push Services for GPRS
No

S2-000069
LS in

S1


LS on addition of general bearer services
No

S2-000070
LS in

S1


LS on anonymous access for release 99 (see tdoc 110)
No

S2-000071
LS in

S1


LS on Bearer Modification Without Pre-Notification
No

S2-000072
LS in

S1


LS response on SRNS Relocation and handover
No

S2-000073
LS in

R2


LS response on Usage of NSAPI, RB identity, RAB Id

and TEID (see also tdoc 78)
No

S2-000074
LS in

R2


LS to R3 (Cs S2) on Usage of Uu Interface Sequence Numbers in Relocation of SRNS and in Inter System Handovers
No

S2-000075
LS in

R2


LS on RAB information and Lossless RNS relocation signalling
No

S2-000076
LS in

R3


LS to S1, N1 (Cc S2) on RAB linking
No

S2-000077
LS in

R3


LS to N1, R2 (Cc S2) on SAPI in Direct Transfer message
No

S2-000078
LS in

R3


LS on usage of NSAPI, RB identity, RAB ID and TEID (see also tdoc 73)
No

S2-000079
LS in

R3


LS on usage of E interface in 2G-3G inter-working
No

S2-000080
LS in

CN OSA ad-hoc


LS to S3 (Cc S1, S2) on security issues in VHE/OSA
No

S2-000081
LS in

CN OSA ad-hoc


LS on Annex A of VHE/OSA Stage 2 (3G TS 23.127 v 1.1.1)
No

S2-000082
LS in

N1


LS response to R2 (Cc S2) on Emergency calls using IMEI as UE identifier
No

S2-000083
LS in

N1


LS on Session Management QoS parameters
No

S2-000084
LS in

N1


LS to R2, SMG2A (Cc S1, S2) on UMTS PLMN selection
No

S2-000085
LS in

N1


LS on Maximum size of N-PDU
No

S2-000086
LS in

N3


LS to S1 (Cc S2) on 3G Services (see tdoc 62)
No

S2-000087
LS in

N3


LS response on UMTS and RAB parameter value ranges and granularity
No

S2-000088
LS in

N3


LS on QoS mapping in case of HO from 3G to 2G system
No

S2-000089
LS in

S3


LS on security issues in VHE/OSA
No

S2-000090
LS in

S3


LS to to N2 (Cc S2) on MAP Security
No

S2-000091
LS in

S4


LS on DelayFigures
No

S2-000092
LS in

T3


LS (Cc S2) on the interaction between MMS, SAT, MExE, non-MExE terminals and Camel/Open Service Architecture
No

S2-000093
LS in

T3


LS to S1 (Cc S2) on Network Selection Issues
No

S2-000094
LS in

T3


LS response on 'Clarification of the information storage in USIM'
No

S2-000095
LS in

EP TIPHON


LS on TIPHON quality of service
No

S2-000096
LS in

SMG2


LS on Clarification of the cell reselection for a GPRS MS
No

S2-000097
LS in

SMG2


LS on GERAN architecture. Response to S2-99F16.
No

S2-000098
LS in

GSM Association


LS on GPRS Terminal Support of Network Operation Modes I and II
No

S2-000099


S2 vice chairman


Status of S2 e-mail discussions between S2#10 and S2#11
No

S2-000100
23.060
096
Motorola
B
R99
Removal of PDP Type X.25 support
No

S2-000101
23.060
097
Motorola
?
R99
AAL5 description
No

S2-000102
23.060
098
Motorola
B
R99
Removal of Anonymous Access support
No

S2-000103
23.060
099
Motorola
B
R99
Removal of TCP support in the packet domain PLMN backbone network
No

S2-000104
23.060
100
Motorola
B
R99
IPv6 as optional Iu and Gn protocol
No

S2-000105
23.060
101
Motorola
B
R99
Common GPRS and UMTS PS attach procedure
No

S2-000106
LS in

N1


LS to S1 (Cc S2, N3) concerning HSCSD specifications (see tdoc 61)
No

S2-000107
LS in

N1


LS response on Usage of RANAP over MAP/E i/f for UMTS to UMTS Inter-MSC SRNS Relocation (see tdoc 161)
No

S2-000108
LS in

N1


LS on questions on the CR 10r1 to TS 23.107
No

S2-000109
LS in

N1


LS to S1, R3 (Cc S2) on RAB linking
No

S2-000110
LS in

N1


LS to S1 (Cc S2) on removal of Anonymous Access from Release 97 and 98 (see tdoc 70)
No

S2-000111
LS in

N1


LS to S1 (Cc S2) on Requirements for Network Selection
No

S2-000112
30.801

editor


30.801 v.1.1.0
No

S2-000113
30.802

editor


30.802 v.1.2.0
No

S2-000114
30.804

editor


30.804 v.1.0.0
No

S2-000115
30.806

editor


30.806 v.1.2.2
No

S2-000116
30.808

editor


30.808 v.1.1.0
No

S2-000117
30.810

editor


30.810 v.1.0.0
No

S2-000118
30.812

editor


30.812 v.1.0.0
No

S2-000119
23.127

Ericsson


Support for Terminal Capabilities (OSA/VHE)
No

S2-000120
23.060
102
Ericsson
F
R99
Classmark handling
No

S2-000121
23.060
103
Ericsson
F
R99
UMTS Authentication
No

S2-000122
23.060
104
Ericsson
F
R99
Serving RNC Relocation procedure in case of handover via the CN
Yes

S2-000123
23.060
105
Ericsson
F
R99
Transfer of present RA from UTRAN to SGSN (at RA Update)
No

S2-000124
23.060
106
Ericsson
F
R99
Service Request
No

S2-000125
23.107
013
Ericsson
C
R99
Generation of QoS parameters for CS data services for call setup and interworking
No

S2-000126
23.821

Ericsson, Nokia


Proposal for R00 Reference Architecture
No

S2-000127
23.821

Ericsson, Nokia


Proposal for R00 Reference Architecture, Implementation Options
No

S2-000128
23.821

Ericsson


Clarification of reference points Nc, Nb and Mc in R'00 Architecture
No

S2-000129
23.821

Ericsson


Role of the Serving Network
Yes

S2-000130
23.821

Ericsson


QoS control of IP Bearer Service
No

S2-000131
23.821

Ericsson


Processing of RSVP signalling in the MT
No

S2-000132
23.060
065r1
Nokia
B
R99
Radio bearer release and PDP context interaction
No

S2-000133
23.060
107
Nokia
F
R99
Correction to Address allocation procedure for PDP Type IPv 6
No

S2-000134
23.060
067r3
Nokia
B
R99
Subscriber and equipment trace for PS domain
No

S2-000135
23.060
066r2
Nokia
D
R99
Improving charging efficiency
No

S2-000136
23.060
108
Nokia
F
R99
Aligning SRNC relocation procedure
No

S2-000137
23.060
109
Nokia
F
R99
PDCP sequence numbers in SRNC relocation
No

S2-000138
23.171

Nokia


"Update and proposed added content to TS 23.171, LSC System stage 2"
No

S2-000139
23.171

Nokia


LCS support in GPRS/ 3G-PS, proposed new text for 23.171
No

S2-000140
23.171

Nokia


Location services, GSM and UMTS
No

S2-000141
23.821

Lucent


Defining the "CSCF Discovery" Problem
No

S2-000142
23.821

Lucent


An approach to discovery of the CSCF and other servers
No

S2-000143
23.821

Lucent


Comments on Release 2000 Reference Architecture
No

S2-000144
23.821

Lucent


General Principles of QoS Control Policies for UMTS
No

S2-000145
23.060
110
Ericsson
D
R99
RAB Assignment Description
No

S2-000146
23.127

Siemens


Comments on the OSA Specification
Yes

S2-000147
23.127

Ericsson, Siemens


Extension of the User Interaction SCF to Support USSD and Data Download
No

S2-000148
23.127

Ericsson, Siemens


Proposal for new VHE/OSA User Location and User Status Interface
No

S2-000149
23.060
111
Ericsson
F
R99
Correction of old QoS attributes references in chapter 12
No

S2-000150
23.060
112
Ericsson
F
R99
NSAPI missing after change from TID to TEID
No

S2-000151
23.121
053
Telia
F
R99
Tunnel Endpoint Identifier
No

S2-000152
23.127

Siemens


Proposal for new VHE/OSA Framework interfaces
No

S2-000153
23.821

Alcatel


Architectural principles for R00
No

S2-000154
LS prop

Vodafone


prop LS to T3 (Cc S3) LS on 'Clarification of the information storage in USIM.
No

S2-000155
23.060

Vodafone


Overall description of GPRS simple class A mobiles
No

S2-000156
23.060
X
Vodafone
B
R99
GPRS: support of “simple” class A mobiles
No

S2-000157
23.060
113
NTT Communicationware
B
R99
Clarification of the UTRAN function of sending a RAI to a SGSN
No

S2-000158
23.060
114
NTT Communicationware
C
R99
Clarification of RANAP and GTP procedures in SRNS relocation
No

S2-000159
LS prop

NTT Communicationware


Proposed reponse to LS on usage of NSAPI, RB identity, RAB ID and TEID
Yes

S2-000160
23.121

Alcatel


Discussion on Inter 3G MSC SRNS relocation
No

S2-000161
LS prop

Alcatel


Draft LS Response to N1, SMG2 (Cc N2, R3) on Usage of RANAP over MAP/E i/f for UMTS to UMTS Inter-MSC SRNS Relocation (S2-000107)
No

S2-000162
23.121
054
Alcatel
C
R99
Inter 3G MSC SRNS relocation
No

S2-000164


Nortel


Home Subscriber Server (HSS) Functionality
No

S2-000165


Nortel


Network Initiated Secondary PDP Context activation procedure
No

S2-000166


Nortel


Use of RSVP Signaling for PSTN-terminating Calls in 3GPP Networks
No

S2-000167
23.060
115
Ericsson
F
R99
P-TMSI and P-TMSI Signature re-allocation in MS initiated Detach procedure
No

S2-000168
23.127

Lucent


Re-inclusion of call overload methods in OSA 23.127
Yes

S2-000169
LS in

S3


LS on Functions of Key Distribution and Key Administration for MAP security
No

S2-000170
23.121

Tellabs and BT


Gateway echo control in 3G networks
No

S2-000171
LS prop

Tellabs, Nortel Networks,Siemens, Mannesman, Motorola.


Wideband Speech Service: Technical Developments Needed For GSM and 3G.
No

S2-000172
23.127

Ericsson


Support for Terminal Capabilities (OSA/VHE)
No

S2-000173
23.060
87r1
Cisco
B
R99
QoS parameters to be propagated downlink for network initiated PDP context request
No

S2-000174
LS out

Motorola


Draft LS to S1 to Deletion of PDP type X.25
No

S2-000175


Rogers Cantel


QoS requirements to be considered for inclusion in the All-IP network
No

S2-000176






No

S2-000177


Lucent, Nokia


Clarifications for Service control for roaming subscribers in All IP network
No

S2-000178


Lucent, Nokia


Proposed text for TR 23.821 on Service Capabilities
No

S2-000179
LS prop

S2


Linked to S2-000063.
No

S2-000180
LS prop

Nokia


Prop LS to S1 (Cc N3) on clarification of necessity of registration
No

S2-000181





SP-99607 (linked to LS in S2-000067)
Yes

S2-000182
LS prop

Motorola


Proposed LS to S1 (Cc N3) on Push Services for GPRS
No

S2-000183
LS prop

Motorola


Prop LS to S1 (Cc N1, N2) on anonymous access for release 99
Yes

S2-000184
LS prop

Ericsson


prop LS to S1, N1, N3 (Cc T2) on Bearer Modification Without Pre-Notification
No

S2-000185
LS prop

Nokia


prop LS response to R2 (Cc R3, n1, n2) on RAB information and Lossless RNS relocation signalling
No

S2-000186
LS prop

France Telecom


Proposed LS to S1 (Cc N2) on 3G to 2G Handover
No

S2-000187
23.127

Ericsson


Modification of the authorization paragraph in 23.127 v.1.1.1.
No

S2-000188
23.127

Ericsson


Removal of the Leg interface class in call control SCF
No

S2-000189
23.127

Ericsson


Support for application specific charging information
No

S2-000190
23.127

Ericsson


TS 23.127 v.1.1.1
No

S2-000191
23.060

Motorola, T-Mobil


QoS max SDU size
No

S2-000192
LS prop

Nokia


prop LS to R2 on RAB information and Lossless RNS relocation signalling
Yes

S2-000193
LS out

S2


answer to S2-000079
No

S2-000194
LS prop

Alcatel


prop LS response to R2 (Cc N1) on Emergency calls using IMEI as UE identifier
No

S2-000195
LS prop

Vodafone


draft answer to S2-000093
Yes

S2-000196
LS prop

Motorola


prop LS response to Tiphon WG5 (Cc S1, S3, S4) on TIPHON Quality of Service
No

S2-000197
23.060
116
Nokia
D
R99
Subscriber and equipment trace for PS domain
No

S2-000198
LS prop

Nokia


prop LS response to N1 (Cc S4) on "LS on questions on the CR 10r1 to TS 23.107"
No

S2-000199
23.107
014
Nokia
F
R99
Clarification of Inter-release handover
No

S2-000200


Nokia


Presentation on "R99 UMTS QoS Concept and Architecture"
Yes

S2-000201
LS in

S5



No

S2-000202
23.127

Ericsson


Revision of S2-000147.
No

S2-000203
23.127

Ericsson


Proposed modifications to 23.127.
No

S2-000204
23.060
117
Motorola


withdrawn
No

S2-000205
23.002
005r1
MCC
D
R99
Revision of S2-000005
Yes

S2-000206
23.002
009r1
MCC
B
R99
Revision of S2-000009
Yes

S2-000207
23.002
011r1
Mannesmann
B
R99
Revision of S2-000011.
No

S2-000208
LS prop

France Telecom


prop LS to SMG2 on cell reselection for a GPRS MS
No

S2-000209
23.060
052r2
Nokia
B
R99
QoS Related Updates
No

S2-000210
LS prop

Nokia


prop LS to N1 "LS on Multiplexing of NSAPIs"
No

S2-000211
23.060

Ericsson


Revision of S2-000032.
Yes

S2-000212



F
R99
Revision of S2-000033.
No

S2-000213
23.060
118
Nokia
F
R99
Inter-Release Handover Correction
Yes

S2-000214
LS prop

Vodafone


LS linked to S2-000103.
No

S2-000215

100r1
Motorola
F
R99
IPv6 as optional Iu and Gn protocol
No

S2-000216


Motorola
F

Revision of S2-000105.

Only the category in the front page has been changed.
No

S2-000217


Ericsson


Classmark handling
Yes

S2-000218
23.121
055
Mannesmann
F
R99
Change of the reference point name according to 23.002
No

S2-000219
23.060
103r1
Ericsson
F
R99
UMTS Authentication
No

S2-000220
23.002
013
Nokia
B
R99
Add LCS enhancements for UMTS
No

S2-000221
23.060
097r1
Motorola
F

AAL5 description
No

S2-000222
LS prop

Nokia


prop LS to SA5, R3, N2, SMG2WPA on Subscriber and equipment trace for PS domain.
No

S2-000223
23.060
066r3
Nokia
F
R99
Improving charging efficiency
No

S2-000224


Nokia


LS to S5 related to S2-000223.
Yes

S2-000225
23.060
108r1
Nokia
F
R99
Aligning SRNC relocation procedure
No

S2-000226
23.060
109r1
Nokia
F
R99
PDCP sequence numbers in SRNC relocation
No

S2-000227
23.060
110r1
Ericsson
D
R99
RAB Assignment Description
Yes

S2-000228
23.060
114r1
NTT commware
C
R99
Clarification of RANAP and GTP procedures in SRNS relocation
No

S2-000229
23.060
091r1
Siemens
F
R99
Correction to GPRS/CAMEL interworking.
No

S2-000230


VHE/OSA convenor


Minutes of the VHE/OSA drafting session
No

S2-000231
LS prop

VHE/OSA drafting


draft LS to T2 (Cc S1) LS on VHE/OSA Service Capabilities Features and MMS
No

S2-000232
LS prop

VHE/OSA drafting


draft LS on the Prioritisation of VHE Service Capability Features
No

S2-000233
23.121

Siemens


Usage of RANAP over MAP E interface for Inter 3G MSC SRNS relocation
No

S2-000234
LS prop

Siemens


prop LS to N1 (Cc S1) concerning the change of title of 23.060
No

S2-000235
LS prop

drafting group


prop LS to N1 (Cc S1, N2, N3, R2, R3) on Maximum size of N-PDU
Yes

S2-000236
23.060
119
drafting group
F
R99
Extension of Maximum N-PDU size in case of PDP type = PPP
No

S2-000237


NTT


Revision of S2-000051.
No

S2-000238
23.107
015
Nokia



Yes

S2-000239


Alcatel


LS to make SMG2 aware of S2-000237.
Yes

S2-000240
23.107
013r1
Ericsson
C
R99
Generation of QoS parameters for CS data services for call setup and interworking
Yes

S2-000241


Lucent


Revision of S2-000151.
No

S2-000242


NTT DoCoMo and NTT


Invitation for S2#12
No

S2-000243
23.060
120
Lucent



No

S2-000244
LS prop

drafting group on OSA


Draft LS to CN OSA/ad-hoc
No

S2-000245
23.121

Ericsson


Codec negotiation concepts
No

S2-000246
LS out

S2


Revision of S2-000161.
No

S2-000247
LS out

S2


LS to make R3 aware of the change of name in S2-000218.
No

S2-000248


LCS convenor


LCS in UMTS, status report
No

S2-000249


Drafting group on R00 architecture


Proposal for Release 2000 Reference Architecture
No

S2-000250
LS prop

Drafting group on R00 architecture


LS to TSG CN (Cc R00ad-hoc) on Nc Nb and Mc reference points in Release ´00 architecture.
No

S2-000251
23.060
090
Ericsson, NTT Communicationware
F
R99
NSAPI as RAB identifier for packet
No

S2-000252


Siemens


Transport independance and protocol stacks
No

S2-000253


Siemens


Question on S2-000049, work plan to complete OoBTC for R99
No

S2-000254
23.107
016
Drafting group (NTT DoCoMo)
F
R99
Extension of Maximum N-PDU size
No

S2-000255


Lucent, Ericsson



Yes

S2-000256
LS prop

Siemens


draft LS to S1 on on architectural approaches for R00
No

S2-000257
LS in

R3 Iu SWG


LS on Adding the requirement for CN to map the NAS Binding information to

 RAB ID
No

S2-000258
LS in

R3 Iu SWG


LS on Adding the mapping of RAB IDs and RB IDs into RRC container
No

S2-000259
LS in

Ericsson (R3)


LS on Renaming NAS Binding information to RAB ID in RANAP
No

S2-000260
LS in

N2


LS to S5 (cc S2) on Trace Specification for UMTS
No

S2-000261
LS in

N2


LS on the use of RANAP for intra-UMTS inter-MSC Handover/Relocation
No

S2-000262
LS in

N2


LS response on location and control of speech codec
No

S2-000263
LS in

N2


LS to S3 (Cc S2) on reporting authentication failures
No

S2-000264
LS in

N2


LS response on CDR creation for non-charging liable subscriptions
No

S2-000265
LS in

N2


LS on further Maintenance of Architectural Information in 3G TS 29.002
No

S2-000266
LS in

N2


LS on the definition of the Service Area identification
No

S2-000267
LS prop

Ericsson, NTT Communicationware


prop LS response to R3, R2, N1 (Cc N2) on Adding the requirement for CN to map the NAS Binding information to RAB ID
No

S2-000268
23.110
005
Ericsson
F
R99
Radio access bearer identification used for NAS binding
Yes

S2-000269
LS in

T1P1.5


LS on LCS
No

S2-000270
LS in

T1P1.5


transfer of activities on LCS to 3GPP
No

S2-000271
23.821

editor


23.821 v.0.1.0
No

S2-000272
LS in

N2


LS on description of Hard Handover in 23.060
No

S2-000273
LS in

R2


LS response LS (N1-99E68) on Emergency calls using IMEI as UE identifier
No

S2-000274
03.71
A006
T1P1.5
F
R99
Clarify provision of GPS and E-OTD assistance data to a target MS
No

S2-000275
03.71
A007
T1P1.5
B
R99
Modifications to support broadcast of GPS assistance data
No

S2-000276
Drating group on R00 key issues





No

S2-000277
23.060
105r1
Ericsson
F
R99
Transfer of present RA information from UTRAN to SGSN
No

S2-000278
23.060
121
Ericsson
F
R99
User control screening in R99
No

S2-000279


drafting group on Key issues for R00


Key issues list for R00
No

S2-000280
03.60
A185
NTT (drafting group)
F
R98
Extension of Maximum N-PDU size in case of PDP type = PPP
No

S2-000281


Nokia


Minutes of the brain storming on QoS for R00
Yes

S2-000282
23.060
X
T-Mobil, Mannesmann
F
R99
Introduction of  Enhanced User Identity Confidentiality
No

S2-000283


MCC


List of open issues identified by SA plenary #6 (tdoc SP-99639).
No

S2-000284


Vodafone


30.810 v.1.0.0
Yes

S2-000285


NTT, Siemens


LS to ask if the groups can fulfill the proposed allocated task on OoBTC.
Yes

S2-000286
LS out

S2


LS on the use of RANAP for intra-UMTS inter-MSC Handover/Relocation
Yes

S2-000287





Darft answer to zx265.
Yes

S2-000288
LS prop




Draft answer to zx264.
No

S2-000289
LS prop

Teuvo


Draft answer to zx169.
Yes

S2-000290
23.060
122
Nokia
F
R99
Improving charging efficiency
Yes

S2-000291
LS out

S2


answer to zx264.
Yes

S2-000292
23.060
088r1
Ericsson
B
R99
QoS delay budget in CN and RAN.
No

S2-000293
23.060
089r1
Ericsson
B
R99
Release of RABs Without PDP Context Modification
No

S2-000294
LS in

R2 (NTT)


LS on RRC Connection Re-establishment
Yes

S2-000295
LS prop

Tellabs, Nortel Networks,Siemens, Mannesman, Motorola.


Wideband Speech Service: Technical Developments Needed For GSM and 3G.
Yes

S2-000296
LS out

S2


LS to S1 (Cc N3) on Push Services for GPRS
Yes

S2-000297
LS out

S2


LS to xx, N1 and N2
Yes

S2-000298
LS out

S2


LS to S1 (Cc N3) on clarification of necessity of registration.
Yes

S2-000299
LS out

S2



Yes

S2-000300
LS out

S2



Yes

S2-000301
LS out

S2


LS to S1, N1, N3 (Cc T2) on Bearer Modification Without Pre-Notification
Yes

S2-000302
LS out

S2


LS response to R2 (Cc R3, n1, n2) on RAB information and Lossless RNS relocation signalling
Yes

S2-000303
LS out

S2



Yes

S2-000304
LS out

S2


LS to R2 on RAB information and Lossless RNS relocation signalling
Yes

S2-000305
LS out

S2


LS response to R2 (Cc N1) on Emergency calls using IMEI as UE identifier
Yes

S2-000306
LS out

S2


answer to S2-000093
Yes

S2-000307
LS out

S2


LS response to Tiphon WG5 (Cc S1, S3, S4) on TIPHON Quality of Service
Yes

S2-000308
LS out

S2


LS response to N1 (Cc S4) on "LS on questions on the CR 10r1 to TS 23.107"
Yes

S2-000309
LS out

S2/SMG12


LS to SMG2 on cell reselection for a GPRS MS
Yes

S2-000310
LS out

S2


LS to N1 "LS on Multiplexing of NSAPIs"
Yes

S2-000311
LS out

S2/SMG12


LS to SA5, R3, N2, SMG2WPA on Subscriber and equipment trace for PS domain.
Yes

S2-000312
LS out

S2


LS to T2 (Cc S1) LS on VHE/OSA Service Capabilities Features and MMS
Yes

S2-000313
LS out

S2



Yes

S2-000314
LS out

S2


LS to N1 (Cc S1) concerning the change of title of 23.060
Yes

S2-000315
LS out

S2


LS to N1 (Cc S1, N2, N3, R2, R3) on Maximum size of N-PDU
Yes

S2-000316
LS out

S2


LS to CN OSA/ad-hoc
Yes

S2-000317
LS out

S2


revision of zx250.
Yes

S2-000318
LS out

S2


LS to S1 on on architectural approaches for R00
Yes

S2-000319
LS out

S2


LS response to R3, R2, N1 (Cc N2) on Adding the requirement for CN to map the NAS Binding information to RAB ID
Yes

S2-000320
LS prop

NTT


draft answer to LS on RRC Connection Re-establishment
Yes

