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1. Overall Description:

SA2 would like to thank RAN2 for the LS on paging coordination in extended idle mode DRX to inform SA2 the recent progress.

SA2 reached the following agreements for extended idle mode DRX for EUTRAN:

1. The Paging Time Window (PTW) is assigned by MME and provided to UE via NAS during attach/TAU.
2. MME needs to store the paging messages for extended periods of time to avoid storing paging messages in the RAN nodes. MME uses the Paging Hyperframe formula as defined by RAN2 when computing the beginning of the paging time window and sends the paging request just before the first Paging occasion occurs. It is assumed that all the MMEs and eNBs use the same H-SFN within a difference in the order of 1 to 2 seconds.
3. The MME takes into account the paging time window length for paging retransmission strategy. It's FFS whether the MME includes the extended DRX value and/or PTW length in S1 paging request.
Regarding the Iu mode, SA2 also reached the following agreements:

1. The Paging Time Window is assigned by SGSN and provided to MS via NAS during attach/RAU.
2. SGSN needs to store the paging messages for extended periods of time to avoid storing paging messages in the RAN nodes. The SGSN and the MS uses the transmission and reception, respectively, of the Attach Accept or RAU Accept message as the time reference for calculation of the occurrences of the paging time window. The SGSN forwards the paging message shortly ahead of the beginning of the paging window.

3. The SGSN takes into account the paging time window length for paging retransmission strategy. It is FFS whether the PTW is provided in Iu paging messages.
2. Actions:

To RAN2, RAN3.

ACTION: 
SA2 kindly ask RAN2 and RAN3 to take the above information into account and provide feedback on the synchronization.
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