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Abstract of the contribution:

This P-CR fixes an implementation error in TR 23.799v 0.4.0 (the title of section 6.6.1.1.3 was not copied correctly from the approved P-CR in S2-162262).
***** Start of changes *****
6.6.1.1.3
Session and service continuity modes
The NextGen system shall support the following session and service continuity (SSC) modes:

-
SSC mode 1: The same TUPF is maintained regardless of the access technology (e.g. RATs and cells) a UE is using to access the network.

-
SSC mode 2: The same TUPF is only maintained across a subset (i.e. one or more, but not all) of the access network attachment points (e.g. cells and RATs), referred to as the serving area of the TUPF. When the UE leaves the serving area of a TUPF, the UE will be served by a different TUPF suitable for the UE's new point of attachment to the network.

NOTE:
The serving area of a TUPF may also be limited to a single cell only, e.g. in case of stationary UEs.

-
SSC mode 3: In this mode the network allows the UE to establish an additional PDU session to the same data network (DN) before the previous PDU session is eventually terminated. When the UE requests the additional PDU session, the network selects a target TUPF suitable for the UE's new point of attachment to the network. While both PDU sessions are active, the UE either actively rebinds applications from the previous to the new PDU session, or alternatively, the UE waits for flows bound to the previous PDU connection to end.
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Figure 6.6.1.1.3-1: TUPF relocation in session and service continuity mode 3

***** End of changes *****
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