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Abstract of the contribution: This contribution proposes the service provided by UDSF to TS 23.502.
1.
Discussion
5G system architecture allows any NF to store and retrieve its unstructured data into/from a UDSF. This P-CR proposes the services provided by UDSF.
2.
Proposal
It is proposed to add the following call flows and description to the TS 23.502.
* * * Start of Changes * * * *
5.2.x
UDSF Services
5.2.x.1
The procedure of "unstructured data store" service
5.2.x.1.1
Description
Service or service operation name: Unstructured data store
Description: the requester NF stores the unstructured data of an UE in the UDSF.

Known NF Consumers: AMF, SMF, PCF
Concurrent use: No
Pre-requisite conditions: the unstructured data is generated by the requester NF and needs to be stored in the UDSF.
Post conditions: the unstructured data is stored in the UDSF
Input, Required: Requester ID, UE permanent ID, unstructured data of the UE.
Input, Optional: None.

Output, Required: None.
Output, Optional: None.

5.2.x.1.2
Service/ service operation information flow
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Figure 5.2.x.1.2-1: Unstructured data store
1.
The requester stores the unstructured data in the UDSF. It sends the Unstructured Data Store (Requester ID, UE permanent ID, unstructured data) message to the UDSF. For example, the AMF stores the UE state in the UDSF.
2.
The UDSF responses with the Unstructured Data Store Response to the Requester.
5.2.x.2
The procedure of "unstructured data retrieve" service
5.2.x.2.1
Description
Service or service operation name: Unstructured data retrieve
Description: Retrieve the unstructured data from UDSF.

Known NF Consumers: AMF, SMF, PCF
Concurrent use: No

Pre-requisite conditions: the unstructured data is needed by the requester NF

Post conditions: the unstructured data is retrieved from the UDSF
Input, Required: Requester ID, UE permanent ID.
Input, Optional: None.

Output, Required: The unstructured data requested by the Requester.
Output, Optional: None.

5.2.x.2.2
Service/ service operation information flow
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Figure 5.2.x.2.2-1: Unstructured data retrieve
1.
The requester retrieves the unstructured data of a UE from the UDSF. It sends the Unstructured Data Retrieve (Requester ID, UE permanent ID) message to the UDSF. For example, when the AMF wants to know the state of an UE, it provides the AMF ID and UE permanent ID to the UDSF to retrieve the unstructured data of the UE which includes the UE state.
2.
The UDSF provides requested unstructured data to the Requester.
* * * End of Changes * * * *
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