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Attachments:
CR 3247 to TS23.401
1. Overall Description:

SA2 thanks RAN3 for the Reply LS on support of redirection for VoLTE.
SA2 has discussed the two options suggested by RAN3 i.e. 
Option 1 – use the existing “Inter-RAT redirection” for Intra-LTE redirection;
Option 2 – use the existing cause value “Radio Connection With UE Lost";

and confirms RAN3 understanding for these two options. Per TS 23.401, both proposed cause values result in preserving the GBR bearer long enough to allow the VoLTE session to allow the UE recovery after redirection. 
However, the main difference between the cause “Inter-RAT redirection” and the cause “Radio Connection With UE Lost” is that the former is not a failure case while the latter is a failure case. As VoLTE redirection should not be considered as a failure case, as otherwise the success/failure related statistics would be incorrect, SA2 has selected the “Inter-RAT redirection” for Intra-LTE redirection.  
This agreement is captured in the attached CR.

2. Actions:

To SA5 group.

ACTION: 
SA2 kindly asks RAN3 group to take the above into consideration for their specification work.
3. Date of Next TSG-RAN WG3 Meetings:
TSG-SA WG2 Meeting #122 
26 - 30 Jun 2017

San Jose Del Cabo  
TSG-SA WG2 Meeting #122 bis
21 - 25 Aug 2017

Sophia Antipolis 
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