SA WG2 Temporary Document

Page 1

3GPP TSG-SA WG2 Meeting #131
S2-1902215
February 25 – March 1, 2019, Santa Cruz, Tenerife , Spain
(revision of S2-1902097)
Source:
Huawei, HiSilicon
Title:
Extend the additional function of NEF
Document for:
Approval
Agenda Item:
6.13
Work Item / Release:
5G_eLCS / Rel-16
Abstract of the contribution: This contribution proposes to extend the additional function of NEF.
Discussion
In the SA2# 130 meeting, it has been concluded that an authorized AF is allowed to provision the UE privacy setting for specific UE(s) via NEF, which has a variety of application in the commercial vertical industrial. In addition, it has also been concluded that one notification should be sent by UDM to NEF when the UE location privacy setting is updated, then NEF may initiate the cancellation of an activated LDR request if the corresponding LDR request cannot pass the new privacy check performed by the NEF based on the updated UE location privacy setting. Therefore, it is obligatory for NEF to support the UE setting provision and cancellation of LDR request.
However, there is no related description about whether NEF support the functions mentioned above or not in the current TS 23.273 text, hence it is reasonable to add related description into TS 23.273.
Proposal

It is proposed to update TS 23.273 as follows.
FIRST CHANGE
4.3.9
Network Exposure Function, NEF
An NEF provides a means of accessing location services by an external AF or internal AF. AFs access location services from an NEF using an API. Depending on QoS requirements, an NEF can forward a location request to a GMLC or request an event exposure for location information from serving AMF (optionally via a UDM). When event exposure via AMF is used, an NEF may request routing information and/or target UE privacy information from the UDM via the Nudm interface. 

Additional functions which may be performed by an NEF to support location services include the following.

-
Support location requests from an AF for immediate location and for deferred periodic and triggered location events.

-
Select the serving AMF for a target UE when there is more than one serving AMF

-
Determine whether to attempt a second location request for a target UE from a different AMF when location information returned by a first AMF does not meet QoS requirements and there is more than one serving AMF.
-
Support UE LCS privacy profile provision from the AF.
-
Support suspending of a periodic or triggered location request.
-
Support authorization of LCS request from the AF.
END OF CHANGE
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