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1. Overall Description:

RAN2 thanks RAN and SA2 for their LSs on RAN related parameters collected from UE.

In the SA2 LS R2-1900068/S2-1813378, it mentions that 

For the “enablers for Network Automation” SID, SA2 discussed Key issue #13 in TR 23.791 which is related to retrieving UE analytics data from UE to NWDAF. 

SA2 thinks it is necessary for NWDAF to collect the “UE out-of-coverage entries” which indicates the number of out of coverage entries when UE is in idle mode. 
And then SA2 would like to know if RAN can retrieve the “UE out-of coverage entries” information from UE.
In the RAN LS R2-1900055/RP-182897, it mentions that:

In conclusion it can be confirmed from RAN (on behalf of RAN2/3), that the LTE logged MDT functionality, with some (possible) enhancements, could in principle be used as a basis to log and retrieve “out-of-coverage entries” from the UE. For NR similar functionality is currently under study for Rel-16.
RAN2 has discussed this issue, and RAN2 agreed that LTE MDT and Rel-15 out-of-coverage measurements (i.e. Logging of 'Any cell selection' state in logged MDT) can meet the “UE out-of coverage entries” from SA2. If NR is to re-use LTE MDT mechanisms, SA2’s requirement can be also met.
2. Actions:

To RAN, SA2:
RAN2 kindly asks RAN and SA2 to take the above responses into account.
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