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	Reason for change:
	The xBDT WID was approved in previous SA2 meeting, where some of companies has the requirement to send the Background Data at a give location and/or given time. Actually this BDT service can be well performed by Application layer usng existing URSP as defined in subclause 6.6.2.

To elaborate how to use URSP to realize BDT service, we propose to add the related description as a informative text in TS 23.503. 

Note: This CR does not mean to necessarily exlcude a 3GPP layer based solution i.e. provisioning BDT rule to UE, but it offers an alternative to fulfill the requirement of BDT without any normative change. 
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	Add description to elaborate how to use URSP to realize BDT service as an alternative.
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	Nor clear how to ralize BDT using URSP
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[bookmark: _Hlk534907970]* * * * Start of Change * * * *
 Annex X (Informative): Application layer uses URSP rule to perform Background Data transfer (BDT) service
The Application layer in mobile phone controls the Background Data Transfer (BDT) per location and/or per time and use the URSP to transfer the data via specific PDU session(s). To realize it, the background data is collected by Appication layer until a certain condition is reached, e.g. the UE is at a specific location and/or at a certain time window. Once the condition is met, the Application layer interacts to lower layer (OS or 3GPP layer), and as defined in subclause 6.6.2, for the newly detected application of BDT the UE evaluates the URSP rules in the order of Rule Precedence and determines the URSP rule in which the Traffic descriptor matches the application. UE will associate the Application of BDT to the PDU session fulfilling a combination of RSD in the selected URSP rule. Then UE can send the background data using the specific PDU session. 
NOTE-X: The URSP rule of BDT is provisioned to UE based on SLA between MNO and the third party.
When data transferring is over, UE moves out of specific area, or the time window for BDT has passed, the Application layer stops the Background data transferring, and UE may remove the PDU session used for BDT based on UE implementation.
* * * * End of Change * * * *


