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* * * * 1st  change * * * * 
[bookmark: _Toc4578141]4.17.7	NF/NF service status subscribe/notify in the same PLMN




Figure 4.17.7-1: NF/NF service status subscribe/notify in the same PLMN
1.	The NF service consumer subscribes to be notified of newly registered/updated/deregistered NF instances along with its NF services. The NF service consumer invokes Nnrf__NFManagement__NFStatusSubscribe Request from an appropriate configured NRF in the same PLMN.
2.	The NRF authorizes the Nnrf_NFManagement_NFStatusSubscribe Request. Based on the profile of the expected NF/NF service and the type of the NF service consumer, the NRF determines whether the NF service consumer is allowed to subscribe to the status of the target NF instance(s) or NF service instance(s).
3.	If allowed, the NRF acknowledges the execution of Nnrf_NFManagement_NFStatusSubscribe Request.
4.	NRF notifies about newly registered/updated/deregistered NF instances along with its NF services to the subscribed NF service consumer. The NRF also invokes Nnrf_NFManagement_NFStatusNotify service to notify the NF service consumer that the NF or NF service instances are not available any more. 
NOTE:	The NF service consumer unsubscribes to receive NF status notifications by invoking Nnrf_NFManagement_NFStatusUnSubscribe service operation.
* * * * 2nd  change * * * * 
[bookmark: _Toc4578142]4.17.8	NF/NF service status subscribe/notify across PLMNs
In the case that the NF service consumer intends to subscribe to the status of NF/NF service instance(s) in home PLMN, the NRF in serving PLMN needs to request "NF status subscribe" service from NRF in the home PLMN. The notification is sent from the NRF in the home PLMN to the NF service consumer in the serving PLMN without the involvement of the NRF in the serving PLMN. The procedure is depicted in the figure below:




Figure 4.17.8-1: NF/NF service status subscribe/notify across PLMNs
NOTE 1:	The NRF in the home PLMN communicates with the NRF and the NF consumer in the serving PLMN via the SEPPs in the respective PLMNs. For the sake of clarity, SEPPs are not depicted in the flow.
1.	The NF service consumer in the serving PLMN invokes Nnrf_NFManagement_NFStatusSubscribe Request from an appropriate configured NRF in the serving PLMN.
2.	The NRF in serving PLMN identifies NRF in home PLMN (hNRF) based on the home PLMN ID, and it requests "Nnrf_NFManagement_NFStatusSubscribe NF status subscribe" service from NRF in home PLMN. As the NRF in the serving PLMN triggers the Nnrf_NFManagement_NFStatusSubscribe service"NF status subscribe" on behalf of the NF service consumer, the NRF in the serving PLMN shall not replace the information of the service requester NF, i.e. NF consumer ID, in the status subscribe Request message it sends to the hNRF.
3.	The NRF in serving PLMN acknowledges the execution of Nnrf_NFManagement_NFStatusSubscribe Request to the NF consumer in the serving PLMN.
4.	NRF in the home PLMN notifies about newly registered/updated/deregistered NF instances along with its NF services to the subscribed NF service consumer in the serving PLMN. The NRF also invokes Nnrf_NFManagement_NFStatusNotify service to notify the NF service consumer that the NF or NF service instances are not available any more.
NOTE 2:	The NF service consumer unsubscribes to receive NF status notifications by invoking Nnrf_NFManagement_NFStatusUnSubscribe service operation.
* * * * 3rd  change * * * * 
[bookmark: _Toc4578402]5.2.7.2.5	Nnrf_NFManagement_NFStatusSubscribe service operation
Service Operation name: Nnrf_NFManagement_NFStatusSubscribe.
Description: Consumer can subscribe to be notified of the following:
-	Newly registered NF along with its NF services.
-	Updated NF profile (e.g. NF service instances taken in or out of service).
-	Deregistered NF.
Inputs, Required: NF type (if NF status of a specific NF type is to be monitored), NF instance ID (if NF status of a specific NF instance is to be monitored), NF service (if NF status for NF which exposes a given NF service is to be monitored).
Inputs, Optional:
-	For the UPF Management defined in clause 4.17.6: UPF Provisioning Information as defined in that clause.
-	For AMF, Consumer may include list of GUAMI(s).
-	S-NSSAI(s) and the associated NSI ID(s) (if available).
-	For NWDAF, Consumer may include Analytics ID(s). Details about NWDAF specific information are described in clause 6.3.12, TS 23.501 [2]
Outputs, Required: When the subscription is accepted: Subscription Correlation ID (required for management of this subscription).
Outputs, Optional: None.
NOTE:	Alternatively, other means such as OA&M can also be used to subscribe for NF status.
* * * * 4th  change * * * * 
[bookmark: _Toc4578403]5.2.7.2.6	Nnrf_NFManagement_NFStatusNotify service operation
Service Operation name: Nnrf_NFManagement_NFStatusNotify.
Description: NRF notifies subscribed consumers of the following:
-	Newly registered NF along with its NF services.
-	Updated NF profile (e.g. NF service instances taken in or out of service).
-	Deregistered NF.
Inputs, Required: NF instance ID, NF Status, NF services (if the notification is for newly registered NF), new NF profile (if the notification is for updated NF profile).
Inputs, Optional:
-	If the NF stores Data Set(s) (e.g. UDR): Range(s) of SUPIs, range(s) of GPSIs, range(s) of external group identifiers, Data Set Identifier(s). For BSF: Range(s) of (UE) IPv4 addresses or Range(s) of (UE) IPv6 prefixes.
NOTE:	Range of SUPI(s) is limited in this release to a SUPI type of IMSI as defined in TS 23.003 [33].
-	If the NF is UDM, UDR or AUSF, they can include UDM Group ID, UDR Group ID, AUSF Group ID.
-	For UDM and AUSF, Routing Indicator.
-	For the UPF Management defined in clause 4.17.6: UPF Provisioning Information as defined in that clause.
-	For AMF, list of GUAMI(s) may be included. In addition, it may include list of GUAMI(s) for which it can serve as backup for failure/maintenance.
-	S-NSSAI(s) and the associated NSI ID(s) (if available).
-	Information about the location of the NF (operator specific information, e.g. geographical location, data center).
-	TAI(s).
-	If the NF is NWDAF, it includes Analytics ID(s). Details about NWDAF specific information are described in clause 6.3.12, TS 23.501 [2].
Outputs, Required: None.
Outputs, Optional: None.
* * * * End of Changes * * * *
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