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Abstract of the contribution: List all EN and tracking interested companies to address them.
It is not exhaustive and the ENs are from the CRs that SA2 approved in the last two meetings.
	
	Open Editor’s Notes
	Remark
	Companies plan to contribute

	1. Solving the Delegated Discovery, NF SELECTION

	It is FFS how to capture that required discovery and selection information should be conveyed to the SCP with as minimal impact on the end-to-end signalling performance latency between AMF and SMF.
	May remove this with proper parameters added
	Magnus (Ericsson) may consider this?

	
	It is FFS how the SCP handles the selection of the vSMF and hSMF in the HR roaming case and it is also FFS how the vSMF is informed of the selected hSMF in case of delegated discovery and HR case.
	SMF selection for HR, Huawei prepared a discussion paper 
	Huawei,
Oracle
Tencent may also work the on SCP aspect in the roaming case

	
	It still needs to be clarified which actual set of parameters the sentence above is referring to
	
	

	
	If the sentence above applies, it is FFS how the AMF can send the selected H-PCF ID to the V-PCF during the policy association establishment procedure or it is FFS whether the sentence above means that the SCP needs to add an extra information H-PCF ID in the application part of the request; it is also FFS whether “SCP” means a SCP in VPLMN or SCP in HPLMN.
	
	Tencent
Oracle

	2. Indirect communication:
	Further impact due Indirect Communication and Delegated Discovery on Network Slicing is FFS.
	
	Ericsson Nokia
Oracle

	3. NF/NF set related
	It is FFS whether the NF Service Set ID is unique within the NF instance or NF Set. If former, it is FFS how to correlate the NF Service Set ID values between the NF instances within the NF Set.
	
	DoCoMo

	
	It is FFS whether the locality parameter is defined at NF instance level or NF service instance level. If latter, the locality of the NF instance is the union of the locations of its NF service instances. If later, it is FFS how stateful NF services can handle request and process transactions for the same UE.
	May be solved together with the previous one
	DoCoMo

	4.High reliability :
	a) Relation between the binding and SET. 

Editor’s Note: it is FFS whether and how the Set concept is intro
	Fenqin: can we remove all related ENs on SET? (beyond this aspects)
	Nokia
DoCoMo

	
	b) How SCP knows whether NF/NF SERVICE INSTANCE are in the same set 


	
	Huawei

	
	SCP function description improvement
	
	

	
	Improvement of the binding section part
	
	Ericsson


