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Abstract of the contribution: This paper proposes description for AF influence based edge computing for V2X into TS 23.287 as informative annex.
1. Proposal
The following changes are proposed in TS 23.287.
* * * * Start of 1st Change * * * * 

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

AF
Application Function
ITS
Intelligent Transport Systems
ITS-AID
ITS Application Identifier
PQI
PC5 5QI
PSID
Provider Service Identifier
V2I
Vehicle-to-Infrastructure
V2N
Vehicle-to-Network
V2P
Vehicle-to-Pedestrian
V2V
Vehicle-to-Vehicle
V2X
Vehicle-to-Everything
* * * * Start of Next Change * * * * 

Annex A (informative):
Application Function influence based edge computing for V2X services 
To route V2X messages or any traffic for V2X purposes to/from V2X Application Server(s) in a local Data Network (DN) close to NG-RAN, V2X Application Server operated by e.g. operators, OEMs, road authorities, can use the Application Function (AF) influence on traffic routing feature defined in clause 5.6.7 of TS 23.501 [6]. 




















The V2X Application Server that sends the AF request for AF influence based edge computing for V2X services can be the same V2X Application Server to/from which the traffic is routed.
* * * * End of Changes * * * * 
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2. NEF sends the AF request to PCF(s). 


3. PCF identifies the target of the AF request and subscribes to SMF about change of UE location in an area of interest. 



