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Abstract of the contribution: This paper updates unicast link modification procedure by resolving ENs.
1. Discussion
The following ENs in the Layer-2 link modification procedure defined in clause 6.3.3.4 need to be resolved.
Editor's Note: The additional parameters included in the Link Modification Request message are FFS.
Editor's Note: The parameters included in the Link Modification Accept messages are FFS.
It is proposed to clarify the parameters included in the Link Modification Request by listing them in more structured way.
It is proposed to list the parameters included in the Link Modification Accept message.
2. Proposal
It is proposed to agree the following changes into TS 23.287.
* * * * Start of Changes * * * * 

6.3.3.4
Layer-2 link modification for a unicast link
Figure 6.3.3.4-1 shows the layer-2 link modification procedure for a unicast link. This procedure is used to:

-
add new V2X service(s) to the existing PC5 unicast link.

-
remove any V2X service(s) from the the existing PC5 unicast link.

-
modify any PC5 QoS Flow(s) in the existing PC5 unicast link.
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Figure 6.3.3.4-1: Layer-2 link modification procedure

0.
UE-1 and UE-2 have a unicast link established as described in clause 6.3.3.1.
1.
The V2X application layer in UE-1 provides application information for PC5 unicast communication. The application information includes the service type(s) (e.g. PSID or ITS-AID) of the V2X application(s) and the initiating UE's Application Layer ID. The target UE's Application Layer ID may be included in the application information. If UE-1 decides to reuse the existing PC5 unicast link as specified in clause 5.2.1.4, so decides to modify the unicast link established with UE-2, UE-1 sends a Link Modification Request to UE-2.

The Link Modification Request message includes:

a)
To add new V2X service(s) to the existing PC5 unicast link:

-
V2X Service Info: the information about V2X Service(s) to be added (e.g. PSID(s) or ITS-AID(s)).
-
QoS Info: the information about PC5 QoS Flow(s) for each V2X Service to be added. For each PC5 QoS Flow, the PFI and the corresponding PC5 QoS parameters (i.e. PQI and conditionally other parameters such as MFBR/GFBR, etc).
b)
To remove any V2X service(s) from the the existing PC5 unicast link:

-
V2X Service Info: the information about V2X Service(s) to be removed (e.g. PSID(s) or ITS-AID(s)).
c)
To modify any PC5 QoS Flow(s) in the existing PC5 unicast link:

-
QoS Info: the information about PC5 QoS Flow(s) to be modified. For each PC5 QoS Flow, the PFI and the corresponding PC5 QoS parameters (i.e. PQI and conditionally other parameters such as MFBR/GFBR, etc).




2.
UE-2 responds with a Link Modification Accept message.
The Link Modification Accept message includes:
-
For case a) and case c) described in step 1:
-
QoS Info: the information about PC5 QoS Flow(s). For each PC5 QoS Flow, the PFI and the corresponding PC5 QoS parameters (i.e. PQI and conditionally other parameters such as MFBR/GFBR, etc).

* * * * End of Changes * * * * 
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