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	Reason for change:
	When a network initiates reactivation of MA PDU Session due to mobile terminated traffic, some of traffic may be lost in some cases. (Further details are in discussion paper S2-190XXXX)
In order to minimize such scenario, it is proposed to clarify that the network releases N9 tunnel when the user plane is deactivated.
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	Remove the related editor's note and clarify that if the user plane activation is failed, the UPF drops buffered packets.
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* * * * Start of 1st Change * * * * 

[bookmark: _Toc11173629]4.22.7	Adding / Re-activating User-Plane Resources
If the UE has established a MA PDU Session but the user-plane resources over one access of the MA PDU Session have not been established, then:
-	If the UE wants to add user-plane resources over this access, the UE shall initiate the UE Requested PDU Session Establishment procedure over this access, as specified in clause 4.3.2.2. The PDU Session Establishment Request message shall contain the "MA PDU Request" indication and the PDU Session ID of the established MA PDU Session.
-	The PDU Session Establishment Accept message received by the UE may contain updated ATSSS rules for the MA PDU session.
If the UE has established a MA PDU Session and the user-plane resources over one access of the MA PDU Session have been established but are currently inactive (e.g. because the UE is CM-IDLE over this access), then:
-	If the UE wants to re-activate the user-plane resources over this access, then the UE shall initiate the Registration or UE Triggered Service Request procedure over this access, as specified in clause 4.22.9.1 and clause 4.22.8.2, or clause 4.12.4.1.
-	If the network wants to re-activate the user-plane resources over this access and the access is available, then the network shall initiate the Network Triggered Service Request procedure over this access, as specified in clause 4.2.3.3. During the procedure, if the UPF receives 3c, Failure indication, the UPF considers that the access is unavailable and may drop the buffered packets.
Editor's note:	It is FFS if and how the network can request the re-activation of user-plane resources for the Non-3GPP access of the MA PDU Session.

* * * * End of Changes * * * *


