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[bookmark: _Toc517082226]* * * Start of changes * * * *
[bookmark: _Toc10097030][bookmark: _Toc10097025]6.7.2.3	Output Analytics
The NWDAF supporting data analytics on UE mobility shall be able to provide UE mobility analytics to consumer NFs or AFs. The analytics results provided by the NWDAF could be UE mobility statistics, UE mobility predictions:
-	UE mobility statistics information is defined in the Table 6.7.2.3-1.
Table 6.7.2.3-1: UE mobility statistics
	Information
	Description

	UE group ID or UE ID
	Identifies an UE or a group of UEs, e.g. internal group ID defined in TS 23.501 [2] clause 5.9.7, SUPI.

	Time slot entry (1..max)
	List of time slots during the Observation period

	  > Time slot start
	Time slot start within the Observation period (average and variance)

	  > Duration
	Duration of the time slot (average and variance)

	  > UE location (1..max)
	Observed location statistics

	      >> UE location
	TA or cells which the UE stays

	      >> Ratio
	Percentage of UEs in the group (in case of an UE group)



-	UE mobility predictions information is defined in the Table 6.7.2.3-2.
Table 6.7.2.3-2: UE mobility predictions
	Information
	Description

	UE group ID or UE ID
	Identifies an UE or a group of UEs, e.g. internal group ID defined in TS 23.501 [2] clause 5.9.7, or SUPI.

	Time slot entry (1..max)
	List of predicted time slots

	  >Time slot start
	Time slot start time within the Observation period (average and variance)

	  > Duration
	Duration of the time slot (average and variance) 

	  > UE location (1..max)
	Predicted location prediction during the Observation period

	      >> UE location
	TA or cells where the UE or UE group may move into

	      >> Confidence
	Confidence of this prediction

	      >> Ratio
	Percentage of UEs in the group (in case of an UE group)



The results for UE groups address the group globally. The ratio is the proportion of UEs in the group at a given location at a given time.
The number of time slots and UE locations is limited by the maximum number of results provided as input parameter. 
The time slots shall be provided by order of time, possibly overlapping. The locations shall be provided by decreasing value of ratio for a given time slot. The sum of all ratios on a given time slot must be equal or less than 100%. Depending on the list size limitation, the least probable locations on a given observation period may not be provided.
The time-related analytics are provided as average and also variance in order to deal with time jitters of various origins (e.g. subsets of almost synchronous UE).
* * * Second changes * * * *
6.7.3.3	Output Analytics
The NWDAF supporting UE Communication Analytics provides the analytics results to consumer NFs. The analytics results provided by the NWDAF includes the UE communication statistics or predictions.
UE communication statistics are defined in the Table 6.7.3.3-1.
Table 6.7.3.3-1: UE Communication Statistics
	Information
	Description

	UE group ID or UE ID
	Identifies an UE or a group of UEs, e.g. internal group ID defined in TS 23.501 [2] clause 5.9.7 or SUPI.

	UE communications (1..max)
	List of communication time slots.

	  > Periodic communication indicator
	Identifies whether the UE communicates periodically or not.

	  > Periodic time
	Interval Time of periodic communication (average and variance) if periodic.
Example: every hour

	  > Scheduled communication time
	Time zone and Day of the week when the UE may be available for communication (average and variance).
Example: Time: 13:00-20:00, Day: Monday

	  > Start time
	Start time observed (average and variance)

	  > Duration time
	Duration interval time of communication (average and variance).

	  > Traffic characterization
	DNN, ports, other useful information.

	  > Traffic volume 
	Volume UL/DL (average and variance).

	  > Ratio
	Percentage of UEs in the group (in case of an UE group).



UE communication predictions are defined in the Table 6.7.3.3-2.

Table 6.7.3.3-2: UE Communication Predictions
	Information
	Description

	UE group ID or UE ID
	Identifies an UE or a group of UEs, e.g. internal group ID defined in TS 23.501 [2] clause 5.9.7 or SUPI.

	UE communications (1..max)
	List of communication time slots.

	  > Periodic communication indicator
	Identifies whether the UE communicates periodically or not.

	  > Periodic time
	Interval Time of periodic communication (average and variance) if periodic.
Example: every hour.

	  > Scheduled communication time
	Time zone and Day of the week when the UE may be available for communication.
Example: Time: 13:00-20:00, Day: Monday.

	  > Start time
	Start time predicted (average and variance).

	  > Communication dDuration time
	Duration interval time of communication (average and variance).

	  > Traffic characterization
	DNN, ports, other useful information.

	  > Traffic volume 
	Volume UL/DL (average and variance).

	  > Confidence
	Confidence of the prediction.

	  > Ratio
	Percentage of UEs in the group (in case of an UE group).



The results for UE groups address the group globally. The ratio is the proportion of UEs in the group for a given communication at a given time and duration.
The number of UE communication entries (1..max) is limited by the maximum number of results provided as input parameter. The communications shall be provided by order of time, possibly overlapping.
Depending on the list size limitation, the least probable communications on a given observation period may not be provided.
The analytics subset Periodic communication information shall be provided only if the parameter Periodicity Detection was requested. 
The time-related analytics are provided as average and also variance in order to deal with time jitters of various origins (e.g. subsets of almost synchronous UEs, almost-periodical communications of one UE).
* * * End of changes * * * *

