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	Reason for change:
	
CT1 discussed below SA2 text in C1-192357:

Subclause 4.3.12a.8 of TS 23.401 states:

“4.3.12a.8.	Emergency service for RLOS attached UE
For an RLOS attached UE initiating emergency service, the UE shall first request detach from the network and then perform emergency Attach as defined in clause 4.3.12.”
CT1 concluded (in C1-192357) below behavior to avoid potential impacts to emergency call and to follow normal CT1 design principle applied in similar scenarios.

“If a UE attached for access to RLOS needs to initiate an emergency call, the UE shall first perform a local detach prior to initiating an attach procedure for emergency bearer services.”
Thus we have contradicting requirements. Hence it’s proposed to align as per CT1 specification.


	
	

	Summary of change:
	When the UE attached for access to RLOS needs to make an emergency call, the UE shall first perform a local detach and then perform emergency registration. 

	
	

	Consequences if not approved:
	Two conflicting requirements for same situation in 3GPP specs.
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[bookmark: _Toc11133815][bookmark: _Toc3295001]4.3.12a.8.	Emergency service for RLOS attached UE
For an RLOS attached UE initiating emergency service, the UE shall first perform a local detach prior to initiating an request detach from the network and then perform emergency Attach attach as described in TS 24.301 [46]defined in clause 4.3.12.
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