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1. Discussion
SA#86 prioritized in SP-191374 the WT#6 which correspond to the clause 5.2.7 KI #7 in TR 23.700-91, this WT did rely on the SID UPCAS to complete the whole study. However, due to the SA#86 did not prioritise the entire SID corresponding to UPCAS, it is necessary to update in coherence with SA#86 decision the KI#7 to add the part of “Study whether there is a need for architectural and functional changes for the support of UPF providing the KPIs to the NWDAF.”

2.
Text Proposal
The following changes are proposed to be applied to TR 23.700-91.
*** Start of the change ***
5.2.7
Key Issue #7: Adding Application attributes and KPIs as the Input data in some services described in TS 23.288 [5]
5.2.7.1
Description
This key issue proposes to study which Analytics Ids described in TS 23.288 [5] and new Analytics Ids that may be studied in Rel-17 can benefit from adding new input data from the Application detection feature such as that described in TS 23.503 [4] clause 6.2.2.2 based on the packet inspection functionality available in the UPF described in TS 23.501 [2] clause 6.2.3.

This key issue will study the following aspects of using Application detection feature to improve the statistics and predictions already defined in TS 23.288 [5] and under the definition in FS_eNA_Ph2.

-
Data collection:
-
What other attributes and KPIs acquired from Application detection can be included based on the type of Analytics Id.

-
Application's Traffic KPIs Measurement:
-
What new measurements can be incorporated in the UPF.
-
Impact on each Analytics Id:
-
What parameter from the current Analytics Ids data Input in TS 23.288 [5] can be improved by using Application detection and maintaining backwards compatibility.
-
New Input data maintaining backwards compatibility.
· Whether there is a need for architectural and functional changes for the support of UPF providing the KPIs to the NWDAF.
5.2.7.2
Requirements
Editor's note:
This clause provides the requirements the solutions to this key issue need to address.
*** End of the change ***
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