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[bookmark: _Toc532891518]*** FIRST CHANGES ***
[bookmark: _Toc19105834][bookmark: _Toc27821250][bookmark: _Toc19105778][bookmark: _Toc27821194][bookmark: _Toc27821192]7.1	UDM
For each UE subscriber the UDM stores LCS related data as part of the Subscriber Data Management (SDM) service as defined in clause 5.2.3.3.1 of TS 23.502 [19].
The privacy profile data is defined in table 7.1-1 containing data for the privacy classes for which location of the target UE is permitted. For the meaning of each LCS privacy profile data type and included data, refer to clause 5.4.2.
Table 7.1-1: LCS privacy profile data stored in the UDM for a UE Subscriber
	Privacy Profile Data Type
	Presence
	UDM data 

	Location Privacy Indication
	M



O
	Indication of one of the following mutually exclusive global settings:
-	Location is disallowed
-	Location is allowed (default)

Time period when the Location Privacy Indication is valid

	Call/session Unrelated Class
	M


O






O
O
O


O

M*
O






O
O

O



M*
O






O
O
O
	For any LCS client or AF that cannot be identified in the eExternal LCS client list and Service type list or otherwise identified for the Call/session Unrelated Class, the following data may be present:
-	One of the following mutually exclusive options:
-	Location not allowed (default case)
-	Location allowed with notification
-	Location with notification and privacy verification; location allowed if no response
-	Location with notification and privacy verification; location restricted if no response
-	Time period when positioning is allowed
-	Geographical area where positioning is allowed
-	Indication that codeword shall be checked in UE or one or more codeword values to be checked in GMLC

External LCS client list: a list of zero or more LCS clients, AFs and LCS Client groups and associated data with the following data for each entry:
-	LCS client Identifier, AF id, or LCS Client group id 
-	One of the following mutually exclusive options:
-	Location allowed without notification (default case)
-	Location allowed with notification
-	Location with notification and privacy verification; location allowed if no response
-	Location with notification and privacy verification; location restricted if no response
-	Time period when positioning is allowed
-	Geographical area where positioning is allowed

Service types type list: a list of one or more service types type and associated data for which the LCS client is allowed to locate the particular UE. The possible service types are defined in TS 22.071 [2]. The following data may be present for each service type in the list:
-	Service type
-	One of the following mutually exclusive options:
-	Location allowed without notification (default case)
-	Location allowed with notification
-	Location with notification and privacy verification; location allowed if no response
-	Location with notification and privacy verification; location restricted if no response
-	Time period when positioning is allowed
-	Geographical area where positioning is allowed
-	Indication that codeword shall be checked in UE or one or more codeword values to be checked in GMLC

	PLMN Operator Class
	O
	LCS client list: a list of one or more generic classes of LCS client that are allowed to locate the particular UE. The following classes are distinguished:
-	LCS client broadcasting location related information
-	O&M LCS client in the HPLMN
-	O&M LCS client in the VPLMN
-	LCS client recording anonymous location information
-	LCS Client supporting a bearer service, teleservice or supplementary service to the target UE

	NOTE:	"M*" means mandatory dependent on the presence of the list.




The Mobile Originating data is defined in table 7.1-1 containing the LCS MO-LR services that a UE can receive.
Table 7.1-2: LCS Mobile Originated data for a UE Subscriber
	MO-LR Data
	Presence
	UDM data 

	Mobile Originated data
	M


	List of MO-LR services allowed for a UE subscriber:
-	Basic Self Location (UE can receive its own location)
-	Autonomous Self Location (UE can receive location assistance data)
-	Transfer to Third Party 



Table 7.1-3: LCS broadcasting data for a UE subscriber
	Broadcasting Data
	Presence
	Description

	List of Assistance Data Types
	O
	A list of one or more types type of location assistance data for which ciphering keys should be provided to the UE if requested by the UE when the assistance data is broadcast using ciphering.



*** END OF CHANGES ***

3GPP
