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	Reason for change:
	For I-SMF, AMF selects and inserts an I-SMF which can serve the UE location and the S-NSSAI. DNN is not applicable for I-SMF selection (See Clause 5.34.3 in TS 23.501).
 When AMF selects an I-SMF, it needs to exclude DNN as a selection criteria in NRF discovery. 

	
	

	Summary of change:
	Clarify that DNN is not used for NRF Discovery in I-SMF selection.

	
	

	Consequences if not approved:
	The PDU Session may fail if no SMF can be found during I-SMF selection that supports the specified DNN (NRF may return empty I-SMF list based on DNN).
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[bookmark: _Toc20204326][bookmark: _Toc27895018]4.23.2	I-SMF selection
For non roaming or LBO roaming case, the AMF selects an SMF serving the PDU Session as described in clause 4.3.2.2.3. If the service area of the selected SMF does not control UPF that can serve the UE location, the AMF selects an I-SMF as described in clause 4.3.2.2.3.2 with UE location information as addtional input and without Data Network name (DNN) as input to NRF in step 3.
For home routed roaming case, the AMF selects V-SMF as described in clause 4.3.2.2.3.2 with UE location information as additional input and without Data Network name (DNN) as input to NRF in step 3.
When the delegated discovery is used, the SCP selects the SMF as described in Annex E.
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