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	Reason for change:
	In S2-1911271, it was shown that for 5G->4G handovers to work, the default QoS flow SHALL always have EBI allocated. Otherwise, the handover fails. CR#1894 (S2-1912548) was approved to partially capture this (it removed the description of HO when default QoS does not EBI allocated). 
Two open issues still remain, (a) how to handle scenario where AMF revokes the EBI of default QoS flow, and (b) how to increase the probability that AMF revokes EBI for dedicated QoS flows before that of default QoS flow. 
(a) how to handle scenario where AMF revokes the EBI of default QoS flow: The allocate EBI API in 29.518 als has the ability for SMF to request for removal of EBIs. 
If the request contains "releasedEbiList", the AMF shall release the requested EBI(s). The AMF shall respond with the status code 200 OK and shall include the EBI(s) released in the "releasedEbiList" IE of the POST response body. The "releasedEbiList" in the request shall be handled before the EBI assignment in AMF.
Hence, if AMF revokes EBI of default QoS flow, the SMF SHALL remove the EBIs for all dedicated flows and update the AMF.
(b) how to increase the probability that AMF revokes EBI for dedicated QoS flows before that of default QoS flow:  APR is a three-tupple:
1. priority value, 
2. pre-emption capability (may trigger pre-emption or not), and 
3. pre-emption vulnerability (pre-emptable or not)
No specific guidance is provided in specs on how to set these. 
Default bearer, being non-GBR, is typically never pre-empted or rejected due to resources. The only reason to pre-empt a default bearer (hence PDU session) is if the number of bearers is exhausted and emergency PDU session needs to be setup (rare case). Hence, it is possible that for non-emergency PDU sessions, the default bearer's pre-emption vulnerability can be set to "pre-emptable" (eg. by emergency PDU session). 
To reduce the probability of pre-empting default QoS flow in rare cases of EBI exhaustion, the following guidance can be provided:
a1. pre-emption capability of dedicated flows should be set to "shall-not-trigger-pre-emption", 
a2.  pre-emption capability of default flows may be set to "may-trigger-pre-emption",
b1. pre-emption vulnerability of dedicated flows should be set to "pre-emptable", 
b2.  pre-emption vulnerability of default flows may be set to "not-pre-emptable",
With these settings, default bearer of an existing PDU session is only pre-emptable by a default bearer of a new PDU session which has higher ARP priority value and there are no other dedicated bearers (GBR/non-GBR) of lower priority that cannot be pre-empted.
However, for cross-UE pre-emption in RAN, eg for Emergency services, the pre-emption vulnerability of non-Emergency default flows could be set to "pre-emptable". Hence, the tool would be to set the APR priority of dedicated flows to be lower than the APR priotity of default flow. This is the same as providing a separate indication to the AMF to differentiate default QoS flow from dedicated QoS flow.

	
	

	Summary of change:
	1. Added handling of case when AMF revokes EBI corresponding to default QoS rule due to EBI-exhaustion.
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[bookmark: _Hlk28378497]* * * 1st Change * * * *

[bookmark: _Toc20204076][bookmark: _Toc27894764]4.11.1.4.1	EPS bearer ID allocation
Following procedures are updated to allocate EPS bearer ID(s) towards EPS bearer(s) mapped from QoS flow(s) and provide the EPS bearer ID(s) to the NG-RAN:
-	UE requested PDU Session Establishment (Non-roaming and Roaming with Local Breakout (clause 4.3.2.2.1) including Request Types "Initial Request" and "Existing PDU Session".
-	UE requested PDU Session Establishment (Home-routed Roaming (clause 4.3.2.2.2) including Request Types "Initial Request" and "Existing PDU Session".
-	UE or network requested PDU Session Modification (non-roaming and roaming with local breakout) (clause 4.3.3.2).
-	UE or network requested PDU Session Modification (home-routed roaming) (clause 4.3.3.3).
-	UE Triggered Service Request (clause 4.2.3.2) to move PDU Session(s) from non-3GPP access to 3GPP access
EBI allocation shall apply to PDU Session via 3GPP access supporting EPS interworking with N26. EBI allocation shall not apply to PDU Session via 3GPP access supporting EPS interworking without N26 and shall not apply to PDU Session via non-3GPP access supporting EPS interworking.


Figure 4.11.1.4.1-1: Procedures for EPS bearer ID allocation
1.	Procedure as listed in this step is initiated as specified in the relevant clauses of this specification. The relevant steps of the procedure as specified in the figure above are executed.
2.	If the PGW-C+SMF (or H-SMF in case of home routed case), determines, based on the indication of EPS interworking support with N26 as defined in clauses 4.11.5.2, 4.11.5.3 and 4.11.5.4, and operator policies e.g. User Plane Security Enforcement information, Access Type, that EPS bearer ID(s) needs to be assigned to the QoS flow(s) in the PDU Session, PGW-C+SMF invokes Namf_Communication_EBIAssignment Request (PDU Session ID, ARP list) (via V-SMF Nsmf_PDUSession_Update in case of home routed case). When V-SMF receives Nsmf_PDUSession_Update request from H-SMF for EPS bearer ID allocation request, V-SMF needs to invoke Namf_Communication_EBIAssignment Request (PDU Session ID, ARP list). If the PGW-C+SMF (or H-SMF in case of home-routed roaming) serves multiple PDU sessions for the same DNN but different S-NSSAIs for a UE, then the SMF shall only request EBIs for PDU sessions served by a common UPF (PSA). In case different UPF (PSA) are serving those PDU sessions, then the SMF chooses one of the UPF (PSA) for this determination based on operator policy. When the PDU session is established via non-3GPP access, the PGW-C+SMF shall not trigger EBI allocation procedure.
	Steps 3 to 6 apply only when AMF needs to revoke EBI previously allocated for an UE in order to serve a new SMF request of EBI for the same UE.
3.	[Conditional] If the AMF has no available EBIs, the AMF may revoke an EBI that was assigned to QoS flow(s) based on the ARP(s) and S-NSSAI stored during PDU Session establishment, EBIs information in the UE context and local policies. If an assigned EBI is to be revoked, the AMF invokes Nsmf_PDUSession_UpdateSMContext (EBI(s) to be revoked) to request the related SMF (called "SMF serving the released resources") to release the mapped EPS QoS parameters corresponding to the EBI to be revoked. The AMF stores the association of the assigned EBI, ARP pair to the corresponding PDU Session ID and SMF address.
4.	The "SMF serving the released resources" that receives the request in step 3 shall evaluate if the any of the revoked EBI(s) correspond to Qos flow associated with default QoS rule. If the revoked EBI corresponds to Qos flow associated with default QoS rule, the SMF shall release the EBI(s) corresponding to all other QoS flows of the PDU session and update the AMF of this release by  sending Namf_Communication_EBIAssignment Request (PDU Session ID, Released EBI List). Next, the SMF shall invoke Namf_Communication_N1N2Message Transfer (N2 SM information (PDU Session ID, EBI(s) to be revoked), N1 SM container (PDU Session Modification Command (PDU Session ID, EBI(s) to be revoked))) to inform the (R)AN and the UE to remove the mapped EPS QoS parameters corresponding to the EBI(s) to be revoked. In home routed roaming scenario, the H-SMF includes EBI(s) to be revoked to V-SMF to inform V-SMF to remove the mapped EPS bearer context corresponding to the EBI(s) to be revoked.
NOTE 1:	The SMF can also decide to remove the QoS flow if it is not acceptable to continue the service when no corresponding EPS QoS parameters can be assigned.
	For home routed roaming scenario, the "SMF serving the released resources" sends an N4 Session Modification Request to request the PGW-U+UPF to release N4 Session corresponding to the revoked EBI(s).
	In home routed roaming case, the V-SMF starts a VPLMN initiated QoS modification for the PDU Session and the Namf_Communication_N1N2Message Transfer is invoked by the V-SMF based on the corresponding QoS modification message received from H-SMF.
5.	If the UE is in CM-CONNECTED state, the AMF sends N2 PDU Session Request (N2 SM information received from SMF, NAS message (PDU Session ID, N1 SM container (PDU Session Modification Command))) Message to the (R)AN.
	If the UE is in CM-IDLE state and an ATC is activated, the AMF updates and stores the UE context based on the Namf_Communication_N1N2MessageTransfer and step 5-6 are skipped. When the UE is reachable, e.g. when the UE enters CM-CONNECTED state, the AMF forwards the N1 message to synchronize the UE context with the UE.
6.	The rest steps of the procedure are executed as specified in the figure above.
7	If the AMF successfully assigns EBI(s), it responds with the assigned EBI(s). Otherwise, it responds with a cause indicating EBI assignment failure. If the PDU Session is associated to an S-NSSAI subject for Network Slice-Specific Authentication and Authorization the AMF should indicate EBI assignment failure.
	If a PDU Session from another SMF already exists towards the same DNN, the AMF either rejects the EBI assignment request, or revokes the EBI(s) from the existing PDU Session(s) to the same DNN but different SMFs if the AMF makes the decision based on the operator policy, that the existing PDU Session cannot support EPS interworking N26.
	The AMF stores the DNN and PGW-C+SMF in which the PDU Session(s) support EPS interworking to UDM in clause 4.11.1.6.
NOTE 2:	The above applies only when the S-NSSAI(s) for the PDU Sessions are different, otherwise the same SMF is selected for PDU Sessions to the same DNN.
8.	The PGW-C+SMF sends an N4 Session Establishment/Modification Request to the PGW-U+UPF.
	For home routed roaming scenario, if the EBI is assigned successfully, the PGW-C+SMF prepares the CN Tunnel Info for each EPS bearer. If the CN Tunnel info is allocated by the PGW-C+SMF, the PGW-U tunnel info for the EPS bearer may be provided to PGW-U+UPF. If the CN Tunnel info is allocated by PGW-U+UPF, the PGW-U+UPF sends the PGW-U tunnel info for the EPS bearer to the PGW-C+SMF. The PGW-U+UPF is ready to receive uplink packets from E-UTRAN.
NOTE 3:	In the home routed roaming scenario the PGW-C+SMF prepares the CN Tunnel Info for each EPS bearer and provide it to V-SMF. Thus when the UE move to EPC network, the V-SMF does not need interact with the PGW-C+SMF to get the EPS bearer context(s).
NOTE 4:	If the CN Tunnel info is allocated by the PGW-C+SMF and not provided to PGW-U+UPF at PDU Session establishment, when the UE moves to the target RAT the PGW-U+UPF cannot receive UL data until the PGW-C+SMF has provided the Tunnel Info to the PGW-U+UPF in N4 Session Modification. This causes a short interruption to the UL data during the intersystem handover execution.
9.	If the PGW-C+SMF receives any EBI(s) from the AMF, it adds the received EBI(s) into the mapped EPS bearer context(s).
	In home routed roaming scenario, the PGW-C+SMF generates EPS bearer context which includes per EPS bearer PGW-U tunnel information. In addition, if the default EPS bearer is generated for the corresponding PDN Connection of PDU Session (i.e. during the PDU Session establishment procedure), the PGW-C+SMF generates the PGW-C tunnel information of the PDN connection and include it in UE EPS PDN connection.
9a.	[Conditional] In non-roaming or LBO scenario, the PGW-C+SMF includes the mapped EPS bearer context(s) and the corresponding QoS Flow(s) to be sent to the UE in the N1 SM container. PGW-C+SMF also indicates the mapping between the QoS Flow(s) and mapped EPS bearer context(s) in the N1 SM container. PGW-C+SMF also includes the mapping between the received EBI(s) and QFI(s) into the N2 SM information to be sent to the NG-RAN. The PGW-C+SMF sends the N1 SM container and N2 SM information to AMF via the Nsmf_PDUSession_UpdateSMContext Response in case of the PDU Session Modification procedure triggered by UE or AN, or UE Triggered Service Request procedure that results in session transfer from N3GPP to 3GPP, otherwise, via the Namf_Communication_N1N2MessageTransfer.
9b	[Conditional] In home routed roaming scenario, the PGW-C+SMF sends mapped EPS bearer context(s), the mapping between the received EBI(s) and QFI(s), and EPS bearer context to V-SMF via Nsmf_PDUSession_Create Response in case of PDU Session Establishment, or via Nsmf_PDUSession_Update Request in case of PDU Session Modification. The V-SMF stores the EPS bearer context, and generates N1 SM container and N2 SM information, and forwards them to AMF via the Nsmf_PDUSession_UpdateSMContext Response in case of the PDU Session Modification procedure triggered by UE or AN, or UE Triggered Service Request procedure that results in session transfer from N3GPP to 3GPP, otherwise, via the Namf_Communication_N1N2MessageTransfer.
10.	The N1 SM container and N2 SM information are sent to the UE and NG-RAN respectively. The relevant steps of the procedure as specified in the figure above are executed.

[bookmark: _Toc2631712]* * * Next Change * * * *

[bookmark: _Toc20204412][bookmark: _Toc27895111]5.2.2.2.13	Namf_Communication_EBIAssignment service operation
Service operation name: Namf_Communication_EBIAssignment.
Description: The consumer NF uses this service operation to request a bunch of EPS Bearer IDs for a PDU Session, and optionally indicate to the AMF the list of EBI(s) to be released.
Inputs, Required: SUPI, PDU Session ID, ARP list.
Input, Optional: Released EBI list.
Outputs, Required: <ARP, Cause> pair.
Outputs, Optional: a list of <ARP, EBI> pair.
The consumer NF invokes the Namf_Communication_EBIAssignment service operation when it determines that one or more EPS Bearer IDs are required for EPS QoS mapping for a PDU Session. The ARP list indicates the number of the requested EBIs, and the corresponding ARP. The AMF uses the ARP list (including ARP priority level, the pre-emption capability and the pre-emption vulnerability) and the S-NSSAI to prioritize the EBI request, AMF can revoke the EBI from an ongoing lower priority PDU Session, if the maximum number of EBIs have been reached and a session with a higher priority requests an EBI. The AMF responds the consumer NF with a cause which indicates whether the assignment is successful or not. If the assignment is successful, the AMF provides a list of <ARP, EBI> pair to the consumer NF.
[bookmark: _GoBack]NOTE: 	To reduce the probability of AMF revoking the EBI corresponding to default QoS flow, ARP priority value of dedicated QoS flows can be set to lower priority value than that of the default QoS flow. The AMF takes the APR priority value into consideration and revokes EBIs of lower ARP priority first.
If the consumer NF determines that some EBIs are not needed, the consumer NF indicates the EBI(s) that can be released in the Released EBI list.

* * * End Of Changes * * * *
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