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**************** First Change ****************
[bookmark: _Toc19105742]4.3.5	UE
A target UE may support positioning according to four different modes:
-	UE assisted mode (the UE obtains location measurements and sends the measurements to another entity (e.g. an LMF) to compute a location);
-	UE based mode (the UE obtains location measurements and computes a location estimate making use of assistance data provided by serving PLMN);
-	standalone mode (the UE obtains location measurements and computes a location estimate without making use of assistance data provided by serving PLMN);
-	network based mode (a serving PLMN obtains location measurements of signals transmitted by a target UE and computes a location estimate).
NOTE:	The transmission of UE signals for network based mode may or may not be transparent to the UE.
Positioning procedures used by a UE for NG-RAN access are described in TS 38.305 [9].
A limited set of UE positioning capabilities can be transferred to the 5GCN during registration of the UE as described in TS 24.501 [11]. Some of these positioning capabilities may be transferred subsequently to an LMF as described in TS 29.572 [12]. UE positioning capabilities may also be transferred directly to a location server (e.g. LMF).
Additional functions which may be supported by a UE to support location services include the following.
-	Support location requests received from a network for 5GC-MT-LR, 5GC-NI-LR or a deferred 5GC-MT-LR for periodic or triggered location.
-	Support location requests to a network for a 5GC-MO-LR.
-	Support privacy notification and verification for a 5GC-MT-LR or deferred 5GC-MT-LR for periodic or triggered location.
-	Send updated privacy requirements to a serving AMF (for transfer to a UDR via UDM).
-	Support periodic or triggered location reporting to an LMF.
-	Support change of a serving LMF for periodic or triggered location reporting.
-	Support cancelation of periodic or triggered location reporting.
-	Support multiple simultaneous location sessions.
-	Support the reception of unciphered and/or ciphered assistance data broadcast by NG-RAN.
-	Support the reception of ciphered keys for the assistance data from the LMF.
**************** Second Change ****************
[bookmark: _Toc19105823]6.11.3	Obtaining Non-UE Associated Network Assistance Data
Figure 6.11.3-1 shows a procedure which may be used by an LMF to support network assisted and network based positioning. This procedure is not associated with a UE location session. It is used to obtain network assistance data from a NG-RAN node (e.g. gNB or ng-eNB). The procedure may be based on an NRPPa protocol in TS 38.455 [15] between the LMF and NG-RAN.


Figure 6.11.3-1: Procedure for Obtaining Non-UE Associated Network Assistance Data
1.	The LMF invokes the Namf_Communication_N1N2MessageTransfer service operation towards the AMF to request the transfer of a Network Positioning message to a NG-RAN node (gNB or ng-eNB) in the NG-RAN. The service operation includes the Network Positioning message and the target NG-RAN node identity. The Network Positioning message may request position related information from the NG-RAN.
2.	The AMF forwards the Network Positioning message to the target NG-RAN node indicated in step 1 in an N2 Transport message. The AMF includes a Routing identifier, in the N2 Transport message, identifying the LMF.
3.	The target NG-RAN node obtains any position related information requested in step 2.
4.	The target NG-RAN node returns any position related information obtained in step 3 to the AMF in a Network Positioning message included in an N2 Transport message. The target NG-RAN node shall also include the Routing identifier in the N2 Transport message received in step 2.
5.	The AMF invokes the Namf_Communication_N2InfoNotify service operation towards the LMF indicated by the routing identifier received in step 4. The service operation includes the Network Positioning message received in step 4 and the UE identifier. Steps 1 to 5 may be repeated to request further position related information from the NG-RAN.
**************** End Changes ****************

image1.emf
LMF  AMF

NG-

RAN

UE

1. Namf_Communication_N1N2MessageTransfer (Network Positioning Message)

2. N2 Transport (Network Positioning Message)

3. Obtain Measurements

4. N2 Transport (Network Positioning Message)

5. Namf_Communication_N2InfoNotify (Network Positioning Message)


oleObject1.bin
LMF


 AMF


NG-RAN


UE


2. N2 Transport (Network Positioning Message)


3. Obtain Measurements


1. Namf_Communication_N1N2MessageTransfer (Network Positioning Message)


4. N2 Transport (Network Positioning Message)


5. Namf_Communication_N2InfoNotify (Network Positioning Message)



