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Abstract of the contribution: this paper proposes to add a new key issue on how Edge Computing supports for 5G ProSe.
Discussion
Edge Computing(EC) enables operator and 3rd party services to be hosted close to the UE's access point of attachment ,and it can be applied in 5GS so as to achieve an efficient service delivery by reducing end-to-end latency. 
Actually, potential coordination of 5G ProSe with EC exists, therefore the features of EC mentioned in TS 23.501 and the key issues and solutions in TR 23.748 should be considered.
This P-CR is proposed to add a new key issue about Support for Edge Computing.
Proposal
It is proposed to add a new key issue as following: (all new text).
FIRST CHANGE
5.x	Key Issue x: Support for Edge Computing
5.x.1	General Description
Edge Computing(EC) enables operator and 3rd party services to be hosted close to the UE's access point of attachment ,and it can be applied in 5GS so as to achieve an efficient service delivery by reducing end-to-end latency. 
Actually, potential coordination of 5G ProSe with Edge Computing exists, therefore the features of EC mentioned in TS 23.501 and the key issues and solutions in TR 23.748 should be considered.
This P-CR is proposed to add a new key issue about Support for Edge Computing, and the following aspects need to be studied:
- Enhancement of system architecture to provide security communication for Edge Computing 
- Discovery/Selection/Reselection of application server deployed in edge hosting environment
- Interaction between UE and application server of Edge Computing 
- Seamless change of application server of Edge Computing serving the UE
- Visibility of source/target UE to application server of Edge Computing
- Authorisation between source/target UE and application server in UE-to-UE Relay
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