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	Reason for change:
	UCMF is expected to provide UE radio capability(URC) to the AMF in 38.xxx format and to the MME in 36.xxx format. To perform this UCMF should know the format in which it has received the URC.

During normal operation when MME/AMF sends the URC to the UCMF, UCMF can identify the URC format based on the source node from which it is receiving the URC. i.e. if its AMF URC is always in 38.xxx and if its MME URC is always in 36.xxx. 
However when provisioning happens from AF its not clear to UCMF which format of URC is provide. Thus its proposed that AF should indicate the Rat type(format of URC) to the UCMF. 
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FIRST CHANGE
[bookmark: _Toc20204724][bookmark: _Toc27895438]5.2.18.2.1	Nucmf_Provisioning_Create service operation
Service operation name: Nucmf_Provisioning_Create.
Description: The consumer creates a UCMF dictionary entry(s) for a Manufacturer-assigned UE Radio Capability ID(s).
Inputs (required): UE Radio Capability ID(s), set(s) of UE radio access capabilities, Type Allocation Code(s), RAT-type(s).
Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.
The RAT-type(s) indicates the format of the respective UE radio access capabilities as defined in TS 36.331 [16] or TS 38.331 [12].
END OF CHANGES

