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* * * * First change * * * *
[bookmark: _Toc19105799][bookmark: _Toc27821215][bookmark: _Toc36124554][bookmark: _Toc36124994][bookmark: _Toc36125153]6.3.1	Initiation and Reporting of Location Events
Figure 6.3.1-1 summarizes the initiation and reporting of location events for a deferred 5GC-MT-LR procedure for Periodic, Triggered and UE Available Location Events. The procedure supports mobility of a UE within a VPLMN 5GCN and from a 5GCN to an EPC.


Figure 6.3.1-1: Deferred 5GC-MT-LR for periodic, triggered and UE available location events
******skipped for clarity******
30.	The (H)GMLC uses the LDR reference number received in step 28 or step 29 to identify the periodic and triggered location request received in step 1 and then sends the type of event being reported and any location estimate and used positioning methods to the external LCS client or AF (via the NEF), and the LDR reference number to LCS client . The (H)GMLC may also verify UE privacy requirements before reporting the event and any location to the external LCS client or AF.
31.	The UE continues to monitor for further periodic or trigger events as in step 22 and instigates steps 23-30 each time a trigger event is detected.
NOTE 13:	Service continuity for reporting of periodic or trigger events when a UE moves between 5GS and EPS is not supported in this release of the specification.
* * * * Next change * * * *
[bookmark: _Toc27821276][bookmark: _Toc36124615][bookmark: _Toc36125055][bookmark: _Toc36125214]8.5	NEF Services
For 5GC-MT-LR procedures, location reporting is one of the monitoring events, as defined in clause 54.15.3.1 of TS 23.502 [19], supported by Nnef_EventExposure service.
Nnef_EventExposure service operations are defined in TS 23.502 [19] clause 5.2.6.2.
For 5GC-MO-LR procedure, if UE requests to report its location to AF, the location reporting is supported by Nnef_Location_LocationUpdateNotify service operation defined in TS 23.502 [19] clause 5.2.6.21.

* * * * End of changes * * * *
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