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6.6.1
MS-Initiated Detach Procedure

The MS-Initiated Detach procedure when initiated by the MS is illustrated in Figure 22.
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Figure 22: MS-Initiated Combined GPRS / IMSI Detach Procedure

1)
The MS detaches by sending Detach Request (Detach Type, P‑TMSI, P‑TMSI Signature, Switch Off) to the SGSN. Detach Type indicates which type of detach that is to be performed, i.e., GPRS Detach only, IMSI Detach only or combined GPRS and IMSI Detach. Switch Off indicates whether the detach is due to a switch off situation or not. The Detach Request message includes P‑TMSI and P‑TMSI Signature. P‑TMSI Signature is used to check the validity of the Detach Request message. If P‑TMSI Signature is not valid or is not included, then authentication procedure should be performed.

2)
If GPRS detach, the active PDP contexts in the GGSNs regarding this particular MS are deactivated by the SGSN sending Delete PDP Context Request (TEID) to the GGSNs. The GGSNs acknowledge with Delete PDP Context Response (TEID).

3)
If IMSI detach, the SGSN sends an IMSI Detach Indication (IMSI) message to the VLR.

4)
If the MS wants to remain IMSI-attached and is doing a GPRS detach, the SGSN sends a GPRS Detach Indication (IMSI) message to the VLR. The VLR removes the association with the SGSN and handles paging and location update without going via the SGSN.

5)
If Switch Off indicates that the detach is not due to a switch off situation, the SGSN sends a Detach Accept to the MS.

6)
If the MS was GPRS detached, then the 3G‑SGSN releases the PS signalling connection.

For an MS with GPRS‑CSI defined, CAMEL interaction may be performed, see referenced procedure in 3G TS 23.078:
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