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************************************ START OF CHANGE ****************************************
5.2.19.2
Naf_EventExposure service

5.2.19.2.1
General

Service description: This service enables consumer NF to subscribe and get notified of events.

The events can be subscribed by a NF consumer are described in TS 23.288 [50].

The following service operations are defined for the Naf_EventExposure service:

-
Naf_EventExposure_Subscribe.

-
Naf_EventExposure_Unsubscribe.

-
Naf_EventExposure_Notify.

The following events can be subscribed by a NF consumer (Event ID is defined in clause 4.15.1):

-
Service Experience information, as defined in clause 6.4.2, TS 23.288 [50].
-
Performance Data information, as defined in clause 6.4.2 and clause 6.z.2, TS 23.288 [50]
-
UE Mobility information, as defined in clause 6.7.2.2, TS 23.288 [50].

-
UE Communication information, as defined in clause 6.7.3.2, TS 23.288 [50].

-
Exceptions information, as defined in clause 6.7.5.2, TS 23.288 [50].

Event Filters are used to specify the conditions to match for notifying the event (i.e. "List of Parameter values to match"). If there are no conditions to match for a specific Event ID, then the Event Filter is not provided. The following table provides some examples on how the conditions to match for event reporting can be specified for various Event IDs for AF exposure.

Table 5.2.19.2.1-1: Example of Event Filters for AF exposure events
	Event ID for AF exposure
	Event Filter (List of Parameter Values to Match)

	Exceptions information
	<Parameter Type = Exception ID, Value = Exception ID1>

	Service Experience information
	<Parameter Type = TAI, Value = TAI1>

	Service Experience information
	<Parameter Type = geographic zone identifier,

Value = geographic zone identifier1>
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